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Manual versions

This manual describes the current software version. If you find an error in the manual or a
problem in the software, please report it to us and we will try to assist you as soon as possible.

Contact us for further information on topics or functions that are not yet documented.
Print date: April 1, 2022

Manual - -
. Revision Date By Description
version
Chapter “Open Flashloader”
* Section “General procedure”: Updated information regarding usage of
7.62 0 220212 MK JLinkDevices folder.

* Section “Information for Silicon Vendors”: Updated information regarding
usage of JLinkDevices folder.
DisableLTRACEAnNalysis

Chapter “Working with J-Link and J-Trace”
7.52 0 210730 | NV | * Section “J-link Command Strings”: Added
DisableLTRACEAnNalysis

Chapter “Reset strategies”

750 0 210707 EL *Moved section to the wiki

Chapter “Target interfaces and adapters”

*Section “20-pin J-Link connector”

7.00a 0 210419 LG | *Section “Pinout for SWD”

*Section “Target power supply”:

The word “perm” was part of the wrong column. Fixed.

Chapter “Target interfaces and adapters”
7.00a 0 210419 LG | *Section “Reference voltage (VTref)”:
Typo: “on” instead of “one. Fixed.

Chapter "Target interfaces and adapters®
7.00a 0 210419 LG | *Section "Reference voltage (VTref)™:
Added link to wiki article for setting a fixed VTref via J-Link Commander.

Chapter "Working with J-Link and J-Trace"

*Section "JTAG interface™

*Section “"Multiple devices in the scan chain™:

Number of supported JTAG-chain devices updated to 32. Fixed.

6.98e 0 210401 SI

Chapter "Working with J-Link and J-Trace"

*Section “J-Link script files"

*Section “Supported Operators™:

Modulo operator was listed as supported even though it is not. Fixed.

6.94 0 210224 FF

Chapter "Working with J-Link and J-Trace"

6.88 0 201113 NV *Section “J-Link Command Strings" added command string TraceFile.

Chapter "RTT"

*Section "API functions":

SEGGER_RTT_ConfigDownBuffer and SEGGER_RTT_ConfigUpBuffer: In the
"Example® section both functions were falsely named. Fixed.

6.88 0 201113 FF

Chapter ”J-Link Command Strings"

6.86 0 201015 bL Added missing parameters of command “SetCFIFlash®

Chapter "JTAGLoad"

6.80 0 200324 FF Added missing command line option “-LogFile®

Chapter "J-Link GDB Server"

*Section “"Command line options™:

6.64 0 200324 LG | Replaced occurrences of “OS X" with “"macOS".

Chapter "J-Flash SPI"

Updated for recently added cross-platform availability of J-Flash SPI.

Chapter “J-Link Commander (Command line tool)"
*Section “Command line options™:

6.64 0 200317 LG | Moved to SEGGER wiki.

*Section “Using J-Link Command Files":

Moved to SEGGER wiki.

Chapter "J-Link Commander (Command line tool)"
6.60 0 200106 LG | *Section "Commands":
Moved to SEGGER wiki.

Chapter "Working with J-Link and J-Trace"

6.56 0 191127 NV *Section “J-Link Command Strings™:
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Expanded coresight baseaddr commands.

6.54

191121

NV

Chapter "RTT"
*Section “Implementation™:
Added API function SEGGER_RTT_GetAvailWriteSpace().

6.54

191120

DL

Chapter “J-Link GDB Server"

*Section “Command line options™:

Added information for command line option “-rtos™ where to request the
SDK for creating plug-ins.

6.54

191120

DL

Chapter “J-Link software and documentation package"
*Section “J-Link Commander (Command line tool)":
Added note for VTREF command.

6.54

191105

FF

Chapter “Working with J-Link and J-Trace"
*Section "J-Link script files":
Added default return value information for J-Link script file functions.

6.54

191023

AG

Chapter "Working with J-Link and J-Trace"
*Section “J-Link WiFi setup™ added

6.52

191021

AG

Chapter “Semihosting™

*Section "Debugger Support®

Took off Keil MDK-ARM of the list of supported IDEs as MDK does not sup-
port semihosting.

6.52

191016

LG

Chapter "RTT"
*Section "Example code" updated.

6.50

191016

LG

Chapter “J-Link software and documentation package"
*Section “J-Link Remote Server"

Added command “-TunnelEncrypt"

Added subsection “Encrypted connection®™

6.50

190923

DL

Chapter "J-Link software and documentation package"

*Section “J-Link Remote Server": Updated screenshots

*Section “J-Link Remote Server": Created examples for the syntax of the
connect-string

6.48

190813

AG

Chapter “J-Link software and documentation package"
* Section "J-Link GDB Server": Command line option ”-JLinkDevicesXML-
Path™ corrected.

6.48

190802

DL

Chapter “J-Link software and documentation package"
* Section "J-Link Commander (Command line tool)
Added command “SetTimeoutCmd”

Added command “readcsr”

Added command “stepover”

Added command “writecsr”

6.48

190711

LG

4

Chapter “J-Link software and documentation package”
* Section “J-Link Commander (Command line tool)
Added command "WebUSBEnable"

Added command “"WebUSBDisable™

6.46

190511

LG

Chapter "J-Link software and documentation package"

* Section "J-Link RTT Viewer": Updated screenshots.

* Section "J-Link RTT Viewer": Menu entry ‘Channel infos...".

* Section "J-Link Remote Server": Updated list of available command line
options.

6.44

190424

AG

Chapter "Target interfaces and adapters"
* Section "20-pin J-Link connector": Corrected information for pins 14, 16,
18, 20.

6.44

190415

LG

Chapter “J-Link software and documentation pacakge"
* Updated J-Mem screenshot.
Added Chapter “J-Mem"

6.44

190408

NV

Chapter “Target interfaces and adapters™
* Added diagram showing J-Trace PRO connection with target device.

6.44

190321

EL

Chapter "J-Link software and documentation package"
* Section "J-Link GDB Server": Command line options corrected.

6.44

190306

NV

Chapter “J-Link software and documentation package"
* Section "J-Link Commander™: Added memory zone example for com-
mand "mem®".

6.42

J-Link / J-Trace (UM08001)

190215

NV

Chapter “Working with J-Link and J-Trace"
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* Section "J-Link Script Files™: Added new Scripting functions for ETB ini-
tialization.

Chapter “Working with J-Link and J-Trace"

* Section "J-Link Command Strings": Expanded “map region™ documenta-
tion.

6.40

181217

SI

Chapter "J-Link software and documentation package"
* Section ” J-Link SWO Viewer: Added description of command line option
“_usb™.

6.40

181120

AG

Chapter "ARM SWD specifics" added
Chapter "ARM SWD specifics"
* Section "SWD multi-drop" added

6.34

10

181025

NV

Chapter “J-Link software and documentation package"
* Section "J-Link SWO Viewer": Updated description and pictures.

6.34

181023

NV

Chapter “Working with J-Link and J-Trace"
* Section "J-Link Command Strings"™: Added new J-Link command string
"RTTTelnetAllowNonLocalClient".

6.34

101018

AG

Chapter "Target interfaces and adapters"
* Section "19-pin JTAG/SWD and Trace connector™: Added information
about pitch of connector.

6.34

180906

SI

Chapter “J-Link Commander"
* Section " Commands: Added description of “VTREF”.

6.34

180905

NV

Chapter “*Working with J-Link and J-Trace”
* Section “J-Link Script files”: Added new Script file functions to replace
generic trace module initializations.

6.34

180816

LG

Chapter “J-Link GDB Server”
* Section “Supported remote (monitor) commands”: Added new monitor
command “flash erase”.

6.34

180704

AG

Chapter “J-Link software and documentation package”
* Section “J-Flash Lite” added.

6.34

180524

LG

Chapter “J-Link software and documentation package”
* Section “J-Link Commander (Command line tool)”: Added new command
line option “-Log".

6.34

180517

LG

Chapter “Open Flashloader”
* Section “"XML Tags and Attributes”: Added new <ChipInfo> attribute
“Aliases”.

6.34

180516

NV

Chapter “J-Link software and documentation package”
* Section “J-Link SWO Viewer”: Refined CL option descriptions.

6.34

180511

AG

Chapter “Working with J-Link and J-Trace”

* Section “J-Link Command Strings”: Added new J-Link command string
“SetEnableMemCache”.

Chapter “Environmental Conditions & Safety” added

6.32

180417

NV

Chapter “J-Flash SPI”

* Section "Command Line Interface”: Updated description of CL option -
jflashlog.

* Section "Command Line Interface”: Updated description of CL option -
jlinklog.

6.32

180409

NV

Chapter “*Working with J-Link and J-Trace”
* Section “Script file API functions”: Added new API functions
“JLINK_MEM_Preserve()”, “JLINK_MEM_Restore()”, “"JLINK_MEM_Fill()".

6.32

180327

LG

Chapter “Working with J-Link and J-Trace”
* Section “J-Link Command Strings”: Added new J-Link command string
“MemPreserveOnReset”.

6.32

180327

AG

Moved contents of chapter “Segger-specific GDB protocol extensions” to
separate manual (UM08036)

6.32

180323

AG

Moved J-Link GDB Server to separate chapter

Added Segger specific GDB protocol extension qSeggerSTRACE:caps
Added Segger specific GDB protocol extension qSeggerSTRACE: GetInstS-
tats

6.30

180314

AG

Chapter “*Working with J-Link and J-Trace”
* Section “J-Link Command Strings”: Added new J-Link command string
“SetAllowStopMode”.

6.30

J-Link / J-Trace (UM08001)

180309

NV

Chapter “Working with J-Link and J-Trace”
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* Section “J-Link Script Files”:
Added new function SWO_EnableTarget();.

* Section “J-Link Script Files”:
Renamed function GetSWOBaseClock() to SWO_GetSWOBaseClock();
Added unit information of clock speed value.

6.30

180206

EL

Chapter “Working with J-Link and J-Trace”
* Section “J-Link Script Files”:

Added new function: HandleBeforeFlashProg();
* Section “J-Link Script Files”:

Added new function HandleAfterFlashProg();

6.24

180124

EL

Chapter “Working with J-Link and J-Trace”
* Section “J-Link Comamnd Strings”: Updated.

6.24

180111

LG

Chapter “J-Link software and documentation package”
* Section “J-Link GDB Server”: Added new GDBServer monitor commands:
ReadAP, ReadDP, WriteAP and WriteDP.

6.22

171214

NV

Chapter “Working with J-Link and J-Trace”

* Section “J-Link Command Strings”: Added new J-Link Command String
to set base addresses of coresight components for tracing

e.g. CORESIGHT_SetETBBaseAddr.

* Section “J-Link script files”: Added new function GetSWOBaseClock();.
Chapter “J-Link software and documentation package”

* Section “J-Link SWO Viewer”: Updated picture of new SWO Viewer GUI
interface with additional explanation of SWO clock setting.

6.20

171123

AG

Chapter “Related Software”

* Section “"JTAGLoad”: PIO commands was listed as supported even though
it is not. Fixed.

* Section “"JTAGLoad”: PIOMAP commands was listed as supported even
though it is not. Fixed.

6.20

171025

EL

Chapter “Monitor Mode Debugging”
* Section “Enable Monitor Debugging”: Updated

6.20

171013

EL

Chapter “*Working with J-Link and J-Trace”

* Section “J-Link script files”: Updated
Chapter “*Working with J-Link and J-Trace”

* Section “J-Link Command Strings”: Updated

6.20

171011

NG

Updated links to SEGGER wiki:
Low power mode debugging
J-Link script files
J-Link Command Strings

6.20

171011

NG

Chapter “Working with J-Link and J-Trace”

* Section “Script file API functions”: Added the following functions:
JLINK_C2_WriteData()
JLINK_C2_ReadData()
JLINK_C2_WriteAddr()
JLINK_C2_ReadAddr()
JLINK_CORESIGHT_ReadDAP()
JLINK_GetPinState()
JLINK_GetTime()
JLINK_JTAG_ReadWriteBits()
JLINK_JTAG_StartDR()
JLINK_PIN_Override()
JLINK_SelectTIF()
JLINK_SetDevice()
JLINK_SWD_ReadWriteBits()
JLINK_TARGET_IsHalted()
JLINK_TARGET_Halt()
JLINK_TIF_ActivateTargetReset()
JLINK_TIF_ReleaseTargetReset()
JLINK_TIF_SetSpeed()
JLINK_TIF_SetCIrTCK()
JLINK_TIF_SetCIrTMS()
JLINK_TIF_SetCIrTDI()

6.20

171006

NG

Chapter “Working with J-Link and J-Trace”
* Section “Script file API functions”: Added return values for various func-
tions

6.20

171005

EL

Chapter “Open Flashloader”
* Section “Add. Info / Considerations / Limitations”: Updated

J-Link / J-Trace (UM08001)
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6.20 1

170922

NG

Chapter “Working with J-Link and J-Trace”
* Section “J-Link Command Strings”: Updated
Added new command string “EnableLowPowerHandlingMode”

6.16 0

170320

EL

Chapter “Open Flashloader”
Added “AlwaysPresent” as new attribute to the <FlashBankInfo>

6.14 6

170407

NV

Chapter “Working with J-Link and J-Trace”
* Section “J-Link scriptfiles”: Updated
“JLINK_ExecCommand()"” description

6.14 5

170320

EL

Chapter “J-Flash SPI”
Updated screenshots

170317

NV

Chapter “Working with J-Link and J-Trace”
* Section “J-Link scriptfiles”:
Added: “JLINK_ExecCommand()”
Section “Keil MDK-ARM"” added for Command string execution

170220

NV

Chapter “Working with J-Link and J-Trace”
* Section “J-Link scriptfiles”:
Added: “OnTraceStart()” and “JLINK_TRACE_Portwidth”
Chapter “Trace”
* Added crossreference to "JLINK_TRACE_Portwidth”

170216

NV

Chapter “Introduction”
*Added Subsubsection “Software and Hardware
Features Overview” to all device Subsections.
*Edited Subsection “"”]-Trace ARM.
*Section “Target interfaces and adapters”:
edited "RESET” to "nRESET"” and updated description.

170210

NV

Chapter “Working with J-Link and J-Trace”
* Section “"Exec Commands”: Updated
SetResetPulselLen
TraceSampleAdjust
Chapter “Trace”
* Section “Tracing via trace pins”: Updated

170201

AG

Chapter “*Working with J-Link”

* Section “Exec Commands”: Updated
SelectTraceSource
SetRAWTRACEPinDelay
ReadIntoTraceCache

Chapter “Trace” added.

6.10a 0

160820

EL

Chapter “Working With J-Link"”
* Section “Exec Commands”: Updated ExcludeFlashCacheRanges.

6.00i 0

160802

EL

Chapter “Introduction”

* Removed “Model Feature Lists”

Chapter “Adding Support for New Devices”:
renamed to “Open Flash Loader”

Chapter “Open Flash Loader” updated.

6.00 1

160617

EL

Chapter “J-Flash SPI”
* Added chapter “"Custom Command Sequences”

6.00 0

160519

AG

Chapter “Adding Support for New Devices” added.

5.12f 0

160503

AB

Chapter “Related Software”
* Section “J-Link RTT Viewer” updated and moved from section “RTT".

5.12d 1

160427

AG

Chapter “Working with J-Link and J-Trace”
* Section “J-Link script files” updated.

5.12d 0

160425

AG

Chapter “Working with J-Link and J-Trace”
* Section “J-Link script files” updated.

5.12c 0

160413

NG

Chapter “Related Software”
* Section “J-Link Commander”
Typo fixed.

5.12c 1

J-Link / J-Trace (UM08001)

160418

NG

Chapter “Related Software”
* Section “J-Link Commander”
Commands and commandline options added.
Chapter “Working with J-Link and J-Trace”
* Section “J-Link Command Strings”
Command “SetRTTTelnetPort” added.
Chapter “Flash Download”
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* Section “Debugging applications that change flash contents at runtime”
added.
Chapter “Monitor Mode Debugging”

>.10u 0 160317 AG | x Section “Target application performs reset” added.
Chapter “Monitor Mode Debugging”

5.10t 0 160314 | AG | * Section “Enable Monitor Debugging” updated.
* Section “Forwarding of Monitor Interrupts” added.

5.10 3 160309 EL | Chapter “J-Flash SPI” updated.

5.10 2 160215 AG | Chapter "RTT” updated.
Chapter "RDI"” updated.

>.10 1 151204 AG Chapter “Semihosting” added.

5.10 0 151127 NG Chapter “Related Software

* Section “J-Scope” removed.

Chapter “*Working with J-Link and J-Trace”
5.02m 0 151125 | AG | * Section “The J-Link settings file” added.
Chapter “Low Power Debugging” added.

Various Chapters

5.021 0 151123 | AG | x gome typos corrected.

Chapter “J-Flash SPI”

5.02i 1 151106 RH | « Section “Send custom commands” added.

Chapter “Related Software”
* Section “J-Link Commander”
exec command added.
Chapter “*Working with J-Link and J-Trace”
* Section “J-Link Command Strings”
New commands added.

5.02i 0 151105 RH

Chapter “Related Software”

5.02f 1 151022 NG | « Section “J-Scope” updated.

Chapter “Target interfaces and adapters”

5.02f 1 151022 EL | « Section “Reference voltage (VTref)” added.

Chapter “Working with J-Link and J-Trace”

5.02f 0 151007 RH | « Section “J-Link script files” updated.

Chapter “*Working with J-Link and J-Trace”

5.02e 0 151001 AG | x Section “J-Link script files” updated

Chapter “Licensing”

* Section “Original SEGGER products” updated.

Chapter “Flash download”

* Section “Setup for various debuggers (CFI flash)” updated.

5.02c 1 150925 NG

Chapter “Flash download”

5.02¢ 0 150916 RH | « Section “Setup for various debuggers (SPIFI flash)” added.

Chapter “Introduction”
* Section “J-Link / J-Trace models” updated.

5.02c 0 150914 | RH | Section “Supported 0S”
Added Windows 10
5.02a 0 150903 | AG | Chapter “Monitor Mode Debugging” added.
Chapter “*Working with J-Link and J-Trace”
5.02 0 150820 | AG | * Section “J-Link Command Strings”
“DisableCortexMXPSRAutoCorrectTBit” added.
5.02 0 150813 AG | Chapter “Monitor Mode Debugging” added.

Chapter “Related Software”
5.00 1 150728 | NG | * Section “J-Link Commander”
Sub-Section "Command line options” updated.

Chapter “Flash download”

* Section “QSPI flash support” added.

Chapter “Flash breakpoints”

* Section “Flash Breakpoints in QSPI flash” added

5.00 0 150609 | AG

Chapter “J-Flash SPI”

5.00 0 150520 EL | « Initial version added

Chapter “Related Software”

4.99b 0 150520 | EL | x gection “I-Link STM32 Unlock”

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH
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Added command line options

4.99a 0

150429

AG

Chapter “Target interfaces and Adapters”
Chapter “20-pin J-Link connector”, section “Pinout for SPI” added.

4.98d 0

150427

EL

Chapter “Related Software”
* Section “Configure SWO output after device reset” updated.

4.98b 0

150410

AG

Chapter “Licensing”
* Section “J-Trace for Cortex-M” updated.

4.98 0

150320

NG

Chapter “Related Software”

* Section “J-Link Commander”
Sub-Section "Commands” added.

Chapter “Working with J-Link and J-Trace”

* Section “J-Link script files” updated

4.96f 0

150204

JL

Chapter “Related Software”
* Section “GDB Server”
Exit code description added.

4.96 0

141219

JL

Chapter “"RTT” added.

Chapter “Related Software”

* Section “"GDB Server”
Command line option “-strict” added.
Command line option “-timeout” added.

4.90d 0

141112

NG

Chapter “Related Software”
* Section “J-Link Remote Server” updated.
* Section “J-Scope” updated.

4.90c 0

140924

JL

Chapter “Related Software”
* Section "JTAGLoad"” updated.

4.90b 1

140813

EL

Chapter “Working with J-Link and J-Trace”

* Section “Connecting multiple J-Links / J-Traces to your PC” updated
Chapter “J-Link software”

* Section “J-Link Configurator” updated.

4.90b 0

140813

NG

Chapter “Related Software”
* Section “J-Scope” added.

4.86 2

140606

AG

Chapter “Device specifics”
* Section “Silicon Labs - EFM32 series devices” added

4.86 1

140527

JL

Chapter “Related Software”

* Section “"GDB Server”

Command line options -halt / -nohalt added.
Description for GDB Server CL version added.

4.86 0

140519

AG

Chapter “Flash download”
Section “Mentor Sourcery CodeBench” added.

4.84 0

140321

EL

Chapter “*Working with J-Link”

* Section “Virtual COM Port (VCOM) improved.

Chapter "Target interfaces and adapters®

* Section "Pinout for SWD + Virtual COM Port (VCOM) added."

4.82 1

140228

EL

Chapter "Related Software"
* Section “"Command line options"
Extended command line option -speed.
Chapter “J-Link software and documentation package"
* Section "J-Link STR91x Commander™
Added command line option parameter to specify a customized
scan-chain.
Chapter "Working with J-Link"™
* Section "Virtual COM Port (VCOM) added.
Chapter “Setup”
* Section “Getting started with J-Link and DS-5"

4.82 0

140218

JL

Chapter “Related Software”
* Section “"GDB Server”
Command line option -notimeout added.

4.80f 0

140204

JL

Chapter “Related Software”
* Section “"GDB Server”
Command line options and remote commands added.

4.80 1

J-Link / J-Trace (UM08001)

131219

L/
NG

Chapter “Related Software”
* Section “"GDB Server”
Remote commands and command line options description improved.
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Several corrections.

4.80

131105

JL

Chapter “Related Software”
* Section “GDB Server”
SEGGER-specific GDB protocol extensions added.

4.76

130823

JL

Chapter “Flash Download”

* Replaced references to GDB Server manual.
Chapter “*Working with J-Link”

* Replaced references to GDB Server manual.

4.76

130821

JL

Chapter “Related Software”
* Section “GDB Server”
Remote commands added.

4.76

130819

JL

Chapter “Related Software”
* Section “SWO Viewer”
Sample code updated.

4.76

130809

JL

Chapter “Related Software”

* Sections reordered and updated.
Chapter “Setup”

* Section “Using JLinkARM.dIl moved here.

4.71b

130507

JL

Chapter "Related Software"
* Section "SWO Viewer"
Added new command line options.

4.66

130221

JL

Chapter "“Introduction™
* Section "Supported OS"
Added Linux and Mac OSX

4.62b

130219

EL

Chapter “Introduction®™
* Section "J-Link / J-Trace models™
Clock rise and fall times updated.

4.62

130129

JL

Chapter "“Introduction™
* Section "J-Link / J-Trace models™
Sub-section “J-link ULTRA" updated.

4.62

130124

EL

Chapter "Target interfaces and adapters®
* Section "9-pin JTAG/SWD connector"
Pinout description corrected.

4.58

121206

AG

Chapter "“Introduction™
* Section "J-Link / J-Trace models" updated.

4.58

121126

JL

Chapter “Working with J-Link™
* Section "J-Link script files"
Sub-section "Executing J-Link script files" updated.

4.56b

121112

JL

Chapter “Related Software"
* Section "J-Link SWO Viewer"
Added sub-section “Configure SWO output after device reset"

4.56a

121106

JL

Chapter "Related Software"

* Section "J-Link Commander®
Renamed "Commander script files" to “Commander files" and
"script mode" to "batch mode".

4.56

121022

AG

Renamed “J-Link TCP/IP Server" to “J-Link Remote Server"

4.54

121009

JL

Chapter “Related Software"
* Section "TCP/IP Server", subsection "Tunneling Mode" added.

4.54

120913

EL

Chapter “Flash Breakpoints"

* Section “Licensing" updated.

Chapter "Device specifics"

* Section "Freescale", subsection "Data flash support™ added.

4.53c

120904

EL

Chapter “Licensing"
* Section "Device-based license" updated.

4.51h

120717

EL

Chapter “Flash download"

* Section "J-Link commander" updated.

Chapter “"Support and FAQs"

* Section "Frequently asked questions" updated.
Chapter "J-Link and J-Trace related software"

* Section "J-Link Commander" updated.

4.51e

120704

EL

Chapter “Working with J-Link™
* Section "Reset strategies" updated and corrected. Added reset type 8.
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4.51e

120704

AG

Chapter "Device specifics"
* Section "ST" updated and corrected.

4.51b

120611

EL

Chapter "J-Link and J-Trace related software"
* Section "SWO Viewer" added.

4.51a

120606

EL

Chapter "Device specifics"

* Section "ST", subsection "ETM init" for some STM32 devices added.
* Section "Texas Instruments® updated.

Chapter "Target interfaces and adapters"

* Section "Pinout for SWD" updated.

4.47a

120419

AG

Chapter “"Device specifics"
* Section "Texas Instruments"™ updated.

4.46

120416

EL

Chapter "Support" updated.

4.42

120214

EL

Chapter "Working with J-Link"
* Section "J-Link script files" updated.

4.36

110927

EL

Chapter “Flash download" added.

Chapter “Flash breakpoints™ added.

Chapter "Target interfaces and adapters"

* Section "20-pin JTAG/SWD connector"™ updated.
Chapter “RDI" added.

Chapter “Setup" updated.

Chapter "Device specifics" updated.

4.36

110909

AG

Chapter "Working with J-Link™
* Section "J-Link script files® updated.

4.26

110513

KN

Chapter "“Introduction™
* Section ”J-Link / J-Trace models" corrected.

4.26

110427

KN

Several corrections.

4.24

110228

AG

Chapter “Introduction™

* Section "J-Link / J-Trace models"™ corrected.
Chapter “Device specifics®

* Section "ST Microelectronics™ updated.

4.24

110216

AG

Chapter “Device specifics"

* Section "Samsung" added.

Chapter "Working with J-Link™

* Section "Reset strategies" updated.

Chapter "Target interfaces and adapters"

* Section "9-pin JTAG/SWD connector" added.

4.23d

110202

AG

Chapter "J-Link and J-Trace related software"

* Section "J-Link software and documentation package in detail* updated.
Chapter "“Introduction™

* Section "Built-in intelligence for supported CPU-cores" added.

4.21qg

101130

AG

Chapter "Working with J-Link"

* Section "Reset strategies™ updated.

Chapter "Device specifics"

* Section "Freescale™ updated.

Chapter “Flash download and flash breakpoints

* Section “Supported devices” updated

* Section “Setup for different debuggers (CFI flash)” updated.

4.21

101025

AG

Chapter “Device specifics”
* Section “Freescale” updated.

4.20j

101019

AG

Chapter “Working with J-Link”
* Section “Reset strategies” updated.

4.20b

100923

AG

Chapter “*Working with J-Link”
* Section “Reset strategies” updated.

0.00

90

100818

AG

Chapter “Working with J-Link”

* Section “J-Link script files” updated.

* Section “J-Link Command Strings” updated.

Chapter “Target interfaces and adapters”

* Section “19-pin JTAG/SWD and Trace connector” corrected.
Chapter “Setup”

* Section “J-Link Configurator added.”

0.00

89

100630

AG

Several corrections.

0.00

J-Link / J-Trace (UM08001)
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100622

AG

Chapter “J-Link and J-Trace related software”
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* Section "SWO Analyzer” added.

0.00

87

100617

AG

Several corrections.

0.00

86

100504

AG

Chapter “Introduction”

* Section “J-Link / J-Trace models” updated.
Chapter “Target interfaces and adapters”

* Section “Adapters” updated.

0.00

85

100428

AG

Chapter “Introduction”
* Section “J-Link / J-Trace models” updated.

0.00

84

100324

KN

Chapter “Working with J-Link and J-Trace”
* Several corrections

Chapter Flash download & flash breakpoints
* Section “Supported devices” updated

0.00

83

100223

KN

Chapter “Introduction”
* Section “J-Link / J-Trace models” updated.

0.00

82

100215

AG

Chapter “*Working with J-Link”
* Section “J-Link script files” added.

0.00

81

100202

KN

Chapter “Device Specifics”

* Section “Luminary Micro” updated.

Chapter “Flash download and flash breakpoints”
* Section “Supported devices” updated.

0.00

80

100104

KN

Chapter “Flash download and flash breakpoints
* Section "Supported devices" updated

0.00

79

091201

AG

Chapter “Working with J-Link and J-Trace"
* Section "Reset strategies™ updated.
Chapter “Licensing"

* Section "J-Link OEM versions" updated.

0.00

78

091023

AG

Chapter “Licensing"
* Section "J-Link OEM versions" updated.

0.00

77

090910

AG

Chapter "“Introduction™
* Section "J-Link / J-Trace models" updated.

0.00

76

090828

KN

Chapter “Introduction®™

* Section” Specifications"™ updated

* Section "Hardware versions" updated

* Section "Common features of the J-Link product family" updated
Chapter "Target interfaces and adapters™

* Section ”5 Volt adapter" updated

0.00

75

090729

AG

Chapter “Introduction™

* Section "J-Link / J-Trace models™ updated.
Chapter “Working with J-Link and J-Trace"

* Section "SWD interface"™ updated.

0.00

74

090722

KN

Chapter “Introduction™

* Section "Supported IDEs" added

* Section "Supported CPU cores" updated

* Section "Model comparison chart® renamed to
"Model comparison™

* Section "J-Link bundle comparison chart" removed

0.00

73

090701

KN

Chapter "Introduction™
* Section "J-Link and J-Trace models"™ added
* Sections "Model comparison chart" &
"J-Link bundle comparison chart“added
Chapter ”J-Link and J-Trace models" removed
Chapter "Hardware" renamed to "Target interfaces & adapters"
* Section "JTAG Isolator" added
Chapter "Target interfaces and adapters®
* Section "Target board design™ updated
Several corrections

0.00

72

090618

AG

Chapter "Working with J-Link™

* Section "J-Link control panel®™ updated.
Chapter “Flash download and flash breakpoints®
* Section "Supported devices" updated.
Chapter "Device specifics®

* Section "NXP" updated.

0.00

J-Link / J-Trace (UM08001)
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090616

AG

Chapter "Device specifics"
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* Section "NXP" updated.

0.00

70

090605

AG

Chapter “Introduction™
* Section "Common features of the J-Link
product family" updated.

0.00

69

090515

AG

Chapter "Working with J-Link"

* Section "Reset strategies" updated.

* Section "Indicators" updated.

Chapter “Flash download and flash breakpoints
* Section "Supported devices" updated.

N

0.00

68

090428

AG

Chapter "J-Link and J-Trace related software"
* Section "J-Link STM32 Commander" added.
Chapter "Working with J-Link"®

* Section "Reset strategies" updated.

0.00

67

090402

AG

Chapter “Working with J-Link™
* Section "Reset strategies™ updated.

0.00

66

090327

AG

Chapter “Background information™

* Section "Embedded Trace Macrocell (ETM)" updated.

Chapter “J-Link and J-Trace related software"

* Section "Dedicated flash programming utilities for J-Link™ updated.

0.00

65

090320

AG

Several changes in the manual structure.

0.00

64

090313

AG

Chapter "Working with J-Link"®
* Section "Indicators" added.

0.00

63

090212

AG

Chapter "Hardware"
* Several corrections.
* Section "Hardware Versions" Version 8.0 added.

0.00

62

090211

AG

Chapter “Working with J-Link and J-Trace"

* Section "Reset strategies™ updated.

Chapter J-Link and J-Trace related software

* Section "J-Link STR91x Commander (Command line tool)" updated.
Chapter "Device specifics"

* Section "ST Microelectronics®™ updated.

Chapter "Hardware" updated.

0.00

61

090120

TQ

Chapter "Working with J-Link"
* Section "Cortex-M3 specific reset strategies®

0.00

60

090114

AG

Chapter "Working with J-Link"®
* Section "Cortex-M3 specific reset strategies™

0.00

59

090108

KN

Chapter Hardware
* Section "Target board design for JTAG" updated.
* Section "Target board design for SWD" added.

0.00

58

090105

AG

Chapter "Working with J-Link Pro"
* Section "Connecting J-Link Pro the first time" updated.

0.00

57

081222

AG

Chapter "Working with J-Link Pro"

* Section "Introduction® updated.

* Section "Configuring J-Link Pro via web interface™ updated.
Chapter “Introduction™

* Section "J-Link Pro overview" updated.

0.00

56

081219

AG

Chapter “Working with J-Link Pro"

* Section "FAQs" added.

Chapter “"Support and FAQs"

* Section "Frequently Asked Questions"™ updated.

0.00

55

081218

AG

Chapter "Hardware" updated.

0.00

54

081217

AG

Chapter "Working with J-Link and J-Trace"
* Section "J-Link Command Strings" updated.

0.00

53

081216

AG

Chapter "Working with J-Link Pro" updated.

0.00

52

081212

AG

Chapter "Working with J-Link Pro" added.
Chapter “Licensing"
* Section "Original SEGGER products®™ updated.

0.00

51

081202

KN

Several corrections.

0.00

50

081030

AG

Chapter “Flash download and flash breakpoints®
* Section "Supported devices" corrected.

J-Link / J-Trace (UM08001)
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0.00

49

081029

AG

Several corrections.

0.00

48

080916

AG

Chapter "Working with J-Link and J-Trace"
* Section "Connecting multiple J-Links /
J-Traces to your PC" updated.

0.00

47

080910

AG

Chapter “Licensing" updated.

0.00

46

080904

AG

Chapter “Licensing" added.
Chapter "Hardware"
Section “J-Link OEM versions™ moved to chapter “Licensing"

0.00

45

080902

AG

Chapter "Hardware"
Section "JTAG+Trace connector" JTAG+Trace
connector pinout corrected.
Section “J-Link OEM versions" updated.

0.00

44

080827

AG

Chapter ”J-Link control panel® moved to chapter "Working with J-Link".
Several corrections.

0.00

43

080826

AG

Chapter “Flash download and flash breakpoints"
Section “Supported devices" updated.

0.00

42

080820

AG

Chapter “Flash download and flash breakpoints®
Section “Supported devices" updated.

0.00

41

080811

AG

Chapter “Flash download and flash breakpoints" updated.
Chapter “Flash download and flash breakpoints",
section "Supported devices" updated.

0.00

40

080630

AG

Chapter “Flash download and flash breakpoints" updated.
Chapter "J-Link status window" renamed to “J-Link control panel®
Various corrections.

0.00

39

080627

AG

Chapter “Flash download and flash breakpoints"
Section “Licensing" updated.
Section “Using flash download and flash
breakpoints with different debuggers"™ updated.
Chapter "J-Link status window" added.

0.00

38

080618

AG

Chapter “Support and FAQs"

Section “Frequently Asked Questions™ updated
Chapter "Reset strategies™

Section “Cortex-M3 specific reset strategies" updated.

0.00

37

080617

AG

Chapter "Reset strategies™
Section "Cortex-M3 specific reset strategies" updated.

0.00

36

080530

AG

Chapter "Hardware"

Section “Differences between different versions™ updated.
Chapter "Working with J-Link and J-Trace"

Section “Cortex-M3 specific reset strategies" added.

0.00

35

080215

AG

Chapter “J-Link and J-Trace related software"
Section “J-Link software and documentation package in detail® updated.

0.00

34

080212

AG

Chapter “J-Link and J-Trace related software™

Section “J-Link TCP/IP Server (Remote J-Link / J-Trace use)" updated.
Chapter “Working with J-Link and J-Trace"

Section “J-Link Command Strings" updated.
Chapter “Flash download and flash breakpoints®

Section “Introduction™ updated.

Section “Licensing" updated.

Section “Using flash download and flash breakpoints with

different debuggers" updated.

0.00

33

080207

AG

Chapter “Flash download and flash breakpoints" added
Chapter "Device specifics:™
Section "ATMEL - AT91SAM7 - Recommended init sequence" added.

0.00

32

080129

SK

Chapter "Device specifics™:
Section “NXP - LPC - Fast GPIO bug" list of device enhanced.

0.00

31

080103

SK

Chapter "Device specifics™:
Section “NXP - LPC - Fast GPIO bug" updated.

0.00

J-Link / J-Trace (UM08001)

30

071211

AG

Chapter “"Device specifics":
Section “Analog Devices" updated.
Section "ATMEL" updated.
Section “Freescale" added.
Section “Luminary Micro" added.
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Section “NXP" updated.

Section "OKI" added.

Section “ST Microelectronics" updated.

Section “Texas Instruments" updated.
Chapter "Related software™:

Section “J-Link STR91x Commander" updated

0.00

29

070912

SK

Chapter "Hardware", section "Target board design™ updated.

0.00

28

070912

SK

Chapter "Related software":
Section "J-LinkSTR91x Commander" added.
Chapter "Device specifics":
Section “ST Microelectronics" added.
Section “Texas Instruments" added.
Subsection "AT91SAM9" added.

0.00

28

070912

AG

Chapter “Working with J-Link/J-Trace":
Section “J-Link Command Strings" updated.

0.00

27

070827

TQ

Chapter "Working with J-Link/J-Trace™:
Section “J-Link Command Strings" updated.

0.00

26

070710

SK

Chapter “Introduction™:
Section “Features of J-Link™ updated.
Chapter “Background Information™:
Section "Embedded Trace Macrocell* added.
Section "Embedded Trace Buffer" added.

0.00

25

070516

SK

Chapter "Working with J-Link/J-Trace":
Section “Reset strategies in detail®
- "Software, for Analog Devices ADuC7xxx MCUs" updated
- "Software, for ATMEL AT91SAM7 MCUs" added.
Chapter "Device specifics"
Section “Analog Devices" added.
Section "ATMEL" added.

0.00

24

070323

SK

Chapter "Setup":
"Uninstalling the J-Link driver" updated.
"Supported ARM cores" updated.

0.00

23

070320

SK

Chapter "Hardware":
"Using the JTAG connector with SWD" updated.

0.00

22

070316

SK

Chapter "Hardware":
"Using the JTAG connector with SWD" added.

0.00

21

070312

SK

Chapter "Hardware":
"Differences between different versions" supplemented.

0.00

20

070307

SK

Chapter "J-Link / J-Trace related software":
"J-Link GDB Server" licensing updated.

0.00

19

070226

SK

Chapter "J-Link / J-Trace related software" updated and reorganized.
Chapter "Hardware"
"List of OEM products" updated

0.00

18

070221

SK

Chapter "Device specifics" added
Subchapter "“J-Link Command Strings"™ added

0.00

17

070131

SK

Chapter "Hardware":
"Version 5.3": Current limits added
"Version 5.4" added
Chapter "Setup™:
"Installing the J-Link USB driver" removed.
"Installing the J-Link software and documentation pack" added.
Subchapter “List of OEM products" updated.
"0S support™ updated

0.00

16

061222

SK

Chapter "Preface": “Company description™ added.
J-Link picture changed.

0.00

15

060914

(0]0)

Subchapter 1.5.1: Added target supply voltage and target supply current
to specifications.
Subchapter 5.2.1: Pictures of ways to connect J-Trace.

0.00

14

060818

TQ

Subchapter 4.7 “"Using DCC for memory reads" added.

0.00

13

060711

00

Subchapter 5.2.2: Corrected JTAG+Trace connector pinout table.

0.00

12

060628

(0]0)

Subchapter 4.1: Added ARM966E-S to List of supported ARM cores.

J-Link / J-Trace (UM08001)
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Subchapter 5.5.2.2 changed.

0.00 11 060607 SK Subchapter 5.5.2.3 added.

ARM9 download speed updated.

Subchapter 8.2.1: Screenshot “Start sequence" updated.
0.00 10 060526 SK | Subchapter 8.2.2 "ID sequence" removed.

Chapter “Support" and "FAQ" merged.

Various improvements

Chapter “Literature and references" added.
Chapter "Hardware":
0.00 9 060324 | OO Added common information trace signals.
Added timing diagram for trace.
Chapter “Designing the target board for trace™ added.

Chapter "Related Software": Added JLinkARM.dII.

0.00 8 060117 | OO | gcreenshots updated.

0.00 7 051208 | OO | Chapter Working with J-Link: Sketch added.

Chapter Working with J-Link: “Connecting multiple J-Links to your PC"
added.

Chapter Working with J-Link: "Multi core debugging" added.

Chapter Background information: "J-Link firmware"™ added.

0.00 6 051118 | OO

0.00 5 051103 TQ | Chapter Setup: "JTAG Speed" added.

Chapter Background information: “Flash programming" added.
0.00 4 051025 00 | Chapter Setup: “Scan chain configuration®™ added.
Some smaller changes.

0.00 3 051021 TQ | Performance values updated.
0.00 2 051011 TQ | Chapter "Working with J-Link" added.
0.00 1 050818 | TW | Initial Version
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About this document

Assumptions

This document assumes that you already have a solid knowledge of the following:

The software tools used for building your application (assembler, linker, C compiler).
The C programming language.

The target processor.

DOS command line.

If you feel that your knowledge of C is not sufficient, we recommend The C Programming Lan-
guage by Kernighan and Richie (ISBN 0--13--1103628), which describes the standard in C pro-
gramming and, in newer editions, also covers the ANSI C standard.

How to use this manual

This manual explains all the functions and macros that the product offers. It assumes you have
a working knowledge of the C language. Knowledge of assembly programming is not required.

Typographic conventions for syntax

This manual uses the following typographic conventions:

Style Used for
Body Body text.
Keywor d Text t.hat you entgr at the commgnd pnjompt or that appears on
the display (that is system functions, file- or pathnames).
Par anet er Parameters in API functions.
Sanpl e Sample code in program examples.

Sanpl e comrent

Comments in program examples.

Reference to chapters, sections, tables and figures or other doc-

Reference

uments.
GUIElement Buttons, dialog boxes, menu names, menu commands.
Emphasis Very important sections.

J-Link / J-Trace (UM08001)
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Chapter 1

Introduction

This is the user documentation for owners of SEGGER debug probes, J-Link and J-Trace.
This manual documents the software which with the J-Link Software and Documentation
Package as well as advanced features of J-Link and J-Trace, like Real Time Transfer (RTT),
J-Link Script Files orTrace.
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1.1 Requirements

Host System

To use J-Link or J-Trace you need a host system running Windows 2000 or later. For a list
of all operating systems which are supported by J-Link, please refer to Supported OS on
page 30.

Target System

A target system with a supported CPU is required. You should make sure that the emulator
you are looking at supports your target CPU. For more information about which J-Link fea-
tures are supported by each emulator, please refer to SEGGER debug probes on page 35.
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1.2 Supported OS

J-Link/]-Trace can be used on the following operating systems:

J-Link / J-Trace (UM08001)

Microsoft Windows 2000
Microsoft Windows XP
Microsoft Windows XP x64
Microsoft Windows 2003
Microsoft Windows 2003 x64
Microsoft Windows Vista
Microsoft Windows Vista x64
Microsoft Windows 7
Microsoft Windows 7 x64
Microsoft Windows 8
Microsoft Windows 8 x64
Microsoft Windows 10
Microsoft Windows 10 x64
Linux

macOS 10.5 and higher

Supported OS
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CHAPTER 1 Common features of the J-Link product family

Common features of the J-Link product family

USB 2.0 interface (Full-Speed/Hi-Speed, depends on J-Link model)

Any ARM7/ARM9/ARM11 (including thumb mode), Cortex-A5/A7/A8/A9/A12/A15/A17,
Cortex-M0/M1/M3/M4/M7/M23/M33, Cortex-R4/R5 core supported

Automatic core recognition

Maximum interface speed 15/50 MHz (depends on J-Link model)

Seamless integration into all major IDEs ( List of supported IDEs )

No power supply required, powered through USB

Support for adaptive clocking

All JTAG signals can be monitored, target voltage can be measured

Support for multiple devices

Fully plug and play compatible

Standard 20-pin JTAG/SWD connector, 19-pin JTAG/SWD and Trace connector, standard
38-pin JTAG+Trace connector

USB and 20-pin ribbon cable included

Memory viewer (J-Mem) included

Remote server included, which allows using J-Trace via TCP/IP networks

RDI interface available, which allows using J-Link with RDI compliant software

Flash programming software (J-Flash) available

Flash DLL available, which allows using flash functionality in custom applications
Software Developer Kit (SDK) available

14-pin JTAG adapter available

J-Link 19-pin Cortex-M Adapter available

J-Link 9-pin Cortex-M Adapter available

Adapter for 5V JTAG targets available for hardware revisions up to 5.3

Optical isolation adapter for JTAG/SWD interface available

Target power supply via pin 19 of the JTAG/SWD interface (up to 300 mA to target
with overload protection), alternatively on pins 11 and 13 of the Cortex-M 19-pin trace
connector
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1.4 Supported CPU cores

J-Link / J-Trace supports any common ARM Cortex core, ARM legacy core, Microchip PIC32
core and Renesas RX core. For a detailed list, please refer to:
SEGGER website: Supported Cores .

If you experience problems with a particular core, do not hesitate to contact SEGGER.
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1.5 Built-in intelligence for supported CPU-cores

In general, there are two ways to support a CPU-core in the J-Link software:

1. Intelligence in the J-Link firmware
2. Intelligence on the PC-side (DLL)

Having the intelligence in the firmware is ideal since it is much more powerful and robust.
The J-Link PC software automatically detects which implementation level is supported for
the connected CPU-core. If intelligence in the firmware is available, it is used. If you are
using a J-Link that does not have intelligence in the firmware and only PC-side intelligence
is available for the connected CPU, a warning message is shown.

EJ J-Link V6.14h Waming

Y'ou are uzing a J-Link which dogs not have inteligence
! for the selected CPU core [Cortes-b 4] in the firmisare.

Inteligence in the firmware enables J-Link,
to generate sequences for the CPU care.
Wfithout thiz feature, all sequences are generated by the PC.

|nteligence in the firmware alloves higher target interface speeds
and significantly enhances both speed and stability of the
communication with the target CPL.

Y'ou can use thiz J-Link with wour target CPU, but we recommend
uzing a newer model of J-Link. A J-Trace.

[ Do nat show this meszage again for taday

1.5.1 Intelligence in the J-Link firmware

On newer J-Links, the intelligence for a new CPU-core is also available in the J-Link firmware
which means that for these J-Links, the target sequences are no longer generated on the PC-
side but directly inside the J-Link. Having the intelligence in the firmware leads to improved
stability and higher performance.

1.5.2 Intelligence on the PC-side (DLL)

This is the basic implementation level for support of a CPU-core. This implementation is
not J-Link model dependent, since no intelligence for the CPU-core is necessary in the J-
Link firmware. This means, all target sequences (JTAG/SWD/...) are generated on the PC-
side and the J-Link simply sends out these sequences and sends the result back to the DLL.
Using this way of implementation also allows old J-Links to be used with new CPU cores as
long as a DLL-Version is used which has intelligence for the CPU.

But there is one big disadvantage of implementing the CPU core support on the DLL-side:
For every sequence which shall be sent to the target a USB or Ethernet transaction is
triggered. The long latency especially on a USB connection significantly affects the perfor-
mance of J-Link. This is true especially when performing actions where J-Link has to wait
for the CPU frequently. An example is a memory read/write operation which needs to be
followed by status read operations or repeated until the memory operation is completed.
Performing this kind of task with only PC-side intelligence requires to either make some
assumption like: Operation is completed after a given number of cycles. Or it requires to
make a lot of USB/Ethernet transactions. The first option (fast mode) will not work under
some circumstances such as low CPU speeds, the second (slow mode) will be more reliable
but very slow due to the high number of USB/Ethernet transactions. It simply boils down
to: The best solution is having intelligence in the emulator itself!
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1.5.2.1 Limitations of PC-side implementations

Instability, especially on slow targets

Due to the fact that a lot of USB transactions would cause a very bad performance of J-
Link, PC-side implementations are on the assumption that the CPU/Debug interface is
fast enough to handle the commands/requests without the need of waiting. So, when
using the PC-side-intelligence, stability cannot be guaranteed in all cases, especially if
the target interface speed (JTAG/SWDY/...) is significantly higher than the CPU speed.
Poor performance

Since a lot more data has to be transferred over the host interface (typically USB),
the resulting download speed is typically much lower than for implementations with
intelligence in the firmware, even if the number of transactions over the host interface
is limited to a minimum (fast mode).

No support

Please understand that we cannot give any support if you are running into problems
when using a PC-side implementation.

Note

Due to these limitations, we recommend to use PC-side implementations for evaluation
only.

1.5.3 Firmware intelligence per model

There are different models of J-Link / J-Trace which have built-in intelligence for different
CPU-cores. Please refer to J-Link / J-Trace hardware revisions for further information.
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1.6 Where to find further information

The following items are not the scope of the J-Link / J-Trace User Guide (UM08001) and
therefore documented elsewhere in the respective place described/listed below.

1.6.1 SEGGER debug probes

1.6.1.1 J-Link/J-Trace current model overview

In order to compare features, performance specifications, capabilities and included licenses
of current J-Link / J-Trace or Flasher models, please refer to the SEGGER website:
J-Link Model overview

1.6.1.2 J-Link/J-Trace hardware revisions

For feature comparisons between different hardware revisions of J-Link / J-Trace or Flasher
models, please refer to:
SEGGER Wiki: J-Link / J-Trace / Flasher Software and Hardware features overview

1.6.1.3 J-Link /J-Trace hardware specifications

For detailed general, mechanical and electrical specifications of a specific J-Link / J-Trace
or Flasher model, please refer to:
SEGGER Wiki: J-Link / J-Trace / Flasher general, mechanical, electrical specifications

1.6.2 Using afeature in a specific development environment

For many features described in this manual, detailed explanations on how to use them
with popular debuggers, IDEs and other applications are available in the SEGGER wiki.
Therefore, for information on how to use a feature in a specific development environment,
please refer to:

SEGGER Wiki: Getting Started with Various IDEs .

If an explanation is missing for the IDE used or the IDE used is not listed at all, please
contact us. (see Contact Information )
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Chapter 2

Licensing

This chapter describes the different license types of J-Link related software and the legal
use of the J-Link software with original SEGGER and OEM products.
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2.1 Components requiring alicense

J-Link PLUS and higher are fully featured J-Links and come with all licenses included. Other

models may do not come with all features enabled. For a detailed overview of the included
licenses of the SEGGER debug probes, please refer to:
J-Link Model overview: Licenses
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2.2 Legal use of SEGGER J-Link software

The software consists of proprietary programs of SEGGER, protected under copyright and
trade secret laws. All rights, title and interest in the software are and shall remain with
SEGGER. For details, please refer to the license agreement which needs to be accepted
when installing the software. The text of the license agreement is also available as entry
in the start menu after installing the software.

Use of software

SEGGER J-Link software may only be used with original SEGGER products and authorized
OEM products. The use of the licensed software to operate SEGGER product clones is pro-
hibited and illegal.

2.2.1 Use of the software with 3rd party tools

For simplicity, some components of the J-Link software are also distributed by partners
with software tools designed to use J-Link. These tools are primarily debugging tools, but
also memory viewers, flash programming utilities as well as software for other purposes.
Distribution of the software components is legal for our partners, but the same rules as
described above apply for their usage: They may only be used with original SEGGER prod-
ucts and authorized OEM products. The use of the licensed software to operate SEGGER
product clones is prohibited and illegal.
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2.3 lllegal Clones

Clones are copies of SEGGER products which use the copyrighted SEGGER Firmware with-
out a license. It is strictly prohibited to use SEGGER J-Link software with illegal clones of
SEGGER products. Manufacturing and selling these clones is an illegal act for various rea-
sons, amongst them trademark, copyright and unfair business practice issues. The use of
illegal J-Link clones with this software is a violation of US, European and other international
laws and is prohibited. If you are in doubt if your unit may be legally used with SEGGER
J-Link software, please get in touch with us. End users may be liable for illegal use of J-
Link software with clones.
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J-Link software and
documentation package

This chapter describes the contents of the J-Link Software and Documentation Package
which can be downloaded from www.segger.com .

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH


https://www.segger.com

41

CHAPTER 3 Software overview

3.1 Software overview

The J-Link Software and Documentation Package, which is available for download from
segger.com/downloads/jlink , includes some applications to be used with J-Link. It also
comes with USB-drivers for J-Link and documentations in pdf format.

Software

Description

J-Link Commander

Command-line tool with basic functionality for target analysis.

J-Link GDB Server

The J-Link GDB Server is a server connecting to the GNU De-
bugger (GDB) via TCP/IP. It is required for toolchains using the
GDB protocol to connect to J-Link.

J-Link GDB Server
command line version

Command line version of the J-Link GDB Server. Same func-
tionality as the GUI version.

J-Link Remote Server

Utility which provides the possibility to use J-Link / J-Trace re-
motely via TCP/IP.

Target memory viewer. Shows the memory content of a run-

I-Mem ning target and allows editing as well.
Stand-alone flash programming application. For more infor-
J-Flasha mation about J-Flash please refer to J-Flash ARM User’s Guide
(UM08003).
J-Flash Lite Stand-alone flash programming application. Reduced feature

set of J-Flash

J-Link RTT Viewer

Free-of-charge utility for J-Link. Displays the terminal output
of the target using RTT. Can be used in parallel with a debug-
ger or stand-alone.

J-Link SWO Viewer

Free-of-charge utility for J-Link. Displays the terminal output
of the target using the SWO pin. Can be used in parallel with a
debugger or stand-alone.

J-Link SWO Analyzer

Command line tool that analyzes SWO RAW output and stores
it into a file.

JTAGLoad

Command line tool that opens an svf file and sends the data in
it via J-Link / J-Trace to the target.

J-Link Configurator

GUI-based configuration tool for J-Link. Allows configuration of
USB identification as well as TCP/IP identification of J-Link. For
more information about the J-Link Configurator, please refer
to J-Link Configurator .

RDI supporta

Provides Remote Debug Interface (RDI) support. This allows
the user to use J-Link with any RDI-compliant debugger.

Processor specific tools

Free command-line tools for handling specific processors.
Included are: STR9 Commander and STM32 Unlock.

a Full-featured J-Link (PLUS, PRO, ULTRA+) or an additional license for J-Link base model

required.

J-Link / J-Trace (UM08001)
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3.2 J-Link Commander (Command line tool)

For more information on the commands supported by the J-Link Commander, please refer
to the SEGGER wiki:
SEGGER Wiki: J-Link commander

3.2.1 Command line options

For more information on the command line options supported by the J-Link Commander,
please refer to the SEGGER wiki:
SEGGER Wiki: J-Link commander

3.2.2 Using J-Link Command Files

For more information on how to use J-Link Command Files with J-Link Commander, please
refer to the SEGGER wiki:
SEGGER Wiki: J-Link commander
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3.3 J-Link Remote Server

J-Link Remote Server allows using J-Link / J-Trace remotely via TCP/IP. This enables you
to connect to and fully use a J-Link / J-Trace from another computer. Performance is just
slightly (about 10%) lower than with direct USB connection.

Bl SEGGER J-Link Remote Serv...  —

File Help

Client
Application

P

Stay on top

Remote
Server

X

Connected to J-ink with 5/N

Waiting for dient connections...
Conn. 1312: Client connected.

Connected to dient

J-Link Remote Server

3.3.1 List of available commands

The table below lists the commands line options accepted by the J-Link Remote Server

Command Description
? Prints the list of available command line options.
-Port Specifies listening port of J-Link Remote Server.
-UseTunnel Specifies if tunneled connection shall be used.

-SelectEmuBySN

Specifies to connect to a J-Link with a specific S/N. Only
valid for LAN mode.

-TunnelServer

Specify a tunnel server to connect to (default: jlink.seg-
ger.com:19020). Only valid for tunnel mode.

-TunnelBySN

Specifies to identify at tunnel server via J-Link S/N. Only
valid for tunnel mode.

-TunnelByName

Specifies to identify at tunnel server via custom name. Only
valid for tunnel mode.

-TunnelPW

Specifies to protect the connection with a password. Only
valid for tunnel mode.

-TunnelPort

Specifies to connect to a tunnel server listening on a specific
port. Only valid for tunnel mode.

-TunnelEncrypt

Specifies to encrypt any transferred data of a tunneled con-
nection

<USB/IP>[=<SN/Hostname>] Specify how to connect to J-

-select Link.

it 1 Selects the IP port on which the J-Link Remote Server is lis-
po tening.
UseTunnel 1 Starts J-Link Remote Server in tunneling mode

SelectEmuBYySN 1

Selects the J-Link to connect to by its serial number.

J-Link / J-Trace (UM08001)
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Note

J-Link Remote Server

1: These command line options exist because of backwards-compatibility.
We suggest to use the command line options that start with a dash (’-').

3.3.2 Tunneling mode

The Remote server provides a tunneling mode which allows remote connection to a J-Link /

J-Trace from any computer, even from outside the local network.

To give access to a J-Link neither a remote desktop or VPN connection nor changing some

difficult firewall settings is necessary.

When started in tunneling mode the Remote server connects to the SEGGER tunnel server
via port 19020 and registers with its serial number. To connect to the J-Link from the
remote computer an also simple connection to tunnel:<SerialNo> can be established and

the debugger is connected to the J-Link.

SERVER

USB/Ethernet

TUNNEL

SEGGER
tunnel

CLIENT

Debugger

PC

Bl SEGGER J-Link Remote Serv...  — X
Eile Help
Client Tunnel Remote

Application Server Sarver

E——

Stay on top

Connected to J-ink with 5/N

Resolving tunnel server name (jlink.segger.com)...
Tunnel server IP: 185.162.249.2

Registered at tunnel server.

Waiting for dient connection

Connected to dient

J-Link / J-Trace (UM08001)
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J-Link Remote Server: Connected to SEGGER tunnel server

Example scenario

A device vendor is developing a new device which shall be supported by J-Link. Because
there is only one prototype, a shipment to SEGGER is not possible.

Instead the vendor can connect the device via J-Link to a local computer and start the
Remote server in tunneling mode. The serial number of the J-Link is then sent to a to an
engineer at SEGGER.

The engineer at SEGGER can use J-Link Commander or a debugger to test and debug the
new device without the need to have the device on the desk.

Start J-Link Remote Server in tunneling mode

Lix| -Link STM32 Unlock V6.50
(x| J-Link RTT Viewer V6.50

LAy 1-Link RTT Logger V6.50

L J-Link RTT Client V6.50

L%k J-Link Remote Server V6.50
Lk I-Link Registration V6.50
2% J-Link RDI Config V6.50

L%k J-Link License Manager V6.50

Lisk

I 1_ink GDB Server V6.50

\ix| J-Link DLL Updater V6.50
L%k J-Link Configurator V6.50
Ay I-Link Commander V6.50

2 1-Fiash sp1 ve.S0

L I-Flash Lite V650

1

J-Link Remote Server V6.50(Tunneling mode)

L#Ik J-Link Remote Server V6.50(Tunn...

Collapse ~

Meost used

3.3.3 Connecting to J-Link/ J-Trace using J-Link Remote
Server

J-Link Commander can be used to connect to the J-Link over the Remote Server:
1.) Start J-Link Commander

2.) From within J-Link Commander enter:

| P <Renot eSer ver | P> for a Remote Server running in LAN mode.

I P tunnel : <SN/ N cknane>[ : <Paswor d>[ : tunnel server[:port]]] for a Remote Server
running in tunneling mode.

3.) If the connection was successful it should look like in this screenshot:
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C\Program Files (x86)\SEGGER\Link_VE&14\ Link.exe = O >

SEGGER J1-Link Commande
DLL version V6.14, com

RDI, FlashEP,

y addr.

' for help

RDI, FlashBP,
y addr.

Troubleshooting

Problem Solution

Remote server can-
not connect to tun-
nel server.

. Make sure the Remote server is not blocked by any firewall.
. Make sure port 19020 is not blocked by any firewall.
. Contact network admin.

. Make sure Remote server is started correctly.

. Make sure the entered serial number is correct.

. Make sure port 19020 is not blocked by any firewall. Contact
network admin.

J-Link Commander
cannot connect to
tunnel server.

WNHE|  WNH=

To test whether a connection to the tunnel server can be established or not a network
protocol analyzer like Wireshark can help. The network transfer of a successful connection
should look like:

192.168.11. 31

BE.E4.155.118

BE.B4.155.118 192.168.11.31 TCP j-Tink = 51439 ACK] Seg=0 A
192.168.11.31 BE.B4.155.118 TCP 51439 = j-Tink [ACK] Seg=1 Ack=1l !
192.168.11.31 BE.B4.155.118 TCP 51439 = j-Tink [PSH, ACK] Seg=l1 A
192.168.11.31 BE.B4.155.118 TCP 51439 = j-Tink [PSH, ACK] Seg=5 A
BE.B4.155.118 192.168.11.31 TCP j-Tink > 51439 [ACK] Seq=1 Ack=5 |
BE.B4.155.118 192.168.11.31 TCP j-Tlink > 51439 [ACK] Seq=1 Ack=9 |
BE.B4.155.118 192.168.11.31 TCP j-Tlink > 51439 [P5H, ACK] Seg=1 A
192.168.11.31 BE.B4.155.118 TCP 51439 = j-Tink [PSH, ACK] Seg=9 A
192.168.11.31 BE.B4.155.118 TCP 51439 = j-Tink [PSH, ACK] Seg=13 .
BE.B4.155.118 192.168.11.31 TCP j-Tlink = 51439 [ACK] Seq=5 Ack=B0

3.3.3.1 Examples

| P 192.168.178. 14 Connect over a Remote Server in your local network (You need to
know the specific local IP).

| P tunnel : Thi sl sANanme Connect over the default Tunnel Remote Server (The one from
SEGGER) by using the Name you assigned to the J-Link.

| P tunnel : 174402383 Connect over the default Tunnel Remote Server by using the Serial
Number of the J-Link.
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3.3.4 Encrypted connection

The J-Link Remote Server V6.53b and later supports encrypted connections in tunnel
mode.

That means that it is possible to have a remote J-Link session where any data transferred
between Client, Tunnel Server and Remote Server is encrypted. The encryption is done by
using end-to-end encryption between the J-Link Remote Server and a client application,
powered by SEGGER’s emCrypt.

For more information on emCrypt, please refer to emCrypt on segger.com .
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J-Mem Memory Viewer

J-Mem is a GUI application to display and modify the RAM and SFRs (Special Function
Registers) of target systems while the target is running.

EJ SEGGER J-Mem V6.44e

Eile Target QOpticns Help
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a0 DF 05 00
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a0 Fl1 05 00
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a0 al o€ 00
ad  a% o€ 00
a0 11 o€ 0o
a0 1% 0€ 00
a0 E3 05 00
a0 27 o€ 00
a0 2F 0€ 00
ag 37 0€ 00
a0 3F 0€ 00
a0 47 0€ 00
a0 4F 0€ 00
a0 53 0€ 00
a0 5B 0€ 00
a0 €1 0€ 00
a0 €5 0€ 00
a0 €D 0€ 00
ad 75 0€ 00
ag 7D 0€ 00
a0 &85 o€ 00
ad  2aD 0€ 00
a0 &85 0€ 00
a0 5D 0€ 00
T T T TT
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ARM core id: Ox4BA004TT

Speed: 4000 kHz

For more information on how to use J-Mem, please refer to J-Mem on page 117
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3.5 J-Flash

J-Flash is an application to program data images to the flash of a target device. With J-
Flash the internal flash of all J-Link supported devices can be programmed, as well as
common external flashes connected to the device. Beside flash programming all other flash
operations like erase, blank check and flash content verification can be done.

CHAPTER 3

J-Flash

J-Flash requires an additional license from SEGGER to enable programming. For license
keys, as well as evaluation licenses got to www.segger.com or contact us directly.

ﬂ SEGGER J-Flash V&.15b (beta) - [CA\Work\MK20\MK20DX128:0¢5,flash] — O *
File Edit View Target Options Window Help
El o[22 =]k =R
Hame | Walug | Address: |Ox0 E ﬂﬂ
Host connection  USE [Device 0]
Address [ B [1 [2 [3 [4[5[6 [?[8[2[A[B[C[D[E]|F[ASCII |£‘
Targetinterface  SWwWD AAAROAAA | |BB A2 A6 20 A1 04 BA PP 11 A4 A @@ 11 B4 @@ 8@ ... .. ..........
Imit SwD speed 4000 kHz AAABeAie |21 A4 60 BB 21 04 BP BA 31 A4 A0 @6 31 A4 68 B8 ... t_ .. 1...1...
SwD speed 4000 kHz ARABAA2A |41 A4 660 B8 41 B4 BP BA 51 A4 A A8 51 A4 68 B8 A...A...Q...Q...
AAABEA3A (61 A4 660 BB 61 04 BA BA 71 A4 A0 @@ 71 B4 @0 BB a...a...Q-.-.-Q--.
ML Freescale ME20D0412... AAABAA40 |81 A4 A0 BB 81 04 OO AR 91 A4 A @A 91 A4 @@ BB ... ... ... ........
Core Cortex-tdd AAAB0A5A (A1 A4 @60 B0 A1 64 BO PP B1 B4 A8 B8 Bl B4 B8 B8 ................
Endian Little AAABEA6GA |C1 A4 660 BB C1 64 B BA D1 A4 A8 @@ D1 B4 @@ B8 ... ... ..........
Check care 1D Yes [(x4BA0047T) AAABEA7A | E1 A4 @60 B8 E1 64 B0 BA F1 B4 A8 @@ F1 B4 @88 88 .. ... ... ........
Use target Rt 16 KB & 0w FFFEOOD AAAB0AEA | B1 A- @60 B0 A1 65 BA PP 11 A5 A A8 11 A5 @4 B8 ................
AAABEAA |21 A5 660 BB 21 65 B0 BA 31 A5 A0 @@ 31 A5 68 B8 ...t .. 1...1...
Flash memary Internal bank 0 ABABAANA |41 A5 @8 B8 41 B5 BA BA 51 A5 A A8 51 AS 68 B8 A...A...Q...Q...
Base address 0«0 AAABEAEA |61 A5 660 BB 61 OS5 BA BA 71 A5 @0 @@ 71 @5 60 BB a...a...g.-..Q--.
Flazh size 1B0 KE AAABOAACH |81 A5 A0 BB 81 G5 AP AR 91 A5 A @A 91 AS @@ @@ .. ... ... ........
ABAB0ADA (A1 A- @68 B8 A1 65 BO PP B1 A5 BB B8 Bl A5 68 88 ................
AAABEAAEA |C1 A5 6060 BB C1 65 B0 BA D1 A5 @@ @@ D1 A5 @@ B8 ... ... ..........
AAABAAFA | E1 A5 @0 B8 E1 65 B0 BA F1 A5 A @@ F1 A5 @@ 88 .. ... ... ........
AAAB01AA | B1 A6 @60 BB A1 B6 BA PP 11 A6 A B8 11 A6 @4 B ................
AAABE11i6 |21 A6 B0 BB 21 B6 BP BA 31 B6 A0 @@ 31 B6 @8 B8 ...t .. 1...1...
AAABA128 |41 A6 @8 BB 41 B6 BA PR 51 A6 A A8 51 A6 A B8 A...A...Q...Q...
AAAAA136 |61 A6 A BB 61 B6 BA PR 71 A6 A @@ 71 A6 @@ BB a...a...G---0---
ABABE140 |81 A6 B0 BB 81 O6 BP PR 91 B6 A0 @@ 91 A6 @8 B8 ... ... ..........
ABABA158 (A1 A6 B8 BB A1 B6 BA PR B1 A6 A A8 Bl A6 A8 B8 ................
AAABA168 |C1 A6 B0 BB C1 B6 BA BA D1 A6 A @@ DI @6 @@ B ... ... ..........
ABABAE178 | E1 A6 @0 BB E1 B6 BA BA F1 B6 A8 @@ F1 B6 @8 B8 .. ... ... ........ :J
I 106 [ =0 ]
Application log started
- J-Flash V6.15b (J-Flash compiled Apr 72017 15:38:42)
- JLinkARM dll W6.15b {DLL compiled Apr 7 2017 15:28:00)
Opening project file [C\Word\MK20NMK200X1 28ooch fflash] ...
- Project opened successfully
Opening data file [C:\Wordd\MK20N\MK200X128_Blinky.mot] ...
- Data file opened successfully (163840 bytes, 2 ranges, CRC of data = (kE7C55433)

Ready
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3.6

J-

CHAPTER 3 J-Flash Lite

J-Flash Lite

Flash Lite is a flash programming application to program data images to the flash of a

target device. In comparison to J-Flash, J-Flash Lite has a reduced feature set but does not
require a J-Link PLUS or higher to operate. J-Flash Lite is also available for J-Link BASE

and EDU.
3.6.1 Limitations in comparison to J-Flash
e No support for external CFI NOR flash
e No support for custom Init steps
e No support for automation via command line
e No project management support (Only the settings from the last session are pre-
selected on startup)
3.6.2 Usage

J-Flash Lite is very simple to use. First, a configuration dialog shows up, in which the target
interface, target device etc. has to be selected. By clicking the O.K. button, the configuration
is applied and the actual main window is shown.

-

B SEGGER J-Flash Lite V6.32g | B ||
Device Interface
STM32F407IE .. 1 [swp ~||s000kHz ~| o

The main window of J-Flash Lite only consists of a few dialog elements that allow program-
ming of the target:

Dialog element Function

“.." button Selects the application image (bin, hex, mot, ...) to program

“Erase chip”
button

Erases all flash banks of the device

“Program De-
vice” button

Programs the selected application image
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]| SEGGER J-Flash Lite V6.32g =REc =
| Eile | Help
Target
Device Interface Speed
STM32F407IE SWD 4000 kHz
Data File (bin [ hex fmat fsrec/...) Prog. addr, (hin file only)

C:/Temp/1MB_FF.bin 0x08000000 Erase Chip

’ Program Device ]

Log
Selected file: C:/Temp/1ME_FF.bin
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3.7 J-Link RTT Viewer

J-Link RTT Viewer

E J-Link RTT Viewer V6.46d
Eile  Terminals [Input Logging Help
Log All Terminals Terminal 0

Press any key to
SEGGEER EReal-Time
Availakle colors:
BLACK:
RED:
GEEEN:
YELLOW:
BLUE:
MLGENTA:
CYAN:
WHITE:
BRIGHT BLACK:
BRIGHT RED:
GHI GREEN:
GHT YELLOW:
EIGHT BLUE:
BRIGHT MAGENTL:
BRIGHT CYAN: RTT_C a _
BRIGHT WHITE: ETT CTRL TEXT
Press any key to restart...

RIT CTRL BG .

RTT CTRL. BG GREEN
RIT CTRL BG YELLOW
RTT CTRI BLUE
RIT CTRL BG MAGENTA
RTT CTRL BG CY4NW

RTT CTRL BG BRIGHT BLACK

RTT CTRL_BG BRIGHT GREEN
RTT CTRL BG BRIGHT YELLOW

TT_CTRL BG_BRIGHT CYAN
RTT CTRL BG BRIGHT WHITE

Enter Clear

RTT Viewer connected.

0.004 MEB

J-Link RTT Viewer is a GUI application available for Windows, MacOS and Linux.
It enables you to use all features of RTT in one application.

It supports:

Sending text input to Channel 0.

Logging terminal data into a file.
Logging data on Channel 1.

Displaying terminal output of Channel 0.
Up to 16 virtual Terminals on Channel 0.

Interpreting text control codes for colored text and controlling the Terminal.

For general information about RTT, please refer to RTT on page 326.

3.7.1 RTT Viewer Startup

Make sure J-Link and target device are connected and powered up.

Start RTT Viewer by opening the executable (JLinkRTTViewer.exe) from the installation
folder of the J-Link Software or the start menu. Unless the command line parameter - -
aut oconnect is set, the Configuration Dialog will pop up.

Configure the Connection Settings as described below and click OK. The connection settings
and all in app configuration will be saved for the next start of J-Link RTT Viewer.

J-Link / J-Trace (UM08001)
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3.7.2 Connection Settings

EH J-Link RTT Viewer V6.46d | Configuration ? x
Connection ta J-Link

(® UsBE [] serial No

O Tcrap

() Existing Session

Specify Target Device

| MKBEFNZMOXOXK 18 v |

Script file (optional)
| |

Target Interface & Speed
SWD * | 4000kHz -

RTT Cantrol Block
(@ Auto Detection () Address () Search Range
J-link automatically detects the RTT control blodk.

Cancel

RTT Viewer can be used in two modes:

e Stand-alone, opening an own connection to J-Link and target.
e In attach mode, connecting to an existing J-Link connection of a debugger.

Stand-alone connection settings

In stand-alone mode RTT Viewer needs to know some settings of J-Link and target device.
Select USB or TCP/IP as the connection to J-Link. For USB a specific J-Link serial number
can optionally be entered, for TCP/IP the IP or hostname of the J-Link has to be entered.
Select the target device to connect to. This allows J-Link to search in the known RAM of
the target.

Select the target interface and its speed. The RTT Control Block can be searched for fully
automatically, it can be set to a fixed address or it can be searched for in one or more
specific memory ranges.

Attaching to a connection

In attach mode RTT Viewer does not need any settings. Select Existing Session. For attach
mode a connection to J-Link has to be opened and configured by another application like a
debugger or simply J-Link Commander. If the RTT Control Block cannot be found automat-
ically, configuration of its location has to be done by the debugger / application.

3.7.3 The Terminal Tabs

RTT Viewer allows displaying the output of Channel 0 in different “virtual” Terminals. The
target application can switch between terminals with SEGGER_RTT_SetTerminal() and SEG-
GER_RTT_TerminalOut(). RTT Viewer displays the Terminals in different tabs.
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log  AlTerminals  Terminal0  Terminal 1 Terminal 2

SEGGER Real-Time-Terminal Sample

Sending some input.

All Terminals

The All Terminals tab displays the complete output of RTT Channel 0 and can display the
user input (Check Input -> Echo input... -> Echo to “All Terminals”).

Each output line is prefixed by the Terminal it has been sent to. Additionally, output on
Terminal 1 is shown in red, output on Terminals 2 - 15 in gray.

Terminal O - 15

Each tab Terminal 0 - Terminal 15 displays the output which has been sent to this Terminal.
The Terminal tabs interpret and display Text Control Codes as sent by the application to
show colored text or erase the screen.

By default, if the RTT application does not set a Terminal Id, the output is displayed in
Terminal 0.

The Terminal 0 tab can additionally display the user input. (Check Input -> Echo input...
-> Echo to “Terminal 0”)

Each Terminal tab can be shown or hidden via the menu Terminals -> Terminals... or their
respective shortcuts as described below.

3.7.4 Sending Input

RTT Viewer supports sending user input to RTT Down Channel 0 which can be read by the
target application with SEGGER_RTT_GetKey() and SEGGER_RTT_Read().

Input can be entered in the text box below the Terminal Tabs.

RTT Viewer can be configured to directly send each character while typing or buffer it until
Enter is pressed (Menu Input -> Sending...).

In stand-alone mode RTT Viewer can retry to send input, in case the target input buffer is
full, until all data could be sent to the target via Input -> Sending... -> Block if FIFO full.

Sending input X
Please Wait...

15 of 28 Bytes sent to target.

Cancel

3.7.5 Logging Terminal output

The output of Channel 0 can be logged into a text file. The format is the same as used in the
All Terminals tab. Terminal Logging can be started via Logging -> Start Terminal Logging...

3.7.6 Logging Data

Additionally to displaying output of Channel 0, RTT Viewer can log data which is sent on
RTT Channel 1 into a file. This can for example be used to sent instrumented event tracing
data. The data log file contains header and footer and the binary data as received from
the application.
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Data Logging can be started via Logging -> Start Data Logging...

Note

Data Logging is only available in stand-alone mode.

3.7.7 Command line options

J-Link RTT Viewer can be configured via command line parameters. In the following, the
command line options which are available for J-Link RTT Viewer are explained. All command
line options are case insensitive. Short and long command names have the same syntax.

Command line option

Explanation

-b, --bright

Bright theme for GUI

-d, --device

Select the connected target device.

-ct, --connection

Sets the connection type

-if, --interface

Sets the interface type

-ip, --host

The IP address of the J-Link

-s, --speed

Interface speed in kHz

-sf, --scriptfile

Executes a command script on start up

-sn, --serialnumber

Select the J-Link with a specific S/N.

-ra, --rttaddr

Sets the address of the RTT control block

-rr, --rttrange

Specify RTT search range

-a, --autoconnect

Automatically connect to target, suppress settings dialog

3.7.7.1 --bright

Starts the RTT Viewer in bright theme

Syntax
--bright

Example

JLi nkRTTVi ewer . exe --bright

3.7.7.2 --device

Selects the device J-Link RTT Viewer shall connect to.

Syntax

--devi ce <Devi ceNanme>

Example

JLi nkRTTVi ewer . exe --devi ce STMB2F103ZE

3.7.7.3 --connection

Sets the connection type. The connection to the J-Link can either be made directly over
USB, IP or using an existing running session (e.g. the IDE’s debug session). In case of using
an existing session, no further configuration options are required.

Syntax

--connection <usb|ip|sess>
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Example

JLi nkRTTVi ewer . exe --connection ip

3.7.7.4 --interface

Sets the interface J-Link shall use to connect to the target. As interface types FINE, JTAG
and SWD are supported.

Syntax

--interface <fine|jtag|swd>

Example

JLi nkRTTVi ewer . exe --interface swd

3.7.7.5 --host

Enter the IP address or hostname of the J-Link. This option only applies, if connection type
IP is used. Use * as <IPAddr> for a list of available J-Links in the local subnet.

Syntax
--host <I PAddr >

Example
JLi nkRTTVi ewer . exe --host 192.168.1.17

3.7.7.6 --speed

Sets the interface speed in kHz for target communication.

Syntax
--speed <speed>

Example
JLi nkRTTVi ewer . exe --speed 4000

3.7.7.7 --scriptfile

Executes a JLink command script on startup, setting options in advance (e.g. Device =
AT91SAM7S5256)

Syntax

--scriptfile <Fil ePat h>

Example
JLi nkRTTVi ewer . exe --scriptfile C\tnp\<Scriptfil ename>

3.7.7.8 --serialnumber

Connect to a J-Link with a specific serial humber via USB. Useful if multiple J-Links are
connected to the same PC and multiple instances of J-Link RTT Viewer shall run and each
connects to another J-Link.

Syntax

--seri al nunber <Seri al No>
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Example
JLi nkRTTVi ewer . exe --serial nunber 580011111

3.7.7.9 --rttaddr

Sets a fixed address as location of the RTT control block. Automatic searching for the RTT
control block is disabled.

Syntax
--rttaddr <RTTCBAddr>

Example
JLi nkRTTVi ewer . exe -rttaddr 0x20000000

3.7.7.10 --rttrange

Sets one or more memory ranges, where the J-Link DLL shall search for the RTT control
block.

Syntax

--rttrange <RangeSt art [ Hex] > <RangeSi ze >, <RangelSt art [ Hex] >
<RangelSi ze>] >

Example

JLi nkRTTVi ewer . exe -rttrange “20000000 400"

3.7.7.11 --autoconnect

Let J-Link RTT Viewer connect automatically to the target without showing the Connection
Settings (see Connection Settings ).

Syntax

- -aut oconnect

Example

JLi nkRTTVi ewer . exe --aut oconnect

3.7.8 Menus and Shortcuts

File menu elements

Menu entry Contents Shortcut
_> Connect.. Opens the connect dialog and connects to the tar- F2
gets
-> Disconnect Disconnects from the target F3
-> Exit Closes connection and exit RTT Viewer. Alt-F4

Terminals menu elements

Menu entry Contents Shortcut
-> Add next terminal Opens the next available Terminal Tab. Alt-A
-> Clear active terminal | Clears the currently selected terminal tab. Alt-R
-> Close active terminal | Closes the active Terminal Tab. Alt-W
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Menu entry Contents Shortcut
-> Open Terminal on If selected, a terminal is automatically created, if
output data for this terminal is received.
-> Show Log Opens or closes the Log Tab. Alt-L
Terminals -> Terminals...
Alt-
-> Terminal 0 - 15 Opens or closes the Terminal Tab. in'_ft_o
Shift-F
Input menu elements
Menu entry Contents Shortcut
-> Clear input field Clears the input field without sending entered da- ‘I:%utton"
ta. Clear
Input -> Sending...
-> Send on Input If selected, entered_lnput will be sent directly to
the target while typing.
_> Send on Enter _If selected, entered input will be sent when press-
ing Enter.
) . If checked, RTT Viewer will retry to send all input
> Block if FIFO full to the target when the target buffer is full.
Input -> End of line...
-> Windows format (CR
+LF) . )
-> Unix format (LF) tSeerlects the end of line character to be sent on En
-> Mac format (CR) )
-> None
Input -> Echo input...
-> Echo to “All Termi- If checked, sent input will be displayed in the All
nals” Terminals Tab.
_> Echo to “Terminal 0” If _checked, sent input will be displayed in the Ter-
minal Tab 0.
Logging menu elements
Menu entry Contents Shortcut
;;i>n§tart Terminal log- Starts logging terminal data to a file. F5
-> Stop Terminal logging | Stops logging terminal data and closes the file. Shift-F5
-> Start Data logging... Starts logging data of Channel 1 to a file. F6
-> Stop Data logging Stops logging data and closes the file. Shift-F6
_> Channel infos... Eéslslays information about all available RTT chan- F8
Help menu elements
Menu entry Contents Shortcut
-> About... Shows version info of RTT Viewer. F12
-> J-Link Manual... Opens the J-Link Manual PDF file. F11
-> RTT Webpage... Opens the RTT webpage. F10
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Tab context menu elements
Menu entry Contents Shortcut
-> Close Terminal Closes this Terminal Tab Alt-W
-> Clear Terminal Clears the displayed output of this Terminal Tab. Alt-R

3.7.9 Using "virtual" Terminals in RTT

For virtual Terminals the target application needs only Up Channel 0. This is especially
important on targets with low RAM.

If nothing is configured, all data is sent to Terminal O.

The Terminal to output all following via Write, WriteString or printf can be set with SEG-
GER_RTT_SetTerminal().

Output of only one string via a specific Terminal can be done with SEGGER_RTT_Termi-
nalOut().

The sequences sent to change the Terminal are interpreted by RTT Viewer. Other applica-
tions like a Telnet Client will ignore them.

3.7.10 Using Text Control Codes

RTT allows using Text Control Codes (ANSI escape codes) to configure the display of text.
RTT Viewer supports changing the text color and background color and can erase the Ter-
minal. These Control Codes are pre-defined in the RTT application and can easily be used
in the application.

Example 1

SEGCER RTT_WiteString(O,
RTT_CTRL_RESET"Red: " \
RTT_CTRL_TEXT BRI GHT_RED'This text is red. " \
RTT_CTRL_TEXT_BLACK"" \
RTT_CTRL_BG BRI GHT_RED'Thi s background is red. " \
RTT_CTRL_RESET" Nor nal text again."
)

Example 2

SEGCER RTT_printf(0, "%Tine: %% % 7d\n",
RTT_CTRL_RESET,
RTT_CTRL_BG_BRI GHT_RED,
RTT_CTRL_TEXT_BRI GHT_WHI TE,
1111111

)

/1

/1 Clear the term nal.

/1 The first line will not be shown after this command.

/1

SEGGER RTT_WiteString(0, RTT_CTRL_CLEAR);

SEGCER RTT_printf(0, "%Tine: %%% 7d\n",
RTT_CTRL_RESET,
RTT_CTRL_BG BRI GHT_RED,
RTT_CTRL_TEXT_BRI GHT_WHI TE,
2222222
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3.8 J-Link SWO Viewer

J-Link SWO Viewer

Free-of-charge utility for J-Link. Displays the terminal output of the target using the SWO
pin. The stimulus port(s) from which SWO data is received can be chosen by using the
port checkboxes 0 to 31. Can be used in parallel with a debugger or stand-alone. This is
especially useful when using debuggers which do not come with built-in support for SWO

such as most GDB / GDB+Eclipse based debug environments.

[l SEGGER J-Link SWO Viewer V6.34g
File Edit Help

. Kl 24 23 16 18 8 7 0
Datafromstimulus partls]: T FTCrrrrrr rrrrrrrr rrrrrriri

[v Stay ontop Clear Stop

(=] & =)

Pauze

Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello
Hello

4

World
World
World
World
World
World
World
World
World
World
World
World
World
World
World
World
World
World
World
World
World

7486 .
7487 .
7488 .
7489 .
7490.
7491
7492,
7493
7494
7495
7496 .
7497
7498
7499
7500.
7501.
7502.
7503 .
7504 .
7505
7506.

Device: STM32F407VE

CPUFreq: 16000 kHz

SWOFreq: 0 kHz

1365586 bytes

3.8.1 J-Link SWO Viewer CL

Command line-only version of SWO Viewer. All commands available for J-Link SWO Viewer
can be used with J-Link SWO Viewer Cl. Similar to the GUI Version, J-Link SWO Viewer CL
asks for a device name or CPU clock speed at startup to be able to calculate the correct
SWO speed or to connect to a running J-Link GDB Server.

Using the syntax given below(see List of available command line options ), J-Link SWO

Viewer CL can be directly started with parameters.

Kl c\Program Files (86)\SEGGER\Link_V634g\JLinkSWOViewerCL.exe

[ SEGGER Microcontroller GmhbH
3. Solutions for real time microcontroller applications

{c> 2812 - 2818 SEGGER Microcontroller GmhH

WU . SEgger.com Support: supportl@segger.com

£3
=3
x
=3
x

=3 £
p¢ SEGGER J-Link SW0 Viewer Compiled Sep 26 2018 14:45:56 =
=3 £

Usage :
In the configuration dialog enter the target device name.
SUWO Uiewer can show data from stimulus ports 1 to 16.
B -9 and a — f keys ulus port data.

Please zelect a device for automatic CPU freguency detection.
Device > _

=2 Eol 5
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3.8.2 Usage

J-Link SWO Viewer is available via the start menu. It asks for a device name or CPU clock
speed at startup to be able to calculate the correct SWO speed or to connect to a running
J-Link GDB Server.

Optionally you can select the preferred SWO clock speed from a drop down list. If nothing
is selected for SWO clock speed then the debug probe will calculate the optimal value. To
populate the drop down list the device needs to be selected or CPU clock speed must be
measured once per session.

4

SEGGER J-Link SWO Viewer V6.34g - Config ==

Firzt zelect a device. The CPU frequency will be measured autamatically.
SO clock lizt will then be populated. If nat, zelect "Meazure’.

Select a supported zpeed. To change CPU frequency manually

type the corect walue and press OF.

Device: |S THM32F40AE Select

i

CPUClack [kHz]: |'| B000 Meazure
S 0Clock [kHz]: | Select device to measure. ﬂ

Cancel |

When running in normal mode J-Link SWO Viewer automatically performs the necessary
initialization to enable SWO output on the target, in GDB Server mode the initialization
has to be done by the debugger. Should you have a target connection already open e.g. a
debug session in your IDE we recommend defining the parameters device name, CPU clock
frequency and SWO clock frequency via CL to avoid connection errors.

3.8.3 List of available command line options

J-Link SWO Viewer can also be controlled from the command line if used in a automated
test environment etc. When passing all necessary information to the utility via command
line, the configuration dialog at startup is suppressed. Minimum information needed by J-
Link SWO Viewer is the device name (to enable CPU frequency auto detection) or the CPU
clock speed. The table below lists the commands accepted by the J-Link SWO View

Command Description
-cpufreq Select the CPU frequency.
-device Select the target device.
-ip Configure connection settings to IP IPAddress.
_itmmask Selects a set of itm stimulus ports which should be used to
listen to.
-itmport Selects a itm stimulus port which should be used to listen to.
-outputfile Print the output of SWO Viewer to the selected file.
-settingsfile Specify a J-Link settings file.
-swofreq Select the SWO frequency.
-usb Configure connection settings to USB S/N.

3.8.3.1 -cpufreq

Defines the current CPU speed in Hz that the CPU is running at. If the CPU is for example
running at 96 MHz, the command line should look as below.

Syntax
-cpuf req <CPUFreq>
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Example
- cpufreq 96000000

3.8.3.2 -device

Select the target device to enable the CPU frequency auto detection of the J-Link DLL. To
select a ST STM32F2071G as target device, the command line should look as below. For a
list of all supported device names, please refer to:

List of supported target devices

Syntax

-devi ce <Devi cel D>
Example
-devi ce STM32F2071 G

3.8.3.3 -ip

Selects IP as host interface to connect to J-Link. Default host interface is USB.
Syntax
-ip <l PAddr>

Example
-ip 192.168.1.17

3.8.3.4 -itmmask

Defines a set of stimulusports from which SWO data is received and displayed by SWO
Viewer. If itmmask is given, itmport will be ignored.

Syntax

-itmask <Mask>

Example

Listen on ports 0 and 2
-itmmask 0x5

3.8.3.5 -itmport

Defines the stimulus port from which SWO data is received and displayed by the SWO
Viewer. Default is stimulus port 0. The command line should look as below.

Syntax
-itmport <l TMPort | ndex>

Example
-itnport O
3.8.3.6 -outputfile

Define a file to which the output of SWO Viewer is printed.

Syntax
-outputfile <PathToFil e>
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Example
-outputfile “C\Tenmp\ Qut put. | og”

3.8.3.7 -settingsfile

Select a J-Link settings file to use for the target device.

Syntax

-settingsfile <Pat hToFil e>

Example
-settingsfile “C:\Tenp\ Settings.jlink”

3.8.3.8 -swofreq

Defines the SWO frequency that shall be used by J-Link SWO Viewer for sampling SWO
data. Usually not necessary to define since optimal SWO speed is calculated automatically
based on the CPU frequency and the capabilities of the connected J-Link. If the targeted
SWO speed is 6 MHz the command line should look as follows.

Syntax
-swof req <SWOFreq>

Example
-swof req 6000000

3.8.3.9 -usb

Configures the connection settings according to defined USB S/N. Usually not necessary to
define if only one debug device is connected to the PC.

Syntax
-usb <S/ N>

Example
-usbh 01234567

3.8.4 Configure SWO output after device reset

In some situations it might happen that the target application is reset and it is desired to log
the SWO output of the target after reset during the booting process. For such situations, the
target application itself needs to initialize the CPU for SWO output, since the SWO Viewer
is not restarted but continuously running.

Example code for enabling SWO out of the target application

#define I TM ENA (*(volatile unsigned int*)0xEO000E00) // | TM Enabl e
#define I TMTPR (*(volatile unsigned int*)0xEOO00E40) // Trace Privilege
/'l Register
#define I TMTCR (*(volatile unsigned int*)0xEOO00E80) // |ITM Trace Control Reg.
#define I TMLSR (*(volatile unsigned int*)0xEO000FB0O) // | TM Lock Status

/'l Register
#def i ne DHCSR (*(volatile unsigned int*)0OxEOOOEDFO) // Debug register
#def i ne DEMCR (*(volatile unsigned int*)0OxEOOOEDFC) // Debug register

#define TPIU ACPR (*(volatile unsigned int*)0xE0040010) // Async C ock
/'l prescal er register
#define TPI U SPPR (*(vol atil e unsigned int*)0xE00400F0) // Sel ected Pin Protocol
/'l Register
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#define DW_CTRL (*(volatile unsigned int*)0xE0001000) // DWI Control Register
#define FFCR (*(volatile unsigned int*)0xE0040304) // Formatter and flush
/1l Control Register
0; // The stinulus port fromwhich SWO data is received
/1 and di spl ayed.
1; // Has to be calculated according to
/1 the CPU speed and the output baud rate

U32 _| TMPort

U32 TargetDi v

static void _Enabl eSWX) {
U32 sti nmul usRegs;
I
/1l Enabl e access to SWO regi sters
I
DEMCR | = (1 << 24);
| TM_ LSR = OxC5ACCES5;
I
/1 Initially disable ITM and stinulus port
/1 To make sure that nothing is transferred via SWO
/'l when changi ng the SWO prescal er etc.
I
Stimul usRegs = | TM_ENA;
Stimul usRegs &= ~(1 << _| TMPort);

| TM ENA = StinulusRegs; // Disable | TM stinulus port
ITMTCR = 0; // Disable IT™M

I

/1l Initialize SWO (prescaler, etc.)

I

TPI U_SPPR = 0x00000002; // Select NRZ node

TPIU ACPR = TargetDiv - 1; // Exanple: 72/48 = 1,5 MHz
| TM_TPR = 0x00000000;

DWI_CTRL = 0x400003FFE;

FFCR = 0x00000100;

11

/1 Enable |ITM and stinulus port

11

| TM_ TCR = 0x1000D; // Enable ITM

I TM ENA = StinmulusRegs | (1 << _ITMPort); // Enable |ITM stimulus port

3.8.5 Target example code for terminal output

/*********************************************************************

* SEGGER M crocontrol | er GrbH *

* Solutions for real time mcrocontroller applications *
EE R R R R R R I R R I R I I

*

*

(c) 1995 - 2018 SEGGER M crocontrol | er GrbH

* *
* *
* WWW. segger . com Support: support @egger.com *
* *
* *

R S S kO O

File . S\WO. ¢

Purpose : Sinple inplementation for output via SWO for Cortex-M processors.
It can be used with any IDE. This sanple inplenmentation ensures
that output via SWO is enabled in order to guarantee that the
appl i cati on does not hang.

-------- SN B E 1 [HFABER 10103 510103 50151 1 0 B 5 0 S A G A 3 G e

/*********************************************************************

*

* Prototypes (to be placed in a header file such as SWO. h)
*/
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void SWO PrintChar (char c);
void SWO PrintString(const char *s);

/*********************************************************************

*

*

=
#defi ne

Defines for Cortex-M debug unit

#define I TM.STIM U8 (*(volatile

| TM STIM U32 (*(vol atile unsigned int*)0xE0000000) // STIM word access

char *) 0xEO000000) // STIM Byte access

#define | TM_ENA (*(vol atile unsigned int*)OxEOO00EOO) // |TM Enabl e Regi ster
#define I TM_TCR (*(volatile unsigned int*)OxEO000E80) // |ITM Trace Control
/'l Register

/*********************************************************************

EE I R S T . N R N N B

~

SWO Pri nt Char ()

Function description

Checks if SWDO is set up. If it is not, return,

to avoi d program hangs if no debugger

i s connect ed.

If it is set up, print a character to the | TM STI M regi ster

in order to provide data for SWO
Par anet er s

C: The character to be printed.
Not es

Addi tional checks for device specific registers can be added.

void SWO PrintChar(char c) {

}

/1
/1 Check if ITMTCR ITMENA is set
/1
if ((ITMTCR & 1) == 0) {

return;
}

I
/1l Check if stinulus port is enabled
I
if ((ITMENA & 1) == 0) {
return;
}

/1

/1 Wait until STIM is ready,
/! then send data

/1

while ((ITMSTIMUB & 1) == 0);
| TM STIM U8 = c;

/*********************************************************************

E I R I

SWO PrintString()

Function description
Print a string via SWO

void SWO PrintString(const char *s) {

}

I
/1 Print out character per character
I
while (*s) {
SWO Print Char (*s++);
}
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3.9 SWO Analyzer

SWO Analyzer (SWOAnal yzer . exe) is a tool that analyzes SWO output. Status and summary
of the analysis are output to standard out, the details of the analysis are stored in a file.

BN CAWINDOWS\systern32cmd.exe - SWOAnalyzer.exe Ch\Temp'SwoOutput.swo — O X

/nc: 1860
- Done atte

® Bytes in unknown pack

Please press any key to continue...

Usage

SWOAnal yzer . exe <SW i | e> This can be achieved by simply dragging the SWO output file
created by the J-Link DLL onto the executable.

Creating an SWO output file

In order to create the SWO output file, which is the input file for the SWO Analyzer, the J-
Link config file needs to be modified. It should contain the following lines:

[S\W]
SWOLogFi | e="C:\ Test SWO. dat "
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3.10 JTAGLoad (Command line tool)

JTAGLoad is a tool that can be used to open and execute an svf (Serial vector format) file for
JTAG boundary scan tests. The data in the file will be sent to the target via J-Link / J-Trace.

B CAWINDOWS\system32iomd.exe — O by

C:\Program Files
SEGGER J-Link 3T
Compiled May 1@ 2817

:\Program Files { \SEGGER\ILink V614h>

SVF is a standard format for boundary scan vectors to be used with different tools and
targets. SVF files contain human-readable ASCII SVF statements consisting of an SVF com-
mand, the data to be sent, the expected response, a mask for the response or additional
information.

JTAGLoad supports following SVF commands:

ENDDR
ENDIR
FREQUENCY
HDR

HIR
RUNTEST
SDR

SIR
STATE
TDR

TIR

A simple SVF file to read the JTAG ID of the target can look like following:

I Set JTAG frequency

FREQUENCY 12000000HZ;

I Configure scan chain

I For a single device in chain, header and trailer data on DR and IR are O
I Set TAP to |DLE state

STATE | DLE;

I Configure end state of DR and IR after scan operations

ENDDR | DLE;

ENDI R | DLE;

I Start of test

I 32 bit scan on DR, In: 32 0 bits, Expected out: Device |ID (0x0BA00477)
SDR 32 TDI (0) TDO (0BA00477) MASK ( OFFFFFFF);

I Set TAP to |DLE state

STATE | DLE;

I End of test

SVD files allow even more complex tasks, basically everything which is possible via JTAG
and the devices in the scan chain, like configuring an FPGA or loading data into memory.
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Available command lines:

Command

Description

/?

Shows how to call JTAGLoad.

-LogFile <Path>

Sets the log file path to <Path>.

-NoAutoExit

Prevents JTAGLoad from auto exiting.
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3.11 J-Link RDI (Remote Debug Interface)

The J-Link RDI software is a remote debug interface for J-Link. It makes it possible to use
J-Link with any RDI compliant debugger. The main part of the software is an RDI-compliant
DLL, which needs to be selected in the debugger. here are two additional features available
which build on the RDI software foundation. Each additional feature requires an RDI license
in addition to its own license. Evaluation licenses are available free of charge. For further
information go to our website or contact us directly.

Note

The RDI software (as well as flash breakpoints and flash downloads) do not require a
license if the target device is an LPC2xxx. In this case the software verifies that the
target device is actually an LPC 2xxx and have a device-based license.

3.11.1 Flash download and flash breakpoints

Flash download and flash breakpoints are supported by J-Link RDI. For more informa-
tion about flash download and flash breakpoints, please refer to J-Link RDI User’s Guide
(UM08004) , chapter Flash download and chapter Breakpoints in flash memory .
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3.12 Processor specific tools

The J-Link Software and Documentation Package includes some tools which support proces-
sor specific functionalities, like unlocking a device.

3.12.1 J-Link STR91x Commander (Command line tool)

J-Link STR91x Commander (JLi nkSTR91x. exe) is a tool that can be used to configure
STR91x cores. It permits some STR9 specific commands like:

Set the configuration register to boot from bank 0 or 1.

Erase flash sectors.

Read and write the OTP sector of the flash.

Write-protect single flash sectors by setting the sector protection bits.
Prevent flash from communicate via JTAG by setting the security bit.

All of the actions performed by the commands, excluding writing the OTP sector and erasing
the flash, can be undone. This tool can be used to erase the flash of the controller even if
a program is in flash which causes the CPU core to stall.

BT CA\Work\LinkARM_SVN_org\Output\Debug\JLinkSTRO1x.exe - ] x

or d
a full chip

f nk 8
f bank 1

When starting the STR91x commander, a command sequence will be performed which
brings MCU into Turbo Mode.

“While enabling the Turbo Mode, a dedicated test mode signal is set and controls the GPIOs
in output. The I0s are maintained in this state until a next JTAG instruction is sent.” (ST
Microelectronics)

Enabling Turbo Mode is necessary to guarantee proper function of all commands in the
STR91x Commander.
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Commands
Command Description
Set the size of the primary flash manually.
fsize Syntax: fsize 0]|1]2|3, where 0 selects a 256 Kbytes device,
1 a 512 Kbytes device, 2 a 1024 KBytes device
and 3 a 2048 Kbytes device
showconf Show configuration register content and security status
mem Read memory
Syntax: mem <Addr>, <NumBytes>
Erase flash sectors (OTP can not be erased).
Syntax: erase <SectorMaskL>, <SectorMaskH>
SectorMaskL = Bits 0-%d mask sectors 0-%d of bank 0
erase SectorMaskH = Bits 0-%d mask sectors 0-%d of bank 1

Bit 17 masks the configuration sector
Bit 18 masks the User-Code sector
All other bits are ignored

erase bankO

Erase flash bank 0

erase bank1

Erase flash bank 1

erase all Perform a full chip erase

setb Boot from flash bank x (0 and 1 are available)
Syntax: setb <int>

setLVDth Set the LVD threshold to 2.7 V.

clrLVDth Set the LVD threshold to 2.4 V.

setLVDreset LVD Reset Out is generated by VDD or VDDQ inputs.

clrLVDreset LVD Reset Out is generated by VDD input only.

setLVDwarn LVD warning is generated by VDD or VDDQ inputs.

clrLVDwarn LVD warning is generated by VDD input only.

blank Blank check all flash sectors

secure Set the security bit. Protects device from read or debug access
through the JTAG port (can only be cleared by a full chip erase).

unsecure Unsecure the device. Content of configuration register is saved.
Protect flash sectors.

rotect Syntax: protect <Bank0OSectorMask>, <Bank1SectorMask>

P BankOSectorMask: Bits 0-%d mask flash sectors 0-%d of bank 0
Bank1SectorMask: Bits 0-%d mask flash sectors 0-%d of bank 1
Unprotect flash sectors.

unorotect Syntax: unprotect <Bank0OSectorMask>, <BanklSectorMask>

P Bank0OSectorMask: Bits 0-%d mask flash sectors 0-%d of bank 0

Bank1SectorMask: Bits 0-%d mask flash sectors 0-%d of bank 1

readotp Read OTP sectors

writeot Write words to the OTP sectors.

P Syntax: writeotp <Word1>, [<Word2>, ..., <Word8>]
q Quit

Command line options

J-Link STR91x Commander can be started with different command line options for test and
automation purposes. In the following, the command line options which are available for
J-Link Commander are explained. All command line options are case insensitive.
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Command Explanation
-CommandFile Passes a CommandFile to J-Link
-IP Selects IP as host interface
-USB Connects to a J-Link with a specific S/N over USB
-IRPre Scan-Chain Configuration
-IRPost Scan-Chain Configuration
-DRPre Scan-Chain Configuration
-DRPost Scan-Chain Configuration

3.12.1.1 -CommandFile

Selects a command file and starts J-Link STR91x Commander in batch mode. The batch
mode of J-Link STR91x Commander is similar to the execution of a batch file. The command
file is parsed line by line and one command is executed at a time.

Syntax
- CommandFi | e <CommandFi | ePat h>

Example

See Using J-Link Command Files .

3.12.1.2 -DRPre, -DRPost, -IRPre and -IRPost (Scan-Chain Configura-
tion)

STR91x allows to configure a specific scan-chain via command-line. To use this feature four
command line options have to be specified in order to allow a proper connection to the prop-
er device. In case of passing an incomplete configuration, the utility tries to auto-detect.

Syntax

- DRPre <DRPre>
- DRPost <DRPost >
-1 RPre <I RPre>
-1 RPost <I RPost >

Example
JLi nkSTR91x.exe -DRPre 1 -DRPost 4 -IRPre 16 -1 RPost 20

3.12.1.3 -IP

Selects IP as host interface to connect to J-Link. Default host interface is USB.

Syntax
-1 P <l PAddr >

Example
JLi nkSTR91x. exe -1P 192.168.1.17

Additional information

To select from a list of all available emulators on Ethernet, please use * as <IPAddr> .
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3.12.1.4 -USB

Connect to a J-Link with a specific serial number via USB. Useful if multiple J-Links are
connected to the same PC and multiple instances of J-Link Commander shall run and each
connects to another J-Link.

Syntax
-USB <Seri al No>

Example
JLi nkSTR91x. exe - USB 580011111

3.12.2 J-Link STM32 Unlock (Command line tool)

J-Link STM32 Unlock (JLi nkSTM32. exe) is a free command line tool which can be used
to disable the hardware watchdog of STM32 devices which can be activated by program-
ming the option bytes. Moreover the J-Link STM32 Commander unsecures a read-protected
STM32 device by re-programming the option bytes.

Note

Unprotecting a secured device or will cause a mass erase of the flash memory.

ﬂ C\Program Files (x86)\5EGGERNLink_V&14hWLink5TM32.exe — O >

SEGGER J-Link STM32 devices

utions

t option
an)

Command Line Options

Command line option Explanation

Selects IP as host interface to connect to J-Link. Default host

-IP interface is USB.

-SelectEmuBySN Connects to a J-Link with a specific S/N over USB
Starts the J-Link STM32 Unlock Utility with a given initial in-

-Speed terface speed.
-SetPowerTarget Enables target power supply via pin 19.
-SetDeviceFamily Specifies a device family
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Command line option Explanation

-Exit J-Link STM32 Unlock will close automatically

3.12.2.1 -IP

Selects IP as host interface to connect to J-Link. Default host interface is USB.

Syntax
-1 P <I PAddr >

Example
JLi nkSTMB2. exe -1P 192.168.1.17

Note

To select from a list of all available emulators on Ethernet, please use * as <IPAddr>.

3.12.2.2 -SelectEmuBySN

Connect to a J-Link with a specific serial number via USB. Useful if multiple J-Links are
connected to the same PC.

Syntax
- Sel ect EmuBySN <Seri al No>

Example
JLi nkSTM32. exe - Sel ect EnuBySN 580011111

3.12.2.3 -Speed
Starts J-Link STM32 Unlock Utility with a given initial speed. Available parameters are

nw "o

adaptive”, “auto” or a freely selectable integer value in kHz. It is recommended to use
either a fixed speed or, if it is available on the target, adaptive speeds. Default interface
speed is 1000 kHz.

Syntax
- Speed <Speed_kHz>

Example
- Speed 1000
3.12.2.4 -SetPowerTarget

The connected debug probe will power the target via pin 19 of the debug connector.

Syntax
- Set Power Tar get <Mbde>

Example
JLi nkSTM32. exe - Set Power Target 1 // Target power wll be set

3.12.2.5 -SetDeviceFamily

This command allows to specify a device family, so that no user input is required to start
the unlocking process.

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH



75

Syntax

- Set Devi ceFani | y <Par anet er >

Parameter

CHAPTER 3

Processor specific tools

There are two different options to specify the device family to be used:
a) Pass the list index from the list which shows all supported families on start up

b) Pass the defined device name

ID

Device

STM32F0xxxx

STM32F1xxxx

STM32F2xxxX

STM32F3xxxx

STM32F4xxxx

STM32F72_F73xxx

STM32F74_F75xxx

STM32F76_F77xxx

OO N|oojUun| R, W N+

STM32L0xxxx

[y
o

STM32L1xxxx

11

STM32L4x6xx

Example

JLi nkSTMB2. exe - Set Devi ceFam |y 10

/] Selects STMB2L1 series

JLi nkSTMB2. exe - Set Devi ceFam |y STMB2F2xxxx // Sel ects STM32F2 series

3.12.2.6

-Exit

In general, the J-Link STM32 utility waits at the end of the unlock process for any user
input before application closes. This option allows to skip this step, so that the utility closes
automatically.

Syntax

-Exit <Mode>

Example

JLi nkSTM32. exe -Exit 1 // J-Link STMB2 utility closes automatically

J-Link / J-Trace (UM08001)

© 2004-2021 SEGGER Microcontroller GmbH



76 CHAPTER 3 J-Link Software Developer Kit (SDK)

3.13 J-Link Software Developer Kit (SDK)

The J-Link Software Developer Kit is needed if you want to write your own program with J-
Link / J-Trace. The J-Link DLL is a standard Windows DLL typically used from C programs
(Visual Basic or Delphi projects are also possible). It makes the entire functionality of J-
Link / J-Trace available through its exported functions, such as halting/stepping the CPU
core, reading/writing CPU and ICE registers and reading/writing memory. Therefore it can
be used in any kind of application accessing a CPU core. The standard DLL does not have
API functions for flash programming. However, the functionality offered can be used to
program flash. In this case, a flash loader is required. The table below lists some of the
included files and their respective purpose.

Further information can be found on the SEGGER website:

J-Link SDK

The J-Link SDK requires an additional license and is available upon request from www.seg-
ger.com .
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Chapter 4
J-Link GDB Server

The GNU Project Debugger (GDB) is a freely available and open source debugger. It can
be used in command line mode, but is also integrated in many IDEs like emIDE or Eclipse.

J-Link GDB Server is a remote server for GDB making it possible for GDB to connect to and
communicate with the target device via J-Link. GDB Server and GDB communicate via a
TCP/IP connection, using the standard GDB remote protocol. GDB Server receives the GDB
commands, does the J-Link communication and replies with the answer to GDB.

With J-Link GDB Server debugging in ROM and Flash of the target device is possible and the
Unlimited Flash Breakpoints can be used. It also comes with some functionality not directly

implemented in the GDB. These can be accessed via monitor commands, sent directly via
GDB, too.

E! SEGGER J-Link GDE Server V6.14h — ot
File Help

GDE |'I client & 1.0.0.127 Initial SWD speed (4000 kHz -

J-Link. |Eu:unneu:teu:| Current SWD speed (4000 kHz

[ Generate logfile
CPU [STM3ZFA07VE, Halted 330V Litte endian| v] 1 Lo downioad
[w Init regs on start
Log output: Clear log
J-Link i=s connected. ~

Firmware: J-Link Pro V4 compiled Apr 21 2017 11:15:52
Hardware: V4.00

S-H: 174402383

Feature(=): RDI. FlashBF. Fla=shDL. JFlash. GDE
Checlking target voltage. . .

Target woltage: 3.30 ¥

Li=tening on TCE-IFP port 2331

Connecting to target...Connected to target

Waiting for GDB conhection. .  Conhected to 127 .0.0.1
Feading all regi=ters

Fead 4 bytes @ address 0=00000000 (Data = 0x20000108)

0 Bytes downloaded 1JTAG device
J-Link GDB Server
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The GNU Project Debugger (GDB) is a freely available debugger, distributed under the terms
of the GPL. The latest Unix version of the GDB is freely available from the GNU committee
under: http://www.gnu.org/software/gdb/download/

J-Link GDB Server is distributed free of charge.
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4.1 J-Link GDB Server CL (Windows, Linux, Mac)

J-Link GDB Server CL is a commandline-only version of the GDB Server. The command

line version is part of the Software and Documentation Package and also included in the
Linux and MAC versions.

Except for the missing GUI, J-Link GDB Server CL is identical to the normal version. All
sub-chapters apply to the command line version, too.
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4.2 Debugging with J-Link GDB Server

With J-Link GDB Server programs can be debugged via GDB directly on the target device
like a normal application. The application can be loaded into RAM or flash of the device.

Before starting GDB Server make sure a J-Link and the target device are connected.

4.2.1 Setting up GDB Server GUI version

The GUI version of GDB Server is part of the Windows J-Link Software Package
(JLinkGDBServer.exe).

When starting GDB Server a configuration dialog pops up, letting you select the needed
configurations to connect to J-Link and the target.

SEGGER J-Link GDB Server V&.14h - Config x

Connection o J-Link
i~ LUSE [ Serial Mo,

i TCPAP

Target device

|STM32F407VE =

Little endian

Target interface

| SWD |

Speed Mizc. settings
i Auto selection [v Init regizters
~

o 4000 +| kHz

Command line aptian

|-select 15E -device STM3IZFA0ME -f SWwWD -zpeed 4000 -i

LCancel Exit

J-Link GDB Server: Configuration

All configurations can optionally be given in the command line options.

Note

To make sure the connection to the target device can be established correctly, the
device, as well as the interface and interface speed have to be given on start of GDB
Server, either via command line options or the configuration dialog. If the target device
option (- devi ce) is given, the configuration dialog will not pop up.

4.2.2 Setting up GDB Server CL version

The command line version of GDB Server is part of the J-Link Software Package for all
supported platforms. On Windows its name is JLinkGDBServerCL.exe, on Linux and Mac
it is JLinkGDBServer.
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Starting GDB Server on Windows

To start GDB Server CL on Windows, open the ‘Run’ prompt (Windows-R) or a command
terminal (cmd) and enter
<PathTolLinkSoftware>\JLinkGDBServerCL.exe <CommandLineOptions>.

Starting GDB Server on Linux / Mac

To start GDB Server CL on Linux / Mac, open a terminal and call JLinkGDBServer <Com-
mandLineOptions>

Command Line Options

When using GDB Server CL, at least the mandatory command line options have to be
given. Additional command line options can be given to change the default behavior of GDB
Server. For more information about the available command line options, please refer to
Command line options .

4.2.3 GDB Server user interface

The J-Link GDB Server’s user interface shows information about the debugging process and
the target and allows to configure some settings during execution.

& SEGGER J-Link GDBE Server V6.14h — ot
Eile Help
[w Localhost anly
GDE |'W'aiting for connection I Initial 5%/0 speed [4000 kHz = [~ Stayonlop
] [w Show log window
J-Link, |Eu:unneu:ted Current SW 0D zpeed 4000 kHz ™ Generate logfile
CPU [STM3ZFa07/E 330V Litle endian =] | ety dawnioad
[v Init regs on start

Log output;

J-Link =etting= file: nones ~
—————— Target related settings———

0 Bytes downloaded 1JTAG device
J-Link GDB Server: UI

It shows following information:

The IP address of host running debugger.

Connection status of J-Link.

Information about the target core.

Measured target voltage.

Bytes that have been downloaded.

Status of target.

Log output of the GDB Server (optional, if Show log window is checked).
Initial and current target interface speed.

Target endianness.

These configurations can be made from inside GDB Server:

Localhost only: If checked only connections from 127.0.0.1 are accepted.

Stay on top

Show log window.

Generate logfile: If checked, a log file with the GDB <-> GDB Server <-> J-Link
communication will be created.

Verify download: If checked, the memory on the target will be verified after download.
e Initregs on start: If checked, the register values of the target will be set to a reasonable
value before on start of GDB Server.
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4.2.4 Running GDB from different programs

We assume that you already have a solid knowledge of the software tools used
for building your application (assembler, linker, C compiler) and especially the
debugger and the debugger frontend of your choice. We do not answer questions
about how to install and use the chosen toolchain.

GDB is included in many IDEs and most commonly used in connection with the GCC compiler
toolchain. This chapter shows how to configure some programs to use GDB and connect
to GDB Server. For more information about any program using GDB, please refer to its
user manual.

emIDE

emlIDE is a full-featured, free and open source IDE for embedded development including
support for debugging with J-Link.

To connect to GDB Server with emIDE, the GDB Server configurations need to be set in
the project options at Project -> Properties... -> Debugger. Select the target device you
are using, the target connection, endianness and speed and enter the additional GDB start
commands. The typically required GDB commands are:

#lnitially reset the target
noni tor reset

#Load the application

| oad

Other commands to set up the target (e.g. Set PC to RAM, initialize external flashes) can
be entered here, too.

emIDE will automatically start GDB Server on start of the debug session. If it does not,
or an older version of GDB Server starts, in emIDE click on JLink -> Run the JLink-plugin
configuration.

The screenshot below shows a debug session in IDE. For download and more information
about emIDE, please refer to http://emide.org .
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5 Src\Main.c [Blinky ATG1SAM7S64] - emIDE 2.1 Beta
File Edit View Search Project Build Debug Jlink Plugins Settings Help
zeEgdlt | | Q&7 3 B | trgets g PMw I3 Bl 0E
I i [ <global> | maintvoid) : int
i ibendil X 1| src\Maine x Zs
Projects | Symbals W m
() Workspace 11 push  {lr}
=g Blinky AT91SAM7S64 12 sub . sp, #12
B D a9 C mow r3, #0
oc 0x00100234 ste ra, [=p, 24
B Setup 14 * 0x00100238 0x1000£8 <BSP_Init>
288 Src 15 static void _Delay(void) { 0x0010023C mov 0, $0
L. BSP.c 16 volatile int i; 0%10014c <BSP_SetlED:
o mow o, $1
BSP.h ® o 0x10013c <BSP_TogglelED
Main.c a3 i = 1000: ldr r3, [=p, #4]
startup.s i€z while (i--): 0 add ra, ra, #1
20 3 1 str r3, [=p, #4]
21 8 0x1001lec <_Delay>
22 0x0010025C b 02100244 <maintZE>
23
24 / E
sl B 25 int main(void) {
R... Hex Flags Decimal 26 volatile int cnt;
=0 0x0 0 2 ent = 07
B () s
" o N 28 BSE_Initi():
29 (3 BSP_SetLED(0):
rZ ox7 7 -
=] OnE£fLE££430 4254964272 0 while (1) f
I 31 BSP_ToggleLED(1);
= 0x0 e 2@ ente+; hy
s ox0 o 33 Delay(): < [ ’
re 0x0 o 34 3 i
=7 00 o i = - [Tl Mixed Mode Adiust save to text fie
8 0x0 o
B 0x0 o ‘Breakpoints bl | Memory x
=t ot K Type  Filename/Address Unitsize: Go to Address:  OX000000
rll ox0 o
12 0x0 o @ Code CAToohChemIDE V2.1\arm' Example\Vend
1z 1 0x00000000: 04 &5 Bc 00 10 00 60 00 S .
. ]
- O%200450 Z0%881c :Cude CA\ToolChemlIDE V2 1\arm\Example\Vend el 58 10 3£ eS 56 20 SE e =
Code C:ATool\CiemlIDE Y2 1\arm'\Example\Vend el 04 00 31 34 04 00 BZ 3.
1r 0x10023e 1045148
I £ e5 48 e5 00 30 20 23 02 00 51 el
pe 010023 1045148 12 00 00 Of &1 = .
cpsr 0x&0000013 SVC mode RRM 1610812755 .
.a
Tocs x 00 €0 02 Ll |
00 00 00 2 .
Varisble Valus £ a5 a7 £0 2 Bt
ent 0200000000 dz £0 02
e5 1lc 00 3f e OF B
ea 00 01 2 B3
00 00 0s .
0x000000e0: -
0x000000£0 - R
q —— S e I v
syt X Logs & others. x
ant 0 volatle int = =
_ E] JiemiDE < €3Buidlog | Build messages ¢ | (), Search results % | €3 Debugger
2t C:/Tool/C/EMIDEV~1.1/arm/Example /Vendor/ATMEL ~1/5rc\Main.c:28 ~
At C:/Tool/C/EMIDEV-1.1/arm/Sxample /Vendor/ATMEL ~1/Src\Main. c:29
Command: -
WINDOWS-1252 Line 29, Column 7 Insert Read/Write default

Console
GDB can be used stand-alone as a console application.

To connect GDB to GDB Server enter target renote |ocal host: 2331 into the running
GDB. Within GDB all GDB commands and the remote monitor commands are available. For
more information about debugging with GDB refer to its online manual available at http://
sourceware.org/gdb/current/onlinedocs/gdb/ .

A typical startup of a debugging session can be like:

(gdb) file C/tenp/Blinky.elf

Readi ng synbols from C:/tenp/Blinky.elf...done.
(gdb) target renote |ocal host: 2331

Renot e debuggi ng usi ng | ocal host: 2331

0x00000000 in ?? ()

(gdb) nonitor reset

Resetting target

(gdb) I oad

Loadi ng section .isr_vector, size 0x188 | ma 0x8000000
Loadi ng section .text, size 0x568 | ma 0x8000188
Loadi ng section .init_array, size 0x8 | ma 0x80006f0
Loadi ng section .fini_array, size 0x4 | ma 0x80006f8
Loadi ng section .data, size 0x428 | na 0x80006fc
Start address 0x8000485, |oad size 2852

Transfer rate: 146 KB/ sec, 570 bytes/write.

(gdb) break main

Breakpoint 1 at 0x800037a: file Src\nain.c, line 38.
(gdb) continue

Conti nui ng.

Breakpoint 1, nain () at Src\main.c:38

38 Cnt = 0;

(gdb)
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Eclipse (CDT)

Eclipse is an open source platform-independent software framework, which has typically
been used to develop integrated development environment (IDE). Therefore Eclipse can be
used as C/C++ IDE, if you extend it with the CDT plug-in ( http://www.eclipse.org/cdt/ ).

CDT means “"C/C++ Development Tooling” project and is designed to use the GDB as default
debugger and works without any problems with the GDB Server. Refer to http://www.e-
clipse.org for detailed information about Eclipse.

Note

We only support problems directly related to the GDB Server. Problems and questions
related to your remaining toolchain have to be solved on your own.
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4.3 Supported remote (monitor) commands

J-Link GDB Server comes with some functionalities which are not part of the standard GDB.
These functions can be called either via a gdbinit file passed to GDB Server or via monitor
commands passed directly to GDB, forwarding them to GDB Server.

To indicate to GDB to forward the command to GDB Server ‘'monitor’ has to be prepended
to the call. For example a reset can be triggered in the gdbinit file with “reset” or via GDB

with “*monitor reset”.

The following remote commands are available:

Remote command

Explanation

clrbp Removes an instruction breakpoint.
cpl5 Reads or writes from/to cpl5 register.
device Select the specified target device.

DisableChecks

Do not check if an abort occurred after memory read
(ARM7/9 only).

EnableChecks

Check if an abort occurred after memory read (ARM7/9 on-
ly).

flash breakpoints

Enables/Disables flash breakpoints.

flash erase Erases the flash memory of the target device.
getargs Get the arguments for the application.

go Starts the target CPU.

halt Halts the target CPU.

jtagconf Configures a JTAG scan chain with multiple devices on it.
memU8 Reads or writes a byte from/to given address.
memuU16 Reads or writes a halfword from/to given address.
memU32 Reads or writes a word from/to given address.
reg Reads or writes from/to given register.

regs Reads and displays all CPU registers.

reset Resets and halts the target CPU.

semihosting breakOn-
Error

Enable or disable halting the target on semihosting error.

semihosting enable

Enables semihosting.

semihosting I0Client

Set semihosting I/0O to be handled via Telnet port or GDB.

semihosting ARMSWI

Sets the SWI number used for semihosting in ARM mode.

semihosting ThumbSWI

Sets the SWI number used for semihosting in thumb mode.

setargs

Set the arguments for the application.

setbp Sets an instruction breakpoint at a given address.
sleep Sleeps for a given time period.

speed Sets the JTAG speed of J-Link / J-Trace.

step Performs one or more single instruction steps.

SWO DisableTarget

Undo target configuration for SWO and disable it in J-Link.

SWO EnableTarget

Configure target for SWO and enable it in J-Link.

SWO GetMaxSpeed

Prints the maximum supported SWO speed for J-Link and
Target CPU.

SWO GetSpeedInfo

Prints the available SWO speed and its minimum divider.

waithalt

Waits for target to halt code execution.
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Remote command Explanation
wice Writes to given IceBreaker register.
ReadAP Reads the specified CoreSight DAP-AP register.
ReadDP Reads the specified CoreSight DAP-DP register.
WriteAP Writes the specified CoreSight DAP-AP register.
WriteDP Writes the specified CoreSight DAP-DP register.
The Following remote commands are deprecated and only available for backward compat-
ibility:
Remote command Explanation
device Selects the specified tgrget d_evice. o
Note: Use command line option -device instead.
interface Selects the target interface.

Note: Use command line option -if instead.

Sets the JTAG speed of J-Link / J-Trace.
speed Note: For the initial connection speed, use command line
option -speed instead.

Note

The remote commands are case-insensitive.

Note

Optional parameters are set into square brackets.

Note

The examples are described as follows:

Lines starting with '#" are comments and not used in GDB / GDB Server.
Lines starting with '>" are input commands from the GDB.

Lines starting with ‘<’ is the output from GDB Server as printed in GDB.

4.3.1 clrbp

Removes an instruction breakpoint, where <BPHandle> is the handle of breakpoint to be
removed. If no handle is specified this command removes all pending breakpoints.

Syntax

d r BP [ <BPHandl e>]
or
ci [ <BPHandl e>]

Example

> nmonitor clrbp 1
> monitor ci 1
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4.3.2 cpl5

Reads or writes from/to cp15 register. If <data> is specified, this command writes the data
to the cpl5 register. Otherwise this command reads from the cpl5 register. For further
information please refer to the ARM reference manual.

Syntax

cpl5 <CRn>, <CRrP, <opl>, <op2> [= <data>]

The parameters of the function are equivalent to the MCR instructions described in the ARM
documents.

Example

#Read:
> nonitor cpl5 1, 2, 6, 7
< Reading CP15 register (1,2,6,7 = 0x0460B77D)

#Wite:
> nmonitor cpl5 1, 2, 6, 7 = OxFFFFFFFF

4.3.3 device

4.3.

Note

Deprecated. Use command line option -device instead.

Selects the specified target device. This is necessary for the connection and some special
handling of the device.

Note
The device should be selected via commandline option -device when starting GDB

Server.

Syntax

devi ce <Devi ceNane>
Example

> nonitor device STMB2F4171 G
< Sel ecting device: STM32F4171G

4 DisableChecks

Disables checking if a memory read caused an abort (ARM7/9 devices only). On some CPUs
during the init sequence for enabling access to the internal memory (for example on the
TMS470) some dummy reads of memory are required which will cause an abort as long as
the access-init is not completed.

Syntax
D sabl eChecks
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4.3.5 EnableChecks

Enables checking if a memory read caused an abort (ARM7/9 devices only). On some CPUs
during the init sequence for enabling access to the internal memory (for example on the
TMS470) some dummy reads of memory are required which will cause an abort as long as
the access-init is not completed. The default state is: Checks enabled.

Syntax
Enabl eChecks

4.3.6 flash breakpoints

This command enables/disables the Flash Breakpoints feature. By default Flash Breakpoints
are enabled and can be used for evaluation.

Syntax

nonitor flash breakpoints = <Val ue>

Example

#Di sabl e Fl ash Breakpoints:

> nonitor flash breakpoints = 0
< Fl ash breakpoi nts di sabl ed
#Enabl e Fl ash Breakpoi ns:

> nonitor flash breakpoints =1
< Fl ash breakpoi nts enabl ed

4.3.7 flash erase
This command erases the flash memory of the target device.

Syntax

flash erase

4.3.8 (getargs

Get the currently set argument list which will be given to the application when calling
semihosting command SYS_GET_CMDLINE (0x15). The argument list is given as one string.

Syntax

get args

Example

#No argunents set via setargs:
> nonitor getargs

< No argunents.

#Argunments set via setargs:

> nonitor getargs

< Argunents: test 0 1 2 arg0=4

439 go

Starts the target CPU.
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Syntax
go

Example

> nonitor go

4.3.10 halt

Halts the target CPU.

Syntax
hal t

Example

> nonitor halt

4.3.11 interface

Note

Deprecated. Use command line option -if instead.

Selects the target interface used by J-Link / J-Trace.

Syntax

interface <Interfaceldentifier>

4.3.12 jtagconf

Configures a JTAG scan chain with multiple devices on it. <IRPre> is the sum of IRLens of all
devices closer to TDI, where IRLen is the number of bits in the IR (Instruction Register) of
one device. <DRPre> is the number of devices closer to TDI. For more detailed information
of how to configure a scan chain with multiple devices please refer to Determining values
for scan chain configuration .

Note

To make sure the connection to the device can be established correctly, it is recom-
mended to configure the JTAG scan chain via command line options at the start of
GDB Server.

Syntax
j tagconf <I RPre> <DRPre>

Example

#Sel ect the second device, where there is 1 device in front with IRLen 4
> nmonitor jtagconf 4 1
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4.3.13 memU8

Reads or writes a byte from/to a given address. If <val ue> is specified, this command writes
the value to the given address. Otherwise this command reads from the given address.

Syntax

menlJ8 <address> [= <val ue>]

Example

#Read:
> nmoni tor nenJ8 0x50000000
< Readi ng from address 0x50000000 (Data = 0x04)

#Wite:
> nmonitor nmemJ8 0x50000000 = OxFF
< Witing OxFF @ address 0x50000000

4.3.14 memUl6

Reads or writes a halfword from/to a given address. If <val ue> is specified, this command
writes the value to the given address. Otherwise this command reads from the given ad-
dress.

Syntax

menJ16 <address> [= <val ue>]

Example

#Read:
> nonitor menJ16 0x50000000
< Readi ng from address 0x50000000 (Data = 0x3004)

#Wite:
> nonitor nmemJl6 0x50000000 = OxFFOO
< Witing OxFFOO @ address 0x50000000

4.3.15 memU32

Reads or writes a word from/to a given address. If <val ue> is specified, this command writes
the value to the given address. Otherwise this command reads from the given address.
This command is similar to the long command.

Syntax

menJ32 <address> [ = <val ue>]

Example

#Read:
> poni tor menJ32 0x50000000
< Readi ng from address 0x50000000 (Data = 0x10023004)

#Wite:

> nonitor nmemJ32 0x50000000 = 0x10023004
< Witing 0x10023004 @ address 0x50000000
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4.3.16 reg

Reads or writes from/to given register. If <val ue> is specified, this command writes the
value into the given register. If <addr ess> is specified, this command writes the memory
content at address <addr ess> to register <RegNane>. Otherwise this command reads the
given register.

Syntax

reg <RegNane> [= <val ue>]
or
reg <RegNane> [= (<address>)]

Example

#Wite value to register:
> nonitor reg pc = 0x00100230
< Witing register (PC = 0x00100230)

#Wite value from address to register:
> nonitor reg r0 = (0x00000040)
< Witing register (RO = 0x14813004)

#Read regi ster val ue:
> nmonitor reg PC
< Readi ng register (PC = 0x00100230)

4.3.17 regs

Reads all CPU registers.

Syntax

regs
Example

> nonitor regs

< PC = 00100230, CPSR = 20000013 (SVC npde, ARM

RO = 14813004, Rl = 00000001, R2 = 00000001, R3 = 000003B5

R4 = 00000000, R5 = 00000000, R6 = 00000000, R7 = 00000000

USR: R8 =00000000, R9 =00000000, R10=00000000, R11 =00000000, R12 =00000000
R13=00000000, R14=00000000

FI Q@ R8 =00000000, R9 =00000000, R10=00000000, R11 =00000000, R12 =00000000
R13=00200000, R14=00000000, SPSR=00000010

SVC:. R13=002004E8, R14=0010025C, SPSR-=00000010

ABT: R13=00200100, R14=00000000, SPSR=00000010

I RQ R13=00200100, R14=00000000, SPSR=00000010

UND: R13=00200100, R14=00000000, SPSR=00000010

4.3.18 reset

Resets and halts the target CPU. Make sure the device is selected prior to using this com-
mand to make use of the correct reset strategy.

Note

There are different reset strategies for different CPUs. Moreover, the reset strategies
which are available differ from CPU core to CPU core. J-Link can perform various reset
strategies and always selects the best fitting strategy for the selected device.
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Syntax

reset

Example

> nonitor reset
< Resetting target

4.3.19 semihosting breakOnError

Enables or disables halting the target at the semihosting breakpoint / in SVC handler if an er-
ror occurred during a semihosting command, for example a bad file handle for SYS_WRITE.
The GDB Server log window always shows a warning in these cases. breakOnError is dis-
abled by default.

Syntax

sem hosting breakOnerror <Val ue>

Example

#Enabl e breakOnError:
> nonitor sem hosting breakOnError 1

4.3.20 semihosting enable

Enables semihosting with the specified vector address. If no vector address is specified,
the SWI vector (at address 0x8) will be used. GDBServer will output semihosting terminal
data from the target via a separate connection on port 2333. Some IDEs already establish
a connection automatically on this port and show terminal data in a specific window in the
IDE. For IDEs which do not support semihosting terminal output directly, the easiest way
to view semihosting output is to open a telnet connection to the GDBServer on port 2333.
The connection on this port can be opened all the time as soon as GDBServer is started,
even before this remote command is executed.

Syntax

sem hosting enabl e [ <Vect or Addr >]

Example

> nonitor sem hosting enable
< Sem hosting enabl ed (VectorAddr = 0x08)

4.3.21 semihosting IOClient

GDB itself can handle (file) I/O operations, too. With this command it is selected whether
to print output via TELNET port (2333), GDB, or both.
<ClientMask> is

e 1 for TELNET Client (Standard port 2333) (Default)
e 2 for GDB Client
e or 3 for both (Input via GDB Client)

Syntax
sem hosting 100 ient <dientMask>
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Example

#Sel ect TELNET port as output source

> nonitor sem hosting ioclient 1

< Sem hosting 1/0O set to TELNET C i ent

#Sel ect GDB as out put source

> nonitor sem hosting ioclient 2

< Sem hosting 1/O set to GDB dient

#Sel ect TELNET port and GDB as out put source

> nonitor sem hosting ioclient 3
< Sem hosting 1/0O set to TELNET and GDB C i ent

4.3.22 semihosting ARMSWI

Sets the SWI number used for semihosting in ARM mode. The default value for the ARMSWI
is 0x123456.

Syntax
sem hosti ng ARVMBW <Val ue>

Example

> nonitor sem hosting ARVBW 0x123456
< Sem hosting ARM SW nunber set to 0x123456

4.3.23 semihosting ThumbSWI

Sets the SWI number used for semihosting in thumb mode. The default value for the Thum-
bSWI is OxAB

Syntax
sem hosting ThunbSW <Val ue>

Example

> nonitor sem hosting ThunbSW O0xAB
< Sem hosting Thunb SW nunber set to OxAB

4.3.24 setargs

Set arguments for the application, where all arguments are in one <ArgumentString> sep-
arated by whitespaces. The argument string can be gotten by the application via semihost-
ing command SYS_GET_CMDLINE (0x15). Semihosting has to be enabled for getting the
argumentstring (see semihosting enable ). “*monitor setargs” can be used before enabling
semihosting. The maximum length for <ArgumentString> is 512 characters.

Syntax

setargs <Argument String>

Example

> nonitor setargs test 0 1 2 arg0=4
< Argunents: test 0 1 2 arg0=4
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4.3.25 setbp
Sets an instruction breakpoint at the given address, where <Mask> can be 0x03 for ARM
instruction breakpoints (Instruction width 4 Byte, mask out lower 2 bits) or 0x01 for THUMB
instruction breakpoints (Instruction width 2 Byte, mask out lower bit). If no mask is given,
an ARM instruction breakpoint will be set.
Syntax
set bp <Addr > [ <Mask>]
Example
#Set a breakpoint (inplicit for ARMinstructions)
> nonitor setbp 0x00000000
#Set a breakpoint on a THUMB instruction
> nonitor setbp 0x00000100 0x01
4.3.26 sleep
Sleeps for a given time, where <Delay> is the time period in milliseconds to delay. While
sleeping any communication is blocked until the command returns after the given period.
Syntax
sl eep <Del ay>
Example
> nonitor sleep 1000
< Sl eep 1000ns
4.3.27 speed

Note

Deprecated. For setting the initial connection speed, use command line option -speed
instead.

Sets the JTAG speed of J-Link / J-Trace. Speed can be either fixed (in kHz), automatic
recognition or adaptive. In general, Adaptive is recommended if the target has an RTCK
signal which is connected to the corresponding RTCK pin of the device (S-cores only). For
detailed information about the different modes, refer to JTAG Speed . The speed has to be
set after selecting the interface, to change it from its default value.

Syntax

speed <kHz>| aut o| adapti ve

Example

> nonitor speed auto
< Select auto target interface speed (8000 kHz)

> nonitor speed 4000
< Target interface speed set to 4000 kHz

> nonitor speed adaptive
< Sel ect adaptive cl ocking instead of fixed JTAG speed
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4.3.28 step

Performs one or more single instruction steps, where <NumSteps> is the number of in-
struction steps to perform. If <NumSteps> is not specified only one instruction step will
be performed.

Syntax

step [ <Nuntt eps>]
or
si [ <Nuntt eps>]

Example

> nonitor step 3

4.3.29 SWO DisableTarget

Disables the output of SWO data on the target (Undoes changes from SWO EnableTarget)
and stops J-Link to capture it.

Syntax
SWO Di sabl eTar get <Port Mask[ 0x01- OxFFFFFFFF] >

Example

#Di sabl e capturing SWO from stimulus ports O and 1
> nonitor SWO Di sabl eTarget 3
< SWO di sabl ed successfully.

4.3.30 SWO EnableTarget

Configures the target to be able to output SWO data and starts J-Link to capture it. CPU
and SWO frequency can be 0 for auto-detection.

If CPUFreq is 0, J-Link will measure the current CPU speed.
If SWOFreq is 0, J-Link will use the highest available SWO speed for the selected / measured
CPU speed.

Note

CPUFreq has to be the speed at which the target will be running when doing SWO. If
the speed is different from the current speed when issuing CPU speed auto-detection,
getting SWO data might fail. SWOFreq has to be a quotient of the CPU and SWO speeds
and their prescalers. To get available speed, use SWO GetSpeedInfo. PortMask can
be a decimal or hexadecimal Value. Values starting with the Prefix “0x” are handled
hexadecimal.

Syntax

SWO Enabl eTarget <CPUFreq[Hz]> <SWOFreq[Hz]> <PortMask[0x01- OxFFFFFFFF]
<Mbde[ 0] >

Example

#Configure SWO for stinulus port 0, neasure CPU frequency and cal cul ate SWO
frequency
> nonitor SWDO Enabl eTarget 0 0 1 0

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH



96 CHAPTER 4 Supported remote (monitor) commands

< SWO enabl ed successfully.

#Configure SWO for stinulus ports 0-2, fixed SWO frequency and neasure CPU
frequency

> nonitor SWO Enabl eTarget 0 1200000 5 0

< SWO enabl ed successfully.

#Configure SWO for stinulus ports 0-255, fixed CPU and SWO frequency

> nonitor SWO Enabl eTarget 72000000 6000000 OxFF O
< SWO enabl ed successfully.

4.3.31 SWO GetMaxSpeed

Prints the maximum SWO speed supported by and matching both, J-Link and the target
CPU frequency.

Syntax
SWO Get MaxSpeed <CPUFrequency [ Hz] >

Example

#Get SWO speed for 72MHz CPU speed
> nonitor SWD Get MaxSpeed 72000000
< Maxi mum supported SWO speed is 6000000 Hz.

4.3.32 SWO GetSpeedinfo

Prints the base frequency and the minimum divider of the connected J-Link. With this
information, the available SWO speeds for J-Link can be calculated and the matching one
for the target CPU frequency can be selected.

Syntax
SWD Get Speedl nf o

Example

> nonitor SWD Get Speedl nfo
< Base frequency: 60000000Hz, M nDiv: 8
# Avail abl e SWO speeds for J-Link are: 7.5MHz, 6.66Miz, 6MHz,

4.3.33 waithalt

Waits for target to halt code execution, where <Timeout> is the maximum time period in
milliseconds to wait.

Syntax

wai t hal t <Ti neout >
or

wh <Ti neout >
Example

#Wait for halt with a tineout of 2 seconds
> nonitor waithalt 2000
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4.3.34 wice

Writes to given IceBreaker register, where <value> is the data to write.

Syntax

w ce <Regl ndex> <val ue>
or
rm b <Regl ndex> <val ue>

Example

> nmonitor wice 0xOC 0x100

4.3.35 ReadAP

Reads the specified CoreSight DAP-AP register.

Note

- ARM specifies register addresses for JTAG (0x0, 0x4, 0x8, ...) and register indexes
for SWD (O, 1, 2, ...).

This API always works with register indexes, so:

- Addr 0x0 = Reglndex 0

- Addr 0x4 = RegIndex 1

- Addr 0x8 = Reglndex 2

- Addr 0xC = Reglndex 3

- In case a WAIT response is received from the DAP, J-Link will retry the access until
OK/FAULT is received or the operation times out (100ms).

- Performs a fully qualified read. This means that for AP accesses which are “regis-
tered”, J-Link performs an implicit read of AP-RDBUFF after the AP access, to get the
actual value.

Syntax

ReadAP [ <Regl ndex>]

Example

# Sel ect AP[0] (AHB-AP) AP bank O
nmoni tor WiteDP 2 0x00000000

O K.

# Read AHB- AP TAR

noni tor ReadAP 1

O. K. : 0x08000000

ANV V ANV YV

4.3.36 ReadDP

Reads the specified CoreSight DAP-DP register.

Note

- ARM specifies register addresses for JTAG (0x0, 0x4, 0x8, ...) and register indexes
for SWD (0, 1, 2, ...).

This API always works with register indexes, so:

- Addr 0x0 = Reglndex 0

- Addr 0x4 = RegIndex 1
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- Addr 0x8 = Reglndex 2

- Addr 0xC = Reglndex 3

- In case a WAIT response is received from the DAP, J-Link will retry the access until
OK/FAULT is received or the operation times out (100ms).

- Performs a fully qualified read. This means that for AP accesses which are “regis-
tered”, J-Link performs an implicit read of DP-RDBUFF after the DP access, to get the
actual value.

Syntax

ReadDP [ <Regl ndex>]

Example

> # Read CTRL/ STAT
> nonitor ReadDP 1
< O. K. : 0xF0000000

4.3.37 WriteAP

Writes the specified CoreSight DAP-AP register.

Note

- ARM specifies register addresses for JTAG (0x0, 0x4, 0x8, ...) and register indexes
for SWD (O, 1, 2, ...).

This API always works with register indexes, so:

- Addr 0x0 = Reglndex 0

- Addr 0x4 = Reglndex 1

- Addr 0x8 = Reglndex 2

- Addr 0xC = Reglndex 3

- In case a WAIT response is received from the DAP, J-Link will retry the access until
OK/FAULT is received or the operation times out (100ms).

Syntax

Wit eAP [ <Regl ndex>, <Data>]

Example

> # Select AP[0] (AHB-AP) AP bank 0
> nmonitor WiteDP 2 0x00000000

< O K

> # Wite AHB- AP TAR

> nmonitor WiteAP 1 0x08000000

< O K

4.3.38 WriteDP

Writes the specified CoreSight DAP-DP register.

Note

- ARM specifies register addresses for JTAG (0x0, 0x4, 0x8, ...) and register indexes
for SWD (O, 1, 2, ...).

This API always works with register indexes, so:

- Addr 0x0 = Reglndex 0
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- Addr 0x4 = Reglndex 1

- Addr 0x8 = Reglndex 2

- Addr 0xC = Reglndex 3

- In case a WAIT response is received from the DAP, J-Link will retry the access until
OK/FAULT is received or the operation times out (100ms).

Syntax

WiteDP [ <Regl ndex>, <Data>]
Example

> # Wite SELECT register: Select AP[0] (AHB-AP) AP bank 15
> nmonitor WiteDP 2 0x000000F0
< OK
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4.4 SEGGER-specific GDB protocol extensions

J-Link GDB Server implements some functionality which are not part of the standard GDB
remote protocol in general query packets. These SEGGER-specific general query packets
can be sent to GDB Server on the low-level of GDB, via maintenance commands, or with
a custom client connected to GDB Server.

As these extensions are not of interest for the regular user, they have been added to a
separate manual that describes the SEGGER-specific GDB protocol extensions that have
been added to J-Link GDB Server. The manual is available for download on the SEGGER
website: UM08036
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4.5 Command line options

There are several command line options available for the GDB Server which allow configu-
ration of the GDB Server before any connection to a J-Link is attempted or any connection
from a GDB client is accepted.

Note

dialog.

Using GDB Server CL, device, interface, endian and speed are mandatory options
to correctly connect to the target, and should be given before connection via GDB.
Using GDB Server GUI the mandatory options can also be selected in the configuration

Command line option

Explanation

-device Selects the connected target device.

-endian Selects the device endianness.

-if Selects the interface to connect to the target.

-speed Selects the target communication speed.
Note

Using multiple instances of GDB Server, setting custom values for port, SWOPort and
TelnetPort is necessary.

Command line option

Explanation

-port Select the port to listen for GDB clients.
-swoport Select the port to listen for clients for SWO RAW output.
-telnetport Select the port to listen for clients for printf output.

The GDB Server GUI version uses persistent settings which are saved across different in-
stances and sessions of GDB Server. These settings can be toggled via the checkboxes in

the GUI.

Note

GDB Server CL always starts with the settings marked as default.

For GUI and CL, the settings can be changed with following command line options. For all
persistent settings there is a pair of options to enable or disable the feature.

Command line option

Explanation

-ir

Initialize the CPU registers on start of GDB Server. (Default)

-noir

Do not initialize CPU registers on start of GDB Server.

-localhostonly

Allow only localhost connections (Windows default)

-nolocalhostonly

Allow connections from outside localhost (Linux default)

-logtofile Generate a GDB Server log file.

-nologtofile Do not generate a GDB Server log file. (Default)
-halt Halt the target on start of GDB Server. (Default)
-nohalt Do not halt the target on start of GDB Server.
-silent Do not show log output.

-nosilent Show log output. (Default)
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Command line option Explanation

-stayontop Set the GDB Server GUI to be the topmost window.
-nostayontop Do not be the topmost window. (Default)
-timeout Set the time after which the target has to be connected.
-notimeout Set infinite timeout for target connection.
-vd Verify after downloading.
-novd Do not verify after downloading. (Default)

Following additional command line options are available. These options are temporary for
each start of GDB Server.

Command line option Explanation

-excdbg Enable exception debugging.

-jtagconf Configures a JTAG scan chain with multiple devices on it.

-log Logs the GDB Server communication to a specific file.

-rtos Selects a RTOS plugin (DLL file)

-singlerun Starts GDB Server in single run mode.

-S Same as -singlerun

-nosinglerun Starts GDB Server in no single run mode. (Default)

-nos Same as -nosinglerun

-noreset Starts GDB Server in no reset mode.

SunkDevicesxvupatn | SPedien 3 search pat nere 9 ook for 2 L ikOe-

-powertarget Power target after specified delay (1-9). 0 turns off power.

-gui Do not suppress DLL dialogs. (Default)

-nogui Suppress DLL Dialogs.

-jlinkscriptfile Specifies a J-Link script file.

-select Selects the interface to connect to J-Link (USB/IP).

-settingsfile Selects the J-Link Settings File.

-strict Starts GDB Server in strict mode.

-X Executes a gdb file on first connection.

-XC Executes a gdb file on every connection.

-cpu Selects the CPU core. Deprecated, use - devi ce instead.
451 -cpu

Pre-select the CPU core of the connected device, so the GDB Server already knows the

register set, even before having established a connection to the CPU.

Note

Deprecated, please use -device instead. Anyhow, it does not hurt if this option is set,

too.

Syntax
- CPU <CPUCor e>

Example

j1inkgdbserver -CPU ARM7_9
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Add. information

The following table lists all valid values for <CPUCore> :

<CPUCore> Supported CPU cores
CPU_FAMILY_ARM7_9 Pre-select ARM7 and ARM9 as CPU cores.
CPU_FAMILY_COR-

Pre-select Cortex-A and Cortex-R as CPU cores.

TEX_A R

CPU_FAMILY_CORTEX_M | Pre-select Cortex-M as CPU core.

CPU_FAMILY_RX600 Pre-select Renesas RX600 as CPU core.
4.5.2 -device

Tells GDBServer to which device J-Link is connected before the connect sequence is actually
performed. It is recommended to use the command line option to select the device instead
of using the remote command since for some devices J-Link already needs to know the
device at the time of connecting to it since some devices need special connect sequences
(e.g. devices with TI ICEPick modules). In such cases, it is not possible to select the device
via remote commands since they are configured after the GDB client already connected
to GDBServer and requested the target registers which already requires a connection to
the target.

Note
Using GDB Server CL this option is mandatory to correctly connect to the target, and
should be given before connection via GDB.

Syntax

-devi ce <Devi ceNane>

Example
j i nkgdbserver -device AT91SAM/SE256

Add. information

For a list of all valid values for <DeviceName> , please refer to List of supported target
devices .

45.3 -endian

Sets the endianness of the target where endianness can either be "“little” or “big”.

Syntax

-endi an <endi anness>

Example

jlinkgdbserver -endian little

Note

When using GDB Server CL this option is mandatory to correctly connect to the target,
and should be given before connection via GDB.
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45.4 -gui

Do not suppress DLL dialogs.
Syntax

- gui

Example

j i nkgdbserver -gui

455 -if

Selects the target interface which is used by J-Link to connect to the device. The default
value is JTAG.

Syntax

-if <Interface>

Example
jlinkgdbserver -if SWD

Add. information

Currently, the following values are accepted for <Interface> :

JTAG
SWD
FINE
2-wire-JTAG-PIC32

456 -r

Initializes the CPU register with default values on startup.

Note
For the GUI version, this setting is persistent for following uses of GDB Server until
changed via -noir or the GUI.

Example

j1inkgdbserver -ir

4.5.7 -excdbg

Enables exception debugging. Exceptions on ARM CPUs are handled by exception handlers.
Exception debugging makes the debugging of exceptions more user-friendly by passing a
signal to the GDB client and returning to the causative instruction. In order to do this, a
special exception handler is required as follows:

__attribute((naked)) void OnHardFaul t (voi d){
__asmvolatile (
" bkpt 10 \n"
"bx Ir \n"
)
}

The signal passed to the GDB client is the immediate value (10 in the example) of the
software breakpoint instruction. <nSteps> specifies, how many instructions need to be
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executed until the exception return occurs. In most cases this will be 2 (which is the default
value), if the handler function is set as the exception handler. If it is called indirectly as a
subroutine from the exception handler, there may be more steps required. It is mandatory
to have the function declared with the “naked” attribute and to have the bx Ir instruction
immediately after the software breakpoint instruction. Otherwise the software breakpoint
will be treated as a usual breakpoint.

Syntax

-excdbg <nSt eps>

Example
jlinkgdbserver -excdbg 4

4.5.8 -jtagconf

Configures a JTAG scan chain with multiple devices on it. <IRPre> is the sum of IRLens of all
devices closer to TDI, where IRLen is the number of bits in the IR (Instruction Register) of
one device. <DRPre> is the number of devices closer to TDI. For more detailed information
of how to configure a scan chain with multiple devices please refer to Determining values
for scan chain configuration .

Syntax
-jtagconf <I RPre>, <DRPre>

Example

#Sel ect the second device, where there is 1 device in front with IRLen 4
jlinkgdbserver -jtagconf 4,1

4.5.9 -localhostonly

Starts the GDB Server with the option to listen on localhost only (This means that only TCP/
IP connections from localhost are accepted) or on any IP address. To allow remote debug-
ging (connecting to GDBServer from another PC), deactivate this option. If no parameter
is given, it will be set to 1 (active).

Note
For the GUI version, this setting is persistent for following uses of GDB Server until
changed via command line option or the GUI.

Syntax
-Local hostOnly <St at e>

Example

jlinkgdbserver -Local hostOnly O //Listen on any | P address (Li nux/ MAC defaul t)
jlinkgdbserver -LocalhostOnly 1 //Listen on |ocal host only (W ndows default)

4.5.10 -log

Starts the GDB Server with the option to write the output into a given log file. The file
will be created if it does not exist. If it exists the previous content will be removed. Paths
including spaces need to be set between quotes.

Syntax
-1 og <LogFi | ePat h>
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Example
jlinkgdbserver -log “C:\nmy path\to\file.log”

4.5.11 -logtofile

Starts the GDB Server with the option to write the output into a log file. If no file is given
via -log , the log file will be created in the GDB Server application directory.

Note

For the GUI version, this setting is persistent for following uses of GDB Server until
changed via -nologtofile or the GUI.

Syntax
logtofile

Example

jlinkgdbserver -logtofile
jlinkgdbserver -logtofile -log “C:\ny path\to\file.log”

45.12 -halt

Halts the target after connecting to it on start of GDB Server. For most IDEs this option is
mandatory since they rely on the target to be halted after connecting to GDB Server.

Note

For the GUI version, this setting is persistent for following uses of GDB Server until
changed via -nohalt or the GUI.

Syntax
-hal t

Example
jlinkgdbserver -halt

4.5.13 -nogui

Suppresses DLL dialogs.

Syntax

- nogui

Example

j l'i nkgdbserver -nogui

45.14 -noir

Do not initialize the CPU registers on startup.

Note
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For the GUI version, this setting is persistent for following uses of GDB Server until
changed via -ir or the GUI.

Syntax

noir

4.5.15 -nolocalhostonly

4.5.

4.5.

Starts GDB Server with the option to allow remote connections (from outside localhost).
Same as -localhostonly 0

Note

For the GUI version, this setting is persistent for following uses of GDB Server until

changed via command line option or the GUI.

Syntax

- nol ocal hostonly

16 -nologtofile
Starts the GDB Server with the option to not write the output into a log file.

Note

For the GUI version, this setting is persistent for following uses of GDB Server until
changed via -nologtofile or the GUI. When this option is used after -log, no log file
will be generated, when -log is used after this option, a log file will be generated and
this setting will be overridden.

Syntax

-nol ogtofile

Example

I i nkgdbserver -nologtofile // WIIl not generate a log file

I i nkgdbserver -nologtofile -log “C:\pathto\file.log” // WII generate a | og
ile

i nkgdbserver -log “C:\pathto\file.log” -nologtofile // WII|l not generate
alogfile

J
j
f
j

17 -nohalt

When connecting to the target after starting GDB Server, the target is not explicitly halt-
ed and the CPU registers will not be inited. After closing all GDB connections the target
is started again and continues running. Some IDEs rely on the target to be halted after
connect. In this case do not use -nohalt, but -halt.

Note

For the GUI version, this setting is persistent for following uses of GDB Server until
changed via -halt or the GUI.
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Syntax

-nohal t

Example

jlinkgdbserver -nohalt

45.18 -noreset

Perform no reset on connect, just halt the CPU

Syntax

- nhor eset

Example

jlinkgdbserver -norest

4.5.19 -nosinglerun

Single run mode turned off. (Default)

Syntax

- nosi ngl erun

Example

jl'i nkgdbserver -nosingl erun

45.20 -nosilent

Starts the GDB Server in non-silent mode. All log window messages will be shown.

Note

Command line options

For the GUI version, this setting is persistent for following uses of GDB Server until

changed via command line option or the GUI.

Syntax

-nosi | ent

Example

j1inkgdbserver -nosilent

4.5.21 -nostayontop

Starts the GDB Server in non-topmost mode. All windows can be placed above it.

Note

the GUI.

Syntax

- nost ayont op

J-Link / J-Trace (UM08001)

For the CL version this setting has no effect. For the GUI version, this setting is per-
sistent for following uses of GDB Server until changed via command line option or

© 2004-2021 SEGGER Microcontroller GmbH



109

4.5.

4.5.

4.5.

4.5.

CHAPTER 4 Command line options

Example

jlinkgdbserver -nostayontop

22 -notimeout

GDB Server automatically closes after a timeout of 5 seconds when no target voltage can
be measured or connection to target fails. This command line option prevents GDB Server
from closing, to allow connecting a target after starting GDB Server.

Note
The recommended order is to power the target, connect it to J-Link and then start

GDB Server.

Syntax

- not i neout

23 -novd

Do not explicitly verify downloaded data.

Note

For the GUI version, this setting is persistent for following uses of GDB Server until
changed via command line option or the GUI.

Syntax

- novd

24 -port

Starts GDB Server listening on a specified port. This option overrides the default listening
port of the GDB Server. The default port is 2331.

Note

Using multiple instances of GDB Server, setting custom values for this option is nec-
essary.

Syntax

-port <Port>

Example
jlinkgdbserver -port 2345

25 -rtos

Specifies a RTOS plug-in (.DLL file for Windows, .SO file for Linux and Mac). If the file-name
extension is not specified, it is automatically added depending on the PC’s operating system.
The J-Link Software and Documentation Package comes with RTOS plug-ins for embQOS
and FreeRTOS pre-installed in the sub-directory "GDBServer”. A software development kit
(SDK) for creating your own plug-ins is also available upon request on our website (https://
www.segger.com/downloads/jlink/#gdbserver_rtos).
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Syntax

-rtos <filename>[.dlI].so0]

Example
jlinkgdbserver -rtos GDBServer\ RTOSPI ugi n_enbCS

45.26 -JLinkDevicesXMLPath

Specifies a search path where to look for a <JLinkDevices.xml> file. The given path may be
absolute or relative to the location of the JLinkARM.dIl. This is mainly used for preliminary /
special devices where a vendor ships a <JLinkDevices.xml> file to specific customers and
this file defines new devices that are not publicly available yet.

Syntax
-JLi nkDevi cesXM_Pat h <Sear chPat h>

Example
jlinkgdbserver -JLinkDevi cesXM.Path C:.\Wrk\ MyDevi ces\

4.5.27 -jlinkscriptfile

Passes the path of a J-Link script file to the GDB Server. This scriptfile is executed before
the GDB Server starts the debugging / identifying communication with the target. J-Link
scriptfiles are mainly used to connect to targets which need a special connection sequence
before communication with the core is possible. For more information about J-Link script
files, please refer to J-Link script files .

Syntax
-jlinkscriptfile <ScriptFilePath>

Example
-jlinkscriptfile “C.\My Projects\Default.JLinkScript”

4.5.28 -powertarget

Power target after specified delay (1-9 ms). 0 turns off power.

Syntax
- powertarget <Val ue>

Value can can range from 0-9.

Example

jlinkgdbserver -powertarget 1

4529 -select

Specifies the host interface to be used to connect to J-Link. Currently, USB and TCP/IP
are available.

Syntax

-sel ect <Interface#<Seri al No>/ <l PAddr >

Example
jlinkgdbserver -select usb=580011111
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jlinkgdbserver -select ip=192.168.1.10

Additional information

For backward compatibility, when USB is used as interface serial numbers from 0-3 are
accepted as USB=0-3 to support the old method of connecting multiple J-Links to a PC.
This method is no longer recommended to be used. Please use the “connect via emulator
serial number” method instead.

4.5.30 -settingsfile

Select a J-Link settings file to be used for the target device. The settings file can contain
all configurable options of the Settings tab in J-Link Control panel.

Syntax
-SettingsFile <Pat hToFil e>

Example
jlinkgdbserver -SettingsFile “C:\Tenp\GB Server.jlink”

45.31 -silent

Starts the GDB Server in silent mode. No log window messages will be shown.

Note

For the GUI version, this setting is persistent for following uses of GDB Server until
changed via command line option or the GUI.

Syntax

-sil ent

4.5.32 -singlerun

Starts GDB Server in single run mode. When active, GDB Server will close when all client
connections are closed. In normal run mode GDB Server will stay open and wait for new
connections. When started in single run mode GDB Server will close immediately when
connecting to the target fails. Make sure it is powered and connected to J-Link before
starting GDB Server.

Syntax

-s
-singl erun

4.5.33 -speed

Starts GDB Server with a given initial speed. Available parameters are “adaptive”, “auto”
or a freely selectable integer value in kHz. It is recommended to use either a fixed speed
or, if it is available on the target, adaptive speeds.

Note

Using GDB Server CL this option is mandatory to correctly connect to the target, and
should be given before connection via GDB.
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Syntax
- speed <Speed_kHz>

Example
jlinkgdbserver -speed 2000

4.5.34 -stayontop

Starts the GDB Server in topmost mode. It will be placed above all non-topmost windows
and maintains it position even when it is deactivated.

Note

For the CL version this setting has no effect. For the GUI version, this setting is per-
sistent for following uses of GDB Server until changed via command line option or
the GUI.

Syntax

- st ayont op

4535 -timeout

Set the timeout after which the target connection has to be established. If no connection
could be established GDB Server will close. The default timeout is 5 seconds for the GUI
version and 0 for the command line version.

Note

The recommended order is to power the target, connect it to J-Link and then start
GDB Server.

Syntax

-ti meout <Ti neout[ ns]>

Example

Allow target connection within 10 seconds.
jlinkgdbserver -tinmeout 10000

45.36 -strict

Starts GDB Server in strict mode. When strict mode is active GDB Server checks the cor-
rectness of settings and exits in case of a failure. Currently the device name is checked. If
no device name is given or the device is unknown to the J-Link, GDB Server exits instead
of selecting “Unspecified” as device or showing the device selection dialog.

Syntax

-strict

Example

Following executions of GDB Server (CL) will cause exit of GDB Server. j | i nkgdbser ver
-strict -device UnknownDevi ceName

jlinkgdbservercl -strict

Following execution of GDB Server will show the device selection dialog under Windows or
select “Unspecified” directly under Linux / macOS.
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jlinkgdbserver -device UnknownDevi ceNane

4.5.37 -swoport

4.5.

4.5.

4.5

Set up port on which GDB Server should listen for an incoming connection that reads the
SWO data from GDB Server. Default port is 2332.

Note
Using multiple instances of GDB Server, setting custom values for this option is nec-
essary.

Syntax
-SWOPort <Port >

Example
jlinkgdbserver -SWoPort 2553

38 -telnetport

Set up port on which GDB Server should listen for an incoming connection that gets target’s
printf data (Semihosting and analyzed SWO data). Default port is 2333.

Note

Using multiple instances of GDB Server, setting custom values for this option is nec-
essary.

Syntax

-Tel net Port <Port>

Example
jlinkgdbserver -Tel netPort 2554

39 -vd

Verifies the data after downloading it.

Note
For the GUI version, this setting is persistent for following uses of GDB Server until
changed via command line option or the GUI.

Syntax
-vd

40 -x

Starts the GDB Server with a gdbinit (configuration) file. In contrast to the -xc command
line option the GDB Server runs the commands in the gdbinit file once only direct after the
first connection of a client.
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Syntax

-xX <ConfigurationFil ePat h>

Example
jlinkgdbserver -x C.\ MyProject\ Sanpl e. gdb

4541 -xc

Starts the GDB Server with a gdbinit (configuration) file. GDB Server executes the com-
mands specified in the gdbinit file with every connection of a client / start of a debugging
session.

Syntax

-xc <Confi gurationFil ePat h>

Example
jlinkgdbserver -xc C\MProject\Sanple.gdb
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4.6 Program termination

J-Link GDB Server is normally terminated by a close or Ctrl-C event. When the single run
mode is active it will also close when an error occurred during start or after all connections
to GDB Server are closed.

On termination GDB Server will close all connections and disconnect from the target device,
letting it run.

4.6.1 Exit codes

J-Link GDB Server terminates with an exit code indicating an error by a non-zero exit code.
The following table describes the defined exit codes of GDB Server.

Exit code Description

0 No error. GDB Server closed normally.

-1 Unknown error. Should not happen.

-2 Failed to open listener port (Default: 2331)

3 Could nqt con_nect to target. No target voltage detected or
connection failed.

-4 Failed to accept a connection from GDB.

5 Failed to parse the command line options, wrong or missing
command line parameter.

-6 Unknown or no device name set.

-7 Failed to connect to J-Link.
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4.7 Semihosting

Semihosting can be used with J-Link GDBServer and GDB based debug environments but
needs to be explicitly enabled. For more information, please refer to Enabling semihosting
in J-Link GDBServer .
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J-Mem

J-Mem is a GUI application to display and modify the RAM and SFRs (Special Function
Registers) of target systems while the target is running.

EJ SEGGER J-Mem V6.44e
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5.1 Setting up J-Mem

Setting up J-Mem

J-Mem is part of the J-Link Software Package and is available for Windows, Linux and

macOS.

When starting J-Mem a configuration dialog pops up, letting you select the needed config-

urations to connect to J-Link and the target.

ﬂ SEGGER J-Mem VE.44e - Config ?

Connection to J-Llink

[] serial No.

O TcPP

Target device

| MKBEFN2ZMOxxx 18

LitHe Endian -

Target interface
JTAG
Speed
(® Auto Selection
(") Adaptive docking
(O Eixed 4000 kHz

[] scan chain with multiple devices
Position [0 IRPre |0

0is dosest to TDO. 1) 1) F ARMZ/ARMS devices is 4.

| QK Cancel

X

Sum of IRLens of devices doser to TDO.

J-Mem: Configuration

Note

J-Link / J-Trace (UM08001)

To make sure the connection to the target device can be established correctly, the
device, as well as the interface and interface speed have to be given on start of J-Mem.
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5.2 J-Mem user interface

The user interface of J-Mem shows the content of a memory region from the target that J-
Link is connected to. Furthermore, details about the connection to the target are displayed

in the status bar.
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J-Mem: UI

The memory window provides a range of different options regarding the displayed memory.

—_ - = —_ j—

GDTD:| vl « |B |8 B8 |} = Periodic Refresh: |off 7

J-Mem: Memory window options

In the following, these options are explained in detail from left to right (as
sreenshot above).

521 GoTo

Using the “Go To” field, the first address shown in the memory window can

button to the right of the edit-field returns to the previously selected address.

5.2.2 Access width

Using the red buttons to the right of the “Go To” field, the access width can

seen in the

be set. The

be set. The

number inside each button refers to the number of bytes that are accessed at once. This
means that 1 refers to 8-bit access, 2 refers to 16-bit access and 4 refers to 32-bit access.

5.2.3 Fill memory

By clicking the icon next to the access width buttons, a range of memory can be filled with

J-Link / J-Trace (UM08001)

a custom value.
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Ed Fill Memory ? ot

Fill value: FE

| Start Address: | 00000000 |

| End Address: | 00000 10F |

| Size: | 1=l |

Cancal

J-Mem: Fill memory

A custom <Fill Value> can be chosen that the selected memory region is filled with. The
region to fill can be determined by setting the <Start Address> and either the <End Ad-
dress> or <Size>.

5.2.4 Save memory data

The button to the right of the “Fill memory” icon makes it possible to save a memory range
in a binary file.

Bl save Memory Data ? X

File:

| Start Address: | 00000000 |

| End Address: | 00000 10F |

| Size: | 1=l |

Save Cancel

J-Mem: Save memory data

Similar to the “Fill memory” option, the memory region to be saved can be determined by
setting the <Start Address> and either the <End Address> or <Size>.

5.2.5 Periodic Refresh

By default, J-Mem only reads the memory to be displayed once when it is shown for the
first time. Using the “Periodic Refresh” option, a time interval for the refresh rate of the
displayed data can be set.

Periodic Refresh: | off -

oo oo oo go | 100ms
oo oo oo oo | 200ms
00 a0 00 0o
oo oo oo oo
00 Qoo 00 oo
00 a0 00 0o
O O Nl On
J-Mem: Periodic Refresh

One of the following intervals can be selected:

e 100 ms
e 200 ms
e 500 ms
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The time interval “off” is the default and does not refresh the displayed memory periodically.

5.2.6 Command line options

J-Mem has no command line options.
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Setup

This chapter describes the setup procedure required in order to work with J-Link / J-Trace.
Primarily this includes the installation of the J-Link Software and Documentation Package,
which also includes a kernel mode J-Link USB driver in your host system.
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6.1 Installing the J-Link software and documentation
pack

J-Link is shipped with a bundle of applications, corresponding manuals and some example
projects and the kernel mode J-Link USB driver. Some of the applications require an addi-
tional license, free trial licenses are available upon request from www.segger.com .

Refer to chapter J-Link software and documentation package on page 40 for an overview
of the J-Link Software and Documentation Pack.

6.1.1 Setup procedure

To install the J-Link Software and Documentation Pack, follow this procedure:

Note

We recommend to check if a newer version of the J-Link Software and Documentation
Pack is available for download before starting the installation. Check therefore the J-
Link related download section of our website:

segger.com/downloads/jlink

The setup wizard will install the software and documentation pack that also includes the
certified J-Link USB driver. Before you plug your J-Link / J-Trace into your computer’s USB
port, start the setup by double clicking Setup_JLinkARM_V <VersionNumber>.exe .
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6.2 Setting up the USB interface

After installing the J-Link Software and Documentation Package it should not be necessary
to perform any additional setup sequences in order to configure the USB interface of J-Link.

6.2.1 Verifying correct driver installation

To verify the correct installation of the driver, disconnect and reconnect J-Link / J-Trace to
the USB port. During the enumeration process which takes about 2 seconds, the LED on J-
Link / J-Trace is flashing. After successful enumeration, the LED stays on permanently. Start
the provided sample application JLi nk. exe, which should display the compilation time of
the J-Link firmware, the serial number, a target voltage of 0.000V, a complementary error
message, which says that the supply voltage is too low if no target is connected to J-Link /
J-Trace, and the speed selection. The screenshot below shows an example.

J-Link V6.14h — ] ®

» 21 2817 11:1

'2° for help

In addition you can verify the driver installation by consulting the Windows device manager.
If the driver is installed and your J-Link / J-Trace is connected to your computer, the device
manager should list the J-Link USB driver as a node below “Universal Serial Bus controllers”
as shown in the following screenshot:

% Device Manager - O >
Eile Action View Help
&= T HE B ELXe

v & AledDev-PC
iy Audic inputs and outputs
v 9 Bluetooth
a Intel(R) Wireless Bluetooth(R)
3 Computer
s Dizk drives

& Display adapters
@y Hurnan Interface Devices
Junge Connectivity
=2 Keyboards
[ﬂ Mice and other pointing devices
[ Monitors
Metwork adapters
= Print queues
[ Processors
B Software devices
I} Sound, video and game controllers
&y Storage controllers
i3 System devices
» ' Universal Serial Bus controllers
i Intel(R) USB 3.0 eXtensible Host Controller - 1.0 (Microsoft)
i J-Link driver
* USE Composite Device
§ USB Root Hub (xHCI)
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Right-click on the driver to open a context menu which contains the command Properties. If
you select this command, a J-Link driver Properties dialog box is opened and should report:
This device is working properly.

J-Link driver Properties *
General  Driver Details  Events
e J-Link: driver

Device type: Universal Senal Bus controllers

Manufacturer: Seaqger
Location: Port_#0002 Hub_#0001

Device status

This device is working property.

Cancl

If you experience problems, refer to the chapter See Support and FAQs for help. You can
select the Driver tab for detailed information about driver provider, version, date and digital
signer.

J-Link driver Properties X
General Driver Details  Events
- J-Link: driver
Driver Provider: Segger
Driver Date: 2017-01-26

Driver Version: 27080
Digital Signer: Microsoft Windows Hardware Compatibility

Publisher
To view details about the driver files.
Update Driver... To update the driver software for this device.
Roll Back Driver ¥ the device fails after updating the driver, roll

back to the previously installed driver.

Disable Disables the selected device.
Uninstall To uninstall the driver {Advanced).
QK Cancel

6.2.2 Uninstalling the J-Link USB driver

If J-Link / J-Trace is not properly recognized by Windows and therefore does not enumerate,
it makes sense to uninstall the J-Link USB driver. This might be the case when:

e The LED on the J-Link / J-Trace is rapidly flashing.
e The J-Link / J-Trace is recognized as Unknown Device by Windows.

To have a clean system and help Windows to reinstall the J-Link driver, follow this proce-
dure:
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1. Disconnect J-Link / J-Trace from your PC.

2. Open the Add/Remove Programs dialog ( Start > Settings > Control Panel > Add/
Remove Programs ) select Windows Driver Package - Segger (jlink) USB and click the
Change/Remove button.

E§ Add/Remove Programs =] E3
Currently installed programs: Sark by:l Tarme - I

J-Link ARM Y3668 2|

. Windows Driver Package - Segger (jlink) USB
{01,09/2007 2.6.5.0)

: here Fo

Change/Remaove

3. Confirm the uninstallation process.

Uninstall Driver Package <]

@ All devices uging thiz diver will be removed. Do pou wish bo continue?

1 me |
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6.3 Setting up the IP interface

Some emulators of the J-Link family have (or future members will have) an additional
Ethernet interface, to communicate with the host system. These emulators will also come
with a built-in web server which allows configuration of the emulator via web interface. In
addition to that, you can set a default gateway for the emulator which allows using it even
in large intranets. For simplicity the setup process of J-Link Pro (referred to as J-Link) is
described in this section.

6.3.1 Configuring J-Link using J-Link Configurator

The J-Link Software and Documentation Package comes with a free GUI-based utility called
J-Link Configurator which auto-detects all J-Links that are connected to the host PC via
USB & Ethernet. The J-Link Configurator allows the user to setup the IP interface of J-
Link. For more information about how to use the J-Link Configurator, please refer to J-
Link Configurator .

6.3.2 Configuring J-Link using the webinterface

All emulators of the J-Link family which come with an Ethernet interface also come with
a built-in web server, which provides a web interface for configuration. This enables the
user to configure J-Link without additional tools, just with a simple web browser. The Home
page of the web interface shows the serial number, the current IP address and the MAC
address of the J-Link.

b\m J-Link Pro Webserver SEGGER Microcontroller

Home

MNetwork information Home
Metwaork configuration Emulator information:
System information Firmware build: Dec 22 2008 09:24: 26

Serial Number:
Emulator status

sbout Metwork information:
Configuration type: User assigned

IP Address: 192,168.90.11 /16
Gateway: 192.165.1.1

The Network configuration page allows configuration of network related settings (IP ad-
dress, subnet mask, default gateway) of J-Link. The user can choose between automatic
IP assignment (settings are provided by a DHCP server in the network) and manual IP
assignment by selecting the appropriate radio button.
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Setting up the IP interface

Ve
SEGGER

J-Link Pro Webserver

SEGGER Microcontroller

Hatme

Metwork information

Metwork configuration

Systerm information

Emulator status

About

Network configuration

¢ Automatic & Manual
¥ DHCP

IP address:

Subnet mask: |25

EE
|2
177
177

Gateway: 192 .

Change |

J-Link / J-Trace (UM08001)
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6.4 FAQs

Q: How can I use J-Link with GDB and Ethernet?

A: You have to use the J-Link GDB Server in order to connect to J-Link via GDB and
Ethernet.
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6.5 J-Link Configurator

Normally, no configuration is required, especially when using J-Link via USB. For special
cases like having multiple older J-Links connected to the same host PC in parallel, they need
to be re-configured to be identified by their real serial number when enumerating on the
host PC. This is the default identification method for current J-Links (J-Link with hardware
version 8 or later). For re-configuration of old J-Links or for configuration of the IP settings
(use DHCP, IP address, subnet mask, ...) of a J-Link supporting the Ethernet interface,
SEGGER provides a GUI-based tool, called J-Link Configurator. The J-Link Configurator is
part of the J-Link Software and Documentation Package and can be used free of charge.

SEGGER
J-Link ARM W4, 35¢
J-Link ARM V4, 35e
BX 3-Flash ARM
A 1-Link Commander
e J-Link DLL Updater
B 3-Link GDB Server via JTAG
E 1ink GDB Server via SWD
E -Link RDI Config
B 3-Link TCP-TP Server
ﬂ J-Mem
|| License Agreement
&3 remove J-Link ARM V4, 35¢
Eval Board Flash Programmers

Manuals
Processor Specific Utilities
Releasze Notes

T J
Computer
Control Panel

Devices and Printers

Default Programs

Help and Support

Run...

1 Back

I |Search programs and files

E’J Shut down bl

J-Link Configurator

6.5.1 Configure J-Links using the J-Link Configurator

A J-Link can be easily configured by selecting the appropriate J-Link from the emulator list
and using right click -> Configure.

J-Link / J-Trace (UM08001)
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CHAPTER 6 J-Link Configurator
- m] x
Emulators connected via LISB Rerech et [Hamal =]
Nickname SM LISB Identification

# Product

Emulators connected via TCPAP:

Haost Firmware Emulator Firmware

17171:15

Configure

Update firmware

Replace firmware

Reset config

Select al | Select none

[# Product Mickname | GN P Address [ MAC Address Haist Firmwiars Ermulstor Fimware | Fieact Time | Connestions
Oe 0 ILink ARM-Fra 43,00 173001047 19216863 Manualy assigned)  00.22C7.020417 2004 JunB 1600 2014 Jun& 1600 0.430ms [
Oe 1 JLink ARM-Pra 3,00 173001048 192.168.11.43 (DHCP) 0022C7.020418  2014Jun€1600  2014Jun 61600 0.485ms 0
Oe 2 JLink ARM-Prov200  Testllink 173001049 192.162.11.13 [DHCP) 0022C7.020419  2014Jun61600  2014Jun 61600 0.491ms 0
e 3 JoLink ARM-Pra 3,00 173001050 192,168.11.169 (DHCP) 0022C7020414  2014Jun61600  2014Jun 61600 0.431ms 0
[le 4[@nfa)  Flasher ARM Y400 1 192168111 (Manualy assigned)  0022.C7.0906:0F 2017 May 101811 2017 May 31451 (0l 0.303ms i
< >
Select al | Select none

Log

SEGEER_J-L ink Conf jouration_UE, 1]
Chading started & 2817 6517

=3

Té:s

Ready

Update fimware of selected emlators | Oose |

Searching for emulators: Ready 6 emulators found

In order to configure an old J-Link, which uses the old USB 0 - 3 USB identification method,
to use the new USB identification method (reporting the real serial number) simply select
“Real SN” as USB identification method and click the OK button. The same dialog also allows
configuration of the IP settings of the connected J-Link if it supports the Ethernet interface.

Configure J-Link

General

*

Product |SEGGEF| J-Link ARM Pro*/4.00

SN [174402383

Mickname |

Max. S0 speed [kHz] 50000

Wirtual COM-Port

(" Enahle (¢ Dizable

|IP Caonfiguration

o Automatic [DHCP] 7 Manual

Cancel
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6.6 J-Link USB identification

In general, when using USB, there are two ways in which a J-Link can be identified:

e By serial number
e By USB address

Default configuration of J-Link is: Identification by serial number. Identification via USB
address is used for compatibility and not recommended.

Background information

“USB address” really means changing the USB-Product ID (PID). The following table shows
how J-Links enumerate in the different identification modes.

Identification PID Serial number

Serial number is real serial number
of the J-Link or user assigned.

USB address 0 (Deprecated) 0x0101 123456
USB address 1 (Deprecated) 0x0102 123456
USB address 2 (Deprecated) 0x0103 123456
USB address 3 (Deprecated) 0x0104 123456

Serial number (default) 0x0101

6.6.1 Connecting to different J-Links connected to the same
host PC via USB

In general, when having multiple J-Links connected to the same PC, the J-Link to connect
to is explicitly selected by its serial number. Most software/debuggers provide an extra field
to type-in the serial number of the J-Link to connect to.

A debugger / software which does not provide such a functionality, the J-Link DLL auto-
matically detects that multiple J-Links are connected to the PC and shows a selection dialog
which allows the user to select the appropriate J-Link to connect to.

SEGGER J-Link V&.14h - Emulator selection *

Fleaze select the emulator you want to connect ta:

1t | LUSB Identification |
O GH 174402305

1 SHe00101929

ak. | Cancel |

So even in IDEs which do not have an selection option for the J-Link, it is possible to connect
to different J-Links.
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6.7 Using the J-Link DLL

6.7.

6.7.

1 Whatis the JLink DLL?

The J-LinkARM.dIl is a standard Windows DLL typically used from C or C++, but also Visual
Basic or Delphi projects. It makes the entire functionality of the J-Link / J-Trace available
through the exported functions. The functionality includes things such as halting/stepping
the ARM core, reading/writing CPU and ICE registers and reading/writing memory. There-
fore, it can be used in any kind of application accessing a CPU core.

2 Updating the DLL in third-party programs

The JLink DLL can be used by any debugger that is designed to work with it. Some debuggers
are usually shipped with the J-Link DLL already installed. Anyhow it may make sense to
replace the included DLL with the latest one available, to take advantage of improvements
in the newer version.

6.7.2.1 Updating the J-Link DLL in the IAR Embedded Workbench for
ARM (EWARM)

H SEGGER J-Link DLL Updater V&.14h >

The fallowing Srd-party applications uzing JLinkARM. dll have been found:

IAF Embedded Waorkbench for AR 4,428 [DLL VE.1 4k in "C:AT oohCMARMVARM_ 442280 AR MYbin') ~
IAF Embedded Waorkbench for AR 4.414 [DLL VE.14h in "C:AToohCWARNVARM _W4414%N8RMbin")

IAF Embedded Waorkbench for ARk 4,314 [DLL VE. 14k in "C:AoohCUARNVARM W4 ANARMbIn")

IAF Embedded Waorkbench for AR 4.404 [DLL VE. 14k in "C:AToohCWARNARM _W440458RMbin'")

|AF Embedded Warkbench for &R 5.20 [DLL VE.14h in "C:AT ool CAARNARM_WE204ARMAbIR")

IAF Embedded Waorkbench for 4RM B.20 [DLL VE.14h in "C:AToohCAARMVARM_VE208MARMYbIn")

|AF Embedded Waorkbench for 4R 630 [DLL VE.14h in "C:AT ool CAARNARM_VE30F\ARMbIn")

IAF Embedded Waorkbench for &R 6.30 [DLL VE.14h in "C:AT ool ChARNSRM_VEI0GWARMbIR®)

IAF Embedded Warkbench for &R 6.30 [DLL VE.14h in "C:AT ool ChARNSRM_VEIOHWARMbIR®)

IAF Embedded Waorkbench for 4R B.40 [DLL VE.14h in "C:AToohCAARMVARM_VE402MARMYbIn")

|AF Embedded Waorkbench for 4R 5.50 [DLL VE.14h in "C:AT ool CAARMARM _WE50eh\aRMybin") v

Select Al Select Mone

Select the ones you would like to replace by thiz version,

The previous version will be renamed and kept in the zame folder, allowing manual "undo',
Ih case of doubt, do not replace existing DLL[s].

“ou can always perform this operation at a later time wia gtart menu,

Cancel

6.7.3 Determining the version of JLink DLL

To determine which version of the JLinkARM.dll you are using, the DLL version can be viewed
by right clicking the DLL in explorer and choosing Properties from the context menu. Click
the Version tab to display information about the product version.
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™ JLinkARM.dIl Properties x

General Digital Signatures  Securty Details  Previous Versions

Property Value

Description
File description  SEGGER J-Link intefface DLL
Type Application extension

File: wersion 6.14.8.0
Product name  SEGGER J-Link DLL
Product version  6.14h

Copyright Copyright © 2004 - 2014
Size 11.32MB

Date modified  2017-05-10 18:25
Language English (United States)

Criginal filename  JLink.dll

Remove Properties and Personal Information

Cancel Aoy

6.7.4 Determining which DLL is used by a program

To verify that the program you are working with is using the DLL you expect it to use, you
can investigate which DLLs are loaded by your program with tools like Sysinternals’ Process
Explorer. It shows you details about the DLLs used by your program, such as manufacturer
and version.

3 Process Explorer - Sysinternals: www.sysinternals.com [ALEX2DEV-PC\Alex 2] - O X

File Options View Process Find DLL Users Help

FIEIED=CIERY Y | ] 1 i
Process PID CPU Handles GDI Objects CPU Time CPU History Virus Total Verfied Signer @
(5] igh<EM exs 5928 178 3 0:00:00.046 el (Verfied) Intel(R) pGFX
(] igfHK =xe 5980 14 13 0:00:00.015 61 (Verfied) Intel(R) pGFX
FigbxTray exe 6064 154 7 0:00:00.187 /62 (Verfied) Intel(R) pGFX
[ IntelCpHOCPSve oxs 2404 116 0 0:00:00.015 0758 (Verfied) Intel(R) pGFX
(5] IntelCpHeciSve exe U0 140 0 0:00:00.000 62 (Verfied) Intel(R) pGFX
B | Intemupts n/a 034 0 0 0:04:05 736
al m 9 D 0 0:00:0 d crocontrol bH & Co v
Mame Description Compary Name Version Virus Total Verfied Signer &
imm32.dll Muti-User Windows IMM32 API Cli... Microsoft Corporation 10.0.14393.0 0/62 {Verfied) Microsoft Windows
intl3_tsvn32.dll LGPLed libintl for Windows NT/20... Free Software Foundation 01460 0/57 {Verfied) Open Source Developer
IPHLPAPI.DLL IP Helper API Microsoft Comporation 10.0.14393.953 0/61 (Verfied) Microsoft Windows
JLink .exe 0/62 (Verffied) SEGGER Microcontroller GmbH & Co. KG
JLink ARM dil SEGGER J-Link interface DLL SEGGER Mi ller GmbH & Co KG  6.14.840 61 (Verfied) SEGGER Mi GmbH & Co. KG
kemel.appcore dil AppModel API Host Microsoft Corporation 10.0.14393.0 0/62 (Verffied) Microsoft Windows
kemel32.dll Windows NT BASE API Client DLL  Microsoft Corporation 100143331198 O/61 (Verfied) Microsoft Windows
KemelBase.dll ‘Windows NT BASE AP| Client DLL  Microsoft Corporation 10.0.14393.1198  0/60 (Verffied) Microsoft Windows
KemelBase.dll mui Windows NT BASE API Client DLL ~ Microsoft Corporation 10.0.14393.206 ez (Verfied) Microsoft Windows
libapr_tsvn2 di Apache Portable Rurtime Library  Apache Software Foundation 1510 /57 (Verfied) Open Source Developer
libapruti_tswn32.dl  Apache Portable Rurtime Utility Li... Apache Software Foundation 1540 0/57 {Verfied) Open Source Developer
libsasl32 dil 21240 0/57 (Verfied) Open Source Developer
libsvn_tsvn32 dil Subversion library dll built for Tortai... hitp://subversion.apache.org/ 1.8.11.5575 0/57 (Verffied) Open Source Developer
linkirfo dil Windows Volume Tracking Microsoft Comporation 10.0.14333.0 61 (Verfied) Microsoft Windows
locale nis 0/55 (Verffied) Microsoft Windows
LoggingPlatform.dll  Logging Platform Microsoft Comporation 17.3.6350.509 0/62 (Verfied) Microsoft Corporation w
< >

CPU Usage: 7.39%  Commit Charge: 32.79% Processes: 103 Handles: 47994 Physical Usage: 37.66%

Process Explorer is - at the time of writing - a free utility which can be downloaded from
www.sysinternals.com .
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Working with J-Link and J-
Trace

This chapter describes functionality and how to use J-Link and J-Trace.
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7.1 J-Link WiFi setup

For J-Link WiFi setup / specifics, please refer to the SEGGER wiki:
https://wiki.segger.com/UM08001 #J-Link_WiFi_setup
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7.2 Supported IDEs

J-Link supports almost all popular IDEs available today. If support for a IDE is lacking, feel
free to get in contact with SEGGER. (see Contact Information )

For a list of supported 3rd-party debuggers and IDEs and documentation on how to get
started with those IDEs and J-Link / J-Trace es well as on how to use the advanced features
of J-Link / J-Trace with any of them, please refer to:

SEGGER Wiki: Getting Started with Various IDEs and

List of supported IDEs
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7.3 Connecting the target system

7.3.1 Power-on sequence

In general, J-Link / J-Trace should be powered on before connecting it with the target
device. That means you should first connect J-Link / J-Trace with the host system via USB
and then connect J-Link / J-Trace with the target device via JTAG. Power-on the device after
you connected J-Link / J-Trace to it.

7.3.2 Verifying target device connection

If the USB driver is working properly and your J-Link / J-Trace is connected with the host
system, you may connect J-Link / J-Trace to your target hardware. Then start JLink.exe
which should now display the normal J-Link / J-Trace related information and in addition to
that it should report that it found a JTAG target and the target’s core ID. The screenshot
below shows the output of JLink.exe . As can be seen, it reports a J-Link with one JTAG
device connected.

*?' for help

n in JTAG chain (IRPre,DRPre efault»: -1,-1 =» Auto-de

literal slots

T wwoo

el
[ER=R=R=R=N=!
(== ]

el

7.3.3 Problems

If you experience problems with any of the steps described above, read the chapter Support
and FAQs for troubleshooting tips. If you still do not find appropriate help there and your J-
Link / J-Trace is an original SEGGER product, you can contact SEGGER support via e-mail.
Provide the necessary information about your target processor, board etc. and we will try
to solve your problem. A checklist of the required information together with the contact
information can be found in chapter Support and FAQs as well.
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7.4 Indicators

J-Link uses indicators (LEDs) to give the user some information about the current status
of the connected J-Link. All J-Links feature the main indicator. Some newer J-Links such
as the J-Link Pro / Ultra come with additional input/output Indicators. In the following, the
meaning of these indicators will be explained.

7.4.1 Main indicator

For J-Links up to V7, the main indicator is single color (Green). J-Link V8 comes with a bi-
color indicator (Green & Red LED), which can show multiple colors: green, red and orange.

7.4.1.1 Single color indicator (J-Link V7 and earlier)

Indicator status Meaning

GREEN, flashing at 10 Hz | Emulator enumerates.

Emulator is in operation. Whenever the emulator is execut-
ing a command, the LED is switched off temporarily. Flick-
GREEN, flickering ering speed depends on target interface speed. At low inter-
face speeds, operations typically take longer and the “OFF”
periods are typically longer than at fast speeds.

GREEN, constant Emulator has enumerated and is in idle mode.
GREEN, switched off for | J-Link heart beat. Will be activated after the emulator has
10ms once per second been in idle mode for at least 7 seconds.

GREEN, flashing at 1 Hz | Emulator has a fatal error. This should not normally happen.

7.4.1.2 Bi-color indicator (J-Link V8)

Indicator status Meaning

GREEN, flashing at 10 Hz | Emulator enumerates.

Emulator is in operation. Whenever the emulator is execut-
ing a command, the LED is switched off temporarily. Flick-
GREEN, flickering ering speed depends on target interface speed. At low inter-
face speeds, operations typically take longer and the “OFF”
periods are typically longer than at fast speeds.

GREEN, constant Emulator has enumerated and is in idle mode.

GREEN, switched off for | J-Link heart beat. Will be activated after the emulator has
10ms once per second been in idle mode for at least 7 seconds.

ORANGE Reset is active on target.

RED, flashing at 1 Hz Emulator has a fatal error. This should not normally happen.

7.4.2 Inputindicator

Some newer J-Links such as the J-Link Pro/Ultra come with additional input/output indica-
tors. The input indicator is used to give the user some information about the status of the
target hardware.

7.4.2.1 Bi-color input indicator

Indicator status Meaning
GREEN Target voltage could be measured. Target is connected.
Target voltage could be measured. RESET is pulled low (ac-
ORANGE tive) on target side.
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Indicator status Meaning
RESET is pulled low (active) on target side. If no target is
RED . ) :
connected, reset will also be active on target side.

7.4.3 Output indicator

Some newer J-Links such as the J-Link Pro/Ultra come with additional input/output indica-

tors. The output indicator is used to give the user some information about the emulator-to-
target connection.

7.4.3.1 Bi-color output indicator

Indicator status Meaning
OFF Target power supply via Pin 19 is not active.
GREEN Target power supply via Pin 19 is active.
Target power supply via Pin 19 is active. Emulator pulls
ORANGE RESET low (active).
RED Emulator pulls RESET low (active).
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7.5 JTAG interface

By default, only one device is assumed to be in the JTAG scan chain. If you have multiple
devices in the scan chain, you must properly configure it. To do so, you have to specify the
exact position of the CPU that should be addressed. Configuration of the scan is done by
the target application. A target application can be a debugger such as the IAR C-SPYA®
debugger, ARM’s AXD using RDI, a flash programming application such as SEGGER's J-
Flash, or any other application using J-Link / J-Trace. It is the application’s responsibility
to supply a way to configure the scan chain. Most applications offer a dialog box for this
purpose.

7.5.1 Multiple devices in the scan chain

J-Link / J-Trace can handle multiple devices in the scan chain. This applies to hardware
where multiple chips are connected to the same JTAG connector. As can be seen in the
following figure, the TCK and TMS lines of all JTAG device are connected, while the TDI
and TDO lines form a bus.

—{t0i Device 1 Too p ptoi Device 0 oo p—
- =
528 s 28
P E E B
Frx +TT
x o k=
o = 2
I FEE O |g— |
JTAG

Currently, up to 32 devices in the scan chain are supported. One or more of these devices
can be CPU cores; the other devices can be of any other type but need to comply with
the JTAG standard.

7.5.1.1 Configuration

The configuration of the scan chain depends on the application used. Read JTAG interface
for further instructions and configuration examples.

7.5.2 Sample configuration dialog boxes

As explained before, it is the responsibility of the application to allow the user to configure
the scan chain. This is typically done in a dialog box; some sample dialog boxes are shown
below.

SEGGER J-Flash configuration dialog

This dialog box can be found at Options|Project settings.
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JTAG scan chain information
(®) Auto detection

() simple configuration

() Detailed configuration

CHAPTER 7 JTAG interface
BJ Project settings ? et
General ected terfa
Target Interface Selected targetinterface: |JTAG
W MCU ITAG speed before init steps JTAG speed after init steps
Ir1|.t. steps () Auto selection () Auto selection
Exit steps
Flash () Adaptive docking i) Adaptive docking
Production (O] kHz (@ kHz
Performance

Detect

Cancel

SEGGER J-Link RDI configuration dialog box

This dialog can be found under RDI|Configure for example in IAR Embedded WorkbenchA®.
For detailed information check the IAR Embedded Workbench user guide.

g SEGGER J-Link RDI V&.14h Configuration

General  Init JTAG  CPU

JTAG speed

(®) Auto selection

() Adaptive clocking
(O 1000

Log

FUTAG scan chain with multiple devices

Fasition | 0 v FRenfo ]

Oz closest o TOO. Sum of IRLens of devices closer to TDO.
IRLen of ARk chips is 4.

7 X

YWerify JTAG config

Cancel Aoy

7.5.3 Determining values for scan chain configuration

If only one device is connected to the scan chain, the default configuration can be used. In
other cases, J-Link / J-Trace may succeed in automatically recognizing the devices on the
scan chain, but whether this is possible depends on the devices present on the scan chain.
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How do | configure the scan chain?

2 values need to be known:

e The position of the target device in the scan chain.
e The total number of bits in the instruction registers of the devices before the target
device (IR len).

The position can usually be seen in the schematic; the IR len can be found in the manual
supplied by the manufacturers of the others devices. ARM7/ARM9 have an IR len of four.

Sample configurations

The diagram below shows a scan chain configuration sample with 2 devices connected to
the JTAG port.

—{toi Device 1 Too p p|toi Device 0 oo p—
- =
s 28 s 28
P = E E B
Fhs +TT
X o0 k=
o = 92
I = EE 0O |g—— |
JTAG

Examples

The following table shows a few sample configurations with 1,2 and 3 devices in different
configurations.

Device 0 Device 1 D_evice 2 Position!| IR len
Chip(IR len) Chip(IR len) Chip(IR len)
ARM(4) - - 0 0
ARM(4) Xilinx(8) - 0 0
Xilinx(8) ARM(4) - 1 8
Xilinx(8) Xilinx(8) ARM(4) 2 16
ARM(4) Xilinx(8) ARM(4) 0 0
ARM(4) Xilinx(8) ARM(4) 2 12
Xilinx(8) ARM(4) Xilinx(8) 1 8

The target device is marked in blue.

7.5.4 JTAG Speed

There are basically three types of speed settings:
o Fixed JTAG speed.
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e Automatic JTAG speed.
e Adaptive clocking. These are explained below.

7.5.4.1 Fixed JTAG speed

The target is clocked at a fixed clock speed. The maximum JTAG speed the target can
handle depends on the target itself. In general CPU cores without JTAG synchronization logic
(such as ARM7-TDMI) can handle JTAG speeds up to the CPU speed, ARM cores with JTAG
synchronization logic (such as ARM7-TDMI-S, ARM946E-S, ARM966EJ-S) can handle JTAG
speeds up to 1/6 of the CPU speed. JTAG speeds of more than 10 MHz are not recommended.

7.5.4.2 Automatic JTAG speed
Selects the maximum JTAG speed handled by the TAP controller.

Note

On ARM cores without synchronization logic, this may not work reliably, because the
CPU core may be clocked slower than the maximum JTAG speed.

7.5.4.3 Adaptive clocking

If the target provides the RTCK signal, select the adaptive clocking function to synchronize
the clock to the processor clock outside the core. This ensures there are no synchronization
problems over the JTAG interface. If you use the adaptive clocking feature, transmission
delays, gate delays, and synchronization requirements result in a lower maximum clock
frequency than with non-adaptive clocking.
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7.6 SWD interface

The J-Link support ARMs Serial Wire Debug (SWD). SWD replaces the 5-pin JTAG port with a
clock (SWDCLK) and a single bi-directional data pin (SWDIO), providing all the normal JTAG
debug and test functionality. SWDIO and SWCLK are overlaid on the TMS and TCK pins. In
order to communicate with a SWD device, J-Link sends out data on SWDIO, synchronous
to the SWCLK. With every rising edge of SWCLK, one bit of data is transmitted or received
on the SWDIO.

7.6.1 SWD speed

Currently only fixed SWD speed is supported by J-Link. The target is clocked at a fixed
clock speed. The SWD speed which is used for target communication should not exceed
target CPU speed * 10 . The maximum SWD speed which is supported by J-Link depends on
the hardware version and model of J-Link. For more information about the maximum SWD
speed for each J-Link / J-Trace model, please refer to J-Link / J-Trace models on page 35.

7.6.2 SWO

Serial Wire Output (SWO) support means support for a single pin output signal from the
core. The Instrumentation Trace Macrocell (ITM) and Serial Wire Output (SWO) can be used
to form a Serial Wire Viewer (SWV). The Serial Wire Viewer provides a low cost method of
obtaining information from inside the MCU. Usually it should not be necessary to configure
the SWO speed because this is usually done by the debugger.

7.6.2.1 Max. SWO speeds

The supported SWO speeds depend on the connected emulator. They can be retrieved from
the emulator. To get the supported SWO speeds for your emulator, use J-Link Commander:

J-Link> si 1 //Select target interface SWD
J- Li nk> SWOSpeed

Currently, following speeds are supported:

Emulator Speed formula Resulting max. speed
J-Link V9 60MHz/n, n = 8 7.5 MHz
J-Link Pro/ULTRA V4 3.2GHz/n, n > 64 50 MHz

7.6.2.2 Configuring SWO speeds

The max. SWO speed in practice is the max. speed which both, target and J-Link can
handle. J-Link can handle the frequencies described in SWO whereas the max. deviation
between the target and the J-Link speed is about 3%. The computation of possible SWO
speeds is typically done in the debugger. The SWO output speed of the CPU is determined
by TRACECLKIN, which is normally the same as the CPU clock.

Example 1

Target CPU running at 72 MHz. n is between 1 and 8192.

Possi bl e SWD out put speeds are:

72MHz, 36MHz, 24MHz,

J-Link V9: Supported SWD i nput speeds are: 60MHz / n, n>= 8:
7.5MHz, 6.66MHz, 6MHz, ...

Permitted combinations are:

SWO output SWO input Deviation percent
6MHz, n = 12 6MHz, n = 10 0
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SWO output SWO input Deviation percent
4MHz, n = 18 4MHz, n = 15 0
<3
2MHz, n = 36 2MHz, n = 30 0
TEXT TEXT TEXT
TEXT TEXT TEXT
TEXT TEXT TEXT
TEXT TEXT TEXT
Example 2

Target CPU running at 10 MHz.
Possi bl e SWD out put speeds are:

10MHz, 5MHz, 3.33MHz,

J-Link V7: Supported SWO i nput speeds are:

6MHz, 3MHz, 2MHz, 1.5MHz,

Permitted combinations are:

6MHz / n, n>= 1:

SWO output SWO input Deviation percent
2MHz, n =5 2MHz, n = 3 0
1MHz, n = 10 1MHz, n =6 0
769kHz, n = 13 750kHz, n = 8 2.53

J-Link / J-Trace (UM08001)
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7.7 Multi-core debugging

J-Link / J-Trace is able to debug multiple cores on one target system connected to the same
scan chain. Configuring and using this feature is described in this section.

7.7.1 How multi-core debugging works

Multi-core debugging requires multiple debuggers or multiple instances of the same debug-
ger. Two or more debuggers can use the same J-Link / J-Trace simultaneously. Configuring
a debugger to work with a core in a multi-core environment does not require special set-
tings. All that is required is proper setup of the scan chain for each debugger. This enables
J-Link / J-Trace to debug more than one core on a target at the same time. The following
figure shows a host, debugging two CPU cores with two instances of the same debugger.

Debugger

Instance 1

Both debuggers share the same physical connection. The core to debug is selected through
the JTAG-settings as described below.
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7.7.2 Using multi-core debugging in detail

1. Connect your target to J-Link / J-Trace.

2. Start your debugger, for example IAR Embedded Workbench for ARM.

3. Choose Project|Options and configure your scan chain. The picture below shows the
configuration for the first CPU core on your target.

Options for node "BTL_AT91_¥430" |
Category: Factory Settings |
General Options :

C/C++ Compiler Setup  Connection |
Azzembler — Communication
Cuztom Build
Build Actions  Uss
Lirker " TCRAP Iaaa.bbb.ccc.ddd
Debugger
Simulator —JTAG zcan chain
Angel ¥ JTAG scan chain with multiple target
\AR BOM-maritar J scan chain with multiple targets
18P rumber [0
:Igllzraignr [ Scan chain contains non-4Rk devices
Third-Party Driver Freceeding bits: II:I
[ Log communication
|$TDDLKIT_DIH$‘~csp}ICDmm.Ing J
k. I Cancel |

4. Start debugging the first core.

5. Start another debugger, for example another instance of IAR Embedded Workbench for
ARM.

6. Choose Project|Options and configure your second scan chain. The following dialog box
shows the configuration for the second ARM core on your target.
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Options for node “BTL_AT91_¥430"

Multi-core debugging

]|

Categary: Factom Settingz |
General Optiohs :
I:."IE++ EDmpiler Setup EDHHECtIDn |
Agzembler — Communication
Custorm Build
Build Actions  Use
Lirker " TCPAP Iaaa.hhh.-:c:c:.ddd
Debugger
Simlator —JTAG zzan chain
fingel [¥ JTAG scan chain with multiple target
\AF BOM-maritar J zcan chain with multiple targets
A umber [T
I':STraignr [” Szan chain contains non-4R devices
Third-Party Driver Freceeding bits: II:I
[ Log communication
|$TDDLK|T_D|H$"\CSD}'DDI‘I‘H‘I‘L|DQ J

k. I Cancel |
7. Start debugging your second core.
TAP number TAP number
Core #1 Core #2 Core #3 debugger #1 debugger #2
ARM7TDMI ARM7TDMI-S ARM7TDMI 0 1
ARM7TDMI ARM7TDMI ARM7TDMI 0 2
ARM7TDMI-S ARM7TDMI-S ARM7TDMI-S 1 2

7.7.3 Things you should be aware of

Multi-core debugging is more difficult than single-core debugging. You should be aware of
the pitfalls related to JTAG speed and resetting the target.

7.7.3.1 JTAG speed

Each core has its own maximum JTAG speed. The maximum JTAG speed of all cores in the
same chain is the minimum of the maximum JTAG speeds. For example:

e Core #1: 2MHz maximum JTAG speed
e Core #2: 4MHz maximum JTAG speed
e Scan chain: 2MHz maximum JTAG speed

7.7.3.2 Resetting the target

All cores share the same RESET line. You should be aware that resetting one core through
the RESET line means resetting all cores which have their RESET pins connected to the
RESET line on the target.
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7.8 Connecting multiple J-Links / J-Traces to your PC

In general, it is possible to have an unlimited number of J-Links / J-Traces connected to the
same PC. Current J-Link models are already factory-configured to be used in a multi-J-Link
environment, older J-Links can be re-configured to use them in a multi-J-link environment.

7.8.1 How does it work?

USB devices are identified by the OS by their product ID, vendor id and serial number.
The serial number reported by current J-Links is a unique number which allows to have
an almost unlimited number of J-Links connected to the same host at the same time. In
order to connect to the correct J-Link, the user has to make sure that the correct J-Link is
selected (by SN or IP). In cases where no specific J-Link is selected, following pop up will
shop and allow the user to select the proper J-Link:

SEGGER J-Link V&.14h - Emulator selection *

Fleaze select the emulator you want to connect ta:
1t | LUSB Identification

ak. | Cancel |

The sketch below shows a host, running two application programs. Each application com-
municates with one CPU core via a separate J-Link.

Application

Instance 1
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Older J-Links may report USBO0-3 instead of unique serial number when enumerating via
USB. For these J-Links, we recommend to re-configure them to use the new enumeration
method (report real serial number) since the USB0-3 behavior is obsolete.

Re-configuration can be done by using the J-Link Configurator, which is part of the J-Link
Software and Documentation Package. For further information about the J-Link Configurator
and how to use it, please refer to J-Link Configurator .

Re-configuration to the old USB 0-3 enumeration method

In some special cases, it may be necessary to switch back to the obsolete USB 0-3 enu-
meration method. For example, old IAR EWARM versions supports connecting to a J-Link
via the USB0-3 method only. As soon as more than one J-Link is connected to the pc, there
is no opportunity to pre-select the J-Link which should be used for a debug session.

Below, a small instruction of how to re-configure J-Link to enumerate with the old obsolete
enumeration method in order to prevent compatibility problems, a short instruction is give
on how to set USB enumeration method to USB 2 is given:

Config area byte Meaning

USB-Address. Can be set to 0-3, OxFF is default which
means USB-Address 0.

Enumeration method
1 0x00 / OxFF: USB-Address is used for enumeration.

0x01: Real-SN is used for enumeration.

Example for setting enumeration method to USB 2:

1. Start J-Link Commander (JLink.exe) which is part of the J-Link software

2. Enter wconf 0 02 // Set USB-Address 2

3. Enter wconf 1 00 // Set enumeration method to USB-Address

4. Power-cycle J-Link in order to apply new configuration. Re-configuration to REAL-SN
enumeration can be done by using the J-Link Configurator, which is part of the J-
Link Software and Documentation Package. For further information about the J-Link
Configurator and how to use it, please refer to J-Link Configurator .
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7.9 J-Link control panel

Since software version V3.86 J-Link the J-Link control panel window allows the user to
monitor the J-Link status and the target status information in real-time. It also allows the
user to configure the use of some J-Link features such as flash download, flash breakpoints
and instruction set simulation. The J-Link control panel window can be accessed via the J-
Link tray icon in the tray icon list. This icon is available when the debug session is started.

1,2 JREEE

To open the status window, simply click on the tray icon.

3, 3-Link ARM [_[CT]
H |Settings| BreakMatchI Log I CPU Hegsl Tanget Powerl S I
[V Show tray icon
¥ Start minimized
W flways on lop
Process IC:\TDDI\E\IAH\AFIM_\-"52D_beta902\common\bin\|arld
J-Link ISEGGEH J-Link 4RM VE.0, SM= |—
Target interface [JTAG: Adaptive Endian [Litle [ 327V |—
Device IAT 9154M7S5 256
Licenze | About
|Ready | 4

7.9.1 Tabs

The J-Link status window supports different features which are grouped in tabs. The orga-
nization of each tab and the functionality which is behind these groups will be explained
in this section

7.9.1.1 General

In the General section, general information about J-Link and the target hardware are shown.
Moreover the following general settings can be configured:

e Show tray icon: If this checkbox is disabled the tray icon will not show from the next
time the DLL is loaded.

e Start minimized: If this checkbox is disabled the J-Link status window will show up
automatically each time the DLL is loaded.

e Always on top: If this checkbox is enabled the J-Link status window is always visible
even if other windows will be opened.

The general information about target hardware and J-Link which are shown in this section,
are:

Process: Shows the path of the file which loaded the DLL.
J-Link: Shows OEM of the connected J-Link, the hardware version and the Serial number.
If no J-Link is connected it shows “not connected” and the color indicator is red.
e Target interface: Shows the selected target interface (JTAG/SWD) and the current JTAG
speed. The target current is also shown. (Only visible if J-Link is connected)
Endian: Shows the target endianness (Only visible if J-Link is connected)
Device: Shows the selected device for the current debug session.
License: Opens the J-Link license manager.
About: Opens the about dialog.
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7.9.1.2 Settings

In the Settings section project- and debug-specific settings can be set. It allows the con-
figuration of the use of flash download and flash breakpoints and some other target specific
settings which will be explained in this topic. Settings are saved in the configuration file.
This configuration file needs to be set by the debugger. If the debugger does not set it, set-
tings can not be saved. All settings which are modified during the debug session have to be
saved by pressing Save settings, otherwise they are lost when the debug session is closed.

Section: Flash download

In this section, settings for the use of the J-Link FlashDL feature and related settings can
be configured. When a license for J-Link FlashDL is found, the color indicator is green and
“License found” appears right to the J-Link FlashDL usage settings.

¥ Flazh download

& Auto | License found

€ On ¥ Skip dowrload on CRC match
O Off ¥ ety download

|Ena|:u|eu:|, 10272 bytes downloaded

e Auto: This is the default setting of J-Link FlashDL usage. If a license is found J-Link
FlashDL is enabled. Otherwise J-Link FlashDL will be disabled internally.

e On: Enables the J-Link FlashDL feature. If no license has been found an error message
appears.

e Off: Disables the J-Link FlashDL feature.

e Skip download on CRC match: J-Link checks the CRC of the flash content to determine if
the current application has already been downloaded to the flash. If a CRC match occurs,
the flash download is not necessary and skipped. (Only available if J-Link FlashDL usage
is configured as Auto or On)

o Verify download: If this checkbox is enabled J-Link verifies the flash content after the
download. (Only available if J-Link FlashDL usage is configured as Auto or On )

Section: Flash breakpoints:

In this section, settings for the use of the FlashBP feature and related settings can be
configured. When a license for FlashBP is found, the color indicator is green and “License
found” appears right to the FlashBP usage settings.

¥ Flazh breakpointz

& Auto | Licenze found

" On [ Show info window during
0 pragram
|Enabled

e Auto: This is the default setting of FlashBP usage. If a license has been found the FlashBP
feature will be enabled. Otherwise FlashBP will be disabled internally.
On: Enables the FlashBP feature. If no license has been found an error message appears.
Off: Disables the FlashBP feature.
Show window during program : When this checkbox is enabled the “Programming flash”
window is shown when flash is re-programmed in order to set/clear flash breakpoints.

Flash download and flash breakpoints independent settings

These settings do not belong to the J-Link flash download and flash breakpoints settings
section. They can be configured without any license needed.
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L;';Ilh SEGGER - Control panel =
General  Settings I Breakpointsl Log I CFU Hegsl Target F'owerl St I Devicel Emulatorl A I 4
— Log file ™ Owveride —
|E:MLink lag Clear |
— Settings file 7| Wvermide—

INot specified
= Flagh download = Flash break point:
* Auta | License found (& Auta | License found
= On ¥ Skip download on CRC match = On V' Show info window during
= Off ¥ erify download = 0ff programm
|Disabled |Disabled

" Overide device selection

¥ Allaw caching of flash contents [On)
¥ allows instruction set simulation
= Oweride memany map

Modify breakpaints during execution IAIIDW j

[ready [3LIMKARM_GetSpeed (Done) |1.208 sec. in 32 calls 4

Log file: Shows the path where the J-Link log file is placed. It is possible to override
the selection manually by enabling the Override checkbox. If the Override checkbox is
enabled a button appears which let the user choose the new location of the log file.
Settings file: Shows the path where the configuration file is placed. This configuration
file contains all the settings which can be configured in the Settings tab.

Override device selection: If this checkbox is enabled, a dropdown list appears, which
allows the user to set a device manually. This especially makes sense when J-Link can
not identify the device name given by the debugger or if a particular device is not yet
known to the debugger, but to the J-Link software.

Allow caching of flash contents : If this checkbox is enabled, the flash contents are
cached by J-Link to avoid reading data twice. This speeds up the transfer between
debugger and target.

Allow instruction set simulation: If this checkbox is enabled, instructions will be
simulated as far as possible. This speeds up single stepping, especially when FlashBPs
are used.

Save settings: When this button is pushed, the current settings in the Settings tab will
be saved in a configuration file. This file is created by J-Link and will be created for each
project and each project configuration (e.g. Debug_RAM, Debug_Flash). If no settings
file is given, this button is not visible.

Modify breakpoints during execution: This dropdown box allows the user to change
the behavior of the DLL when setting breakpoints if the CPU is running. The following
options are available:

Allow: Allows settings breakpoints while the CPU is running. If the CPU needs to be
halted in order to set the breakpoint, the DLL halts the CPU, sets the breakpoints and
restarts the CPU.

Allow if CPU does not need to be halted: Allows setting breakpoints while the CPU is
running, if it does not need to be halted in order to set the breakpoint. If the CPU has
to be halted the breakpoint is not set.

Ask user if CPU needs to be halted: If the user tries to set a breakpoint while the CPU
is running and the CPU needs to be halted in order to set the breakpoint, the user is
asked if the breakpoint should be set. If the breakpoint can be set without halting the
CPU, the breakpoint is set without explicit confirmation by the user.

Do not allow: It is not allowed to set breakpoints while the CPU is running.

7.9.1.3 Break/Watch

In the Break/Watch section all breakpoints and watchpoints which are in the DLL internal
breakpoint and watchpoint list are shown.
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,_;';Ilh SEGGER J-Link ARM - Control panel

Generall Settings  Break/watch |Log | CPL Fiegsl Target Powerl S | Devicel Emulatorl 1I 4

EBreakpoints:

[ S, SNV

‘wiatchpoints:

ﬂl Handle | Address | Mode | Permizsion | Implementation I

Qx0200071C Unknown — Any Flash - TBC
Q08000728 Unknown — Any Flash - TBC
008000724 Unknown — Any Flash - TBC
0080007 34 Unknown  Any Flash - TBC
008000150 Unknown  Any Flash - TBC
0080007 B, Unknown — Any Flash - TBC

#l Handle | Address | Data | Access |

1

Vector catch:

0x8000000%  0<080007120 0=00001000 “irite, 16-bit

# | Wechor |

[ready [3LIMKARM_ReadMem (Done) 1.494 sec. in 219 calls 4

Section: Code

Lists all breakpoints which are in the DLL internal breakpoint list are shown.

Handle: Shows the handle of the breakpoint.

Address: Shows the address where the breakpoint is set.

Mode: Describes the breakpoint type (ARM/THUMB)

Permission: Describes the breakpoint implementation flags.

Implementation: Describes the breakpoint implementation type. The breakpoint types
are: RAM, Flash, Hard. An additional TBC (to be cleared) or TBS (to be set) gives
information about if the breakpoint is (still) written to the target or if it's just in the
breakpoint list to be written/cleared.

Note

It is possible for the debugger to bypass the breakpoint functionality of the J-Link soft-
ware by writing to the debug registers directly. This means for ARM7/ARM9 cores write
accesses to the ICE registers, for Cortex-M3 devices write accesses to the memory
mapped flash breakpoint registers and in general simple write accesses for software
breakpoints (if the program is located in RAM). In these cases, the J-Link software
cannot determine the breakpoints set and the list is empty.

Section: Data

In this section, all data breakpoints which are listed in the DLL internal breakpoint list are
shown.

Handle: Shows the handle of the data breakpoint.

Address: Shows the address where the data breakpoint is set.

AddrMask: Specifies which bits of Address are disregarded during the comparison for a
data breakpoint match. (A 1 in the mask means: disregard this bit)

Data: Shows on which data to be monitored at the address where the data breakpoint
is set.

Data Mask: Specifies which bits of Data are disregarded during the comparison for a
data breakpoint match. (A 1 in the mask means: disregard this bit)

Ctrl: Specifies the access type of the data breakpoint (read/write).

CtrIMask: Specifies which bits of Ctrl are disregarded during the comparison for a data
breakpoint match.

7.9.14 Log

In this section the log output of the DLL is shown. The user can determine which function
calls should be shown in the log window. Available function calls to log: Register read/write,
Memory read/write, set/clear breakpoint, step, go, halt, is halted.
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Li'-F.ll: -Link ARM (- D]

Generall Settingsl Break/wiatch Log IEPU Fiegsl Target Powerl S |

[~ Registerwite [~ Memory wite |V BP set ¥ Step W Halt

I~ Fegsterread [~ Memomyread |V BPclear | Go I~ lsHaled Clear log |

J-Link AR UZ.8510 [betal OLL Log =]

OLL Compiled: Jun 26 2883 17:86:33

Logging started @ 2OAS-B6-27 15:80

Tos08 &25:568 JLINKARM Halti)

Te308 &638:351 JLINKARM GolntDis()

TE20E £30: 955 JLINKARI GoIntDis()

Tes0a &31:815 JLINKARM GolntDis()

Te308 631:521 JLINKARM SetBPE(Addr = Bx@eleaFras, Type = BRFFEFFFFF1)

TE20@ 651:5E1 JLINKARN _SetBFEX(Addr = BMABAOREGS, Tupe = GuFEFFEEFL)

Tas08 &31:553 JLINKARM SetBPE:(Addr = Bx88l8@aFsCc, Type = B:FFFFFFF1)

TeeEE 631:5325 JLINKARM _Gol)

TBEEQ £52:560 JLINKARI Gol)

Tos58 &35: 7e@ JLINKARM GolntDisi)

Tee5E 633: 787 JLINKARM GolntDis()

TBEEQ £59:g72 JLINKARICCLrEFER(EPHandle = BxABORAEAZ)

TosEE &39: 572 JLINKARM Gl )

TE308 644:555 JLINKARM SetBPE(Addr = Bx@8188FES, Type = BRFFFFFFF1)

TBEE@ EEZid7l JLINKARI Stepl]

TosEa &652:472 JLINHKAR Goi?

TB308 653: 575 JLINKARM ClrBPEX(BPHandle = B:AEEEEE81)

TE20@ EEE:ZEE JLINKARM_SetBFER(Addr = BuBB10BFDE, Type = BuFFFFFFFL)

v

<] y

|Ready | 4

7.9.1.5 CPU Regs

In this section the name and the value of the CPU registers are shown.

=
General | Settings | Break wiatch | Log  CPURegs | T arget Power | S |
Index | Name | Walue | State | -
0 RO 0=007026:3C
1 R1 (0=00000050
2 Rz 0=00000010
3 R3 0=00000003 —
4 R4 0=00201100
5 RS Q00000000
5 RE 0x00000000
7 R7 0=00000000
8 CPSR 0=230000053
9 R15(PC) 0=007100FES
10 R&_USR 0=00000000
11 RS_USR Q00000000
12 R10_USR 0x00000000
13 R11_USR 0=00000000
14 R12_USR 0=00000002
15 R13_USR 0=00000000
16 R14_USR 0=00000000 LI
|Ready | 4

7.9.1.6 Target Power

In this section currently just the power consumption of the target hardware is shown.

-Link &RM =
Generall Settingsl BreakMatchl Log | CPU Fiegs Target Power |SWV | Devicel MemMapl

3
Link

— Current status ————— Permanent status
{+ Power enabled {= Fower enabled
= Pawer dizabled (= Power dizabled
r— Power information
Consumption [238mé, |—
|Ready |JLINKARM_ExecC0mmand (Done) 0,008 sec, in 20 calls 4

7.9.1.7 SWV

In this section SWV information are shown.
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3, I-Link ARM

Generall Settingsl BreakMatchl Log | CPU Fiegsl Target Power S I

Status IUAF!T encoding, 19200 bps

Bytes in buffer ID bytes

Bytes transfered |235?U bytes

Refresh counter |1522

CHAPTER 7 J-Link control panel

HE B3

Host buffer [4MB |
Ernulator buffer |4 KB |—

|Ready |

| Y

e Status: Shows the encoding and the baudrate of the SWV data received by the target
(Manchester/UART, currently J-Link only supports UART encoding).
Bytes in buffer: Shows how many bytes are in the DLL SWV data buffer.
Bytes transferred: Shows how many bytes have been transferred via SWV, since the
debug session has been started.

e Refresh counter: Shows how often the SWV information in this section has been updated
since the debug session has been started.
Host buffer: Shows the reserved buffer size for SWV data, on the host side.
Emulator buffer: Shows the reserved buffer size for SWV data, on the emulator side.
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7.10 Reset strategies

Wiki article J-Link Reset Strategies
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7.11 Using DCC for memory access

The ARM7/9 architecture requires cooperation of the CPU to access memory when the CPU is
running (not in debug mode). This means that memory cannot normally be accessed while
the CPU is executing the application program. The normal way to read or write memory
is to halt the CPU (put it into debug mode) before accessing memory. Even if the CPU is
restarted after the memory access, the real time behavior is significantly affected; halting
and restarting the CPU costs typically multiple milliseconds. For this reason, most debuggers
do not even allow memory access if the CPU is running.

However, there is one other option: DCC (Direct communication channel) can be used to
communicate with the CPU while it is executing the application program. All that is required
is the application program to call a DCC handler from time to time. This DCC handler
typically requires less than 1 s per call.

The DCC handler, as well as the optional DCC abort handler, is part of the J-Link software
package and can be found in the Samples\DCC\IAR directory of the package.

7.11.1 What is required?

e An application program on the host (typically a debugger) that uses DCC.
e A target application program that regularly calls the DCC handler.
e The supplied abort handler should be installed (optional).

An application program that uses DCC is JLink.exe .

7.11.2 Target DCC handler

The target DCC handler is a simple C-file taking care of the communication. The function
DCC_Process() needs to be called regularly from the application program or from an inter-
rupt handler. If an RTOS is used, a good place to call the DCC handler is from the timer tick
interrupt. In general, the more often the DCC handler is called, the faster memory can be
accessed. On most devices, it is also possible to let the DCC generate an interrupt which
can be used to call the DCC handler.

7.11.3 Target DCC abort handler

An optional DCC abort handler (a simple assembly file) can be included in the application.
The DCC abort handler allows data aborts caused by memory reads/writes via DCC to be
handled gracefully. If the data abort has been caused by the DCC communication, it returns
to the instruction right after the one causing the abort, allowing the application program to
continue to run. In addition to that, it allows the host to detect if a data abort occurred.
In order to use the DCC abort handler, 3 things need to be done:

e Place a branch to DCC_Abort at address 0x10 (“vector” used for data aborts).

o Initialize the Abort-mode stack pointer to an area of at least 8 bytes of stack memory
required by the handler.

e Add the DCC abort handler assembly file to the application.
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7.12 The J-Link settings file

Most IDEs provide a path to a J-Link settings file on a per-project-per-debug-configuration
basis. This file is used by J-Link to store various debug settings that shall survive between
debug sessions of a project. It also allows the user to perform some override of various
settings. If a specific behavior / setting can be overridden via the settings file, is explained
in the specific sections that describe the behavior / setting. Since the location and name
of the settings file is different for various IDEs, in the following the location and naming
convention of the J-Link settings file for various IDEs is explained.

7.12.1 SEGGER Embedded Studio

Settings file with default settings is created on first start of a debug session. There is one
settings file per build configuration for the project.

Naming is: _<Pr oj ect Name>_<DebugConf i gName>. j | i nk

The settings file is created in the same directory where the project file (*.emProject) is
located.

Example: The SES project is called “MyProject” and has two configurations “"Debug” and
“Release”. For each of the configurations, a settings file will be created at the first start
of the debug session:

_MyProj ect _Debug.jlink MProject_Rel ease.jlink

7.12.2 Keil MDK-ARM (uVision)

Settings file with default settings is created on first start of a debug session. There is one
settings file per project.

Nam ng is: JLinksettings.ini

The settings file is created in the same directory where the project file (*.uvprojx) is located.

7.12.3 |IAR EWARM

Settings file with default settings is created on first start of a debug session. There is one
settings file per build configuration for the project.

Naming is: <Pr oj ect Nane>_<DebugConfi g>.j i nk

The settings file is created in a “settings” subdirectory where the project file is located.

7.12.4 Mentor Sourcery CodeBench for ARM

CodeBench does not directly specify a J-Link settings file but allows the user to specify
a path to one in the project settings under Debugger -> Settings File . We recommend
to copy the J-Link settings file template from $JLINK_INST_DIR$\Samples\JLink\Settings-
Files\Sample.jlinksettings to the directory where the CodeBench project is located, once
when creating a new project. Then select this file in the project options.
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7.13 J-Link script files

In some situations it it necessary to customize some actions performed by J-Link. In most
cases it is the connection sequence and/or the way in which a reset is performed by J-Link,
since some custom hardware needs some special handling which cannot be integrated into
the generic part of the J-Link software. J-Link script files are written in C-like syntax in
order to have an easy start to learning how to write J-Link script files. The script file syntax
supports most statements (if-else, while, declaration of variables, ...) which are allowed in
C, but not all of them. Moreover, there are some statements that are script file specific. The
script file allows maximum flexibility, so almost any target initialization which is necessary
can be supported.

7.13.1 Actions that can be customized

The script file support allows customizing of different actions performed by J-Link. Depend-
ing on whether the corresponding function is present in the script file or not, a generically
implemented action is replaced by an action defined in a script file. In the following all J-
Link actions which can be customized using a script file are listed and explained.

Action Prototype
Confi gTarget Settings() i nt ConfigTargetSettings (void);
I nitTarget () int InitTarget (void);
Set upTar get () int SetupTarget (void);
Reset Tar get () i nt ResetTarget (void);
I nit Emu() int InitEMJ (void);
OnTraceSt op() int OnTraceStop (void);
OnTraceStart () int OnTraceStart (void);
Aft er Reset Tar get () int AfterReset Target (void);
SWO Enabl eTar get () i nt SWD Enabl eTarget (void);
SWO Get SWOBased ock() U32 SWD Get SWOBased ock (U332 CPUcl ock);
Handl eBef or eFl ashProg() i nt Handl eBef or eFl ashProg (void);
Handl eAf t er Fl ashPr og() i nt Handl eAfterFl ashProg (void);
Start ETM) int StartETM (void);
St opETM) i nt StopETM (void);
Start TPI U() int StartTPIU (void);
St opTPI U() int StopTPIU (void);
Start TMZ() int Start TMC (void);
St opTMZ() int StopTMC (void);
Start PTM) int StartPTM (void);
St opPTM) i nt StopPTM (void);
Start TF() int StartTF (void);
St opTF() int StopTF (void);
Start ETB() int StartETB (void);
St opETB() int StopETB (void);
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Note

The default return values for all listed functions above are:

Return value Meaning
=20 0O.K.
<0 Error

7.13.1.1 ConfigTargetSettings()

Called before InitTarget(). Mainly used to set some global DLL variables to customize the
normal connect procedure. For ARM CoreSight devices this may be specifying the base
address of some CoreSight components (ETM, ...) that cannot be auto-detected by J-Link
due to erroneous ROM tables etc. May also be used to specify the device name in case
debugger does not pass it to the DLL.

Prototype
i nt ConfigTarget Settings(void);

Notes / Limitations

e May not, under absolutely NO circumstances, call any API functions that perform target
communication.
e Should only set some global DLL variables

7.13.1.2 InitTarget()

Replaces the target-CPU-auto-find procedure of the J-Link DLL. Useful for target CPUs that
are not accessible by default and need some special steps to be executed before the normal
debug probe connect procedure can be executed successfully. Example devices are MCUs
from TI which have a so-called ICEPick JTAG unit on them that needs to be configured via
JTAG, before the actual CPU core is accessible via JTAG.

Prototype
int InitTarget(void);

Notes / Limitations

e If target interface JTAG is used: JTAG chain has to be specified manually before leaving
this function (meaning all devices and their TAP IDs have to be specified by the user).
Also appropriate JTAG TAP number to communicate with during the debug session has
to be manually specified in this function.

e MUST NOT use any MEM_ API functions

e Global DLL variable "CPU"” MUST be set when implementing this function, so the DLL
knows which CPU module to use internally.

7.13.1.3 SetupTarget()

If present, called after InitTarget() and after general debug connect sequence has been
performed by J-Link. Usually used for more high-level CPU debug setup like writing certain
memory locations, initializing PLL for faster download etc.

Prototype
i nt SetupTarget(void);

Notes / Limitations

e Does not replace any DLL functionality but extends it.
e May use MEM__ API functions

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH



163 CHAPTER 7 J-Link script files

7.13.1.4 ResetTarget()

Replaces reset strategies of DLL. No matter what reset type is selected in the DLL, if this
function is present, it will be called instead of the DLL internal reset.

Prototype
i nt Reset Target(void);

Notes / Limitations

e DLL expects target CPU to be halted / in debug mode, when leaving this function
e May use MEM__ API functions

7.13.1.5 InitEMU()

This function can be used to initialize the emulator settings like for example the host in-
terface (e.g. in case of it cannot be selected in the IDE). This function should be used
thoughtful and only if you know exactly what you are doing as there are many things which
needs to be taken into account. Currently this function is only used to override the host
interface (USB or IP). It will be called right before the connection to the emulator is opened.

Allowed J-Link Command Strings
e SetHostlF

Prototype

int InitEMJvoid);

7.13.1.6 OnTraceStop()

Called right before capturing of trace data is stopped on the J-Link / J-Trace. On some
target, an explicit flush of the trace FIFOs is necessary to get the latest trace data. If such
a flush is not performed, the latest trace data may not be output by the target

Prototype
int OnTraceStop(void);

Notes / Limitations
e May use MEM__ functions

7.13.1.7 OnTraceStart()

If present, called right before trace is started. Used to initialize MCU specific trace related
things like configuring the trace pins for alternate function.

Prototype
int OnTraceStart (void);

Notes / Limitations

e May use high-level API functions like JLINK_MEM__ etc.
e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.8 AfterResetTarget()

If present, called after ResetTarget(). Usually used to initialize peripheries which have been
reset during reset, disable watchdogs which may be active after reset, etc... Apart from this,
for some cores it is necessary to perform some special operations after reset to guarantee
proper device functionality after reset. This is mainly the case on devices which have some
bugs that occur at the time of a system reset (not power on reset).
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Prototype
i nt AfterReset Target(void);

Notes / Limitations
e DLL expects target CPU to be halted / in debug mode, when leaving this function

e May use MEM__ API functions
7.13.1.9 SWO_EnableTarget()

If present, called before SWO_GetSWOBaseClock(). Used for target device that need ad-
ditional init steps to enable SWO. For example if there are none CoreSight registers that
need to be enabled or more than one pin can be configured to be the SWO pin.
Prototype

i nt SWD Enabl eTar get (voi d);

Notes / Limitations

e This function should only be called if the target device needs extra initialization of SWO
registers that are not generic.

7.13.1.10 SWO_GetSWOBaseClock()

Determines the actual SWO base clock that is supplied by the device to the SWO CoreSight
logic. On most devices it is CPUClock / 1 but there are exceptions for which this function
can be used for.

Prototype

U32 SWD Get SWOBased ock(U32 CPUC ock) ;
Parameter Description

CPUClock Measured CPU clock speed in Hz

Return value
The return value is the actual SWO base clock speed.

Notes / Limitations

e This function should only be called if the target device has some other SWO base clock
than CPUClock / 1.

7.13.1.11 HandleBeforeFlashProg()

If present, called right before flash programming is performed Usually used to initialize
peripherals which are used during the flash download like for example clocks or port pins
(e.g. QSPI alternate function)

Prototype
i nt Handl eBef or eFl ashProg(void);

Notes / Limitations

e DLL expects target CPU to be halted / in debug mode, when leaving this function
e May use MEM__ API functions

7.13.1.12 HandleAfterFlashProg()

If present, called right after flash programming Usually used to restore initialized periph-
erals which have been used during the flash download like for example clocks or port pins
(e.g. QSPI alternate function)
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Prototype
i nt Handl eAfterFl ashProg(void);

Notes / Limitations

e DLL expects target CPU to be halted / in debug mode, when leaving this function
e May use MEM__ API functions

7.13.1.13 StartETM()

If present, replaces generic initialization of Embedded Trace Macrocell (ETM) trace settings.
Used for target devices that need different init steps for ETM which are not set automatically
by J-Link/J-Trace.

Prototype
int StartETM void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!
May use high-level API functions like JLINK_MEM__ etc.
Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.14 StopETM()

If present, replaces generic deinitialization of Embedded Trace Macrocell (ETM) trace set-
tings. Used for target devices that need different deinit steps for ETM which are not set
automatically by J-Link/]-Trace.

Prototype
int StopETM void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!

e May use high-level API functions like JLINK_MEM_ etc.

e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.15 StartETB()

If present, replaces generic initialization of Embedded Trace Buffer (ETB) trace settings.
Used for target devices that need different init steps for ETB which are not set automatically
by J-Link/J-Trace.

Prototype
int StartETB(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!
May use high-level API functions like JLINK_MEM__ etc.
Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.
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7.13.1.16 StopETB()

If present, replaces generic deinitialization of Embedded Trace Buffer (ETB) trace settings.
Used for target devices that need different deinit steps for ETB which are not set automat-
ically by J-Link/J-Trace.

Prototype
int StopETB(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!
May use high-level API functions like JLINK_MEM__ etc.
Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.17 StartTPIU()

If present, replaces generic initialization of Trace Port Interface Unit (TPIU) trace settings.
Used for target devices that need different init steps for TPIU which are not set automatically
by J-Link/J-Trace.

Prototype
int Start TPl U(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!

e May use high-level API functions like JLINK_MEM_ etc.

e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.18 StopTPIU()

If present, replaces generic deinitialization of Trace Port Interface Unit (TPIU) trace set-
tings. Used for target devices that need different deinit steps for TPIU which are not set
automatically by J-Link/J-Trace.

Prototype

int StopTPl U(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!
May use high-level API functions like JLINK_MEM_ etc.
Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.19 StartTMC()

If present, replaces generic initialization of Trace Memory Controller (TMC) trace settings.
Used for target devices that need different init steps for TMC which are not set automatically
by J-Link/J-Trace.

Prototype
int Start TMC(void);
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Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!

¢ May use high-level API functions like JLINK_MEM__ etc.

e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.20 StopTMC()

If present, replaces generic deinitialization of Trace Memory Controller (TMC) trace settings.
Used for target devices that need different deinit steps for TMC which are not set automat-
ically by J-Link/J-Trace.

Prototype
int StopTMC(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!
May use high-level API functions like JLINK_MEM__ etc.
Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.21 StartTF()

If present, replaces generic initialization of Trace Funnel (TF) trace settings. Used for target
devices that need different init steps for TF which are not set automatically by J-Link/J-
Trace.

Prototype
int Start TF(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!

e May use high-level API functions like JLINK_MEM_ etc.

e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.

7.13.1.22 StopTF()

If present, replaces generic deinitialization of Trace Funnel (TF) trace settings. Used for
target devices that need different deinit steps for TF which are not set automatically by
J-Link/]-Trace.

Prototype
int StopTF(void);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization
from J-Link software produces a trace output, do not use this function!

e May use high-level API functions like JLINK_MEM_ etc.

e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering
this function.
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7.13.1.23 StartPTM()

If present, replaces generic initialization of Program Flow Trace (PTM) trace settings. Used
for target devices that need different init steps for PTM which are not set automatically
by J-Link/J-Trace.

Prototype
int StartPTMvoid);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization

from J-Link software produces a trace output, do not use this function!
May use high-level API functions like JLINK_MEM__ etc.

Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering

this function.

7.13.1.24 StopPTM()

If present, replaces generic initialization of Program Flow Trace (PTM) trace settings. Used
for target devices that need different init steps for PTM which are not set automatically

by J-Link/J-Trace.

Prototype
i nt StopPTMvoid);

Notes / Limitations

e Only to be used if you are familiar with trace initializations. If the generic initialization

from J-Link software produces a trace output, do not use this function!
e May use high-level API functions like JLINK_MEM_ etc.

e Should not call JLINK_TARGET_Halt(). Can rely on target being halted when entering

this function.

7.13.2 Script file API functions

In the following, the API functions which can be used in a script file to communicate with

the DLL are explained.

Returns Function Parameters

int JLI NK_C2_ReadAddr () (U32* pAddr );

int JLINK_C2_WiteAddr () (U32 Addr);

int JLI NK_C2_ReadDat a() (U8* pDat a, int NumItems);

int JLINK C2_ WiteData() (const U8* pDat a, int NumItems);
int JLI NK_CORESI GHT _AddAP() (int Index, U32 Type);

int JLI NK_CORESI GHT_Confi gure() (const char* sConfig);

int JLI NK_CORESI GHT_ReadAP() (int RegIndex);

int JLI NK_CORESI GHT_ReadDP() (int RegIndex);

int JLI NK_CORESI GHT_ReadDAP() (int RegIndex, int APnDP, U32* Data);
int JLI NK_CORESI GHT_W it eAP() (int RegIndex, U32 Data);

int JLI NK_CORESI GHT_W it eDP() (int RegIndex, U32 Data);

int JLI NK_CORESI GHT_W it eDAP() (int ReglIndex, int APnDP, U32 Data);
int JLI NK_ExecConmand() (const char* sMsg);

int JLI NK_Get Ti me() (void);

int JLI NK_Get Pi nSt at e() (U8 iPin);
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Returns Function Parameters
int JLI NK_JTAG Get Devi cel d() (int Devicelndex);
int JLI NK_JTAG Get U32() (int BitPos);
int JLI NK_JTAG ReadW it eBi t s() ;c::z; l;i;glg U8 7 PTME, U8 ¥ O, un-
int JLI NK_JTAG Reset () (void);
int JLI NK_JTAG Set Devi cel d() (int Devicelndex, U32 Id);
int JLINK_JTAG StartDR() (void);
int JLI NK _JTAG Store() (U32 tms, U32 tdi, U32 NumBits);
int JLI NK_JTAG St ored ocks() (int NumClocks);
int JLI NK_JTAG St or eDR() (U32 tdi, int NumBits);
int JLINK_JTAG Storel R() (U32 Cmd);
int JLINK JTAG Wite() (U32 tms, U32 tdi, U32 NumBits);
int JLINK_JTAG Wited ocks() (int NumClocks);
int JLINK JTAG Wit eDR() (U32 tdi, int NumBits);
int JLI NK_JTAG Wit eDRCont () (U32 Data, int NumBits);
int JLI NK_ JTAG Wit eDRENnd() (U32 Data, int NumBits);
int JLINK JTAG Witel R() (U32 Cmd);
int JLINK_PI'N Cverride() (const U32* paMbde, U32* paSt ate);
int JLI NK_MenRegi on() (const char* sConfig);
int JLI NK_VEM WiteUs() (U32 Addr, U32 Data);
int JLINK_ VEM Wi teUl6() (U32 Addr, U32 Data);
int JLINK_VEM Wi teU32() (U32 Addr, U32 Data);
us JLI NK_MEM ReadUs() (U32 Addr);
ulé6 JLI NK_MEM ReadU16() (U32 Addr);
u32 JLI NK_MEM ReadU32() (U32 Addr);
int JLI NK_NMEM Preserve() (U32 Addr, U32 NumBytes);
int JLI NK_MEM Restore() (int Handle);
int JLINK._ VEM Fi 'l () (U32 Addr, U32 NumBytes, U32 Fillval);
void JLINK Sel ect Tl F() (U32 tif);
int JLI NK_Set Devi ce() (const char* sDevice);
int JLINK_SWD ReadW it eBits() ff;’f ZtD:f :&?tﬂ r,]\,'umisttsis* P Tection.
int JLI NK_SYS MessageBox() (const char* sMsg);
int JLI NK_SYS MessageBox1() (const char* sMsg, int v);
int JLI NK_SYS_Report () (const char* sMsg);
int JLI NK_SYS Report1() (const char* sMsg, int v);
int JLI NK_SYS Sl eep() (int Delayms);
M S seurenaog) | SR S st g st e
int JLI NK_TARGET_| sHal t ed() (void);
int JLI NK_TARGET_Hal t () (void);
void JLINK TI F_Acti vat eTar get Reset () (void);
void JLI NK Tl F_Rel easeTar get Reset () (void);
void JLINK TIF_Setd r TCK() (int ONOff);
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Returns Function Parameters
void JLINK TIF_Set d r TMS() (int ONOff);
void JLINK TIF_Setd rTDI () (int ONOff);

void JLI NK_TI F_Set Speed()

(U32 Speed);

7.13.2.1 JLINK_C2_ReadAddr()

Reads the address register of the C2 interface.

Prototype
i nt JLI NK C2_ReadAddr (U32* pAddr);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.2 JLINK_C2_WriteAddr()

Writes the address register of the C2 interface.

Prototype
int JLINK C2_WiteAddr(U32 Addr);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.3 JLINK_C2 ReadData()

Reads the data register of the C2 interface.

Prototype

int JLINK C2 ReadDat a(U8* pData, int Numltens);
Parameter Description

pDat a Pointer to buffer to read to

NumlItems NumBytes to read

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.4 JLINK_C2_WriteData()

Writes the data register of the C2 interface.
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Prototype

int JLINK C2_WiteData(const U8* pData, int Numtens);
Parameter Description

pDat a Pointer to data to write

NumItems NumBytes to write

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.5 JLINK_CORESIGHT_AddAP()

Allows the user to manually configure the AP-layout of the device J-Link is connected to.
This makes sense on targets on which J-Link can not perform a auto-detection of the APs
which are present on the target system. Type can only be a known global J-Link DLL AP
constant. For a list of all available constants, please refer to Global DLL constants .

Prototype
int JLI NK_CORESI GHT_AddAP(i nt | ndex, U32 Type);

Parameter | Description
Index AP Index
Type AP Type

Return Value

Return Description
value
=20 0O.K.
<0 Error
Example

JLI NK_CORESI GHT_AddAP( 0, CORESI GHT_AHB_AP); // First AP is a AHB-AP
JLI NK_CORESI GHT_AddAP( 1, CORESI GHT_APB_AP); // Second AP is a APB- AP
JLI NK_CORESI GHT_AddAP( 2, CORESI GHT_JTAG AP); // Third AP is a JTAG AP

7.13.2.6 JLINK_CORESIGHT Configure()

Has to be called once, before using any other _CORESIGHT__ function that accesses the
DAP. Takes a configuration string to prepare target and J-Link for CoreSight function usage.
Configuration string may contain multiple setup parameters that are set. Setup parameters
are separated by a semicolon.

At the end of the JLINK_CORESIGHT_Configure(), the appropriate target interface switch-
ing sequence for the currently active target interface is output, if not disabled via setup
parameter.

This function has to be called again, each time the JTAG chain changes (for dynamically
changing JTAG chains like those which include a TI ICEPick), in order to setup the JTAG
chain again.
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For JTAG

The SWD -> JTAG switching sequence is output. This also triggers a TAP reset on the
target (TAP controller goes through -> Reset -> Idle state) The IRPre, DRPre, IRPost,
DRPost parameters describe which device inside the JTAG chain is currently selected for
communication.

For SWD

The JTAG -> SWD switching sequence is output. It is also made sure that the “overrun mode
enable” bit in the SW-DP CTRL/STAT register is cleared, as in SWD mode J-Link always
assumes that overrun detection mode is disabled.

Make sure that this bit is NOT set by accident when writing the SW-DP CTRL/STAT register
via the _CORESIGHT _ functions.

Prototype
i nt JLI NK_CORESI GHT_Confi gure(const char* sConfig);

Return Value

I?/t;tllazn Description

>0 O.K.

<0 Error

= -2 Not supported by the current CPU + target interface combination
Example

if (JLINK_ ActiveTlF == JLINK TIF_JTAG {
/1 Simple setup where we have TDI -> Cortex-M (4-bits I RLen) -> TDO
JLI NK_CORESI GHT_Conf i gur e(" 1 RPre=0; DRPr e=0; | RPost =0; DRPost =0; | RLenDevi ce=4") ;
} else {
/1 For SWD, no special setup is needed, just output the swi tching sequence
JLI NK_CORESI GHT_Configure("");
}
v = JLI NK_CORESI GHT_ReadDP( JLI NK_CORESI GHT_DP_REG CTRL_STAT) ;
JLI NK_SYS Report1("DAP-Ctrl Stat: " v);
/1 Compl ex setup where we have
/1 TDI -> ICEPick (6-bits IRLen) -> Cortex-M (4-bits IRLen) -> TDO
JLI NK_CORESI GHT_Conf i gur e( "1 RPre=0; DRPr e=0; | RPost =6; DRPost =1; | RLenDevi ce=4; ") ;
v = JLI NK_CORESI GHT_ReadDP( JLI NK_CORESI GHT_DP_REG CTRL_STAT) ;
JLI NK_SYS Report1("DAP-Ctrl Stat: " v)

Known setup parameters

Parameter Type Explanation

Sum of IRLen of all JTAG devices in the JTAG chain, closer
to TDO than the actual one J-Link shall communicate with.

Number of JTAG devices in the JTAG chain, closer to TDO

IRPre DecValue

DRPre DecValue than the actual one, J-Link shall communicate with.

Sum of IRLen of all JTAG devices in the JTAG chain, follow-
IRPost DecValue |: . : .

ing the actual one, J-Link shall communicate with.
DRPost DecValue Number of JTAG devices in the JTAG chain, following the ac-

tual one, J-Link shall communicate with.

IRLenDevice DecValue |IRLen of the actual device, J-Link shall communicate with.

0: Do not output switching sequence etc. once

PerformTIFInit | DecValue JLINK_CORESIGHT_Configure() completes.
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7.13.2.7 JLINK_CORESIGHT_ReadAP()

Reads a specific AP register. For JTAG, makes sure that AP is selected automatically. Makes
sure that actual data is returned, meaning for register read-accesses which usually only
return data on the second access, this function performs this automatically, so the user
will always see valid data.

Prototype
i nt JLI NK_CORESI GHT_ReadAP(i nt Regl ndex);

Parameter Description

RegIndex Specifies the index of the AP register to read.

Return
value

* -1 Data read

Description

=-1 Error

Example

v = JLI NK_CORESI GHT_ReadAP(JLI NK_CORES| GHT _AP_REG DATA) ;
JLI NK_SYS Report 1("DATA: " v);

7.13.2.8 JLINK_CORESIGHT_ReadDP()

Reads a specific DP register. For JTAG, makes sure that DP is selected automatically. Makes
sure that actual data is returned, meaning for register read-accesses which usually only
return data on the second access, this function performs this automatically, so the user
will always see valid data.

Prototype
int JLI NK_CORESI GHT_ReadDP(i nt Regl ndex);

Parameter Description

RegIndex Specifies the index of the DP register to read.

Return
value

* -1 Data read

Description

=-1 Error

Example

v = JLI NK_CORESI GHT_ReadDP(JLI NK_CORESI GHT _DP_REG | DCODE) ;
JLI NK_SYS_Report 1( " DAP- | DCODE: " V) ;

7.13.2.9 JLINK_CORESIGHT_ReadDAP()

Reads a specific AP/DP register. For JTAG, makes sure that AP/DP is selected automatically.
Makes sure that actual data is returned, meaning for register read-accesses which usually
only return data on the second access, this function performs this automatically, so the
user will always see valid data.

Prototype
int JLI NK_CORESI GHT_ReadDAP(i nt Regl ndex, int APnDP, U32* Data);
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Parameter Description
RegIndex Specifies the index of the AP/DP register to read.
0: DP register
APnDP 1: AP register
Data Pointer to buffer for data read

Return Value

Return Description
value
>0 0.K. (Number of repetitions needed before read was accepted / returned valid
- data)
<0 Error
Example

JLI NK_CORES| GHT_ReadDAP( JLI NK_CORES| GHT_DP_REG | DCCDE, 0, V);
JLI NK_SYS_Report 1(" DAP- | DCODE: " V) ;

7.13.2.10 JLINK_CORESIGHT_WriteAP()

Writes a specific AP register. For JTAG, makes sure that AP is selected automatically.

Prototype

int JLI NK CORESI GHT _WiteAP(int Reglndex, U32 Data);
Parameter Description

RegIndex Specifies the index of the AP register to write.

Data Data to be written

Return Value

Return

Description
value

>0 0.K. (Number of repetitions needed before write was accepted)
<0 Error

= -2 Not supported by the current CPU + target interface combination

Example

JLI NK_CORES| GHT_W i t eAP( JLI NK_CORES| GHT_AP_REG BD1, Ox1E);

7.13.2.11 JLINK_CORESIGHT_WriteDP()

Writes a specific DP register. For JTAG, makes sure that DP is selected automatically.

Prototype

int JLINK CORESI GHT _WiteDP(int Reglndex, U32 Data);
Parameter Description

RegIndex Specifies the index of the DP register to write.

Data Data to be written
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Return Value

I?/t;tll:jzn Description

>0 0.K. (Number of repetitions needed before write was accepted)
<0 Error

= -2 Not supported by the current CPU + target interface combination

Example

JLI NK_CORESI GHT_W i t eDP( JLI NK_CORESI GHT_DP_REG ABORT, Ox1E);

7.13.2.12 JLINK_CORESIGHT_WriteDAP()

Writes to a CoreSight AP/DP register. This function performs a full-qualified write which
means that it tries to write until the write has been accepted or too many WAIT responses
have been received.

Prototype

int JLI NK CORESI GHT_W it eDAP(i nt Reglndex, int APnDP, U32 Data);
Parameter Description

RegIndex Specifies the index of the AP/DP register to write.

APNDP 0: DP register

1: AP register

Data Data to be written

Return Value

'?g[ll;ren Description

>0 0.K. (Number of repetitions needed before write was accepted)
<0 Error

= -2 Not supported by the current CPU + target interface combination

Example

JLI NK_CORESI GHT_W i t eDAP( JLI NK_CORESI GHT_DP_REG ABORT, 0, OX1E);

7.13.2.13 JLINK_ExecCommand()

Gives the option to use J-Link Command Strings in the J-Link script file.

Prototype
i nt JLI NK_ExecConmmand(const char* shMsg);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error
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Example

JLI NK_ExecConmand( " Tr aceSanpl eAdj ust TD=2000");

Note

Has no effect when executed in Flasher stand-alone mode or when calling this function
from a function that implements the __ probe attribute.

7.13.2.14 JLINK_GetTime()

Returns J-Link (DLL) uptime in milliseconds.
Intended usage: timeouts and time measurements.

Prototype

int JLINK GetTine(void);
7.13.2.15 JLINK_GetPinState()

Gets the state of a specific pin.

Prototype
int JLINK GetPinState(U8 iPin);

Paramete Description

iPin Specifies the pin to get the state from

Parameter iPin

Value Description
0 Pin 3

1 Pin 5

2 Pin 7

3 Pin 9

4 Pin 11

5 Pin 13

6 Pin 15

7 Pin 17

Return Value

Return Description
value
=1 Pin state is HIGH
=0 Pin state is LOW
Getting state for this pin
<0 is not supported by this
J-Link

7.13.2.16 JLINK_JTAG_GetDeviceld()

Retrieves the JTAG ID of a specified device, in the JTAG chain. The index of the device
depends on its position in the JTAG chain. The device closest to TDO has index 0.
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Prototype
i nt JLI NK_ JTAG Get Devi cel d(i nt Devi cel ndex);

Return Value

Return
value

>0 Device ID
=0 No JTAG device found at Index

Description

Example

/*********************************************************************

*

* Set upTar get
*/
int SetupTarget(void) {
int r;
r = JLINK_JTAG Get Devi cel d(0);

JLI NK_SYS _Report1("Device 0: ", r);
r = JLINK_JTAG Get Devicel d(1);

JLI NK_SYS _Report1("Device 1. ", r);
return O;

}
Example output on STM32F103ZG:

Devi ce 0: 0x3BA00477
Device 1: 0x06430041

7.13.2.17 JLINK_JTAG_GetU32()
Gets 32 bits JTAG data, starting at given bit position.

Prototype
int JLINK_JTAG Get U32(int BitPos);

7.13.2.18 JLINK_JTAG_ReadWriteBits()

This function stores the specified number of bits in the output buffers, transfers the whole
content of the output buffers to the JTAG device(s) and stores the received data in the
input buffer.

Prototype
int JLINK JTAG ReadWiteBits(const U8 * pTDI, U8 * pTMS, U8 * pTDO, unsigned
NunBi ts);
Parameter Description
pTDI Pointer to input buffer
pTVS Pointer to mode select buffer
pTDO Pointer to output buffer
NumBits Number of bits to read and write
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Return Value

Return L.
Description

value

>0 O.K.

<0 Error

7.13.2.19 JLINK_JTAG_Reset()

Performs a TAP reset and tries to auto-detect the JTAG chain (Total IRLen, Number of
devices). If auto-detection was successful, the global DLL variables which determine the
JTAG chain configuration, are set to the correct values. For more information about the
known global DLL variables, please refer to Global DLL variables .

Note

This will not work for devices which need some special init (for example to add the
core to the JTAG chain), which is lost at a TAP reset.

Prototype
int JLINK JTAG Reset (void);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.20 JLINK _JTAG_SetDeviceld()

Sets the JTAG ID of a specified device, in the JTAG chain. The index of the device depends
on its position in the JTAG chain. The device closest to TDO has index 0. The Id is used
by the DLL to recognize the device. Before calling this function, please make sure that the
JTAG chain has been configured correctly by setting the appropriate global DLL variables.
For more information about the known global DLL variables, please refer to Global DLL
variables .

Prototype
int JLINK JTAG Set Devi celd(int Devicelndex, U32 1d);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.21 JLINK_JTAG_StartDR()
Brings the state machine of the selected device in the JTAG-chain in SHIFT-DR state.

Prototype
int JLINK JTAG StartDR(void);
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CHAPTER 7

RELTY Description
value

>1 Bit position in JTAG buffer
=0 Error

7.13.2.22 JLINK_JTAG_Store()

Stores a JTAG sequence (max. 64 bits per pin) in the DLL JTAG buffer.

Prototype

int JLINK JTAG Store(U32 tms, U32 tdi, U32 NunBits);
Parameter Description

tms Bitmask to output on TMS

tdi Bitmask to output on TDI

NumBits NumBits to store for each pin. Maximum 32.

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.23 JLINK _JTAG_StoreClocks()
Stores a given number of clocks in the DLL JTAG buffer.

Prototype
int JLINK JTAG Stored ocks(int NunCl ocks);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.24 JLINK_JTAG_StoreDR()
Stores JTAG data in the DLL JTAG buffer.

Before calling this function, please make sure that the JTAG chain has been configured
correctly by setting the appropriate global DLL variables. For more information about the
known global DLL variables, please refer to Global DLL variables .

Prototype

int JLINK JTAG StoreDR(U32 tdi, int NunBits);
Parameter Description

tdi Bitmask to output on TDI

NumBits NumBits to store
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Return Value

Returns the bit position.

7.13.2.25 JLINK_JTAG_StorelR()
Stores a JTAG instruction in the DLL JTAG buffer.

Before calling this function, please make sure that the JTAG chain has been configured
correctly by setting the appropriate global DLL variables. For more information about the
known global DLL variables, please refer to Global DLL variables .

Prototype
int JLINK JTAG Storel R(U32 Cnd);

Return Value

Returns the bit position.

7.13.2.26 JLINK_JTAG_Write()
Writes a JTAG sequence (max. 64 bits per pin).

Prototype

int JLINK JTAG Wite(U32 tms, U32 tdi, U32 NunBits);
Parameter Description

tms Bitmask to output on TMS

tdi Bitmask to output on TDI

NumBits NumBits to write

Return Value

Return L.
Description

value

>0 O.K.

<0 Error

7.13.2.27 JLINK_JTAG_WriteClocks()

Writes a given number of clocks.

Prototype
int JLINK JTAG Wited ocks(int NunCl ocks);

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.28 JLINK_JTAG_WriteDR()

Writes JTAG data. Before calling this function, please make sure that the JTAG chain has
been configured correctly by setting the appropriate global DLL variables. For more infor-
mation about the known global DLL variables, please refer to Global DLL variables .
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Prototype

int JLINK JTAG WiteDR(U32 tdi, int NunBits);
Parameter Description

tdi Bitmask to output on TDI

NumBits NumBits to store

Return Value

Returns the bit position.

7.13.2.29 JLINK_JTAG_WriteDRCont()

Writes data of variable length and remains in UPDATE-DR state. This function expects that
the JTAG chain has already be configured before. It does not try to perform any JTAG
identification before sending the DR-data.

Prototype
int JLINK_JTAG WiteDRCont (U32 Data, int NunBits);

Return Value

Returns the bit position.

7.13.2.30 JLINK_JTAG_WriteDRENd()

Writes data of variable length and remains in UPDATE-DR state. This function expects that
the JTAG chain has already be configured before. It does not try to perform any JTAG
identification before sending the DR-data.

Prototype
int JLINK JTAG WiteDREnd(U32 Data, int NunBits);

Return Value

Returns the bit position.

7.13.2.31 JLINK_JTAG_WritelR()
Writes a JTAG instruction.

Before calling this function, please make sure that the JTAG chain has been configured
correctly by setting the appropriate global DLL variables. For more information about the
known global DLL variables, please refer to Global DLL variables .

Prototype
int JLINK_ JTAG Witel R(U32 Cnd);

Return Value

Returns the bit position.

7.13.2.32 JLINK_PIN_Override()

This function allows to override some of the J-Link pins and assign a special functionality to
them (GPIO, UART, ...). For example setting the functionality to GPIO allows to implement
almost any protocol on these pins which can give some extra flexibility in some cases.

Prototype
int JLINK PIN Override(const U32* paMbde, U32* paState);
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Parameter

Description

paMbde

Pointer to JLINK_PIN_MAX_NUM_PINS-element array that holds the
configuration to be assigned to the pins. Each element of the ar-
ray describes a pin that can be overridden, resulting in a total of
JLINK_PIN_MAX_NUM_PINS pins that can be overridden.

paSt at e

Pointer to JLINK_PIN_MAX_NUM_PINS-element array that is used

to store the state of each pin. This for example can be used to read
the current data on the pin, if it is configured as JLINK_PIN_OVER-
RIDE_MODE_PIO_IN.
State may be = 0 for LOW or = 1 for HIGH.

Array offset of paMode / paState to Pin No mapping

egl;rr]ae%]t Description
0 Pin 3

1 Pin 5

2 Pin 7

3 Pin 9

4 Pin 11

> Pin 13

6 Pin 15

7 Pin 17

Possible values passed via paMode

Value

Description

JLINK_PIN_OVERRIDE_MODE_RELEASE

Releases the override on this pin.
It returns to its original function-
ality.

JLINK_PIN_OVERRIDE_MODE_PIO_IN

Configures the pin as GPIO input.

JLINK_PIN_OVERRIDE_MODE_PIO_OUT_LOW

Configures the pin as GPIO output
state LOW.

JLINK_PIN_OVERRIDE_MODE_PIO_OUT_HIGH

Configures the pin as GPIO output
state HIGH.

JLINK_PIN_OVERRIDE_MODE_UART_TX

Configures the pin as UART Tx
pin.

JLINK_PIN_OVERRIDE_MODE_UART_RX

Configures the pin as UART rx
pin.

JLINK_PIN_OVERRIDE_MODE_UART_RXTX

Configures pin for half-duplex
UART functionality which means
this pin in Tx and Rx. Cannot be
used together with other UART
defines.

Return Value

Return ..
Description

value

>0 O.K.

<0 Error
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Example

The following example shows how to output a default->low->(wait 2500ms)->high->(wait
2500ms)->default signal on pin 15 (= nRESET) after InitTarget()

U32 _aPl N\bde[ 8] ; /1 JLI NK_PI N_MAX_NUM PI NS
U32 _aPINState[8]; // JLINK _PIN_MAX_NUM PI NS

/*********************************************************************

*

* Set upTar get

*/

int SetupTarget (void) {
int i;
int r;

i = 0;
do {

_aPI NMode[i] = JLI NK_PI N_OVERRI DE_MODE_RELEASE;
/1 Do not override any pin by default

i += 1;
} while(i < JLINK_PI N_MAX_NUM PI NS);
I
/1l Initially, we check if pin override is supported
I
r = JLINK_PIN Override(& aPl NMbde[ 0], & aPINState[0]);
if (r <0) {
JLI NK_SYS Report ("ERROR Pin override is not supported by the connected J-
Li nk");
return r;
}

_aPI Nvbde[ 6] = JLI NK_PI N_OVERRI DE_MODE_PI O OQUT_LOW
r = JLINK_PIN Override(& aPl NMbde[ 0], & aPINState[0]);
JLI NK_SYS_SI eep(2500) ;
_aPI Nvbde[ 6] = JLI NK_PI N_OVERRI DE_MODE_PI O QUT_HI CH;
r = JLINK_PIN Override(& aPl NMbde[ 0], & aPINState[0]);
JLI NK_SYS_SI eep(2500) ;
/1
/1l Restore pin configuration of J-Link
/1
i = 0;
do {
_aPI Nvbde[i] = JLI NK_PI N_OVERRI DE_MCDE_RELEASE;
/1 Do not override any pin by default
i += 1;
} while(i < JLINK_PI N_MAX_NUM PI NS);
JLINK_PI N _Override(& aPl Nvbde[ 0], & aPINState[O0]);
return O;

7.13.2.33 JLINK_MemRegion()

This command is used to specify memory areas with various region types.

Prototype
i nt JLI NK MenRegi on(const char* sConfig);

Syntax of sConfig
<St art Addr essOf Ar ea>- <EndAddr essOf Ar ea> <Regi onType>

Parameter RegionType

Region type Description

N Normal
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Region type Description
Cc Cacheable
X Excluded
XI Excluded & Illegal
I Indirect access
Alias (static, e.g. RAM/flash that is aliased multiple times in one area.
A . :
Does not change during the debug session.)
AD Alias (dynamic, e.g. memory areas where different memories can be
mapped to.)
e Description
value
>0 O.K.
<0 Error
Example

JLI NK_MenRegi on(“0x100000- OX1FFFFF C")

Note

Has no effect when executed in Flasher stand-alone mode or when calling this function
from a function that implements the __ probe attribute.

7.13.2.34 JLINK_MEM_WriteUS§()
Writes a byte to the specified address.

Prototype
int JLINK VEM WiteU8(U32 Addr, U32 Data);
I?f;tltren Description

=0 O.K.

<0 Error

7.13.2.35 JLINK_MEM_WriteU16()

Writes a halfword to the specified address.

Prototype
int JLINK_ MEM WiteUl6(U32 Addr, U32 Data);
?;;tltren Description

=0 O.K.

<0 Error

7.13.2.36 JLINK_MEM_WriteU32()

Writes a word to the specified address.

Prototype
int JLINK_MEM WiteU32(U32 Addr, U32 Data);
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Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.37 JLINK_MEM_ReadU8()

Reads a byte from the specified address.

Prototype
Us MEM ReadUs (U32 Addr);

7.13.2.38 JLINK_MEM_ReadU16()
Reads a halfword from the specified address.

Prototype

Ul6 MEM ReadUl6( U32 Addr);
7.13.2.39 JLINK_MEM_ReadU32()

Reads a word from the specified address.

Prototype

U32 MEM ReadU32(U32 Addr);
7.13.2.40 JLINK_MEM_Preserve()

Preserves selected memory area in amount of set size.

Prototype
int JLI NK_MEM Preserve(U32 Addr, U32 NunBytes);

Parameter Description

Specifies the address starting

Addr point which to preserve

NumBytes Number of bytes to preserve

Return Value

N Description

value

>0 0.K., handle to preserved area (may be
- used by JLINK_MEM_Restore())

<0 Error

-1 Unspecified error

-2 Failed to read memory to preserve

7.13.2.41 JLINK_MEM_Restore()

Restore memory that has been previously preserved via JLINK_MEM_Preserve(). Returned
handle is used to identify the restore region.

Prototype
int JLI NK_MEM Restore(int Handl e);
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Parameter Description

Specifies handle to identify the

Handle ;
restore region

Return Value

I?/eatll;ren Description

>0 0O.K.

<0 Error

-1 Unspecified error

-2 Failed to write memory to restore

7.13.2.42 JLINK_MEM_Fill()

Fill memory with given value. Only the lowest byte of <FillVal> is taken into account.

Prototype
int JLINK_ MEM Fill (U32 Addr, U32 NumBytes, U32 FillVal);
Parameter Description
Specifies the address starting
Addr . i
point which to preserve
NumBytes Number of bytes to preserve
Fillval Value used for filling

Return Value

Return Description

value

>0 0.K., handle to preserved area (may be
- used by JLINK_MEM_Restore())

<0 Error

-1 Unspecified error

-2 Failed to read memory to fill

7.13.2.43 JLINK_SelectTIF()

Selects a target interface. For a list of all available constants, please refer to Constants for
global variable"JLI NK_Acti veTl F”.

Prototype
void JLINK SelectTIF(U32 tif);
7.13.2.44 JLINK_SetDevice()

Selects / specifies the target device.

Prototype
i nt JLINK Set Devi ce(const char* sDevice);

sDevice has to be a valid device identifier. For a list of all available device identifiers, please
refer to Supported devices .
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Return Value

Return Description
value
=20 0.K.
<0 Error
Example

JLI NK_Set Devi ce( " AT91SAM7 S256") ;

7.13.2.45 JLINK_SWD_ReadWriteBits()

This function stores the specified number of bits in the output buffers, transfers the whole
content of the output buffers to the SWD device and stores the received data in the input
buffer.

Prototype

int JLINK SWD ReadWiteBits(const U8 * pDataln, const U8 * pDirection, U3 *
pDat aQut, int NunBits);

Parameter Description
pDat al n Pointer to data to be send to the target
pDi rection Pointer to direction buffer
pDat aCut Pointer to buffer for receiving data from target
NumBits Number of bits to read and write

Return Value

Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.46 JLINK_SYS MessageBox()

Outputs a string in a message box.

Prototype
i nt JLI NK_SYS MessageBox(const char * sMsQ);
I?/(;tllaren Description

>0 0O.K.

<0 Error

7.13.2.47 JLINK_SYS MessageBox1()

Outputs a constant character string in a message box. In addition to that, a given value
(can be a constant value, the return value of a function or a variable) is added, right behind
the string.

Prototype
i nt JLI NK_SYS MessageBox1(const char * sMsg, int v);
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Return ..
Description

value

>0 O.K.

<0 Error

7.13.2.48 JLINK_SYS Report()

Outputs a constant character string on stdio.

Prototype
int JLI NK_SYS Report(const char * sMsg);
Ff;;tlﬂr: Description

>0 0.K.

<0 Error

7.13.2.49 JLINK_SYS Reportl()

Outputs a constant character string on stdio. In addition to that, a given value (can be a
constant value, the return value of a function or a variable) is added, right behind the string.

Prototype
int JLINK_SYS Reportl(const char * shMsg, int v);
I?/eatllaren Description

=20 O.K.

<0 Error

7.13.2.50 JLINK_SYS_Sleep()

Waits for a given number of milliseconds. During this time, J-Link does not communicate
with the target.

Prototype
int JLINK _SYS Sl eep(int Delayns);
F\letlLLeren Description

=0 0.K.

<0 Error

7.13.2.51 JLINK_SYS UnsecureDialog()

Informs the user that the device needs to be unsecured for further debugging. This is
usually done via a message box where possible (except on Linux & Mac).

Prototype

i nt JLI NK_SYS UnsecurebDi al og (const char* sText, const char* sQuestion, const
char* sldent, int DefaultAnswer, U32 Fl ags);

Parameter Description
sText Text printed to the logfile or presented in a message box
sQuestion Question printed in the message box after sText
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Parameter Description

Unique ID for the request. User settings like “"Do not show again” are
saved per Unique ID.

Default answer for messages with timeout or non-GUI versions. Only
used if not setting is saved for the Unique ID.

Flaas Please consult the table below for valid values. Specifying a valid
9 JLINK_DLG_TYPE flag is mandatory.

sldent

DefaultAnswer

Parameter Flags

Value Description
JLINK_DLG_TYPE_PROT_READ Read protection dialog
JLINK_DLG_TYPE_PROT_WRITE Write protection dialog
Return Value
Return Description

value

=1 User selected to unsecure the device

=0 User selected to NOT unsecure the device
Note
If executed in Flasher stand-alone mode or when calling this function from a function
that implements the _ probe attribute, no dialog is shown but the default answer is
used

7.13.2.52 JLINK_TARGET IsHalted()
Checks if the target device is halted.

Prototype
int JLI NK_TARGET_I sHal t ed(voi d);

Return Value

Return
value

=1 O.K. CPU is halted
=0 0.K. CPU is not halted
<0 Error

Description

Example

/*********************************************************************

*

* Set upTar get

*/

int SetupTarget (void) {
int r;

r = JLINK_TARGET_I sHal t ed();
if (r == 0) {

JLI NK_SYS Report("Target is not halted!");
} elseif (r ==1) {

JLI NK_SYS Report("Target is halted!");
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} else {
JLI NK_SYS Report("Error occurred!");

}

return O;

}

7.13.2.53 JLINK_TARGET_Halt()
Halt the target device. Returns O.K. if the target is already halted.

Prototype
int JLI NK_TARGET_Hal t (voi d);

Return Value

Return

Description
value

=>1 Error
=0 O.K.

Example

/*********************************************************************
*
* Set upTar get
*/
int SetupTarget(void) {
int r;

r = JLI NK_TARGET Halt();

if (r ==0) {
JLI NK_SYS Report("Target is halted!");
} else {
JLI NK_SYS Report("Error occurred!");
}
return O;

}

7.13.2.54 JLINK_TIF_ActivateTargetReset()
Sets nReset LOW.

Prototype
void JLINK Tl F_ActivateTar get Reset (voi d);

7.13.2.55 JLINK_TIF_ReleaseTargetReset()
Sets nReset HIGH.

Prototype
voi d JLI NK Tl F_Rel easeTar get Reset (voi d);

7.13.2.56 JLINK_TIF_SetCIrTCK()
Sets or clears the TCK pin.

Prototype
void JLINK TIF Setd rTCK(i nt OnOff);
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OnOff Desired state of TCK

Parameter OnOff

Value Description
=1 Set pin to HIGH
=0 Set pin to LOW

7.13.2.57 JLINK_TIF_SetCIrTMS()
Sets or clears the TMS pin.

Prototype

void JLINK TIF_Setd rTMS(int OnOff);
Parameter Description

OnOff Desired state of TMS

Parameter OnOff

Value Description
=1 Set pin to HIGH
=0 Set pin to LOW

7.13.2.58 JLINK_TIF_SetCIrTDI()
Sets or clears the TCK pin.

Prototype

void JLINK TIF_Setd rTDI (i nt OnOfFf);
Parameter Description

OnOff Desired state of TDI

Parameter OnOff

Value Description
1 Set pin to HIGH
=0 Set pin to LOW

v

7.13.2.59 JLINK_TIF_SetSpeed()

Sets the target interface speed.

Prototype

voi d JLI NK_TI F_Set Speed( U32 Speed);
Parameter Description

Speed Speed in kHz.

7.13.3 Global DLL variables

J-Link script files

The script file feature also provides some global variables which are used for DLL config-
uration. Some of these variables can only be set to some specific values, others can be
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set to the whole data type with. In the following all global variables and their value ranges

are listed and described.

Note

All global variables are treated as unsigned 32-bit values and are zero-initialized.

Legend
Abbreviation Description
RO: Variable is read-only
WO: Variable is write-only
R/W: Variable is read-write
Variable Description R/W
Pre-selects target CPU J-Link is communicating with.
Used in InitTarget() to skip the core autodetection of
J-Link. This variable can only be set to a known glob-
CPU al J-Link DLL constant. For a list of all valid values, WO
please refer to Global DLL constants
Example
CPU = ARM926EJS;
Used for JTAG chain configuration. Sets the number of
IR-bits of all devices which are closer to TDO than the
JTAG_IRPre one we want to communicate with. R/W
Example
JTAG_IRPre = 6;
Used for JTAG chain configuration. Sets the humber of
devices which are closer to TDO than the one we want
JTAG_DRPre to communicate with. RO
Example
JTAG_DRPre = 2;
Used for JTAG chain configuration. Sets the nhumber of
IR-bits of all devices which are closer to TDI than the
JTAG_IRPost one we want to communicate with. RO
Example
JTAG_IRPost = 6;
Used for JTAG chain configuration. Sets the number of
devices which are closer to TDI than the one we want
JTAG_DRPost to communicate with. RO
Example
JTAG_DRPost = 0;
IR-Len (in bits) of the device we want to communicate
JTAG_IRLen with. RO
Example
JTAG_IRLen =4
Computed automatically, based on the values of
JTAG_IRPre, JTAG_DRPre, JTAG_IRPost and JTAG_DR-
JTAG_TotallIRLen Post. RO
Example
v = JTAG_TotalIlRLen;
En-/Disables auto-JTAG-detection of J-Link. Has to be
disabled for devices which need some special init (for
JTAG_AllowTAPReset example to add the core to the JTAG chain), which is WO
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Variable Description R/W

0 Auto-detection is enabled.

1 Auto-detection is disabled.

Sets the JTAG interface speed. Speed is given in kHz.
JTAG_Speed Example R/W

JTAG_Speed = 2000; // 2MHz JTAG speed

Pulls reset pin low / Releases nRST pin. Used to issue

a reset of the CPU. Value assigned to reset pin reflects

the state. 0 = Low, 1 = high.
JTAG_ResetPin Example WO

JTAG_ResetPin = 0;

SYS_Sleep(5); // Give pin some time to get low

JTAG_ResetPin = 1;

Pulls reset pin low / Releases nTRST pin. Used to issue

a reset of the debug logic of the CPU. Value assigned

to reset pin reflects the state. 0 = Low, 1 = high.
JTAG_TRSTPIin Example WO

JTAG_TRSTPin = 0;

SYS_Sleep(5); // Give pin some time to get low

JTAG_TRSTPin = 1;

Pulls TCK pin LOW / HIGH. Value assigned to reset pin
JTAG_ TCKPin reflects the state. 0 = LOW, 1 = HIGH. R/W

Example

JTAG_TCKPin = 0;

Pulls TDI pin LOW / HIGH. Value assigned to reset pin
JTAG_TDIPin reflects the state. 0 = LOW, 1 = HIGH. R/W

Example

JTAG_TDIPin = 0;

Pulls TMS pin LOW / HIGH. Value assigned to reset pin
ITAG_ TMSPin reflects the state. 0 = LOW, 1 = HIGH. R/W

Example

JTAG_TMSPin = 0;

Sets or reads Trace Port width. Possible values: 1,2, 4.
JLINK_TRACE_Portwidth | Dfault value is 4. R/W

Example

JLINK_TRACE_Portwidth = 4;

If the connected device has an ETB and you want to

use it with J-Link, this variable should be set to 1. Set-

ting this variable in another function as InitEmu() does
EMU_ETB_IsPresent not have any effect. WO

Example

void InitEmu(void) {

EMU_ETB_IsPresent = 1;

b

Uses ETB instead of RAWTRACE capability of the emu-

lator. Setting this variable in another function as InitE-
EMU_ETB_UseETB mu() does not have any effect. RO

Example

EMU_ETB_UseETB = 0;

Selects whether an ETM is present on the target or

not. Setting this variable in another function as InitE-
EMU_ETM_IsPresent mu() does not have any effect. R/W

Example

EMU_ETM_IsPresent= 0;
EMU_ETM_UseETM Uses ETM as trace source. Setting this variable in an- WO
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Variable

Description

R/W

Example
EMU_ETM_UseETM = 1;

EMU_JTAG_DisableHW-

Disables use of hardware units for JTAG transmissions
since this can cause problems on some hardware de-

J-Link / J-Trace (UM08001)

T L signs. WO
ransmissions
Example
EMU_JTAG_DisableHWTransmissions = 1;
Sets base address of core debug component for
CoreSight compliant devices. Setting this variable dis-
ables the J-Link auto-detection of the core debug com-
CORESIGHT_Core- ponent base address. Used on devices where auto-de- R/W
BaseAddr tection of the core debug component base address is
not possible due to incorrect CoreSight information.
Example
CORESIGHT_CoreBaseAddr = 0x80030000;
Pre-selects an AP as an AHB-AP that J-Link uses
for debug communication (Cortex-M). Setting this
variable is necessary for example when debug-
ging multi-core devices where multiple AHB-APs are
present (one for each device). This function can on-
ly be used if a AP-layout has been configured via
JLINK_CORESIGHT_AddAP() .
CORESIGHT_IndexAH- Example WO
BAPToUse JLINK_CORESIGHT_AddAP(0, CORESIGHT_AHB_AP);
JLINK_CORESIGHT_AddAP(1, CORESIGHT_AHB_AP);
JLINK_CORESIGHT_AddAP(2, CORESIGHT_APB_AP);
//
// Use second AP as AHB-AP
// for target communication
//
CORESIGHT_IndexAHBAPToUse = 1;
Pre-selects an AP as an APB-AP that J-Link uses
for debug communication (Cortex-A/R). Setting
this variable is necessary for example when debug-
ging multi-core devices where multiple APB-APs are
present (one for each device). This function can on-
ly be used if an AP-layout has been configured via
JLINK_CORESIGHT_AddAP() .
CORESIGHT_IndexAP- Example WO
BAPToUse JLINK_CORESIGHT_AddAP(0, CORESIGHT_AHB_AP);
JLINK_CORESIGHT_AddAP(1, CORESIGHT_APB_AP);
JLINK_CORESIGHT_AddAP(2, CORESIGHT_APB_AP);
//
// Use third AP as APB-AP
// for target communication
//
CORESIGHT_IndexAPBAPToUse = 2;
Overrides the default settings to be used by the DLL
when configuring the AHB-AP CSW register. By de-
fault, the J-Link DLL will use the following settings for
the CSW:
CORESIGHT_AH- f;or]te_"aMo' MO+, M3, M4 WO
BAPCSWDefaultSettings [28] = 0
[27] =
[26] =0
[25] =1
[24] =1
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Variable

Description

R/W

Configurable settings

[30] = SPROT: 0 = secure transfer request
[28] = HRPOT[4]: Always 0

[27] = HRPOT[3]: 0 = uncachable

[26] = HRPOT[2]: 0 = unbufferable

[25] = HRPOT[1]: O = unprivileged

[24] = HRPOT[0]: 1 = Data access

Used to determine what reset type is currently select-
ed by the debugger. This is useful, if the script has to
behave differently in case a specific reset type is se-
lected by the debugger and the script file has a Re-
setTarget() function which overrides the J-Link reset

MOnConnect

JLINK_ResetType strategies. RW
Example
if (JLINK_ResetType = 2) {
[...]
¥ else {
[...]
¥
Returns the currently used target interface used by
the DLL to communicate with the target. Useful in cas-
. es where some special setup only needs to be done for
JLINK_ActiveTIF a certain target interface, e.g. JTAG. For a list of possi- RO
ble values this variable may hold, please refer to Con-
stants for global variable™JLI NK_Acti veTIl F”.
Used to check if this is the first time we are running
into InitTarget(). Useful if some init steps only need to
be executed once per debug session.
Example
MAIN_IsFirstIdentify if (MAIN_IsFirstIdentify = 1) { RO
[...]
¥ else {
[...]
b
Sets the target data and instruction endianness. For
a list of possible values this variable may hold, please
refer to Constants for global variable “JLI NK_Tar ge-
JLINK_TargetEndianness |t Endi aness” RW
Example
JLINK_TargetEndianness = JLINK_TARGET_ENDIAN-
NESS_I_LITTLE_D_LITTLE
Used to disable ECC RAM init on connect, e.g. in case
oo ) only a attach to a running CPU shall be performed. Al-
JLINK_SKIipInitECCRA lowed values are 0 (do not skip) or 1 (skip). RW

Example
SetSkipInitECCRAMONConnect = 1

7.13.4 Global DLL constants

Currently there are only global DLL constants to set the global DLL variable CPU. If neces-
sary, more constants will be implemented in the future.

7.13.4.1 Constants for global variable: CPU

The following constants can be used to set the global DLL variable CPU:

e ARM7
ARM7TDMI

J-Link / J-Trace (UM08001)
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ARM7TDMIR3
ARM7TDMIR4
ARM7TDMIS
ARM7TDMISR3
ARM7TDMISR4
ARM9
ARMOTDMIS
ARMO920T
ARMO922T
ARM926EJ]S
ARMO946E]S
ARMO966ES
ARMO968ES
ARM11
ARM1136
ARM1136]
ARM11363S
ARM1136]JF
ARM1136JFS
ARM1156
ARM1176
ARM1176]
ARM11763S
ARM1176IF
ARM1176JFS
CORTEX_MO
CORTEX_M1
CORTEX_M3
CORTEX_M3R1P0O
CORTEX_M3R1P1
CORTEX_M3R2P0
CORTEX_M4
CORTEX_M7
CORTEX_A5
CORTEX_A7
CORTEX_AS8
CORTEX_A9
CORTEX_A12
CORTEX_A15
CORTEX_A17
CORTEX_R4
CORTEX_R5

J-Link script files

7.13.4.2 Constants for "JLINK_CORESIGHT xxx" functions

APs

CORESIGHT_AHB_AP
CORESIGHT_APB_AP
CORESIGHT_JTAG_AP
CORESIGHT_CUSTOM_AP

DP/AP register indexes

JLINK_CORESIGHT_DP_REG_IDCODE
JLINK_CORESIGHT_DP_REG_ABORT
JLINK_CORESIGHT_DP_REG_CTRL_STAT
JLINK_CORESIGHT_DP_REG_SELECT
JLINK_CORESIGHT_DP_REG_RDBUF
JLINK_CORESIGHT_AP_REG_CTRL
JLINK_CORESIGHT_AP_REG_ADDR
JLINK_CORESIGHT_AP_REG_DATA
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JLINK_CORESIGHT_AP_REG_BDO
JLINK_CORESIGHT_AP_REG_BD1
JLINK_CORESIGHT_AP_REG_BD2
JLINK_CORESIGHT_AP_REG_BD3
JLINK_CORESIGHT_AP_REG_ROM
JLINK_CORESIGHT_AP_REG_IDR

7.13.4.3 Constants for global variable "JLINK_ActiveTIF"

e JLINK_TIF_JTAG
JLINK_TIF_SWD

7.13.4.4 Constants for global variable "JLINK TargetEndianness”

JLINK_TARGET_ENDIANNESS_I_LITTLE_D_LITTLE
JLINK_TARGET_ENDIANNESS_I_LITTLE_D_BIG
JLINK_TARGET_ENDIANNESS_I_BIG_D_LITTLE
JLINK_TARGET_ENDIANNESS_I_BIG_D_BIG

7.13.5 Script file language

The syntax of the J-Link script file language follows the conventions of the C-language, but
it does not support all expressions and operators which are supported by the C-language.
In the following, the supported operators and expressions are listed.

7.13.5.1 Supported Operators

The following operators are supported by the J-Link script file language:

Multiplicative operators: *

Additive operators: +, -

Bitwise shift operators: <<, >>

Relational operators: <, >, <, =

Equality operators: =, #

Bitwise operators: &, |, , ~

Logical operators: &&, ||

Assignment operators: =, *=, /=, +=, -=, <<, >2, &=, "=, |=

7.13.5.2 Supported basic type specifiers

The following basic type specifiers are supported by the J-Link script file language:

Name Size (Bit) Signed
void N/A N/A
char 8 signed
short 16 signed
int 32 signed
long 32 signed
us 8 unsigned
ule 16 unsigned
u32 32 unsigned
I8 8 signed
I16 16 signed
132 32 signed

7.13.5.3 Supported type qualifiers
The following type qualifiers are supported by the J-Link script file language:
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e const
e signed
e unsigned

7.13.5.4 Supported declarators

The following declarators are supported by the J-Link script file language:
e Array declarators

7.13.5.5 Supported selection statements

The following selection statements are supported by the J-Link script file language:
if-statements

e if-else-statements
7.13.5.6 Supported iteration statements

The following iteration statements are supported by the J-Link script file language:
e while

e do-while
7.13.5.7 Jump statements

The following jump statements are supported by the J-Link script file language:
e return

7.13.5.8 Sample script files

The J-Link Software and Documentation Package comes with sample script files for different
devices. The sample script files can be found at $JLINK_INST_DIR$\Samples\JLink\Scripts .

7.13.5.9 Script file limitations

J-Link script file functions support max. 7 function parameters.

7.13.6 Script file writing example

In the following, a short example of how a J-Link script file could look like. In this example
we assume a JTAG chain with two devices on it (Cortex-A8 4 bits IRLen, custom device
5-bits IRLen).

void InitTarget(void) {
JLI NK_SYS Report("J-Link script exanple.");
JTAG Reset (); /'l Perform TAP reset and J-Link JTAG auto-detection
if (JTAG TotallIRLen !=9) { // Basic check if JTAG chain informati on nmatches
MessageBox(" Can not find xxx device");

return 1;
}
JTAG DRPre = 0; /1l Cortex-A8 is closest to TDO, no no pre devices
JTAG DRPost = 1; /1 1 device (custom device) cones after the Cortex-A8
JTAG IRPre = 0; /1l Cortex-A8 is closest to TDO, no no pre IR bits
JTAG | RPost = 5; /1 Custom device after Cortex-A8 has 5 bits IR |l en
JTAG | RLen = 4; /1l We selected the Cortex-A8, it has 4 bits | RLen
CPU = CORTEX_A8; // W are connected to a Cortex-A8
JTAG Al | owTAPReset = 1; /1 W& are allowed to enter JTAG TAP reset
/1l

/1 W have a non-CoreSi ght conpliant Cortex-A8 here

/1 which does not allow auto-detection of the Core debug conmponents base address.
/'l so set it manually to overwite the DLL auto-detection

/1

CORESI GHT_Cor eBaseAddr = 0x80030000;
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7.13.7 Executing J-Link script files

For instructions on how to execute J-Link script files depending on the debug environment
used, please refer to:
SEGGER Wiki: Using J-Link Script Files
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7.14 J-Link Command Strings

The behavior of the J-Link can be customized via J-Link Command Strings passed to the
JLinkARM.dIl which controls J-Link. Applications such as J-Link Commander, but also other
IDEs, allow passing one or more J-Link Command Strings. Command line strings can be
used for passing commands to J-Link (such as switching on target power supply), as well
as customize the behavior (by defining memory regions and other things) of J-Link. The
use of J-Link Command Strings enables options which are not configurable via dialogs or

settings (e.g. in an IDE).

7.14.1 List of available commands

The table below lists and describes the available J-Link Command Strings.

Command

Description

AppendToLogFile

Enables/Disables always appending new loginfo to lodfile.

CORESIGHT_SetIndexAHBAP-

Selects a specific AHB-AP to be used to connect to a Cortex-M

ToUse device.
CORESIGHT_SetIndexAPBAP- Selects a specific APB-AP to be used to connect to a Cortex-A or
ToUse Cortex-R device.

CORESIGHT_SetETBBaseAddr

Sets ETB base address.

CORESIGHT_SetMTBBaseAddr

Sets MTB base address.

CORESIGHT_SetETMBaseAddr

Sets ETM base address.

CORESIGHT_SetPTMBaseAddr

Sets PTM base address.

CORESIGHT_SetCSTFBaseAddr

Sets Trace Funnel base address.

CORESIGHT_SetTMCBaseAddr

Sets TMC base address.

CORESIGHT_SetTPIUBaseAddr

Sets TPIU base address.

CORESIGHT_SetTFEnableMask

Sets the CSTF mask.

device

Selects the target device.

DisableAutoUpdateFW

Disables automatic firmware update.

DisableCortexMXPSRAutoCorrect-
TBit

Disables auto-correction of XPSR T-bit for Cortex-M devices.

DisableFlashBPs

Disables the FlashBP feature.

DisableFlashDL

Disables the J-Link FlashDL feature.

DisableInfoWinFlashBPs

Disables info window for programming FlashBPs.

DisableInfoWinFlashDL

Disables info window for FlashDL.

DisableLTRACEAnNalysis

Disables live trace analyzer.

DisableLowPowerHandlingMode

Disables low-power handling mode

DisableMOEHandling

Disables output of additional information about mode of entry in
case the target CPU is halted / entered debug mode.

DisablePowerSupplyOnClose

Disables power supply on close.

EnableAutoUpdateFW

Enables automatic firmware update.

EnableEraseAllFlashBanks

Enables erase for all accessible flash banks.

EnableFlashBPs

Enables the FlashBP feature.

EnableFlashDL

Enables the J-Link FlashDL feature.

EnableInfoWinFlashBPs

Enables info window for programming FlashBPs.

EnableInfoWinFlashDL

Enables info window for FlashDL.

EnableLowPowerHandlingMode

Enables low-power handling mode

J-Link / J-Trace (UM08001)
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Command

Description

EnableMOEHandling

Enables output of additional information about mode of entry in
case the target CPU is halted / entered debug mode.

EnableRemarks

Enable detailed output during CPU-detection / connection
process.

ExcludeFlashCacheRange

Invalidate flash ranges in flash cache, that are configured to be
excluded from flash cache.

HideDeviceSelection

Hide device selection dialog.

HSSLogFile

Logs all HSS-Data to file, regardless of the application using
HSS.

InvalidateCache

Invalidates Cache.

InvalidateFW

Invalidating current firmware.

map exclude

Ignores all memory accesses to specified area.

map illegal

Marks a specified memory region as an illegal memory area.
Memory accesses to this region are ignored.

map indirectread

Specifies an area which should be read indirect.

map ram Specifies location of target RAM.
map region Specifies a memory region.

Restores the default mapping, which means all memory accesses
map reset :

are permitted.

Adds a memory preserve area to the internal list of memory ar-
MemPreserveOnReset eas yP y

. . Specifies a file or directory which should be used by the J-Link

ProjectFile P y W i Y

DLL to save the current configuration.

Reads the given memory area into the streaming trace instruc-
ReadIntoTraceCache g y g

tion cache.

RTTTelnetAllowNonLocalClient

Allows non local clients to connect to RTT over Telnet.

ScriptFile

Set script file path.

SelectTraceSource

Selects which trace source should be used for tracing.

SetAllowStopMode

Allows/Disallows usage of stop mode for RTT and memory ac-
cesses.

SetAllowFlashCache

Enables/Disables flash cache usage.

SetHostIF

Can be used to override the host interface. Please refer to InitE-
MU() .

SetAllowSimulation

Enables/Disables instruction set simulation.

SetBatchMode Enables/Disables batch mode.
SetCFIFlash Specifies CFI flash area.
SetCheckModeAfterRead Enables/Disables CPSR check after read operations.
SetCompareMode Specifies the compare mode to be used.

ifi PU IDCODE that i h i h
SetCPUConnectIDCODE Specifies an CPU IDCODE that is used to authenticate the debug

probe, when connecting to the CPU.

SetDbgPowerDownOnClose

Used to power-down the debug unit of the target CPU when the
debug session is closed.

SetEnableMemCache

Enables/Disables DLL internal memory caching mechanisms that
improve performance

SetETBIsPresent

Selects if the connected device has an ETB.

SetETMIsPresent

Selects if the connected device has an ETM.

J-Link / J-Trace (UM08001)
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Command

Description

SetFlashDLNoRMWThreshold

Specifies a threshold when writing to flash memory does not
cause a read-modify-write operation.

SetFlashDLThreshold

Set minimum amount of data to be downloaded.

SetlgnoreReadMemErrors

Specifies if read memory errors will be ignored.

SetlgnoreWriteMemErrors

Specifies if write memory errors will be ignored.

SetMonModeDebug

Enables/Disables monitor mode debugging.

SetResetPulselen

Defines the length of the RESET pulse in milliseconds.

SetResetType Selects the reset strategy.
SetRestartOnClose Specifies restart behavior on close.
SetRTTAddr Set address of the RTT buffer.
SetRTTSearchRanges Set ranges to be searched for RTT buffer.

SetRTTTelnetPort

Set the port used for RTT telnet.

SetRXIDCode

Specifies an ID Code for Renesas RX devices to be used by the J-
Link DLL.

SetSkipRestoreRAMCode

Specifies if restoring of RAMCode is skipped.

SetSysPowerDownOnldle

Used to power-down the target CPU, when there are no trans-
missions between J-Link and target CPU, for a specified time
frame.

SetVerifyDownload

Specifies the verify option to be used.

SetWorkRAM

Specifies RAM area to be used by the J-Link DLL.

ShowControlPanel

Opens control panel.

SilentUpdateFW

Update new firmware automatically.

SupplyPower

Activates/Deactivates power supply over pin 19 of the JTAG con-
nector.

SupplyPowerDefault

Activates/Deactivates power supply over pin 19 of the JTAG con-
nector permanently.

SuppressControlPanel

Suppress pop up of the control panel.

SuppressinfoUpdateFW Suppress information regarding firmware updates.
SWOSetConversionMode Set SWO Conversion mode.
TraceFile Sets path for trace file to capture RAWTrace data.

TraceSampleAdjust

Allows to adjust the sampling timing on the specified pins, inside
the J-Trace firmware

This command can be used to configure the AppendTolLogFile feature. If enabled, new log
data will always be appended to an existing logfile. Otherwise, each time a new connection
will be opened, existing log data will be overwritten. By default new log data will not be
always appended to an existing lodfile.

Syntax
AppendToLogFile = 0 | 1

Example

AppendToLogFile 1 // Enables AppendTolLogFile

J-Link / J-Trace (UM08001)
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7.14.1.2 CORESIGHT_SetindexAHBAPToUse

This command is used to select a specific AHB-AP to be used when connected to an ARM
Cortex-M device. Usually, it is not necessary to explicitly select an AHB-AP to be used, as
J-Link auto-detects the AP automatically. For multi-core systems with multiple AHB-APs it
might be necessary.

The index selected here is an absolute index. For example, if the connected target provides
the following AP layout:

AP[0]: AHB-AP

AP[1]: APB-AP

AP[2]: AHB-AP

AP[3]: JTAG-AP

In order to select the second AHB-AP to be used, use “2” as index.

Syntax
CORESI GHT_Set | ndexAHBAPToUse = <I ndex>

Example
CORESIGHT_SetIndexAHBAPToUse = 2

7.14.1.3 CORESIGHT_SetindexAPBAPToUse

This command is used to select a specific APB-AP to be used when connected to an ARM
Cortex-A or Cortex-R device. Usually, it is not necessary to explicitly select an AHB-AP to
be used, as J-Link auto-detects the AP automatically. For multi-core systems with multiple
APB-APs it might be necessary.

The index selected here is an absolute index. For example, if the connected target provides
the following AP layout:

AP[0]: APB-AP

AP[1]: AHB-AP

AP[2]: APB-AP

AP[3]: JTAG-AP

In order to select the second APB-AP to be used, use “2” as index.

Syntax
CORESI GHT_Set | ndexAPBAPToUse = <I ndex>

Example
CORESIGHT_SetIndexAPBAPToUse = 2

7.14.1.4 CORESIGHT_SetETBBaseAddr

This command can be used to set the Coresight ETB base address if the debug probe could
not get this information from the target devices ROM table. Additionally an unlock of the
module can be forced and an alternative AP index can be set. These settings are optional.

Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 0 (no unlock) for Cortex-A/R cores and 1 (always unlock) for Cortex-M.

Syntax

CORESI GHT_Set ETBBaseAddr = <Addr> [ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]
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Example
CORESI GHT_Set ETBBaseAddr

0xE0041000
or

CORESI GHT_Set ETBBaseAddr O0xE0041000 ForceUnl ock = 1 APl ndex = 2

7.14.1.5 CORESIGHT SetMTBBaseAddr

This command can be used to set the Coresight MTB base address if the debug probe could
not get this information from the target devices ROM table. Additionally an unlock of the
module can be forced and an alternative AP index can be set. These settings are optional.
Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 1 (always unlock) for Cortex-M.

Syntax

CORESI GHT_Set MTBBaseAddr = <Addr> [ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]

Example

CORESI GHT_Set MTBBaseAddr 0xE0041000

or

CORESI GHT_Set MIBBaseAddr O0xE0041000 ForceUnl ock = 1 APl ndex = 2

7.14.1.6 CORESIGHT_SetETMBaseAddr

This command can be used to set the Coresight ETM base address if the debug probe could
not get this information from the target devices ROM table. Additionally an unlock of the
module can be forced and an alternative AP index can be set. These settings are optional.
Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 0 (no unlock) for Cortex-A/R cores and 1 (always unlock) for Cortex-M.
Syntax

CORESI GHT_Set ETMBaseAddr = <Addr> [ ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]

Example

CORESI GHT_Set ETMBaseAddr 0xE0041000

or
CORESI GHT_Set ETMBaseAddr

0xE0041000 ForceUnlock = 1 APl ndex = 2

7.14.1.7 CORESIGHT_SetPTMBaseAddr

This command can be used to set the Coresight PTM base address if the debug probe could
not get this information from the target devices ROM table. Additionally an unlock of the
module can be forced and an alternative AP index can be set. These settings are optional.
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Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 0 (no unlock) for Cortex-A/R cores and 1 (always unlock) for Cortex-M.
Syntax

CORESI GHT_Set PTMBaseAddr = <Addr> [ ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]

Example

CORESI GHT_Set PTVBaseAddr 0xE0041000

or

CORESI GHT_Set PTMBaseAddr 0xE0041000 ForceUnl ock = 1 APl ndex = 2

7.14.1.8 CORESIGHT_SetCSTFBaseAddr

This command can be used to set the Coresight TF(Trace Funnel) base address if the debug
probe could not get this information from the target devices ROM table. Additionally an
unlock of the module can be forced and an alternative AP index can be set. These settings
are optional.

Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 0 (no unlock) for Cortex-A/R cores and 1 (always unlock) for Cortex-M.
Syntax

CORESI GHT_Set CSTFBaseAddr = <Addr> [ ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]

Example

CORES| GHT_Set CSTFBaseAddr
or

CORES| GHT_Set CSTFBaseAddr

0xE0041000

OxE0041000 ForceUnlock = 1 APl ndex = 2

7.14.1.9 CORESIGHT_SetTMCBaseAddr

This command can be used to set the Coresight TMC base address if the debug probe could
not get this information from the target devices ROM table. Additionally an unlock of the
module can be forced and an alternative AP index can be set. These settings are optional.
Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 0 (no unlock) for Cortex-A/R cores and 1 (always unlock) for Cortex-M.
Syntax

CORESI GHT_Set TMCBaseAddr = <Addr> [ ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]

Example

CORES| GHT_Set TMCBaseAddr = 0xE0041000

or
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CORESI GHT_Set TMCBaseAddr = O0xE0041000 ForceUnl ock = 1 APl ndex = 2

7.14.1.10 CORESIGHT_SetTPIUBaseAddr

This command can be used to set the Coresight TPIU base address if the debug probe could
not get this information from the target devices ROM table. Additionally an unlock of the
module can be forced and an alternative AP index can be set. These settings are optional.

Default values

The default values for the APIndex and base address are usually autodetected by J-Link
J-Trace. So only change these values if the autodetection fails or is incorrect. The default
unlock value is 0 (no unlock) for Cortex-A/R cores and 1 (always unlock) for Cortex-M.

Syntax

CORESI GHT_Set TPI UBaseAddr = <Addr> [ ForceUnl ock = <ForceUnl ock>] [APIndex =
<API ndex>]

Example
CORESI GHT_Set TPI UBaseAddr

0xE0041000
or
CORESI GHT_Set TPl UBaseAddr

0xE0041000 ForceUnlock = 1 APl ndex = 2

7.14.1.11 CORESIGHT_SetTFEnableMask

This command can be used to set the Coresight CSTF mask.

Default values

See Device documentation

Syntax
CORESI GHT_Set TFEnabl eMask <Mask>

Example

CORESI GHT_Set TFEnabl eMask 0x12345678

7.14.1.12 device

This command selects the target device.

Syntax

devi ce = <Devi cel D>
DevicelD has to be a valid device identifier. For a list of all available device identifiers,
please refer to Supported devices .

Example
device = AT91SAM7S256

7.14.1.13 DisableAutoUpdateFW

This command is used to disable the automatic firmware update if a new firmware is avail-
able.

Syntax
Di sabl eAut oUpdat eFW
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7.14.1.14 DisableCortexMXPSRAutoCorrectTBit

Usually, the J-Link DLL auto-corrects the T-bit of the XPSR register to 1, for Cortex-M
devices. This is because having it set as 0 is an invalid state and would cause several
problems during debugging, especially on devices where the erased state of the flash is
0x00 and therefore on empty devices the T-bit in the XPSR would be 0. Anyhow, if for some
reason explicit disable of this auto-correction is necessary, this can be achieved via the
following J-Link Command String.

Syntax
Di sabl eCor t ex MXPSRAuUt oCor r ect TBi t
7.14.1.15 DisableFlashBPs
This command disables the FlashBP feature.
Syntax
D sabl eFl ashBPs
7.14.1.16 DisableFlashDL
This command disables the J-Link FlashDL feature.
Syntax

D sabl eFl ashDL

7.14.1.17 DisablelInfowWinFlashBPs

This command is used to disable the flash download window for the flash breakpoint feature.
Enabled by default.

Syntax
Di sabl el nf oW nFl ashBPs

7.14.1.18 DisableinfoWinFlashDL

This command is used to disable the flash download information window for the flash down-
load feature. Enabled by default.

Syntax
D sabl el nf oW nFl ashDL

7.14.1.19 DisableLTRACEAnalysis

This command is used to disable the live trace analyzer. May be used in situations where
the host PC is to slow for live analysis. In such case the raw trace data can be dumped into
a file for example as explained in section “TraceFile”. Live trace is enabled by default if a
streaming trace capable trace probe is used (J-Trace Pro).

Syntax

Di sabl eLTRACEAnal ysis =1

7.14.1.20 DisableLowPowerHandlingMode

This command is used to disable low-power handling mode. For further information, please
refer to Activating low power mode handling for J-Link .
Disabled by default.
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Syntax
Di sabl eLowPower Handl i nghbde

7.14.1.21 DisableMOEHandling

The J-Link DLL outputs additional information about mode of entry (MOE) in case the target
CPU halted / entered debug mode. Disabled by default.

Syntax
Di sabl eMOEHandl i ng

7.14.1.22 DisablePowerSupplyOnClose

This command is used to ensure that the power supply for the target will be disabled on
close.

Syntax

Di sabl ePower Suppl yOnd ose

7.14.1.23 EnableAutoUpdateFW

This command is used to enable the automatic firmware update if a new firmware is avail-
able.

Syntax
Enabl eAut oUpdat eFW

7.14.1.24 EnableEraseAllFlashBanks
Used to enable erasing of other flash banks than the internal, like (Q)SPI flash or CFI flash.
Syntax
Enabl eEr aseAl | Fl ashBanks
7.14.1.25 EnableFlashBPs
This command enables the FlashBP feature.
Syntax
Enabl eFl ashBPs
7.14.1.26 EnableFlashDL
This command enables the J-Link ARM FlashDL feature.

Syntax
Enabl eFl ashDL

7.14.1.27 EnableiInfoWinFlashBPs

This command is used to enable the flash download window for the flash breakpoint feature.
Enabled by default.

Syntax
Enabl el nf oW nFl ashBPs
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7.14.1.28 EnablelInfoWinFlashDL

This command is used to enable the flash download information window for the flash down-
load feature.

Syntax
Enabl el nf oW nFl ashDL

7.14.1.29 EnableLowPowerHandlingMode

Puts the DLL in low-power handling mode. For further information, please refer to Activating
low power mode handling for J-Link .
Disabled by default.

Syntax
Enabl eLowPower Handl i nghMbde

7.14.1.30 EnableMOEHandling

The J-Link DLL outputs additional information about mode of entry (MOE) in case the target
CPU halted / entered debug mode. Disabled by default. Additional information is output via
log-callback set with JLINK_OpenEx(JLINK_LOG* pf Log, JLINK_LOG* pf Err or Qut )

Syntax
Enabl eMOEHandI i ng

7.14.1.31 EnableRemarks

The J-Link DLL provides more detailed output during CPU-detection / connection process.
Kind of “verbose” option. Disabled by default, therefore only an enable option. Will be reset
to “disabled” on each call to JLINK_Open() (reconnect to J-Link).

Syntax

Enabl eRenar ks

7.14.1.32 ExcludeFlashCacheRange

This command is used to invalidate flash ranges in flash cache, that are configured to be
excluded from the cache. Per default, all areas that J-Link knows to be Flash memory,
are cached. This means that it is assumed that the contents of this area do not change
during program execution. If this assumption does not hold true, typically because the
target program modifies the flash content for data storage, then the affected area should
be excluded. This will slightly reduce the debugging speed.

Syntax
Excl udeFl ashCacheRange <Range>

Example
ExcludeFlashCacheRange 0x10000000-0x 100FFFFF

7.14.1.33 Hide device selection

This command can be used to suppress the device selection dialog. If enabled, the device
selection dialog will not be shown in case an unknown device is selected.

Syntax
H deDevi ceSelection =0 | 1
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Example

HideDeviceSelection 1 // Device selection will not show up

7.14.1.34 HSSLogFile

This command enables HSS-Logging. Separate to the application using HSS, all HSS Data
will be stored in the specified file.

Syntax
HSSLogFi | e = <Pat h>

Example
HSSLogFile = C:\Test.log

7.14.1.35 InvalidateCache

This command is used to invalidate cache.

Syntax

I nval i dat eCache

7.14.1.36 InvalidateFW

This command is used to invalidate the current firmware of the J-Link / J-Trace. Invalidating
the firmware will force a firmware update. Can be used for downdating. For more informa-
tion please refer to J-Link / J-Trace firmware .

Syntax
I nval i dat eFW

7.14.1.37 map exclude

This command excludes a specified memory region from all memory accesses. All subse-
quent memory accesses to this memory region are ignored.

Memory mapping

Some devices do not allow access of the entire 4GB memory area. Ideally, the entire mem-
ory can be accessed; if a memory access fails, the CPU reports this by switching to abort
mode. The CPU memory interface allows halting the CPU via a WAIT signal. On some de-
vices, the WAIT signal stays active when accessing certain unused memory areas. This
halts the CPU indefinitely (until RESET) and will therefore end the debug session. This is
exactly what happens when accessing critical memory areas. Critical memory areas should
not be present in a device; they are typically a hardware design problem. Nevertheless,
critical memory areas exist on some devices.

To avoid stalling the debug session, a critical memory area can be excluded from access:
J-Link will not try to read or write to critical memory areas and instead ignore the access
silently. Some debuggers (such as IAR C-SPY) can try to access memory in such areas
by dereferencing non-initialized pointers even if the debugged program (the debuggee) is
working perfectly. In situations like this, defining critical memory areas is a good solution.

Syntax
map excl ude <SAddr>- <EAddr >

Example

This is an example for the map exclude command in combination with an NXP LPC2148 MCU.

Memory map
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Range Description

0x00000000-0x0007FFFF On-chip flash memory

0x00080000-0x3FFFFFFF Reserved

0x40000000-0x40007FFF On-chip SRAM

0x40008000-0x 7FCFFFFF Reserved

0x7FD00000-0x7FDO1FFF On-chip USB DMA RAM

0x7FD02000-0x7FD02000 Reserved

0x7FFFD000-0x 7FFFFFFF

Boot block (remapped from on-chip flash memory)

0x80000000-0x DFFFFFFF

Reserved

0xEO0000000-0x EFFFFFFF

VPB peripherals

0xFO0000000-0x FFFFFFFF

AHB peripherals

The “problematic” memory areas are:

Range Description
0x00080000-0x 3FFFFFFF Reserved
0x40008000-0x7FCFFFFF Reserved
0x7FD02000-0x7FD02000 Reserved
0x80000000-0x DFFFFFFF Reserved

To exclude these areas from being accessed through J-Link the map exclude command
should be used as follows:

map excl ude 0x00080000- 0x3FFFFFFF
map excl ude 0x40008000- 0x7FCFFFFF
map excl ude 0x7FD02000- 0x7FD02000
map excl ude 0x80000000- Ox DFFFFFFF

7.14.1.38 map illegal

This command marks a specified memory region as an illegal memory area. All subsequent
memory accesses to this memory region produces a warning message and the memory
access is ignored. This command can be used to mark more than one memory region as
an illegal area by subsequent calls.

Syntax
Map |11 egal <SAddr>-<EAddr>

Example
Map Illegal 0OxFO000000-0x FFDFFFFF

Additional information
e SAddr has to be a 256-byte aligned address.

The region size has to be a multiple of 256 bytes.

7.14.1.39 map indirectread

J-Link / J-Trace (UM08001)

This command can be used to read a memory area indirectly. Indirect reading means that a
small code snippet is downloaded into RAM of the target device, which reads and transfers
the data of the specified memory area to the host. Before map indirectread can be called
a RAM area for the indirect read code snippet has to be defined. Use therefor the map ram
command and define a RAM area with a size of = 256 byte.
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Typical applications

Syntax

map i ndirectread <StartAddressOf Area>- <EndAddr ess>

Example

map indirectread 0x3f f f c000-0x3f f f cf f f

Additional information

e StartAddressOfArea has to be a 256-byte aligned address.
The region size has to be a multiple of 256 bytes.

7.14.1.40 map ram

This command should be used to define an area in RAM of the target device. The area must
be 256-byte aligned. The data which was located in the defined area will not be corrupted.
Data which resides in the defined RAM area is saved and will be restored if necessary. This
command has to be executed before map indirectread will be called.

Typical applications

Syntax
map ram <Start Addr essOf Ar ea>- <EndAddr essOf Ar ea>

Example

map ram 0x40000000-0x40003fff ;

Additional information

o StartAddressOfArea has to be a 256-byte aligned address.

The region size has to be a multiple of 256 bytes.

7.14.1.41 map region

This command is used to specify memory areas with various region types.

Syntax
map region <StartAddressOf Ar ea>- <EndAddr essOf Ar ea> <Regi onType>
in case of using alias region type:

map region <StartAddressOf Area>-<EndAddressOf Area> <Regi onType> <StartAl -
i asedAddr ess> <Al i asedAr eaSi ze>

Region type Description
N Normal
C Cacheable
X Excluded
XI Excluded & Illegal
I Indirect access

Alias (static, e.g. RAM/flash that is aliased multiple times in one area.
Does not change during the debug session.)

Alias (dynamic, e.g. memory areas where different memories can be

AD mapped to.)
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Example
map region 0x100000-0x1FFFFF C
map region 0x0-0x1ffff A 0x08000000 0x20000

7.14.1.42 map reset

This command restores the default memory mapping, which means all memory accesses
are permitted.

Typical applications

Used with other "map” commands to return to the default values. The map reset command
should be called before any other "map” command is called.

Syntax

map reset

Example

map reset

7.14.1.43 MemPreserveOnReset

This command is used to add a memory preserve area to the internal list of memory areas
that need to be preserved before reset and need to be restored after reset.

The memory area specified must be readable by the CPU before reset and must be writeable
by the CPU immediately after reset.

This is mainly used for SRAM debug configurations etc.

Note

Required software version: V6.32 or later

Syntax
MenPr eser veOnReset <Addr> <Si ze>[ <Addr> <Size> .]

Example
MemPreserveOnReset 0x20000000 0x1000

7.14.1.44 ProjectFile

This command is used to specify a file used by the J-Link DLL to save the current config-
uration.

Using this command is recommended if settings need to be saved. This is typically the
case if Flash breakpoints are enabled and used. It is recommended that an IDE uses this
command to allow the JLinkARM.dIl to store its settings in the same directory as the project
and settings file of the IDE. The recommended extension for project files is *.jlink.
Assuming the Project is saved under C:\Work\Work and the project contains to targets
name Debug and Release, the debug version could set the file name

C. \ Wor k\ Wor k\ Debug. jlink .

The release version could use

C\Work\Work\ Rel ease.jlink.

Note

Spaces in the filename are permitted.
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Syntax

ProjectFile = <Full Fi | eNanme>

Example
ProjectFile = C:\Work\Release.jlink

7.14.1.45 ReadIntoTraceCache

This command is used to read a given memory area into the trace instruction cache. It
is mainly used for cases where the download address of the application differs from the
execution address. As for trace analysis only cached memory contents are used as mem-
ory accesses during trace (especially streaming trace) cause an overhead that is too big,
by default trace will only work if execution address is identical to the download address.
For other cases, this command can be used to read specific memory areas into the trace
instruction cache.

Note
This command causes an immediate read from the target, so it should only be called

at a point where memory contents at the given area are known to be valid.

Syntax
Readl nt oTr aceCache <Addr> <NunByt es>

Example

ReadIntoTraceCache 0x08000000 0x2000

7.14.1.46 RTTTelnetAllowNonLocalClient

This command is used to set allowance for non local telnet clients to access RTT data. Per
default this value is 0 and only local connections are accepted. It can be set to 1 to enable
non local connections as well.

Note

This command is allowed to be used before JLINKARM_Open() was called. This can be

achieved using J-Link SDK. For more information visit our website.

Syntax
RTTTel net Al | owNonLocal Client = 0| 1

Example

RTTTelnetAllowNonLocalClient = 1 // enables non local clients

7.14.1.47 ScriptFile

This command is used to set the path to a J-Link script file which shall be executed. J-Link
scriptfiles are mainly used to connect to targets which need a special connection sequence
before communication with the core is possible.

Syntax
ScriptFile = <Full Fi | eName>
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Example
ScriptFile = C:\Work\Default.JLinkScript

7.14.1.48 SelectTraceSource

This command selects the trace source which shall be used for tracing.

Note

This is only relevant when tracing on a target that supports trace via pins as well
as trace via on-chip trace buffer and a J-Trace (which supports both) is connected

to the PC.

Syntax

Sel ect TraceSour ce = <Sour ceNunber >
Trace source number Description

0 ETB

1 ETM

2 MTB

Example

SelectTraceSource = 0 // Select ETB

7.14.1.49 SetAllowStopMode

This command is used to allow / disallow stop mode for RTT and memory accesses. Enabled
by default, should only be disabled for testing purposes. For more information about dif-
ferent RTT and memory access modes, please refer to:

Wiki article RTT modes

Wiki article memory access modes

Syntax
Set Al | owSt opMbde = 0 | 1

Example
SetAllowStopMode = 0 // Disable usage of stop mode

7.14.1.50 SetAllowFlashCache
This command is used to enable / disable caching of flash contents. Enabled by default.
Syntax
Set Al | owrl ashCache = 0 | 1

Example
SetAllowFlashCache = 1 // Enables flash cache

7.14.1.51 SetHostIF

This command can be used to override the host interface. This function should be used
used thoughtful and only if you know exactly what you are doing as there are many things

which needs to be taken into account. For further information regarding this please refer
to InitEmu()

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH


https://wiki.segger.com/RTT#Modes
https://wiki.segger.com/Memory_accesses#Modes

216 CHAPTER 7 J-Link Command Strings

Syntax

Set Host | F USB = <Seri al Nunber >
SetHost| F I P = <I P address>

Example

Set Host | F USB
Set HostI F I P

123456 /1 Connect to J-Link via USB (SN 123456)
192. 168. 0. 133 /1 Connect to J-link with specified |IP addr.

7.14.1.52 SetAllowSimulation

This command can be used to enable or disable the instruction set simulation. By default
the instruction set simulation is enabled.

Syntax
Set All owSi nulation = 0 | 1

Example

SetAllowSimulation 1 // Enables instruction set simulation

7.14.1.53 SetBatchMode

This command is used to tell the J-Link DLL that it is used in batch-mode / automatized
mode, so some dialogs etc. will automatically close after a given timeout. Disabled by
default.

Syntax
Set BatchMbde = 0 | 1

Example
SetBatchMode 1 // Enables batch mode

7.14.1.54 SetCFIFlash

This command can be used to set a memory area for CFI compliant flashes.

Default values
NumChips: 1 NumBits: 16

Syntax
Set CFI Fl ash <St art Addr essO Ar ea>- <EndAddr essOf Area>[, <NuntChi ps>, <NunBits>]

Example

SetCFIFlash 0x10000000-0x 100FFFFF

or

SetCFIFlash 0x10000000-0x100FFFFF, 1, 16

7.14.1.55 SetCheckModeAfterRead

This command is used to enable or disable the verification of the CPSR (current processor
status register) after each read operation. By default this check is enabled. However this
can cause problems with some CPUs (e.q. if invalid CPSR values are returned). Please note
that if this check is turned off (SetCheckModeAfterRead = 0), the success of read operations
cannot be verified anymore and possible data aborts are not recognized.
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Typical applications

This verification of the CPSR can cause problems with some CPUs (e.g. if invalid CPSR
values are returned). Note that if this check is turned off (SetCheckModeAfterRead = 0),
the success of read operations cannot be verified anymore and possible data aborts are
not recognized.

Syntax
Set CheckModeAfterRead = 0 | 1

Example
SetCheckModeAfterRead = 0

7.14.1.56 SetCompareMode

This command is used to configure the compare mode.

Syntax
Set Conpar eMbde = <Mode>
<Mode> Description
0 Skip
1 Using fastest method (default)
2 Using CRC
3 Using readback
Example

SetCompareMode = 1 // Select using fastest method

7.14.1.57 SetCPUConnectIDCODE

Used to specify an IDCODE that is used by J-Link to authenticate itself when connecting
to a specific device. Some devices allow the user to lock out a debugger by default, until
a specific unlock code is provided that allows further debugging. This function allows to
automate this process, if J-Link is used in a production environment.

The IDCODE stream is expected as a hex-encoded byte stream. If the CPU e.g. works on a
word-basis for the IDCODE, this stream is interpreted as a little endian formatted stream
where the J-Link library then loads the words from and passes them to the device during
connect.

Syntax
Set CPUConnect | DCODE = <| DCCDE_St r ean®

Example

CPU has a 64-bit IDCODE (on word-basis) and expects 0x11223344 0x55667788 as IDCODE.
SetCPUConnectIDCODE = 4433221188776655

7.14.1.58 SetDbgPowerDownOnClose

When using this command, the debug unit of the target CPU is powered-down when the
debug session is closed.

Note

This command works only for Cortex-M3 devices
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Typical applications

This feature is useful to reduce the power consumption of the CPU when no debug session
is active.

Syntax

Set DbgPower DownOnCl ose = <val ue>

Example

Set DbgPower DownOnCl ose
Set DbgPower DownOnCl ose

1 // Enabl es debug power-down on cl ose.
0 // Disabl es debug power-down on cl ose.

7.14.1.59 SetEnableMemCache

Enables/Disables DLL internal memory cache mechanisms that are used to improve per-
formance. By default, memory cache mechanisms are enabled.

Syntax
Set Enabl eMenCache = 0 | 1

Example

Set Enabl eMenCache = 0 // Disable nenory cachi ng mechani sns

Notes

This command may not be used by any IDE, listed as a supported IDE, to disable memory
cache mechanisms by default. It may only be used by specific customers for very specific
test cases that needs the cache mechanisms to be disabled.

7.14.1.60 SetETBIsPresent
This command is used to select if the connected device has an ETB.

Syntax
Set ETBI sPresent = 0 | 1

Example

Set ETBI sPr esent
Set ETBI sPr esent

1// ETB is available
0 // ETB is not available

7.14.1.61 SetETMIsPresent

This command is used to select if the connected device has an ETM.

Syntax
SetETM sPresent = 0| 1

Example

Set ETM sPr esent
Set ETM sPr esent

1// ETMis avail able
0 // ETMis not avail able
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7.14.1.62 SetFlashDLNoRMWThreshold

This command sets the J-Link DLL internal threshold when a write to flash memory does not
cause a read-modify-write (RMW) operation. For example, when setting this value to 0x800,
all writes of amounts of data < 2 KB will cause the DLL to perform a read-modify-write
operation on incomplete sectors.

Default: Writing amounts of < 1 KB (0x400) to flash causes J-Link to perform a read-
modify-write on the flash.

Example 1 with default config

e Flash has 2 * 1 KB sectors
e Debugger writes 512 bytes

J-Link will perform a read-modify-write on the first sector, preserving contents of 512 -
1023 bytes. Second sector is left untouched.

Example 2 with default config

e Flash has 2 * 1 KB sectors
e Debugger writes 1280 bytes

J-Link will erase + program 1 KB of first sector.
J-Link will erase + program 256 bytes of second sector.
Previous 768 bytes from second sector are lost.

The default makes sense for flash programming where old contents in remaining space
of affected sectors are usually not needed anymore. Writes of < 1 KB usually mean that
the user is performing flash manipulation from within a memory window in a debugger to
manipulate the application behavior during runtime (e.g. by writing some constant data
used by the application). In such cases, it is important to preserve the remaining data in
the sector to allow the application to further work correctly.

Syntax
Set FIl ashDLNoRMAThr eshol d = <val ue>

Example
SetFlashDLNoRMWThreshold = 0x100 // 256 Bytes

7.14.1.63 SetFlashDLThreshold

This command is used to set a minimum amount of data to be downloaded by the flash
download feature.

Syntax
Set Fl ashDLThr eshol d = <val ue>

Example
SetFlashDLThreshold = 0x100 // 256 Bytes

7.14.1.64 SetlgnoreReadMemErrors
This command can be used to ignore read memory errors. Disabled by default.

Syntax
Set | gnor eReadMenErrors = 0 | 1

Example

Set | gnor eReadMenError s
Set | gnor eReadMenError s

1 // Read nmenory errors will be ignored
0 // Read nenory errors will be reported
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7.14.1.65 SetlgnoreWriteMemErrors

This command can be used to ignore read memory errors. Disabled by default.

Syntax

SetlgnoreWiteMenErrors =0 | 1

Example

Setl gnoreWiteMenErrors = 1 // Wite nmenory errors will be ignored
Setl gnoreWiteMenErrors = 0 // Wite menory errors will be reported

7.14.1.66 SetMonModeDebug

This command is used to enable / disable monitor mode debugging. Disabled by default.

Syntax
Set MonMbdeDebug = 0 | 1

Example

Set MonMbdeDebug
Set MonMbdeDebug

1 // Monitor node debugging is enabl ed
0 // Mbonitor node debugging is disabled

7.14.1.67 TraceFile

Can be used to set the path for the trace file to capture RAWTrace data. RAWTrace data
is the unfiltered, unanalyzed and raw trace data that is streamed from the target device
via the J-Trace PRO to the host PC.

Note

To be able to analyze the streamed RAW data it is necessary to know how the trace Arm
Coresight components are initialized. It is user responsibility to acquire this data from
the target device. For more information see the corresponding Arm documentation.

The RAW trace data will be saved in 2 GB chunks/files. Once 2 GB are saved into a
file a new file will be opened and the file name incremented. Make sure that the trace
file feature is used only for a reasonable amount of time. Transfer rates can be up to
150 MB/s. Make sure you have enough disc space for your planned recording before
starting it. For the same reason the usage of an SSD is recommended. Most HDDs will
not have fast enough write speeds to cope with the incoming trace data.

Syntax

TraceFil e = <TraceFi | ePat h>

Example
TraceFile = C:\Temp\TraceFile.bin

7.14.1.68 TraceSampleAdjust
Allows to adjust the sample point for the specified trace data signals inside the J-Trace

firmware. This can be useful to compensate certain delays on the target hardware (e.g.
caused by routing etc.).

Syntax
TraceSanpl eAdj ust <Pi nNane> = <Adj ust_Ps>[ <Pi nName#<Adj ust _Ps> .]
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<PinName> Description
TD Adjust all trace data signals
TDO Adjust trace data 0

TD1 Adjust trace data 1

TD2 Adjust trace data 2

TD3 Adjust trace data 3

TD3..0 Adjust trace data 0-3
TD2..1 Adjust trace data 1-2
TDx..y Adjust trace data x-y

<Adjust_Ps> Description

-5000 to 5000 Adjustment in [ps]
Example

TraceSampleAdjust TD = 1000

7.14.1.69 SetResetPulselLen

This command defines the length of the RESET pulse in milliseconds. The default for the
RESET pulse length is 20 milliseconds.

Syntax

Set Reset Pul seLen = <val ue>

Example
SetResetPulselLen = 50

7.14.1.70 SetResetType

This command selects the reset strategy which shall be used by J-Link, to reset the device.
The value which is used for this command is analog to the reset type which shall be selected.
For a list of all reset types which are available, please refer to Reset strategies . Please note
that there different reset strategies for ARM 7/9 and Cortex-M devices.

Syntax

Set Reset Type = <val ue>
Example

SetResetType = 0 // Selects reset strategy type 0: normal

7.14.1.71 SetRestartOnClose

This command specifies whether the J-Link restarts target execution on close. The default
is to restart target execution. This can be disabled by using this command.

Syntax
SetRestartOnClose = 0 | 1

Example
SetRestartOnClose = 1
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7.14.1.72 SetRTTAddr

In some cases J-Link cannot locate the RTT buffer in known RAM. This command is used
to set the exact address manually.

Syntax
Set RTTAddr <RangeStart >

Example

SetRTTAddr 0x20000000

7.14.1.73 SetRTTTelnetPort

This command alters the RTT telnet port. Default is 19021. This command must be called
before a connection to a J-Link is established. In J-Link Commander, J-Link Command
Strings (Mexec <JLinkCommandString>") can only be executed after a connection to J-Link
is established, therefore this command string has no effect in J-Link Commander. The -
RTTTelnetPort command line parameter can be used instead.

Syntax
Set RTTTel net Port <val ue>

Example
SetRTTTelnetPort 9100

7.14.1.74 SetRTTSearchRanges

In some cases J-Link cannot locate the RTT buffer in known RAM. This command is used to
set (multiple) ranges to be searched for the RTT buffer.

Syntax
Set RTTSear chRanges <RangeAddr > <RangeSi ze> [, <RangeAddr 1> <RangeSi zel>, ..]

Example
SetRTTSearchRanges 0x10000000 0x1000, 0x20000000 0x1000,

7.14.1.75 SetRXIDCode

This command is used to set the ID Code for Renesas RX devices to be used by the J-
Link DLL.

Syntax
Set RXI DCode = <RXI DCode_Stri ng>

Example

Set 16 IDCode Bytes (32 Characters).
SetRXIDCode = 112233445566778899AABBCCDDEEFF00

7.14.1.76 SetSkipProgOnCRCMatch

Note

Deprecated. Use Set Conpar eMbde instead.

This command is used to configure the CRC match / compare mode.
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Syntax
Set Ski pPr ogOnCRCWVat ch = <Conpar eMbde>

Compare mode Description
0 Skip

1 Using fastest method (default)

2 Using CRC

3 Using readback

Example
SetSkipProgOnCRCMatch = 1 // Select using fastest method

7.14.1.77 SetSkipRestoreRAMCode
This command is used to skip the restoring of the RAMCode.

Syntax
Set Ski pRest oreRAMCode = 0 | 1

Example
SetSkipRestoreRAMCode = 1

7.14.1.78 SetSysPowerDownOnldle

When using this command, the target CPU is powered-down when no transmission between
J-Link and the target CPU was performed for a specific time. When the next command is
given, the CPU is powered-up.

Note

This command works only for Cortex-M3 devices.

Typical applications

This feature is useful to reduce the power consumption of the CPU.

Syntax

Set SysPower DownOnl dl e = <val ue>

Note

A 0 for <value> disables the power-down on idle functionality.

Example

Set SysPower DownOnldl e = 10; // The target CPU i s powered-down when there is no
/1 transm ssion between J-Link and target CPU for
/1 at |east 10ns

7.14.1.79 SetVerifyDownload

This command is used to configure the verify mode.
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Syntax
Set Veri f yDownl oad = <Veri f yMbde>

Compare mode Description
Skip
Programmed sectors, fastest method (default)

Programmed sectors using CRC

Programmed sectors using readback

All sectors using fastest method

All sectors using CRC
All sectors using read back

Programmed sectors using checksum

o Njojn AW NN H|O

All sectors using checksum

Example

SetVerifyDownload = 1 // Select programmed sectors, fastest method
7.14.1.80 SetWorkRAM
This command can be used to configure the RAM area which will be used by J-Link.

Syntax
Set Wr KRAM <St ar t Addr essOf Ar ea>- <EndAddr essOf Ar ea>

Example

SetWorkRAM 0x10000000-0x100FFFFF
7.14.1.81 ShowControlPanel

Executing this command opens the control panel.

Syntax

ShowCont r ol Panel

7.14.1.82 SilentUpdateFW

After using this command, new firmware will be updated automatically without opening a
message box.

Syntax

Si | ent Updat eFW

7.14.1.83 SupplyPower

This command activates power supply over pin 19 of the JTAG connector. The KS (Kickstart)
versions of J-Link have the V5 supply over pin 19 activated by default.

Typical applications

This feature is useful for some eval boards that can be powered over the JTAG connector.

Syntax
Suppl yPower = 0 | 1
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Example
SupplyPower = 1

7.14.1.84 SupplyPowerDefault

This command activates power supply over pin 19 of the JTAG connector permanently. The
KS (Kickstart) versions of J-Link have the V5 supply over pin 19 activated by default.

Typical applications

This feature is useful for some eval boards that can be powered over the JTAG connector.

Syntax
Suppl yPower Default = 0 | 1

Example
SupplyPowerDefault = 1
7.14.1.85 SuppressControlPanel
Using this command ensures, that the control panel will not pop up automatically.
Syntax

Suppr essCont r ol Panel

7.14.1.86 SuppressinfoUpdateFW

After using this command information about available firmware updates will be suppressed.

Note

We strongly recommend not to use this command, latest firmware versions should
always be used!

Syntax
Suppr essl nf oUpdat eFW

7.14.1.87 SWOSetConversionMode

This command is used to set the SWO conversion mode.

Syntax
SWoSet Conver si onMbde = <Conver si onhMbde>
Conversion mode Description
0 If only \n’ is received, make it "\r\n” to make the line end Win-
dows-compliant. (Default behavior)
1 Leave everything as it is, do not add any characters.
Example

SWOSetConversionMode = 0

7.14.2 Using J-Link Command Strings

For instructions on how to execute J-Link script files depending on the debug environment
used, please refer to: SEGGER Wiki: Using J-Link Command Strings
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7.15 Switching off CPU clock during debug

We recommend not to switch off CPU clock during debug. However, if you do, you should
consider the following:

Non-synthesizable cores (ARM7TDMI, ARM9TDMI, ARM920, etc.)

With these cores, the TAP controller uses the clock signal provided by the emulator, which
means the TAP controller and ICE-Breaker continue to be accessible even if the CPU has
no clock.

Therefore, switching off CPU clock during debug is normally possible if the CPU clock is
periodically (typically using a regular timer interrupt) switched on every few ms for at least
a few us. In this case, the CPU will stop at the first instruction in the ISR (typically at
address 0x18).

Synthesizable cores (ARM7TDMI-S, ARM9E-S, etc.)

With these cores, the clock input of the TAP controller is connected to the output of a three-
stage synchronizer, which is fed by clock signal provided by the emulator, which means
that the TAP controller and ICE-Breaker are not accessible if the CPU has no clock.

If the RTCK signal is provided, adaptive clocking function can be used to synchronize the
JTAG clock (provided by the emulator) to the processor clock. This way, the JTAG clock is
stopped if the CPU clock is switched off.

If adaptive clocking is used, switching off CPU clock during debug is normally possible if
the CPU clock is periodically (typically using a regular timer interrupt) switched on every
few ms for at least a few us. In this case, the CPU will stop at the first instruction in the
ISR (typically at address 0x18).
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7.16 Cache handling

Most target systems with external memory have at least one cache. Typically, ARM7 sys-
tems with external memory come with a unified cache, which is used for both code and data.
Most ARM9 systems with external memory come with separate caches for the instruction
bus (I-Cache) and data bus (D-Cache) due to the hardware architecture.

7.16.1 Cache coherency

When debugging or otherwise working with a system with processor with cache, it is im-
portant to maintain the cache(s) and main memory coherent. This is easy in systems with
a unified cache and becomes increasingly difficult in systems with hardware architecture.
A write buffer and a D-Cache configured in write-back mode can further complicate the
problem.

ARM9 chips have no hardware to keep the caches coherent, so that this is the responsibility
of the software.

7.16.2 Cache clean area

J-Link / J-Trace handles cache cleaning directly through JTAG commands. Unlike other em-
ulators, it does not have to download code to the target system. This makes setting up J-
Link / J-Trace easier. Therefore, a cache clean area is not required.

7.16.3 Cache handling of ARM7 cores

Because ARM7 cores have a unified cache, there is no need to handle the caches during
debug

7.16.4 Cache handling of ARM9 cores

ARM9 cores with cache require J-Link / J-Trace to handle the caches during debug. If the
processor enters debug state with caches enabled, J-Link / J-Trace does the following:

When entering debug state

J-Link / J-Trace performs the following:

e It stores the current write behavior for the D-Cache.
e It selects write-through behavior for the D-Cache.

When leaving debug state

J-Link / J-Trace performs the following:

e It restores the stored write behavior for the D-Cache.
e It invalidates the D-Cache.

Note

The implementation of the cache handling is different for different cores. However,
the cache is handled correctly for all supported ARM9 cores.
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7.17 Virtual COM Port (VCOM)
7.17.1 Configuring Virtual COM Port

CHAPTER 7

Virtual COM Port (VCOM)

In general, the VCOM feature can be disabled and enabled for debug probes which comes
with support for it via J-Link Commander and J-Link Configurator. Below, a small description
of how to use use them to configure the feature is given.

Note

Note

capabilities.

7.17.1.1 Via J-Link Configurator

VCOM can only be used when debugging via SWD target interface. Pin 5 = J-Link-Tx
(out), Pin 17 = J-Link-Rx (in).

Currently, only J-Link models with hardware version 9 or newer comes with VCOM

The J-Link Software and Documentation Package comes with a free GUI-based utility called
J-Link Configurator which auto-detects all J-Links that are connected to the host PC via USB
& Ethernet. The J-Link Configurator allows the user to enable and disable the VCOM. For
more information about the J-Link Configurator, please refer to J-Link Configurator .

Configure J-Link

General

Product |SEGGEF| J-Link &RM %300

SN |59200008

Mickname |

USE |dentification
Real SM j Real SM (53200006

Virtual COM-Port

Mote: The new configuration
™ Dizable  applies after power cycling
the debug probe.

7.17.1.2 ViaJ-Link Commander

Simply start J-Link Commander, which is part of the J-Link Software and Documentation
Package and enter the vcom enable|disable command as in the screenshot below. After
changing the configuration a power on cycle of the debug probe is necessary in order to use
the new configuration. For feature information about how to use the J-Link Commander,
please refer to J-Link Commander (Command line tool) .
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Chapter 8

Flash download

This chapter describes how the flash download feature of the DLL can be used in different
debugger environments.
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8.1 Introduction

The J-Link DLL comes with a lot of flash loaders that allow direct programming of internal
flash memory for popular microcontrollers. Moreover, the J-Link DLL also allows program-
ming of CFI-compliant external NOR flash memory. The flash download feature of the J-
Link DLL does not require an extra license and can be used free of charge.

Why should | use the J-Link flash download feature?

Being able to download code directly into flash from the debugger or integrated IDE signif-
icantly shortens the turn-around times when testing software. The flash download feature
of J-Link is very efficient and allows fast flash programming. For example, if a debugger
splits the download image into several pieces, the flash download software will collect the
individual parts and perform the actual flash programming right before program execution.
This avoids repeated flash programming. Moreover, the J-Link flash loaders make flash be-
have like RAM. This means that the debugger only needs to select the correct device which
enables the J-Link DLL to automatically activate the correct flash loader if the debugger
writes to a specific memory address.

This also makes it very easy for debugger vendors to make use of the flash download feature
because almost no extra work is necessary on the debugger side since the debugger does
not have to differ between memory writes to RAM and memory writes to flash.
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8.2 Licensing

No extra license required. The flash download feature can be used free of charge.
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8.3 Supported devices

J-Link supports download into the internal flash of a large humber of microcontrollers. You
can always find the latest list of supported devices on our website:
List of supported target devices

In general, J-Link can be used with any ARM7/ARM9/ARM11, Cortex-M0/M1/M3/M4/M7/
M23/M33, Cortex-A5/A7/A8/A9/A12/A15/A17 and Cortex-R4/R5 core even if it does not
provide internal flash.

Furthermore, flash download is also available for all CFI-compliant external NOR-flash de-
vices.
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8.4 Setup for various debuggers (internal flash)

The J-Link flash download feature can be used by different debuggers, such as IAR Embed-
ded Workbench, Keil MDK, GDB based IDEs, ... . For different debuggers there are different
steps required to enable J-Link flash download.

Most debuggers will use the J-Link flashloader by default if the target device is specified.
A few debuggers come with their own flashloaders and need to be configured to use the J-
Link flashloader in order to achieve the maximum possible performance.

For further information on how to specify the target device and on how to use the J-Link
flashloader in different debuggers, please refer to:
SEGGER Wiki: Getting Started with Various IDEs

Note

While using flashloaders of a 3rd party applications works in most cases, SEGGER can
neither offer support for those nor guarantee that other features won’t be impaired
as a side effect of not using the J-Link flashloader
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8.5 Setup for various debuggers (CFlI flash)

The setup for download into CFI-compliant memory is different from the one for internal
flash. Initialization of the external memory interface the CFI flash is connected to, is user’s
responsibility and is expected by the J-Link software to be done prior to performing accesses
to the specified CFI area.

Specifying of the CFI area is done in a J-Link script file, as explained below.

For further information on J-Link script files, please refer to J-Link Script Files and for further
information on how to use J-Link script files with different debuggers, please refer to:
SEGGER Wiki: Getting Started with Various IDEs .
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8.6 Setup for various debuggers (SPIFI flash)

The J-Link DLL supports programming of SPIFI flash and the J-Link flash download feature
can be used therefore by different debuggers, such as IAR Embedded Work bench, Keil
MDK, GDB based IDEs, ...

There is nothing special to be done by the user to also enable download into SPIFI flash.
The setup and behavior is the same as if download into internal flash. For more information
about how to setup different debuggers for downloading into SPIFI flash memory, please
refer to Setup for various debuggers (internal flash) on page 234.
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8.7 QSPI flash support

The J-Link DLL also supports programming of any (Q)SPI flash connected to a device that is
supported by the J-Link DLL, if the device allows memory-mapped access to the flash. Most
modern MCUs / CPUs provide a so called "QSPI area” in their memory-map which allows
the CPU to read-access a (Q)SPI flash as regular memory (RAM, internal flash etc.).

8.7.1 Setup the DLL for QSPI flash download

There is nothing special to be done by the user to also enable download into a QSPI flash
connected to a specific device. The setup and behavior is the same as if download into
internal flash, which mainly means the device has to be selected and nothing else, would be
performed. For more information about how to setup the J-Link DLL for download into inter-
nal flash memory, please refer to Setup for various debuggers (internal flash) on page 234.

The sectorization, command set and other flash parameters are fully auto-detected by the
J-Link DLL, so no special user setup is required.
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8.8 Using the DLL flash loaders in custom
applications

The J-Link DLL flash loaders make flash behave as RAM from a user perspective, since flash
programming is triggered by simply calling the J-Link API functions for memory reading /
writing. For more information about how to setup the J-Link API for flash programming

please refer to the J-Link SDK documentation (UM08002) (available for J-Link SDK cus-
tomers only).
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8.9 Debugging applications that change flash
contents at runtime

The J-Link DLL cashes flash contents in order to improve overall performance and therefore
provide the best debugging experience possible. In case the debugged application does
change the flash contents, it is necessary to disable caching of the effected flash range.
This can be done using the J-Link command string ExcludeFlashCacheRange .

The SEGGER Wiki provides an article about this topic that provides further information,
which can be found here:

SEGGER Wiki: Debugging self-modifying code in flash
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Chapter 9

Flash breakpoints

This chapter describes how the flash breakpoints feature of the DLL can be used in different
debugger environments.
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9.1 Introduction

The J-Link DLL supports a feature called flash breakpoints which allows the user to set
an unlimited number of breakpoints in flash memory rather than only being able to use
the hardware breakpoints of the device. Usually when using hardware breakpoints only, a
maximum of 2 (ARM 7/9/11) to 8 (Cortex-A/R) breakpoints can be set. The flash memory
can be the internal flash memory of a supported microcontroller or external CFI-compliant
flash memory. In the following sections the setup for different debuggers for use of the
flash breakpoints feature is explained.

How do breakpoints work?

There are basically 2 types of breakpoints in a computer system: Hardware breakpoints and
software breakpoints. Hardware breakpoints require a dedicated hardware unit for every
breakpoint. In other words, the hardware dictates how many hardware breakpoints can be
set simultaneously. ARM 7/9 cores have 2 breakpoint units (called “watchpoint units” in
ARM'’s documentation), allowing 2 hardware breakpoints to be set. Hardware breakpoints do
not require modification of the program code. Software breakpoints are different: The de-
bugger modifies the program and replaces the breakpointed instruction with a special val-
ue. Additional software breakpoints do not require additional hardware units in the proces-
sor, since simply more instructions are replaced. This is a standard procedure that most
debuggers are capable of, however, this usually requires the program to be located in RAM.

What is special about software breakpoints in flash?

Flash breakpoints allows setting an unlimited number of breakpoints even if the user ap-
plication is not located in RAM. On modern microcontrollers this is the standard scenario
because on most microcontrollers the internal RAM is not big enough to hold the complete
application. When replacing instructions in flash memory this requires re-programming of
the flash which takes much more time than simply replacing a instruction when debugging
in RAM. The J-Link flash breakpoints feature is highly optimized for fast flash programming
speed and in combination with the instruction set simulation only re-programs flash that
is absolutely necessary. This makes debugging in flash using flash breakpoints almost as
flawless as debugging in RAM.

What performance can | expect?

Flash algorithm, specially designed for this purpose, sets and clears flash breakpoints ex-
tremely fast; on microcontrollers with fast flash the difference between software break-
points in RAM and flash is hardly noticeable.

How is this performance achieved?

We have put a lot of effort in making flash breakpoints really usable and convenient. Flash
sectors are programmed only when necessary; this is usually the moment execution of
the target program is started. A lot of times, more than one breakpoint is located in the
same flash sector, which allows programming multiple breakpoints by programming just
a single sector. The contents of program memory are cached, avoiding time consuming
reading of the flash sectors. A smart combination of software and hardware breakpoints
allows us to use hardware breakpoints a lot of times, especially when the debugger is source
level-stepping, avoiding re-programming the flash in these situations. A built-in instruction
set simulator further reduces the number of flash operations which need to be performed.
This minimizes delays for the user, while maximizing the life time of the flash. All resources
of the ARM microcontroller are available to the application program, no memory is lost for
debugging.
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CHAPTER 9 Licensing

In order to use the flash breakpoints feature a separate license is necessary for each J-
Link. For some devices J-Link comes with a device-based license and some J-Link models
also come with a full license for flash breakpoints but the normal J-Link comes without any
licenses. For more information about licensing itself and which devices have a device-based
license, please refer to J-Link Model overview .

9.2.1 Free for evaluation and non-commercial use

In general, the unlimited flash breakpoints feature of the J-Link DLL can be used free of
charge for evaluation and non-commercial use. If used in a commercial project, a license
needs to be purchased when the evaluation is complete. There is no time limit on the eval-
uation period. This feature allows setting an unlimited number of breakpoints even if the
application program is located in flash memory, thereby utilizing the debugging environ-

ment to its fullest.

ﬂ J-Link V&.14h Out of breakpeints

The debugger is tiying to et a break point in flazh memony at addrezs 0x080003CC.
! The target CPU has run out of hardware breakpoints.

I order to get the requested break point, a zoftware breakpoint in flazh memom can be et

Unlirited breakpaints in flash memary [Flazh Breakpoints] iz an enhanced feature of J-Link which requires an additional license.

Some members of the J-Link family [such az J-Link PRO and J-Link PLUS) already come with a built-in license for unlimited breakpoints in flash memaory.
In order to buy a license for unlimited breakpoints in flash memary for the connected emulator, please get in touch with sales@seqaer. com.
Fior more information regarding this feature, please refer to http:/Aawe segger com/jlink_buy_Hashbps. bl

However, using thiz feature without the additional license iz possible and permitted if uzed for evaluation only.
Evaluate unlimited breakpaints in flagh memary now 7

J-Link 5/M: 1
E breakpaoints are cunently set:

#1 Addr = 0x080003CC, Type = Any,
#2 Addr = 0x080003C0, Type = Any.
#3 Addr = 0x080003C2, Type = Any,
#4 Addr = 0:080003C4, Type = Any.
#5 Addr = 0x030003CE, Type = Ay,
HE Addr = 0:080003C8, Type = Any,

Implemnentation = Hard
Implementation = Hard
Implementation = Hard
Implementation = Hard
Implementation = Hard
Implermentation = Hard

[ Do mot shows this message again for today
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9.3 Supported devices

J-Link supports flash breakpoints for a large nhumber of microcontrollers. You can always
find the latest list of supported devices on our website:
List of supported target devices

In general, J-Link can be used with any ARM7/ARM9/ARM11, Cortex-M0/M1/M3/M4/M7/
M23/M33, Cortex-A5/A7/A8/A9/A12/A15/A17 and Cortex-R4/R5 core even if it does not
provide internal flash.

Furthermore, flash breakpoints are also available for all CFI compliant external NOR-flash
devices.
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9.4 Setup & compatibility with various debuggers
9.4.1 Setup

In compatible debuggers, flash breakpoints work if the J-Link flash loader works and a
license for flash breakpoints is present. No additional setup is required. The flash breakpoint
feature is available for internal flashes and for external flash (parallel NOR CFI flash as
well as QSPI flash). For more information about how to setup various debuggers for flash
download, please refer to Setup for various debuggers (internal flash) . Whether flash
breakpoints are available can be verified using the J-Link control panel:

L;';.'l: SEGGER J-Link ¥4.35g {beta) - Control panel

General  Settings I Breakpointsl Log I MHET I CPU Regs | Target F‘owerl Sy I HAW'TIac:eI <I 4

Log file [~ Overide
“C:\JLink.Iog Clear I—‘

Settings file I | Oweride
“E: “Program FileshSEGIGERLinkaFbd_%435g%Defaultini —‘
Script file
“Not specified _I ‘
M Flazh dovwnload W Flazh breakpoints————————————
& On Campare | L zing fastest method j & Auto | License found
X " On ¥ Show info window during
o Off Werify | Programmed sectors, fastest methocj ~ o program
IEnabIed, download pending: O bytes IEnabIed

" Ovenide device selection

[v Allaw caching of flash contents (On) ; . . .
: : . - Modify breakpoints d 1
[V Allow instruction set simulation 0Cly DreaxpoIN's Cung e4ecifion

= Oweride memony map IAIIow j

|Ready |JLINK_HasErr0r (Done) |1 110 sec, in 14 calls S

9.4.2 Compatibility with various debuggers

Flash breakpoints can be used in all debugger which use the proper J-Link API to set break-
points. Compatible debuggers/ debug interfaces are:

IAR Embedded Workbench

Keil MDK

GDB-based debuggers

Freescale Codewarrior

Mentor Graphics Sourcery CodeBench
RDI-compliant debuggers

Incompatible debuggers / debug interfaces:
e Rowley Crossworks
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9.5 Flash Breakpoints in QSPI flash

Many modern CPUs allow direct execution from QSPI flash in a so-called "QSPI area” in their
memory-map. This feature is called execute-in-place (XIP). On some cores like Cortex-M
where hardware breakpoints are only available in a certain address range, sometimes J-
Link flash breakpoints are the only possibility to set breakpoints when debugging code
running in QSPI flash.

9.5.1 Setup

The setup for the debugger is the same as for downloading into QSPI flash. For more
information please refer to QSPI flash support .
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9.6 FAQ

Why can flash breakpoints not be used with Rowley Crossworks? Because Rowley Cross-
works does not use the proper J-Link API to set breakpoints. Instead of using the break-
point-API, Crossworks programs the debug hardware directly, leaving J-Link no choice to
use its flash breakpoints.
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Monitor Mode Debugging

This chapter describes how to use monitor mode debugging support with J-Link.
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10.1 Introduction

In general, there are two standard debug modes available for CPUs:

1. Halt mode
2. Monitor mode

Halt mode is the default debug mode used by J-Link. In this mode the CPU is halted and
stops program execution when a breakpoint is hit or the debugger issues a halt request.
This means that no parts of the application continue running while the CPU is halted (in
debug mode) and peripheral interrupts can only become pending but not taken as this
would require execution of the debug interrupt handlers. In circumstances halt mode may
cause problems during debugging specific systems:

1. Certain parts of the application need to keep running in order to make sure that
communication with external components does not break down. This is the case for
Bluetooth applications where the Bluetooth link needs to be kept up while the CPU is in
debug mode, otherwise the communication would fail and a resume or single stepping
of the user application would not be possible

2. Some peripherals are also stopped when the CPU enters debug mode. For example;
Pulse-width modulation (PWM) units for motor control applications may be halted while
in an undefined / or even dangerous state, resulting in unwanted side-effects on the
external hardware connected to these units.

This is where monitor mode debugging becomes effective. In monitor debug mode the CPU
is not halted but takes a specific debug exception and jumps into a defined exception handler
that executes (usually in a loop) a debug monitor software that performs communication
with J-Link (in order to read/write CPU registers and so on). The main effect is the same
as for halting mode: the user application is interrupted at a specific point but in contrast
to halting mode, the fact that the CPU executes a handler also allows it to perform some
specific operations on debug entry / exit or even periodically during debug mode with almost
no delay. This enables the handling of such complex debug cases as those explained above.
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10.2 Enable Monitor Debugging

As explained before, by default J-Link uses halt mode debugging. In order to enable mon-
itor mode debugging, the J-Link software needs to be explicitly told to use monitor mode
debugging. This is done slightly differently from IDE to IDE. In general, the IDE does not
notice any difference between halting and monitor debug mode. If J-Link is unable to locate
a valid monitor in the target memory, it will default back to halt mode debugging in order
to still allow debugging in general.

For instructions on how to enable Monitor Mode Debugging, please refer to:
SEGGER Wiki: Enable Monitor Mode Debugging
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10.3 Availability and limitations of monitor mode

Many CPUs only support one of these debug modes, halt mode or monitor mode. In the
following it is explained for which CPU cores monitor mode is available and any limitations,
if any.

10.3.1 Cortex-M3

See Cortex-M4 on page 250.

10.3.2 Cortex-M4

For Cortex-M4, monitor mode debugging is supported. The monitor code provided by SEG-
GER can easily be linked into the user application.

Considerations & Limitations

The user-specific monitor functions must not block the generic monitor for more than
100ms. Manipulation of the stack pointer register (SP) from within the IDE is not possible
as the stack pointer is necessary for resuming the user application on Go(). The unlimited
number of flash breakpoints feature cannot be used in monitor mode. This restriction may
be removed in a future version. It is not possible to debug the monitor itself, when using
monitor mode.
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10.4 Monitor code

A CPU core-specific monitor code is necessary to perform monitor mode debugging with J-
Link. This monitor performs the communication with J-Link while the CPU is in debug mode
(meaning in the monitor exception). The monitor code needs to be compiled and linked as
a normal part of the application. Monitors for different cores are available from SEGGER
upon request at https://www.segger.com/ticket .

In general, the monitor code consists of three files:

e JLINK_MONITOR.c: Contains user-specific functions that are called on debug mode
entry, exit and periodically while the CPU is in debug mode. Functions can be filled with
user-specific code. None of the functions must block the generic monitor for more than
100ms.

JLINK_MONITOR.h: Header file to populate JLINK_MONITOR_ functions.
JLINK_MONITOR_ISR.s: Generic monitor assembler file. (Should not be modified by the
user)Do NOT touch.
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10.5 Debugging interrupts

In general it is possible to debug interrupts when using monitor mode debugging but there
are some things that need to be taken care of when debugging interrupts in monitor mode:

e Only interrupts with a lower priority than the debug/monitor interrupt can be debugged /
stepped.

e Setting breakpoints in interrupt service routines (ISRs) with higher priority than the
debug/monitor interrupt will result in malfunction because the CPU cannot take the
debug interrupt when hitting the breakpoint.
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10.6 Having servicing interrupts in debug mode

Under some circumstances it may be useful or even necessary to have some servicing
interrupts still firing while the CPU is “halted” for the debugger (meaning it has taken the
debug interrupt and is executing the monitor code). This can be for keeping motor controls
active or a Bluetooth link etc. In general it is possible to have such interrupts by just
assigning a higher priority to them than the debug interrupt has. Please keep in mind that
there are some limitations for such interrupts:

e They cannot be debugged
e No breakpoints must be set in any code used by these interrupts
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10.7 Forwarding of Monitor Interrupts

In some applications, there might be an additional software layer that takes all interrupts in
the first place and forwards them to the user application by explicitly calling the ISRs from
the user application vector table. For such cases, it is impossible for J-Link to automatically
check for the existence of a monitor mode handler as the handler is usually linked in the
user application and not in the additional software layer, so the DLL will automatically switch
back to halt mode debugging. In order to enable monitor mode debugging for such cases,
the base address of the vector table of the user application that includes the actual monitor
handler needs to be manually specified. For more information about how to do this for
various IDEs, please refer to Enable Monitor Debugging .
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10.8 Target application performs reset (Cortex-M)

For Cortex-M based target CPUs if the target application contains some code that issues a
reset (e.g. a watchdog reset), some special care needs to be taken regarding breakpoints.
In general, a target reset will leave the debug logic of the CPU untouched meaning that
breakpoints etc. are left intact, however monitor mode gets disabled (bits in DEMCR get
cleared). J-Link automatically restores the monitor bits within a few microseconds, after
they have been detected as being cleared without explicitly being cleared by J-Link.

However, there is a small window in which it can happen that a breakpoint is hit before
J-Link has restored the monitor bits. If this happens, instead of entering debug mode, a
HardFault is triggered. To avoid hanging of the application, a special version of the Hard-
Fault_Handler is needed which detects if the reason for the HardFault was a breakpoint
and if so, just ignores it and resumes execution of the target application. A sample for
such a HardFault handler can be downloaded from the SEGGER website: https://www.seg-
ger.com/downloads/appnotes “Generic SEGGER HardFault handler”.
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Low Power Debugging

This chapter describes how to debug low power modes on a supported target CPU.
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11.1 Introduction

As power consumption is an important factor for embedded systems, CPUs provide different
kinds of low power modes to reduce power consumption of the target system. The useful
this is for the application, the problematic it is during debug. In general, how far debugging
target applications that make use of low power modes is possible, heavily depends on the
device being used as several behavior is implementation defined and differs from device to
device. The following cases are the most common ones:

1. The device provides specific special function registers for debugging to keep some clocks
running necessary for debugging, while the device is in a low power mode.

2. The device wakes up automatically, as soon as there is a request by the debug probe
on the debug interface

3. The device powers off the debug interface partially, allowing the debug probe to read-
access certain parts but does not allow to control the CPU.

4. The device powers off the debug interface completely and the debug probe loses the
connection to the device (temporarily)

While cases 1-3 are the most convenient ones from the debug perspective because the
low power mode is transparent to the end user, they do not provide a real-world scenario
because certain things cannot be really tested if certain clocks are still active which would
not be in the release configuration with no debug probe attached. In addition to that,
the power consumption is significantly higher than in the release config which may cause
problems on some hardware designs which are specifically designed for very low power
consumption.

The last case (debug probes temporarily loses connection) usually causes the end of a
debug session because the debugger would get errors on accesses like “check if CPU is
halted/hit a BP”. To avoid this, there is a special setting for J-Link that can be activated, to
handle such cases in a better way, which is explained in the following.
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11.2 Activating low power mode handling for J-Link

While usually the J-Link DLL handles communication losses as errors, there is a possibili-
ty to enable low power mode handling in the J-Link DLL, which puts the DLL into a less
restrictive mode (low-power handling mode) when it comes to such loss-cases. The low-
power handling mode is disabled by default to allow the DLL to react on target communi-
cation breakdowns but this behavior is not desired when debugging cases where the target
is unresponsive temporarily. How the low-power mode handling mode is enabled, depends
on the debug environment.

Please refer to SEGGER Wiki: Low power mode handling for instructions on how to enable
low power mode handling.
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11.3 Restrictions

As the connection to the target is temporary lost while it is in low power mode, some
restrictions during debug apply:

Make sure that the IDE does not perform periodic accesses to memory while the target
is in a low power mode. E.g.: Disable periodic refresh of memory windows, close live
watch windows etc.

Avoid issuing manual halt requests to the target while it is in a low power mode.

Do not try to set breakpoints while the target already is in a low power mode. If a
breakpoint in a wake-up routine shall be hit as soon as the target wakes up from low
power mode, set this breakpoint before the target enters low power mode.

Single stepping instructions that enter a low power mode (e.g. WFI/WFE on Cortex-M)
is not possible/supported.

Debugging low power modes that require a reset to wake-up can only be debugged on
targets where the debug interface is not reset by such a reset. Otherwise breakpoints
and other settings are lost which may result in unpredictable behavior.

J-Link does it's best to handle cases where one or more of the above restrictions is not
considered but depending on how the IDE reacts to specific operations to fail, error mes-
sages may appear or the debug session will be terminated by the IDE.
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Open Flashloader

This chapter describes how to add support for new devices to the J-Link DLL and software
that uses the J-Link DLL using the Open Flashloader concept.
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12.1 Introduction

As the number of devices being available is steadily growing and sometimes in an early
stage of the MCU development only a few samples/boards are available that may not be
provided to third parties (e.g. SEGGER) to add support for a new device. Also the existence
of the device may have confidential status, so it might not be mentioned as being supported
in public releases yet. Therefore it might be desirable to be able to add support for new
devices on your own, without depending on SEGGER and a new release of the J-Link soft-
ware package being available.

The J-Link DLL allows customers to add support for new devices on their own. It is also
possible to edit/extend existing devices of the device database by for example adding new
flash banks (e.g. to add support for internal EEPROM programming or SPIFI programming
etc.). This chapter explains how new devices can be added to the DLL and how existing
ones can be edited/extended.
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12.2 General procedure

By default, the J-Link DLL comes with a build-in device database that defines which device
names are known and therefore officially supported by the J-Link DLL and software that
uses the J-Link DLL. This list can also be viewed on our website:

List of supported target devices

It is possible to add new devices to the currently used DLL by specifying them in an XML file
placed in the JLinkDevices folder. It is also possible to edit/extend an device from the built-
in device database via this XML file. The location of the JLinkDevices folder is depending
on the operating system:

e Windows: C:\ User s\ <USER>\ AppDat a\ Roani ng\ SEGGER\ JLi nkDevi ces
e Linux: $HOW . confi g/ SEGGER/ JLi nkDevi ces
e macOS: $HOWE/ Li brary/ Appl i cati on Support/ SEGGER/ JLi nkDevi ces
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12.3 Adding anew device

In order to add support for a new device to the J-Link DLL, the following needs to be added
to the *.xml file:

<Dat abase>
<Devi ce>
<Chi pI nfo Vendor="..."
Nane="..."
Wor KRAMAddr =". . . "
Wor KRAMSI ze="..."
Core="..." [>
<Fl ashBankl nfo Name="..."
BaseAddr="..."
MaxSi ze="..."
Loader="..."
Loader Type="..."
Al waysPresent="..." />
</ Devi ce>
</ Dat abase>

When adding a new device, the following attributes for the <Chi pl nf 0> tag are mandatory:

e \Vendor
e Name
e Core

In case a <Fl ashBankl nf o> tag is also added, the following attributes in addition to the
ones mentioned before, become mandatory:

ChiplInfo-Tag

¢ WorkRAMAddr
e WorkRAMSize
e FlashBankInfo

FlashBankInfo-Tag

Name
BaseAddr
MaxSize
Loader
LoaderType
AlwaysPresent

For more information about the tags and their attributes, please refer to XML Tags and
Attributes .

In order to add more than one device to the device database, just repeat the <Devi ce>
.. </ Devi ce> tag structure from above for each device or create a new *.xml file in the
JLinkDevices folder.
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12.4 Editing/Extending an Existing Device

In order to edit/extend a device that is already in the built-in device database of the J-Link
DLL, the following needs to be added to the *.xml file:

<Dat abase>

<Devi ce>
<Chi pI nfo Vendor="..."
Nane="..." />
<Fl ashBankl nfo Name="..."
BaseAddr="..."
MaxSi ze="..."
Loader="..."
Loader Type="..."
Al waysPresent="..." />
</ Devi ce>

</ Dat abase>

The attribute Name of the tag <ChipInfo> must specify exactly the same name as the
device in the built-in device database specifies. In case the value of the attribute BaseAddr
specifies an address of an existing flash bank for the existing device, in the built-in device
database, the flash bank from the built-in database is replaced by the one from the XML file.

When adding new flash banks or if the device in the built-in database does not specify any
flash banks so far, the same attribute requirements as for adding a new device, apply. For
more information, please refer to Adding a new device .

In order to add more than one flash bank, just repeat the <Fl ashBanklnfo ... />> tag
structure from above, inside the same <Devi ce> tag.

For more information about the tags and their attributes, please refer to XML Tags and
Attributes .
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12.5 XML Tags and Attributes

In the following, the valid XML tags and their possible attributes are explained.

General rules

e Attributes may only occur inside an opening tag
e Attribute values must be enclosed by quotation marks

Tag Description
<Dat abase> Opens the XML file top-level tag.
<Devi ce> Opens the description for a new device.
. Specifies basic information about the device to be added, like the
<Chi pl nf 0> L
core it incorporates etc.
<Fl ashBankl nf o> Specifies a flash bank for the device.

12.5.1 <Database>

Opens the XML file top-level tag. Only present once per XML file.

Valid attributes

This tag has no attributes

Notes

e Must only occur once per XML file
e Must be closed via </Database>

12.5.2 <Device>

Opens the description for a new device.

Valid attributes

This tag has no attributes

Notes

e Must be closed via </Device> .
e May occur multiple times in an XML file

12.5.3 <ChipInfo>

Specifies basic information about the device to be added, like the core it incorporates etc.

Valid attributes

Parameter

Meaning

Vendor

String that specifies the name of the vendor of the device.
This attribute is mandatory.
E.g. Vendor="ST".

Name

Name of the device. This attribute is mandatory.
E.g. Name="STM32F407IE"

WorkRAMAddr

Hexadecimal value that specifies the address of a RAM area
that can be used by J-Link during flash programming etc.
Should not be used by any DMAs on the device. Cannot exist
without also specifying WorkRAMSize. If no flash banks are
added for the new device, this attribute is optional.

E.g. WorkRAMAddr="0x20000000"
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Parameter

Meaning

WorkRAMSize

Hexadecimal value that specifies the size of the RAM area
that can be used by J-Link during flash programming etc.
Cannot exist without also specifying WorkRAMAddr. If no
flash banks are added for the new device, this attribute is
optional.

E.g. WorkRAMSize="0x10000"

Core

Specifies the core that the device incorporates. If a new de-
vice added, this attribute is mandatory.

E.g. Core="JLINK_CORE_CORTEX_MO0"

For a list of valid attribute values, please refer to Attribute
values - Core .

JLinkScriptFile

String that specifies the path to a J-Link script file if required
for the device. Path can be relative or absolute. If path is
relative, it is relative to the location of the JLinkDevices.xml
file. This attribute is optional.

E.g. JLinkScriptFile="ST/Example.jlinkscript”

String that is a list of aliases for the specified device.
Every alias creates an entry in the target device list with the

Aliases alias as device name.
The different aliases are separated by semicolons (*;”
E.g. Aliases="Device_1;Device_2;Device_3;Device_4"
Notes

e No separate closing tag.

Directly closed after attributes have been specified: <Chi pl nfo .../ >
e Must not occur outside a <Devi ce> tag.

12.5.3.1 Attribute values - Core

The following values are valid for the Core attribute:

JLINK_CORE_CORTEX_M1
JLINK_CORE_CORTEX_M3

JLINK_CORE_CORTEX_M3_R1PO
JLINK_CORE_CORTEX_M3_R1P1
JLINK_CORE_CORTEX_M3_R2P0O
JLINK_CORE_CORTEX_M3_R2P1
JLINK_CORE_CORTEX_MO

JLINK_CORE_CORTEX_M_V8BASEL

JLINK_CORE_ARM7
JLINK_CORE_ARM7TDMI
JLINK_CORE_ARM7TDMI_R3
JLINK_CORE_ARM7TDMI_R4
JLINK_CORE_ARM7TDMI_S
JLINK_CORE_ARM7TDMI_S_R3
JLINK_CORE_ARM7TDMI_S_R4
JLINK_CORE_CORTEX_A8
JLINK_CORE_CORTEX_A7
JLINK_CORE_CORTEX_A9
JLINK_CORE_CORTEX_A12
JLINK_CORE_CORTEX_A15
JLINK_CORE_CORTEX_A17
JLINK_CORE_ARM9
JLINK_CORE_ARM9TDMI_S
JLINK_CORE_ARM920T
JLINK_CORE_ARM922T
JLINK_CORE_ARM926E]_S
JLINK_CORE_ARM946E_S
JLINK_CORE_ARM966E_S
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JLINK_CORE_ARM968E_S
JLINK_CORE_ARM11
JLINK_CORE_ARM1136
JLINK_CORE_ARM1136]
JLINK_CORE_ARM1136]_S
JLINK_CORE_ARM1136]F
JLINK_CORE_ARM1136JF_S
JLINK_CORE_ARM1156
JLINK_CORE_ARM1176
JLINK_CORE_ARM1176]
JLINK_CORE_ARM1176]1_S
JLINK_CORE_ARM1176]F
JLINK_CORE_ARM1176JF_S
JLINK_CORE_CORTEX_R4
JLINK_CORE_CORTEX_R5
JLINK_CORE_RX
JLINK_CORE_RX62N
JLINK_CORE_RX62T
JLINK_CORE_RX63N
JLINK_CORE_RX630
JLINK_CORE_RX63T
JLINK_CORE_RX621
JLINK_CORE_RX62G
JLINK_CORE_RX631
JLINK_CORE_RX65N
JLINK_CORE_RX21A
JLINK_CORE_RX220
JLINK_CORE_RX230
JLINK_CORE_RX231
JLINK_CORE_RX23T
JLINK_CORE_RX24T
JLINK_CORE_RX110
JLINK_CORE_RX113
JLINK_CORE_RX130
JLINK_CORE_RX71M
JLINK_CORE_CORTEX_M4
JLINK_CORE_CORTEX_M7
JLINK_CORE_CORTEX_M_V8MAINL
JLINK_CORE_CORTEX_A5
JLINK_CORE_POWER_PC
JLINK_CORE_POWER_PC_N1
JLINK_CORE_POWER_PC_N2
JLINK_CORE_MIPS
JLINK_CORE_MIPS_M4K
JLINK_CORE_MIPS_MICROAPTIV
JLINK_CORE_EFM8_UNSPEC
JLINK_CORE_CIP51

12.5.4 <FlashBankinfo>

Specifies a flash bank for the device. This allows to use the J-Link flash download func-

XML Tags and Attributes

tionality with IDEs, debuggers and other software that uses the J-Link DLL (e.g. J-Link

Commander) for this device. The flash bank can then be programmed via the normal flash

download functionality of the J-Link DLL. For more information about flash download, please

refer to Flash download . For possible limitations etc. regarding newly added flash banks,
please refer to Add. Info / Considerations / Limitations .
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Parameter

Meaning

Name

String that specifies the name of the flash bank. Only used
for visualization. Can be freely chosen.

This attribute is mandatory.

E.g. Name="SPIFI flash”

BaseAddr

Hexadecimal value that specifies the start address of the
flash bank. The J-Link DLL uses this attribute together with
MaxSize to determine which memory write accesses per-
formed by the debugger, shall be redirected to the flash
loader instead of being written directly to the target as nor-
mal memory access.

This attribute is mandatory.

E.g. BaseAddr="0x08000000"

MaxSize

Hexadecimal value that specifies the max. size of the flash
bank in bytes. For many flash loader types the real bank size
may depend on the actual flash being connected (e.g. SPIFI
flash where the loader can handle different SPIFI flashes so
size may differ from hardware to hardware). Also, for some
flash loaders the sectorization is extracted from the flash
loader at runtime. The real size of the flash bank may be
smaller than MaxSize but must never be bigger. The J-Link
DLL uses this attribute together with BaseAddr to determine
which memory write accesses performed by the debugger,
shall be redirected to the flash loader instead of being writ-
ten directly to the target as normal memory access.

This attribute is mandatory.

E.g. MaxSize="0x80000"

Loader

String that specifies path to the ELF file that holds the flash
loader. Path can be relative or absolute. If path is relative, it
is relative to the location of the JLinkDevices.xml file.

This attribute is mandatory.

E.g. Loader="ST/MyFlashLoader.elf”

For CMSIS flash loaders the file extension is usually FLM,
however any extension is accepted by the J-Link DLL.

LoaderType

Specifies the type of the loader specified by Loader.

This attribute is mandatory. E.g. LoaderType="FLASH_AL-
GO_TYPE_OPEN" For a list of valid attribute values, please
refer to Attribute values LoaderType .

AlwaysPresent

Specifies if a flash bank is always present (e.g. internal
flash). If this element is set to one, this flash bank will be af-
fected by the “erase” command.

This attribute is optional. E.g. AlwaysPresent="1".

Notes

e No separate closing tag. Directly closed after attributes have been specified:

<Fl ashBankl nfo .../>

e Must not occur outside a <Devi ce> tag

12.5.4.1 Attribute values - LoaderType

The following values are valid for the LoaderType attribute:

e FLASH_ALGO_TYPE_OPEN
Describes that the used algorithm is an Open Flashloader algorithm. CMSIS based
algorithms are also supported via the Open Flashloader concept. For additional
information, see Add. Info / Considerations / Limitations .
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12.6 Example XML file

<Dat abase>
<Devi ce>

<Chi pl nf o Vendor ="Vendor 0"
Name="Devi ce0"
Wor KRAMAddr =" 0x20000000"
Wor KRAMSI ze="0x4000"
Cor e="JLI NK_CORE_CORTEX_M" />

<Fl ashBankl nf o

<Fl ashBankl nf o

</ Devi ce>
<Devi ce>

Name="Int. Flash"

BaseAddr =" 0x0"

MaxSi ze="0x10000"

Loader =" Vendor 0/ Loader 0. FLM'
Loader Type="FLASH ALGO TYPE_OPEN'
Nanme="SPI FI Fl ash"

BaseAddr =" 0x30000000"

MaxSi ze="0x100000"

Loader =" Vendor O/ Loader 1. FLM'
Loader Type="FLASH ALGO TYPE_OPEN'

<Chi pl nf o Vendor ="Vendor 1"

Nane=

"Devi cel"

Wor kRAMAddr =" 0x20000000"
Wor KRAMSI ze="0x4000"

JLi nkScri pt Fi | e="Vendor 1/ Devi cel

Cor e="JLI NK_CORE_CORTEX_M" />

<Fl ashBankl nf o

</ Devi ce>
<Devi ce>

Name="Int. Fl ash"

BaseAddr =" 0x70000000"

MaxSi ze="0x10000"

Loader =" Vendor 1/ Loader 0. FLM'
Loader Type="FLASH ALGO TYPE_ OPEN'

<Chi pI nf o Vendor =" ST"
Nanme=" STVMB2F746NGH6" />

<Fl ashBankl nf o

</ Devi ce>
</ Dat abase>

J-Link / J-Trace (UM08001)

Name="SPI FI Fl ash"

BaseAddr =" 0x30000000"

MaxSi ze="0x80000"

Loader =" ST/ STM32F7xx_SPI FI . FLM'
Loader Type="FLASH ALGO _TYPE_OPEN"

/>

/>

.jlinkscript"

/>

/>

Example XML file
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12.7 Add. Info/ Considerations / Limitations

Note

SEGGER does not give any guarantee for correct functionality nor provide any support
for customized devices / flash banks. Using J-Link support for customized devices that
have been added via a XML device description file is done at user’s own risk.

In the following, some considerations / limitations when adding support for a new device
or editing/extending an existing device, are given:

12.7.1 CMSIS Flash Algorithms Compatibility

CMSIS flash algorithms are also supported by the Open Flashloader concept. Therefore,
an existing *.FLM file can be simply referenced in a J-Link XML device description file. The
LoaderType attribute needs to be set to FLASH_ALGO_TYPE_OPEN .

12.7.2 Supported Cores

Currently, the Open Flashloader supports the following cores:

o Cortex-M
o Cortex-A
e Cortex-R

12.7.3 Information for Silicon Vendors

In the past, there was no centralized, J-Link installation independent, location where
the J-Link software components could search for custom flash algorithms and MCU
support from silicon vendors. Therefore, SEGGER offered to hand in custom MCU
support files to be shipped with the J-Link software package. With introducing the
centralized search location, this is no longer necessary. More info: https://wiki.seg-
ger.com/Open_Flashloader#JLinkDevices_folder

Note: All MCU support provided by a silicon vendor via custom flash algorithms and XML
files is excluded from any support given by SEGGER. For support, customers need to reach
out to the silicon vendor.

12.7.4 Template Projects and How To's

SEGGER provides template projects for Cortex-M as well as Cortex-A/R based on the SEG-
GER Embedded Studio IDE plus an detailed step-by-step instruction and further informa-
tion are provided on a separate SEGGER wiki page: SEGGER Wiki: Adding Support for
New Devices
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Chapter 13
J-Flash SPI

This chapter describes J-Flash SPI and J-Flash SPI CL, which are separate software (exe-
cutables) which allow direct programming of SPI flashes, without any additional hardware.
Both, J-Flash SPI and J-Flash SPI CL are part of the J-Link Software and Documentation

Package which is available free of charge. This chapter assumes that you already possess
working knowledge of the J-Link device.
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13.1 Introduction

The following chapter introduces J-Flash SPI, highlights some of its features, and lists its
requirements on host and target systems.

13.1.1 What is J-Flash SPI?

J-Flash SPI is a stand-alone flash programming software for PCs running Windows, Linux or
macOS, which allows direct programming of SPI flashes, without any additional hardware. J-
Flash SPI has an intuitive user interface and makes programming flash devices convenient.
J-Flash SPI requires a J-Link or Flasher to interface to the hardware. It is able to program
all kinds of SPI flashes, even if the CPU they are connected to, is not supported by J-Link /
Flasher because J-Flash SPI communicates directly with the SPI flash bypassing all other
components of the hardware.

13.1.1.1 Supported OS

The following operating systems are supported by J-Flash SPI:

Microsoft Windows 2000
Microsoft Windows XP
Microsoft Windows XP x64
Microsoft Windows 2003
Microsoft Windows 2003 x64
Microsoft Windows Vista
Microsoft Windows Vista x64
Microsoft Windows 7
Microsoft Windows 7 x64
Microsoft Windows 8
Microsoft Windows 8 x64
Microsoft Windows 10
Microsoft Windows 10 x64
Linux

macOS 10.5 and higher
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13.1.2 J-Flash SPI CL (Windows, Linux, macQOS)

J-Flash SPI CL is a commandline-only version of the J-Flash SPI programming tool. The
command line version is included in the J-Link Software and Documentation Package for
Windows, Linux and macOS (cross-platform). Except from the missing GUI, J-Flash SPI CL
is identical to the normal version. The commands, used to configure / control J-Flash SPI
CL, are exactly the same as for the command line interface of the J-Flash SPI GUI version.
For further information, please refer to Command Line Interface on page 285.

13.1.2.1 Supported OS
The following operating systems are supported by J-Flash CL:

Microsoft Windows 2000
Microsoft Windows XP
Microsoft Windows XP x64
Microsoft Windows 2003
Microsoft Windows 2003 x64
Microsoft Windows Vista
Microsoft Windows Vista x64
Microsoft Windows 7
Microsoft Windows 7 x64
Microsoft Windows 8
Microsoft Windows 8 x64
Microsoft Windows 10
Microsoft Windows 10 x64
Linux

macOS 10.5 and higher

13.1.3 Features

Directly communicates with the SPI flash via SPI protocol, no MCU in between needed.
Programming of all kinds of SPI flashes is supported.
Can also program SPI flashes that are connected to CPUs that are not supported by

J-Link.

Supports any kind of custom command sequences (e.g. write protection register)
Verbose logging of all communication.
.hex, .mot, .srec, and .bin support.

Intuitive user interface.

13.1.4 Requirements

13.1.4.1 Host

J-Flash SPI requires a PC running one of the supported operating system (see above) with
a free USB port dedicated to a J-Link. A network connection is required only if you want to
use J-Flash SPI together with J-Link Remote Server.

13.1.4.2 Target
The flash device must be an SPI flash that supports standard SPI protocols.

J-Link / J-Trace (UM08001)
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13.2 Licensing

The following chapter provides an overview of J-Flash SPI related licensing options.

13.2.1 Introduction

A J-Link PLUS, ULTRA+, PRO or Flasher ARM/PRO is required to use J-Flash SPI. No addi-
tional license is required / available.
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13.3 Getting Started

This chapter presents an introduction to J-Flash SPI. It provides an overview of the included
sample projects and describes the menu structure of J-Flash SPI in detail.

13.3.1 Setup

For J-Link setup procedure required in order to work with J-Flash SPI, please refer to chapter
Setup on page 122.

13.3.1.1 Whatis included?

Tons of defines. The following table shows the contents of all subdirectories of the J-Link
Software and Documentation Pack with regard to J-Flash SPI:

Directory Contents

The J-Flash SPI application. Please refer to the J-Link Manual
(UM08001) for more information about the other J-Link re-
lated tools.

Contains the J-Flash SPI documentation (part of J-Link Man-
ual (UM08001)) and the other J-Link related manuals.

.\ Doc

.\ Sanmpl es\ JFI ashSPI

\ Proj ect Fi | es Contains sample projects for J-Flash SPI.

13.3.2 Using J-Flash SPI for the first time

Start J-Flash SPI. The main window will appear, which contains a log window at the bottom
and the Project window of a default project on the left. The application log will initially
display:

e The version and time of compilation for the application.

e The version and time of compilation for the J-Link DLL.

e The location of the default project.

The Project window contains an overview of the current project settings (initially, a default
project is opened).
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[ SEGGER J-Flash SPI V4.99a (beta) - [C:\Program Files (86)\SEGGER\ILink_V499a\Default jflash *] (=@ =]
File Edit View Target Options Window Help

El Project - Default EI@

Narne | Value

Interface speed 4000 kHz

Flazh memory Auto detection

Connection USE [Device 0]

4 ]

ElLos

Application log startted

- New project created successfully

4

- J-Flash 5P| V4.95a {J-Flash compiled Apr 29 2015 16:20:33)
- JLink ARM dll V4.95a (DLL compiled Apr 25 2015 16:20:17)
Creating new project file [C:\Program Files (86)"SEGGER"JLink_V435a"\Defautt flash] ...

EEGGER

|Ready

13.3.3 Menu structure

The main window of J-Flash SPI contains seven drop-down menus (File, Edit, View, Tar-
get, Options, Window, Help). Any option within these drop-down menus that is followed
by a three period ellipsis (...), is an option that requires more information before proceeding.

File menu elements

Command

Description

Open data file...

Opens a data file that may be used to flash the target device.
The data file must be an Intel HEX file, a Motorola S file, or a Bi-
nary file (.hex, .mot, .srec, or .bin).

Merge data file

Merges two data files (.hex, .mot, .srec, or .bin). All gaps will be
filled with FF. Find below a short example of merging two data
files named, File0.bin and Filel.bin into File3.bin.

File0.bin -> Addr 0x0200 - Ox02FF
Filel.bin -> Addr 0x1000 - Ox13FF

Merge File0.bin & Filel.bin

0x0200 - 0x02FF Data of File0.bin

0x0300 - OxOFFF gap (will be filled with OxFF if image is saved as
*.bin file)

0x1000 - Ox13FF Data of Filel.bin

Can be saved in new data file (File3.bin).

Save data file

Saves the data file that currently has focus.

Save data file as...

Saves the data file that currently has focus using the name and
location given.

New Project

Creates a new project using the default settings.

J-Link / J-Trace (UM08001)
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Command

Description

Open Project...

Opens a project file. Note that only one project file may be open
at a time. Opening a project will close any other project currently
open.

Save Project

Saves a project file.

Save Project as...

Saves a project file using the name and location given.

Close Project

Closes a project file.

Recent Files >

Contains a list of the most recently open data files.

Recent Projects >

Contains a list of the most recently open project files.

Exit Exits

Exits the application.

Edit menu elements

Command...

Description

Relocate...

Relocates the start of the data file to the supplied hex offset from
the current start location.

Delete range...

Deletes a range of values from the data file, starting and ending
at given addresses. The End address must be greater than the
Start address otherwise nothing will be done.

Eliminate blank ar-
eas...

Eliminates blank regions within the data file.

View menu elements

Command

Description

Show log

Opens and/or sets the focus to the log window.

Show project infor-
mation

Opens and/or sets the focus to the project window.

Target menu elements

Command Description
Creates a connection through the J-Link using the configura-
Connect tion options set in the Project settings... of the Options dropdown
menu.
i Disconnects a current connection that has been made through
Disconnect

the J-Link.

Test > Generate test
data

Generates data which can be used to test if the flash can be pro-
grammed correctly. The size of the generated data file can be de-
fined.

Erase Sectors

Erases all selected flash sectors.

Erase Chip

Erases the entire chip.

Program

Programs the chip using the currently active data file.

Program & Verify

Programs the chip using the currently active data file and then
verifies that it was written successfully.

Auto

Performs a sequence of steps, which can be configured in the
Production tab of the Project settings. Additionally, the first step
executed are the init steps and the last step executed are the
exit steps, which both can be configured in the MCU tab of the
project settings. The range of sectors to be erased can be config-
ured through the Global settings dialog.
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Command

Description

Verify

Verifies the data found on the chip with the data file.

Read back > Entire
chip

Reads back the data found on the chip and creates a new data
file to store this information.

Read back > Range

Reads back the data found in a range specified by the user and
creates a new data file to store this information.

Options menu elements

Command

Description

Project settings...

Location of the project settings that are displayed in the snap-
shot view found in the Project window of the J-Flash SPI appli-
cation. Furthermore various settings needed to locate the J-Link
and pass specified commands needed for chip initialization.

Global settings...

Settings that influence the general operation of J-Flash SPI.

Help menu elements

Command

Description

J-Link User Guide

Opens the J-Link Manual (UM08001) in the default .PDF applica-
tion of the system.

About...

J-Flash SPI and company information.
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13.4 Settings

The following chapter provides an overview of the program settings. Both general and per
project settings are considered.

13.4.1 Project Settings

Project settings are available from the Options menu in the main window or by using the
ALT-F7 keyboard shortcut.

13.4.1.1 General Settings

This dialog is used to choose the connection to J-Link. The J-Link can either be connected
over USB or via TCP/IP to the host system. Refer to the J-Link Manual (UM08001) for more
information regarding the operation of J-Link and J-Link Remote Server.

rP‘ru:rjvau::t settings @ﬂ

J-Flazh 5P iz a software for J-Link.

Thiz zoftware iz capable of programming S flazh
Memones.

Connection to J-Link,

(« LISE Device 0 -
~ USBSMH |0

C ICPAP |

0K | Cancel

USB

If this option is checked, J-Flash SPI will connect to J-Link over the USB port. You may
change the device number if you want to connect more than one J-Link to your PC. The
default device number is 0. For more information about how to use multiple J-Links on one
PC, please see also the chapter "Working with J-Link” of the J-Link Manual (UM08001).

TCP/IP

If this option is selected, J-Flash SPI will connect to J-Link via J-Link Remote Server. You
have to specify the hostname of the remote system running the J-Link Remote Server.
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13.4.1.2 Setup

This dialog is used to configure the SPI interface settings like SPI communication speed
and allows to add Init steps and Exit steps which can be used to execute custom command

sequences.
rP‘ru:r_ivau::t settings @ﬂ
' General Setup | Flash ] Production |
Interface speed
4000 | kHz
|Init zheps ﬂ
# | Action | Y aluel | Y aluel Comrment
Add Inzert Delete | Edit | Up | Drown ‘
oK | Cancel | |

Interface Speed

Specifies the SPI communication speed J-Link uses to communicate with the SPI flash.

Init and EXxit steps

Can be used to add custom command sequences like for example write protection register.
For further information regarding this, please refer to Custom Command Sequences on
page 291.

13.4.1.3 Flash Settings

This dialog is used to select and configure the parameters of the SPI flash that J-Flash SPI
will connect to. Examples for flash parameters are: Sector size (Smallest erasable unit),
page size (smallest programmable unit), Flash ID, etc. There is also the option to try to
auto-detect the connected flash device. The latter option will prompt J-Flash SPI to try to
identify the flash by its Flash ID, looking up in an internal list of known flash devices.
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e

FlashID |0x00  |0x00  |0x00

MNumPages (0«00
HumdddiButes |3

Contral Instructions

WiteEnable  |0x06
WinteDizable  |0x04

[ Dedicated 4-byte addr. mode

0=00
0=00

Programming Instructions

ErazeSector |0=D3

ErazeBulk  [0=C7

ReadStatuz  |0x05
WiiteStatuz | Ox01

YWiitePage |Ox02
ReadData |0x03

CHAPTER 13
Project settings @ﬁ
.Genemll Setup FHash | Production |
[ #utamatically detect 5P Hask
General Settings
Detect 5P flash |

PageSize |01
SectorSize  |0=01

ReadD |0x9F

Statuz Register

~ .
Fleady Bit Bit Pos. I—EI:-:EIEI

{« Buzy Bit

Apply

Cancel

o]
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13.4.1.4 Production Settings
er_iect settings @ﬂ

.Genemll Interface] Fash  Production |

Actions performed by “Auto”

[v Compare

|v Eraze Sectars if nat Blank ﬂ
[v Program

[v “erify

oK | Cancel Apphy

Enable target power

Enables 5V target power supply via pin 19 of the emulator. Can be used for targets which
can be powered through the emulator for production. Delay before start defines the delay
(in ms) after enabling the target power supply and before starting to communicate with
the target.

Actions performed by "Auto"

The checked options will be performed when auto programming a target (Target -> Auto,
shortcut: F7). The default behavior is Compare, Erase sectors if not blank, Program and
Verify. Find below a table which describes the commands:

Command Description

Performs a compare of the current flash content and the da-

ta to be programmed. Sectors which do already match will be
skipped by Erase / Program operation. Note: If Erase is enabled
and Erase type is “"Chip”, the compare will be skipped as after
mass erase, the entire device is empty and needs to be re-pro-
grammed.

Compare

Performs an erase depending on the settings, selected in the

drop down box:

e Sectors: Erases all sectors which are effected by the image to

Erase be programmed.

e Sectors if not blank: Erases all sectors which are both, effected
by the image to be programmed and not already blank.

e Chip: Erase the entire chip independent of the content.

Program Programs the data file.
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Command Description

Verify Verifies the programmed data by reading them back.

13.4.2 Global Settings

Global settings are available from the Options menu in the main window.

Global settings @

Operation

Auto mode affects PG EEETe el

[ Digconnect after each operation

v Automatically unlock sectors if neceszany
v Perfarm blank check before program

[~ Skip blank. areaz on read

Logging

General log level |Level 2 j

[~ Enahble J-Link logfile
|C:\F'rogram Filez [«BE)\SEGGER ILink_\49 J

[~ Enahble J-Flash logfile
|C:\F'rogram Filez [«BE)\SEGGER ILink_\49 J

Projects

[~ Save Project file on close

ok | Cancel

13.4.2.1 Operation

You may define the behavior of some operations such as “"Auto” or “Program & Verify”.

Disconnect after each operation

If this option is checked, connection to the target will be closed at the end of each operation.

Automatically unlock sectors

If this option is checked, all sectors affected by an erase or program operation will be
automatically unlocked if necessary.

Perform blank check

If this option is checked, a blank check is performed before any program operation to
examine if the affected flash sectors are completely empty. The user will be asked to erase
the affected sectors if they are not empty.

Skip blank areas on read

If this option is checked, a blank check is performed before any read back operation to
examine which flash areas need to be read back from target. This improves performance
of read back operations since it minimizes the amount of data to be transferred via JTAG
and USB.

13.4.2.2 Logging

You may set some logging options to customize the log output of J-Flash SPI.
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General log level

This specifies the log level of J-Flash SPI. Increasing log levels result in more information
logged in the log window.

Enable J-Link logfile

If this option is checked, you can specify a file name for the J-Link logfile. The J-Link logdfile
differs from the log window output of J-Flash SPI. It does not log J-Flash SPI operations
performed. Instead of that, it logs the J-Link ARM DLL API functions called from within J-
Flash SPI.
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13.5 Command Line Interface

This chapter describes the J-Flash SPI command line interface. The command line allows
using J-Flash SPI in batch processing mode and other advanced uses.

13.5.1 Overview

In addition to a graphical user interface (GUI), J-Flash SPI supports a command line mode as
well. This makes it possible to use J-Flash SPI for batch processing purposes. All important
options accessible from the menus are available in command line mode as well. If you
provide command line options, J-Flash SPI will still start its GUI, but processing will start
immediately.

The screenshot below shows the command line help dialog, which is displayed if you start
J-Flash SPI in a console window with JFl ashSPI . exe -hel p or JFl ashSPI . exe -? .

Commandline @
I.ﬁ.l Valid command line cptions:
._. -opengr Opens an existing project
Syntax:  -openprj<FILENAME:=
-saveprjas Saves current project in a different file
Syntax:  -saveprjas<FILENAME=>
-savepr) Saves current project
Syntax:  -savepr)
-open Opens a data file
Syntax:  -ocpen<FILEMAME:=[ <SADDR>]
-saveas Saves current data file in a different file
Synta:
-saveas< FILENAME: [,<SADDR>, <EADDR=]
-save Saves current data file
Syntax:  -save[<5ADDR=, <EADDR>]
-merge Merges a given data file with the one currently

opened in J-Flash
Syntax:  -merge<FILENAME= or
-merge<FILENAME> bin,< ADDR >

-relocate Relocates data by given offset
Syntax:  -relocate< OFFSET=
-delrange Deletes data range
Syntax:  -delrange<SADDR= <EADDR=
-eliminate Eliminates blank areas in data file
-connect Connects to target
-disconnect Disconnects from target
-erasesectors Erases selected sectors
-erasechip Erases entire flash chip
-programverify Programs and verifies target
-program Programs target
-auto Erases, programs and verifies target
-verify Verifies target program
-readchip Reads the entire flash chip
-readrange Reads specified range of target memory
Syntax: -readrange<SADDR= <EADDR>
-exit Terminates application automatically
-help Displays this box
-7 Displays this box
-jflashlog Set a temporary J-Flash log file
Syntax:  -jflashlog<FILENAME=
-jlinkleg Set a temporary J-Link log file
Syntax:  -jlinklog<FILENAME>
-ush Overrides connection settings te USB 5/N
Syntax:  -usb<SN=
-ip Overrides connection settings to IP

Syntax:  -ip<cceoscsicce or -ip<HostNames

13.5.2 Command line options

This section lists and describes all available command line options. Some options accept
additional parameters which are enclosed in angle brackets, e.g. <FILENAME>. If these
parameters are optional they are enclosed in square brackets too, e.g. [<SADDR>]. Neither
the angel nor the square brackets must be typed on the command line, they are used here
only to denote (optional) parameters. Also, note that a parameter must follow immediately
after the option, e.g. JFl ashSPI . exe -openprj C.\Projects\Default.jflash.
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The command line options are evaluated in the order they are passed to J-Flash, so please
ensure that a project and data file has already been opened when evaluating a command

line option which requires this.

It is recommended to always use - open<FI LENAME>[ , <SADDR>] to make sure the right data

file is opened.

All command line options return O if the processing was successful. A return value unequal

0 means that an error occurred.

Note: Entries marked with “*” Do not work for J-Flash SPI_CL

Option Description
-? Displays the help dialog.
Executes the steps selected in Production Pro-
-auto gramming. Default: Erases, programs and veri-
fies target.
-connect Connects to the target.

-delrange<SADDR>,<EADDR>

* Deletes data in the given range.

-disconnect

Disconnects from the target.

-eliminate * Eliminates blank areas in data file.
-erasechip Erases the entire flash chip.
-erasesectors Erases selected sectors.

-exit * Exits J-Flash SPI.

-help Displays the help dialog.

-jflashlog<FILENAME>

Sets a temporary J-Flash SPI lodfile.

-jlinklog<FILENAME >

Sets a temporary J-Link lodfile.

e -merge<FILENAME>
e -merge<FILENAME>.bin,<ADDR>

* Saves the current data file into the specified
file. Please note that the parameters <SAD-
DR>, <EADDR> apply only if the data file is a
*.bin file or *.c file.

-min

* Starts application minimized

-open<FILENAME>[,<SADDR>]

Opens a data file. Please note that the <SAD-
DR> parameter applies only if the data file is a
*.bin file

Opens an existing project file. This will also au-

-openprj<FILENAME> tomatically open the data file that has been re-
cently used with this project.
-program Programs the target.

-programverify

Programs and verify the target.

-readchip

Reads the entire flash chip.

-readrange<SADDR>,<EADDR>

Reads specified range of target memory.

-relocate<Offset>

* Relocate data by <Offsest>.

-save[<SADDR>,<EADDR>]

Saves the current data file. Please note that
the parameters <SADDR>,<EADDR> apply on-
ly if the data file is a *.bin file or *.c file.

-saveas<FILENAME>[,<SAD-

Saves the current data file into the specified
file. Please note that the parameters <SAD-

DR>,<EADDR>] DR>,<EADDR> apply only if the data file is a
*.bin file or *.c file.

-saveprj * Saves the current project.

-saveprjas<FILENAME> * Saves the current project in the specified file.

-verify Verifies the target memory.
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Option Description

-usb<SN> Overrides connection settings to USB S/N.

®  —iP<XXX. XXX XXX XXX >

e -ip<HostName> Overrides connection settings to IP.

Sets the connection speed
NOTE: Only J-Flash SPI_CL

Sets the log verbosity level to <Level>.
-verbose<lLevel> <Level>-range is from 0-9
NOTE: Only J-Flash SPI_CL

-speed<SpeedInkHZ>

13.5.3 Batch processing

J-Flash SPI can be used for batch processing purposes. All important options are available
in command line mode as well. When providing command line options, the application does
not wait for manual user input. All command line operations will be performed in exactly
the order they are passed. So, for example issuing a program command before a project
has been opened will cause the program command to fail.

The example batchfile below will cause J-Flash SPI to perform the following operations:

1. Open project C:\Projects\Default.jflash

2. Open bin file C:\Data\data.bin and set start address to 0x100000

3. Perform “Auto” operation in J-Flash (by default this performs erase, program, verify)
4. Close J-Flash SPI

The return value will be checked and in case of an error message will be displayed.
Adapt the example according to the requirements of your project.

@CHO OFF

ECHO Open a project and data file, start auto processing and exit
JFl ashSPI . exe -openprj C.\Projects\Default.jflash -openC:\Data

\ dat a. bi n, 0x100000 -auto -exit

| F ERRORLEVEL 1 goto ERROR

got o END

: ERROR

ECHO J- Fl ash SPI: Error!

pause

- END
Starting J-Flash minimized
Adapt this example call to start J-Flash SPI minimized:
start /min /wait "J-Flash" "JFl ashSPl.exe" -openprjC \Projects\Default.jflash \

-openC: \ Dat a\ dat a. bi n, 0x100000 -auto -exit

Note

Every call of JFl ashSPI . exe has to be completed with the - exi t option, otherwise the
execution of the batch file stops and the following commands will not be processed.

13.5.4 Programming multiple targets in parallel

In order to program multiple targets in parallel using J-Flash SPI, the following is needed:

e Multiple J-Flash SPI projects, each configured to connect to a specific J-Link / Flasher
(emulator to connect to is selected by serial number).
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The easiest way is to setup the appropriate project once and then make multiple copies of
this project. Now modify the Connecti on to J-Li nk setting in each project, in order to let
J-Flash SPI connect to the different programmers as shown in the screenshot below: Find
below a small sample which shows how to program multiple targets in parallel:

Project settings @

General ]Irrterface] Fash | Production |

J-Flash 5Pl iz a software for J-Link,

Thiz zoftware iz capable of programming 5P flazh
MEMONEs.

Connection to J-Link

i UsSE Device 0
i+ USESM (123456733

C ICRAP |

oK | Cancel Apply

@CHO OFF

ECHO Open first project which is configured to connect to the first J-Link.
ECHO Open data file, start auto processing and exit

open JFl ashSPI. exe -openprj C.\Projects\Project0l1.jflash -openC:\Data\data. bin,
0x100000 -auto -exit

| F ERRORLEVEL 1 goto ERROR

ECHO Open second project which is configured to connect to the second J-Link.
ECHO Open data file, start auto processing and exit

open JFl ashSPI . exe -openprj C.\Projects\Project02.jflash -openC:\Data\data. bin,
0x100000 -auto -exit

| F ERRORLEVEL 1 goto ERROR

ECHO Open third project which is configured to connect to the third J-Link.
ECHO Open data file, start auto processing and exit

open JFl ashSPI. exe -openprj C.\Projects\Project03.jflash -openC:\Data\data. bin,
0x100000 -auto -exit

| F ERRORLEVEL 1 goto ERROR

goto END

: ERROR

ECHO J-Fl ash SPI: Error!

pause

: END

Note
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Every call of JFl ashSPI . exe has to be completed with the - exi t option, otherwise the
execution of the batch file stops and the following commands will not be processed.
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Creating a new J-Flash SPI project

13.6 Creating a new J-Flash SPI project

Creating a new project for J-Flash is pretty simple. In the following, all necessary steps to

create a project file are explained.

1. Select File -> New Project to create a new project with default settings.
2. Open the Project Settings context menu. Select Options -> Project Settings to
open the Project settings dialog and select the type of connection to J-Link.

Project settings

|] Interface | Flash | Production |

memories.

Connection to J-Link

&+ LISB

J-Flazh SP iz a software for J-Link.

Thiz zoftware iz capable of programming SPI flash

Device 0 -
" USBSH |0

L2 el

C ICPAP |

o]

Cancel | |

3. Define the SPI communication speed. The default settings work without any problem
for most targets, but to achieve the last quantum of performance, manual tuning may

be necessary.

Project settings @
General Setup | Flash | Production |

Interface speed

~ | kHz
|Init sheps j
# | Actioh | Walusl | Waluel | Comment
Add Inzert Delete | Edit | Up | Digwn |
oK | Cancel | |

4. Open the Flash and either select Automatically detect SPI flash or manually enter

the flash parameters.

5. Save the project (File -> Save Project) and test it.
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13.7 Custom Command Sequences

J-Flash SPI supports sending custom command sequences, which may be different for dif-
ferent SPI flashes (e.g. program OTP, program security register, etc...), via the SPI inter-
face. Due to the generic syntax, this feature can be used to implement any kind of required
command sequence. The sequence is stored in the J-Flash SPI project file (*.jflash) and
therefore it can be included in automated production environments without any problems
and be used with the command line version of J-Flash SPI as well.

The custom command sequence can be configured in the Set up tab of the J-Flash project
settings as part of the Init / Exit Steps which allow to enter custom sequences using
a pre-defined list of operations. The following list shows all valid commands which can be

used:
Command ValueO Valuel Description
Delay Delay in ms -- Waits a given time
Activate CS -- -- Sets the CS signal low
Deactivate CS | -- -- Sets the CS signal high
ByteStream .
Write data NumByte(s) separated by Sends a number of bytes via the SPI

commas (hex) interface to the SPI. (e.g.: 9F,13,CA)

Reads the specified humber of bytes
via the SPI interface into the Var-
Buffer which is 16 bytes in size.

NumByte(s)

Var Read Data | OffInVarBuffer
max. 16 bytes

Writes the specified number of bytes
via the SPI interface from the Var-
Buffer (filled via Var Read).

Logical AND combination of the inter-
Var AND ByteIndex Value (hex) nal var buffer at the specified index
with a given value.

NumByte(s)

Var Write Data | OffiInVarBuffer
max. 16 bytes

Logical OR combination of the internal
Var OR ByteIndex Value (hex) var buffer at the specified index with a
given value.

Logical XOR combination of the inter-
Var XOR ByteIndex Value (hex) nal var buffer at the specified index
with a given value.

13.7.1 Init/ Exit steps

The init sequence will be performed as part of the connect sequence, for example to disable
security, while the exit sequence will be executed after programming, for example to enable
the security in order to secure the SPI flash.

13.7.2 Example

The example below demonstrates how to use the custom command sequence feature to
implement a read-modify-write security register on the Winbond W25Q128FVSIG SPI flash
using the init steps. To make sure that the output of the example is exactly the same, the
sample erases the security register to have defined values.

Step #0 to Step#2: Set Write Enable

Step #3 to Step#6: Erase security register to have a defined values (OxFF)

Step #7 to Step#11: Read 16 byte security register into Var buffer

Step #12 to Step#19: Modify the data in the Var buffer

Step #20 to Step#22: Set Write Enable

Step #23 to Step#27: Program security register with values from Var buffer

Step #28 to Step#32: Read back security register to verify successful programming
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# Action ValueO Valuel Comment
0 | Activate CS -- -- Activate CS
1 | Write Data 1 06 Send command: Write Enable
2 | Deactivate CS | -- -- Deactivate CS
3 | Activate CS -- -- Activate CS
4 | Write Data 4 44,00,10,00 | Send command: Erase Security Register 1
5 | Deactivate CS | -- -- Deactivate CS
6 | Delay 200ms | -- Wait until security register 1 has been erased
7 | Activate CS -- -- Activate CS
8 | Write Data 4 48,00,10,00 gsnadddead Security Register: 1b command +
9 | Write Data 1 FF Send 8 dummy clocks
10 | Var Read Data | 0 16 ﬁuetidvaaﬁ)lijaf:fesre[gilrity register data (16 byte)
11 | Deactivate CS | -- -- Deactivate CS
12 | Var AND 0 0x00 Set byte 0 to 0x00 using Var AND
13 | Var OR 0 0x12 Set byte 0 to 0x12 using Var OR
14 | Var AND 6 0x00 Set byte 6 to 0x00 using Var AND
15| Var OR 6 0x12 Set byte 6 to 0xAB using Var OR
16 | Var AND 12 0x00 Set byte 12 to 0x00 using Var AND
17 | Var OR 12 0x12 Set byte 12 to 0xCC using Var OR
18 | Var AND 15 0x00 Set byte 15 to 0x00 using Var AND
19 | Var OR 15 0x12 Set byte 15 to 0x4E using Var OR
20 | Activate CS -- -- Activate CS
21 | Write Data 1 06 Send command: Write Enable
22 | Deactivate CS | -- -- Deactivate CS
23 | Activate CS -- -- Activate CS
24 | Write Data 4 42,00,10,00 | Send command: Program Security Register 1
25| Var Write Data |0 16 Send data: Program secreg 1_1
26 | Deactivate CS | -- -- Deactivate CS
27 | Delay 200ms | -- Wait until security register 1 has been erased
28 | Activate CS -- -- Activate CS
29 | Write Data 4 48,00,10,00 gsnadddead Security Register: 1b command +
30 | Write Data 1 FF Send 8 dummy clocks
31 | Var Read Data | 0 16 :DF‘et(a;dvzﬂchﬁlf:rT:gljlrity register data (16 byte)
32 | Deactivate CS | -- -- Deactivate CS
13.7.3 J-Flash SPI Command Line Version

As the Init / Exit Steps are stored in the J-Flash project file, which is evaluated in the
command line version of J-Flash SPI too, the custom command sequence feature can be
used under Linux / MAC, as well. The project can be either created using the GUI version of
J-Flash SPI or by editing the *.jflash project, manually. The expected format of the custom
command sequences in the J-Flash project file is described below.

J-Link / J-Trace (UM08001)

© 2004-2021 SEGGER Microcontroller GmbH




293

CHAPTER 13

13.7.3.1 J-Flash project layout

Custom Command Sequences

Basically, the custom sequence is separated into different steps where each step contains
the fields as in the table below. Some commands require to pass parameter to it. They are
stored in ValueO and Valuel as described in the table below.

Step

Description

ExitStepX_Action

= “$Action$”

Any action as described in the table below.

ExitStepX_Comment = “$Comment$”

User can specify any comment here. This field
is optional and not taken into account.

ExitStepX_ValueO

= “"$Value0$”

Value depends on the action. See table below

ExitStepX_Valuel

= "¢$Valuel$”

Value depends on the action. See table below

The number of exit steps needs to be specified right behind the ExitStep sequence with the
line "NumEXxitSteps = <NunExi t St eps>" (see example below).

Actions Parameter Description
Activate CS none Set CS signal low
Deactivate CS none Set CS signal high

ValueO=NumBytes

Send a number of bytes via the SPI inter-

face to the SPI. Please note, that the num-

Write data Valuel[x]=ByteStream | ber of bytes has to be specified right be-
max. NumBytes is 16 hind Valuel in square brackets (e.g.: Ex-
itStep4_Valuel[3] = 0x44,0x00,0x10)
Delay ValueO=Delay in ms Waits a given time

Below is a small example excerpt from a J-Flash project, which shows a example sequence
to erase sector 0 of the SPI flash using the 0xD8 command. Further examples can be found

in the installation directory of the J-Link software and documentation package.

[CPY
/1

/] Set write enable

I

Exi t St ep0_Acti on
Exi t St ep0_Val ue0
Exi t St ep0_Val uel
Exi t Stepl_Action
Exi t St epl_Conment
Exi t St epl_Val ue0
Exi t St epl_Val uel]
Exi t St ep2_Action
Exi t St ep2_Conment
Exi t St ep2_Val ue0
Exi t St ep2_Val uel
I

"Activate CS"
0x00000000
0x00000000
"Wite data"

= "Set wite enable"
=1

1] = 0x06

= "Deactivate CS"
= "Deactivate CS"
x00000000
x00000000

=0
=0

/| Erase sector O

I

Exi t St ep3_Acti on
Exi t St ep3_Conment
Exi t St ep3_Val ue0
Exi t St ep3_Val uel
Exi t St ep4_Action
Exi t St ep4_Conment
Exi t St ep4_Val ue0
Exi t St ep4_Val uel]
Exi t St ep5_Acti on
Exi t St ep5_Conmment
Exi t St ep5_Val ue0
Exi t St ep5_Val uel
I

= "Activate CS"

= "Activate CS"
0x00000000
0x00000000

"Wite data"

= "Set wite enable"
=4

4] = 0xD8, 0x00, 0x00, 0x00

= "Deactivate CS"
= "Deactivate CS"
x00000000

=0
= 0x00000000

// Wait until sector has been erased
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I

Exi t St ep6_Acti on = "Del ay"

Exi t Step6_Conment = "WAit until sector has been erased"
Exi t St ep6_Val ue0 = 0x00000080

Exi t St ep6_Val uel = 0x00000000

NunmExi t Steps = 7
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13.8 Device specifics

This chapter gives some additional information about specific devices.

13.8.1 SPI flashes with multiple erase commands

Some SPI flashes support multiple erase commands that allow to erase different units on
the flash. For example some flashes provide a sector erase (erase 4 KB units) and a
bl ock erase (erase 16 KB or 64 KB units) command. In general, it is up to the user which
command to use, as the EraseSector command can be overridden by the user. When
manually changing the Sect or Erase command in the Options -> Project settings... ->
Flash tab, make sure that the Sect or Si ze parameter matches the command being used
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13.9 Target systems
13.9.1 Which flash devices can be programmed?

In general, all kinds of SPI flash can be programmed. Since all flash parameters are con-
figurable, also flashes with non-standard command sets can be programmed.
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13.10 Performance

The following chapter lists programming performance for various SPI flash devices.

13.10.1 Performance values

In direct programming mode (J-Link directly connects to the pins of the SPI flash), the
programming speed is mainly limited by the SPI communication speed, the USB speed of
J-Link (if a Full-Speed or Hi-Speed based J-Link is used) and the maximum programming
speed of the flash itself.

For most SPI flash devices, in direct programming mode speeds of = 50 KB/s can be
achieved.
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13.11 Background information

This chapter provides some background information about specific parts of the J-Flash SPI
software.

13.11.1 SPlinterface connection

For direct SPI flash programming, J-Link needs to be wired to the SPI flash in a specific way.
For more information about the pinout for the J-Link SPI target interface, please refer to the
J-Link Manual (UM08001). The minimum pins that need to be connected, are: VTref, GND,
SPI-CLK, MOSI, MISO. If other components on the target hardware need to be kept in reset
while programming the SPI flash (e.g. a CPU etc.), nRESET also needs to be connected.
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13.12 Support

The following chapter provides advises on troubleshooting for possible typical problems and
information about how to contact our support.

13.12.1 Troubleshooting

13.12.1.1 Typical problems

Target system has no power

Meaning:
J-Link could not measure the target (flash) reference voltage on pin 1 of its connector.

Remedy:

The target interface of J-Link works with level shifters to be as flexible as possible. There-
fore, the reference I/0 voltage the flash is working with also needs to be connected to pin
1 of the J-Link connector.

Programming / Erasing failed

Meaning:
The SPI communication speed may be too high for the given signal quality.

Remedy:
Try again with a slower speed. If it still fails, check the quality of the SPI signals.

Failed to verify Flash ID

Meaning:
J-Link could not verify the ID of the connected flash.

Remedy:
Check the Flash ID entered in the flash parameters dialog, for correctness.

13.12.2 Contacting support

If you experience a J-Flash SPI related problem and advice given in the sections above
does not help you to solve it, you may contact our support. In this case, please provide
us with the following information:

A detailed description of the problem.
The relevant log file and project file. In order to generate an expressive log file, set the
log level to “All messages” (see section Global Settings for information about changing
the log level in J-Flash SPI).

e The relevant data file as a .hex or .mot file (if possible).

e The processor and flash types used.

Once we received this information we will try our best to solve the problem for you. Our
contact address is as follows:

SEGGER Microcontroller GmbH

Ecolab-Allee 5
D-40789 Monheim am Rhein

Germany

Tel. +49-2173-99312-0
Fax. +49-2173-99312-28
E-mail: support @egger.com

Internet: www. segger.com
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Chapter 14
RDI

RDI (Remote Debug Interface) is a standard defined by ARM, trying to standardize a de-
bugger / debug probe interface. It is defined only for cores that have the same CPU register
set as ARM7 CPUs. This chapter describes how to use the RDI DLL which comes with the
J-Link Software and Documentation Package. The J-Link RDI DLL allows the user to use J-
Link with any RDI-compliant debugger and IDE.
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14.1 Introduction

Remote Debug Interface (RDI) is an Application Programming Interface (API) that defines
a standard set of data structures and functions that abstract hardware for debugging pur-
poses. J-Link RDI mainly consists of a DLL designed for ARM cores to be used with any
RDI compliant debugger. The J-Link DLL feature flash download and flash breakpoints can
also be used with J-Link RDI.

RDI compliant Data

Debugger (e.9. elf)

J-Link RDI DLL

14.1.1 Features

Can be used with every RDI compliant debugger.

Easy to use.

Flash download feature of J-Link DLL can be used.

Flash breakpoints feature of J-Link DLL can be used.
Instruction set simulation (improves debugging performance).
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14.2 Licensing

In order to use the J-Link RDI software a separate license is necessary for each J-Link. For
some devices J-Link comes with a device-based license and some J-Link models also come
with a full license for J-Link RDI. The normal J-Link however, comes without any licenses.

For more information about licensing itself and which devices have a device-based license,
please refer to:

J-Link Model overview: Licenses
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14.3 Setup for various debuggers

The J-Link RDI software is an ARM Remote Debug Interface (RDI) for J-Link. It makes it
possible to use J-Link with any RDI compliant debugger. Basically, J-Link RDI consists of
a additional DLL ( JLinkRDI.dll ) which builds the interface between the RDI API and the
normal J-Link DLL. The JLinkRDI.dll itself is part of the J-Link Software and Documentation
Package.

Please refer to SEGGER Wiki: Getting Started with Various IDEs for information on how
to get started with any IDE officially supported by J-Link / J-Trace. If official support is not
implemented natively but via RDI, the RDI setup procedure will also be explained there.
In the following, the RDI setup procedure for a few not officially supported IDEs is
explained.

14.3.1 ARM AXD (ARM Developer Suite, ADS)

Software version

The JLi nkRDI . dI | has been tested with ARM’s AXD version 1.2.0 and 1.2.1. There should
be no problems with other versions of ARM’s AXD. All screenshots are taken from ARM’s
AXD version 1.2.0.

Configuring to use J-Link RDI

1. Start the ARM debugger and select Options | Configure Target... . This opens the
Choose Target dialog box:

Choose Target K |

— Target Ervironments
T arget | RDI | File | wersion | Add
ARM TP 151 ChTaaohCh ARVT.DLL 1.0019 -
 ARMLUL TH1 CAToolCh Mamulate. dil 1.4.0.84 Flemove
Rename
Save fg
Configure
Ilze the ARM Debugager with the ‘AR bulatar [mstruction Set Simulatar, Thizs allows pou to
execute ARM programs without physical ARK hardware, by zimulating the AFRM
ingtructions in zoftware.
] Cancel Help

2. Press the Add Button to add the JLi nkRDI . dI I .
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Open
Laak in: | 3 JLinkRDI <] « & ok B
JLirkArm.dl

JLinkRD1. il

File name:  |ILinkRDLdI | Open |
Filez of twpe: I DLLg [=dl) j Cancel |
4

3. Now J-Link RDI is available in the Target Environments list.

Choose T arget (7] |

— Target Ernvironments
T arget | rOI | File | version | Add
ARM TRA 151 CAToohCh MEVT.DLL 1.0.0119
ARMUL 151 CAToahCh harmulate. dl 1.4.0.89 Sl
:-Link: 151 ChLnkRDINLinkRD] d —
Fename
Save Az
LConfigure
Seqger JLink ARM JTAG
k. Cancel Help

4. Select J-Link and press OK to connect to the target via J-Link. For more information
about the generic setup of J-Link RDI, please refer to Configuration on page 313. After
downloading an image to the target board, the debugger window looks as follows:
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3 AXD - [ARM_1 - C:\work\embDS5\emb0S_ARM_RVDS21\start\CPU_STR71X\SAMPLE\Main_LED .c]

@Eile Search ProcessorViews System Yiews Epecute Options Window Help _Iﬂlﬂ

(e o] 2| #[8] & | Giwl| | DEPEEERE |[EnBEDEE | EE sl@el] £ £ 8] ] 20
T Al

ARM_1 - Registers . .
: 22 void Taskl(woid) {
Register | value = 23 while (1} {
ErCurrent [ 24 LED_ToggleLlEDL () ;
r0 Ox20001580 25 03 _Delay (200);
rl 0xZ0001588 45 '
. 2 Ox00000L50 2; }
L3 0x00001ESO 29 g FEEEE FEEEE FEEEE FEEEE TEE
-4 0xZ0000630 30 %
5 0x00001E70 a1 * nain
4] O=x00000000 32 *
r? DXDDDDDDDD 33 * FTEEEN FTEEEN FTEEEN FTEEEN ﬂ‘t},ﬂ’
- 0x 00000000 ¥ ) ) )
r g 0%00000000 [ =5 int main(woid) {
36 05 _IncDI(); /% Initially disable interrupts */
rlo 0x000027E0 37 05 InitKerni); /% inivialize 03 .
~rll 0zgoao0oao ag 05 _TnitHW({) : /% initialize Havrdware for 05 %/
0x00000451 39 LED_Init(); /% initialize LED ports wy
Ox20001540 40 A% You need to create at least one task here ! *7
O0x00001EAS 41 03 _CREATETASE (&TCEO, "HF Task™, Task0O, 100, 3tack0):
0x00000450 42 0% _CREATETASK(<TCE1l, "LP Task”, Taskl, 50, Stackl):
nzevgIFT_SVC 43 05_Starc(): /% Btart multitasking w4
- nzovgift User :; ) return 0}
E-User/Systen 1oaa} a5 =
E-FIQ {...} =i« | N
Target Image |Files I Class I Ereakpoints ARM_1 -Memary  Start address|0x0 :ll
2wl TMemplembls_Stai_STR71:MRC State | 'UCESSU' | Position _ . Tabl - Hex - Mo prefis | Tab2 - Hex - No p[eﬁ:.;l Tab3 - Hex - Mo D[efixl Tabd- 4 | >|
L ARM 1 Al i 3
M ARM_ Address | 0| a | 8| c | ﬂ
000000000 ES9FFOLS ES9FFOLE ELS9FFO18 ESSFFOLE
000000010 ESSFFOLS Ela00000 ESSFFO14 ESSFFOL4
000000020 00002344 Qooooosc oooooo40 oooooo4a4
000000030 00000048 0ooo0zzrFo oooooo4c EAFFFFFE
000000040 EAFFFFFE ELFFFFFE EAFFFFFE EAFFFFFE
J I I _’I 4 I I d n~nnNnNNEn w A nnnnnn wannnes TIRRCNIS FEOrnenn LI
For Help, press F1 [<MoPos> [J-Link [ARM_1 [Stat_STRT1xasf 2

14.3.2 ARM RVDS (RealView developer suite)

Software version

J-Link RDI has been tested with ARM RVDS version 2.1 and 3.0. There should be no prob-
lems with earlier versions of RVDS (up to version v3.0.1). All screenshots are taken from
ARM’s RVDS version 2.1.

Note

RVDS version 3.1 does not longer support RDI protocol to communicate with the
debugger.

Configuring to use J-Link RDI
1. Start the Real View debugger:
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RVYDEBUG<«Start_STR71x>

-Eile Edit Find “iew Project Tools Debug Help

M D e o A e = =]

File: [$MO_SOURCE Find:l | Line:l | [&1 -|
Not connected - no PC or scope ;I
Click to Commect to a Target <No Fegister Context:

| » I\ Dsm j Sre {rtosint_str71x ord vectors s+f ﬂ 3 | | Mﬂ j

4
B[ Name |Ualue B[ Name |Ua1ue = ;l
= =

i
Bf| 42 Iy ool Stack {Tocals fotaties J4| 2] EE{E s hwstem fwiatens fvmteha £ 4] ] =l

[ B
For mare information, select Help from Menu Ln1,Cal1 [NUM [ 2
2. Select File | Connection | Connect to Target.

- File Edit Find Miew Project Tools Debug Help

IC i " b TRt Y B eI RER [EEE
— DOpen. 1+ -

P Ciose il Elune[ /i@ -

-

Notl Elose Logs/daimals.. LI

Cl: <No Register Context:
Save [EtrlirS
Have Sshs

Save/Elaseultiple..

wiorkspace 3

A0

Wiseanmest|Mefinima|Mode]..
[ £ AltHEa] 0
Load Image. . CHi+G bift+0 ZENES . o
Reload| 0T ¢ Culfs LConnection Properties. .. Alt+5 hift+0
b
E:f?:sh ;n;nizoi R Shnchronteatian Eamtal... v | vI 4 | 3 |\ Core [ ﬂ ﬂ
Set PE e Enti Paiit. EtleS s Abtach indowte a Eannestion = ;I
Bl Cifer - -
Recent Files 4 i
Recent Work spaces 3
Eecent|mages r
(5[5 iiclay | P\ wostem fnveteha fvvtera £ 0] ] =l
Exit
cmd {telo fBuie £FieFind £ Srect fALog | |
Select target(z) to connect ta L1, Col 1 MUk i

3. In the Connection Control dialog use the right mouse click on the first item and select
Add/Remove/Edit Devices.
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%+ Connection Control [Souhail\rvdebug. brd]

Setup for various debuggers

0l [serial port)

Connection Properties...
Add/Removes/Edit Devices...

Select Board-File... BET

onnect [(ARIM+0ak)

AFM Wehicle
Macraigor Wiggler
AFM Ltd. Direct Connection
Versatile Platform for ARMOZSEJ-3
Real‘i.FiEHICE

@Real‘flew ICE ABEM JTAG debug interface (TCP/IP)

| Description
AFM Ltd. BDI targets |
Collapze All . simulator
Expand Yehicles erface (parallel port)

|USE port)

4. Now select Add DLL to add the JLi nkRDI . dl I .

software, for example: C:\ Program Fi | es\ SEGGER\ JLi nkARM V350g\ JLi nkRDI

Select the installation path of the

.dll

RDI Target List E |

|z the check boxes to add or remove RO targets from the connection manager:

Mame | Werzion | Diescription |
9:? Femote_A vl 2 Angel debug protocal [senal port]
@ kdLilti-I CE w2 25 ARM JTAG debug interface [parallel port)
1M 2Rk ulator vl4 ARAM instruction set simulator
Add DLL. . Rezet list [EarfiEure.. Hemoye | [Elieate. |

5. After adding the DLL, an additional Dialog opens and asks for description: (These values
are voluntary, if you do not want change them, just click OK) Use the following values

and click on OK, Short Name: JLi nkRDI Description: J- Li nk RDI

Create New RDI Target |

Enter a name and a dezcription far the hew entry in the
connection lizt:

Shaort Mame [example - "Dual FTORIM:
IJLinkFIDI

Descrphon [example - "MMulti-ICE with bwo AR M 72"
IJ Link &FM RDI Interface

0k, Canicel

I nterface.

6. Back in the RDI Target List Dialog, select JLink-RDI and click Configure. For more
information about the generic setup of J-Link RDI, please refer to Configuration on

page 313.
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RDI Target List ]|

Ilze the check boxes to add or remowve RO targets from the connection manager:
M ame I Werzion I Dezcription I
-FLinkR DI J-Link &R M RDI Interface
9:? Remote_A vl 2 Angel debug protocal [zenal port]
S:P_ huilti-ICE w2 25 ARM JTAG debug interface [parallel port)
m AR ulatar wl1.4 ARM instruction et simulatar

Add DLL... Reset list Configure... Remove | Duplicate. .. |

7. Click the OK button in the configuration dialog. Now close the RDI Target List dialog.

Make sure your target hardware is already connected to J-Link.
In the Connection control dialog, expand the JLink ARM RDI Interface and select

the ARM_0 processor. Close the Connection Control window.

! Connection Control [Administrathrydebug. brd]

Help
Hame | pescription
[=Hm ARM-A-EER ARM Ltd. BDI targets
2 ARMulator AFM instruction set simulator

%2 JLinkRDI. d1l J-Link ARM RDI Interface
4| ARM #120.] AFM on localhost |

[ Serwer Conthection Broker
+E localhost dimulator Broker

[HiD ARM-VIA-LP Motorola/Macraigor Wiggler emulator
+EMOT_WIGGLER Macraigor Wiggler

[=Fén ARM-ARM-DIE. ABRM Ltd. Direct Comnection

ﬁVPBBZEEJ—S_U... Wersatile Platform for ARMRZEEJ-3 [USE port)

9. Now the RealView Debugger is connected to J-Link.

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH



309 CHAPTER 14

Setup for various debuggers

VDEBUG<Start_STR71x> = @ARM_0:ARM-A-RR

-Eile Edit Find “iew Project Tools Debug Help

MEERE D Y R T ==

File: [$MO_SOURCE Findt |

j Line:|_|@ v|

DJD source for context: _ENTRY ‘\<entry point>
Click to Load 'C:b\temp'emb03 Start STR71x\BAMM\3tart ATR7Ix. axf'

- |

RO
Ra
R4
RA
R
Rl0
RlZ
LR

noooooon
noooooon
noooooon
noooooon
noooooon
noooooon
noooooon
noooooon

CPEE 000000D3

wrrwl w1l TRO 2T | Monw
v [y core <| |_|

El
E3
RS
R7
E9
Ell
SP
PC

ooooog
ooooog
o000o0g
ooooog
oooan

oo0ooc
oooooc

4 | 4 I\ Cstm }.Src Iy rtosin'rt_str?1x.c+(vedors .s+/ ﬂ F | v| hl

=2 Hame | Ualue = Hame | Ualue = <Noiddr> ;l
- T Erre T | | (<
<Nokddr:>
<Noiddr>

—

of| 4] > i el Stack {Tocals [ Statics J4 |

-

I

b [ watchl {Wiatch2 RWatchS Z 4|

<Nokddr:-
| <Holiddr>-
& <Mosddr>
<Noiddr>

= | PR RN

> connect,route 2

» connect 10

Advanced info searched im: Local Advanced info

Using Advanced info based on 'Defaunlt' or 'All'

Warning: Wector catching specification is not supported by target.
Tarning: No stack/heap or top of memory defined - using defaults.
Connected Target is: ARM

Wehicle: ARM MultiP, RDI wl1.51 wia DLL

Mode: Little Endian

]

B

Currently opened file

e I B

10. A project or an image is needed for debugging. After downloading, J-Link is used to

debug the target.

VDEBUG[Start_STR71x) = @ARM_0:ARM-A-RR

-Eile Edit Find “iew Project Tools Debug Help

v EEEEREES TEETE TEETE FEEEE FERHETH J

CPSE 000000F3

Dl ' BREatRmered el I e 8Es D=z
File: [main_led.c Finct | =] Line: | B -
while (1) { =]

LED_ToggleLEDL(] ; RO 0DOOCEE0 Rl O0DOCSSS =

05_Delay (200); RZ  DDODOLE0  R3  ODOOLFEN
” R4 DDDOBE3C RS ODDOLFSO
c RE  0000OOO0 R7 00000000

RS 0DDDOOO0 R3  00000OOO
e fﬂ‘**ﬁ*ﬁ* TEREEE TEREEE TEREEE FTREXEEEE
- RL0 DDODZE30  RLL 00000000
. . RlZ ODDOOSLS 2P OOOOCSAD
waln

. LR 0000LF85 PO 00000514

int main(woid

nzcv| FI0| IRG| STATE| MODE
0000 DIS DIS Thuwb | §VC

05_IncDI(): A% Initially dizable interrupts *f
05_InitKerni(): /% initialize 03 w4
05 _InitHW(); A% initialize Hardware for 03 L
LED Init(}: /% initialize LED ports i
A% Tou need to create at least one task here ! Lr
0S_CREATETASK (¢TCEO, "HP Task”, Task0, 100, Stacki):
05 _CREATETASK(sTCEl, "LP Task”, Taskl, 50, Stackl):
ul =~ o bl tart ol dt IEE R s
main_led.c Artosinit_strT1xe fvectorss £ ﬂ >|v| A| ¥4 Core ﬂ
&= Type | Value = 00000000 | 0xESSFFOL1S O0xESSFFOLS OxESSFFOLS OxXESSFFO1G
W Tnstr |A\MATN LED\£35:0 00000010 0xESSFFOLS | 0xE1A00000 OxESSFFOLA OxES9FFOL14
- 00000020 000002554 0x0000003C 0x00000040) 0x00000044
000Q0030) 000000045 0x00002300) Ox0000004C OxEAFFFFFE
00000040 | 0OxEAFFFFFE OxEAFFFFFE OxEAFFFFFE OxXEAFFFFFE
00000050 | 0xEAQO0000 OxEACOO7EE OxEZEFCOZ8 OxESSCOCO0

> bi \MAIN LED#35:0

> ga

Stopped at 0x00000514 due to 3W Instruction Breakpoint
Stopped at Ox00000514: MAIN LEDYmain Line 35

i Stop

[

Bl
Al
—
=
[
I

b=l

Far mare informnation, select Help from Menu

n3s.cola [ [ [ NOM[
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14.3.3 GHS MULTI

Software version

J-Link RDI has been tested with GHS MULTI version 4.07. There should be no problems
with other versions of GHS MULTI. All screenshots are taken from GHS MULTI version 4.07.

Configuring to use J-Link RDI

1. Start Green Hills Software MULTI integrated development environment. Click Connect
| Connection Organizer to open the Connection Organizer.

- = .
Eile | Method  Target

Opet
m Conrest ta TTarget
[Eatimect atd Mebug Een Brecutatle).

| Type

[Eanmestand [ebug..
[Eanmest and Elash..

Edit:..

(B,
fEer.
[elete

|

2. Click Method | New in the Connection Organizer dialog.

3. The Create a new Connection Method will be opened. Enter a name for your
configuration in the Name field and select Custom in the Type list. Confirm your choice
with the Create... button.

Create Mew Connection Method

M arne: I J-Link

Type: I Custom j

Create. .. I Cancel |

4. The Connection Editor dialog will be opened. Enter rdiserv in the Server field and
enter the following values in the Arguments field:
-config -dll <Full Pat hToJLi nkDLLs>
Note that JLi nkRDI . dl | and JLi nkARM dI I must be stored in the same directory. If the
standard J-Link installation path or another path that includes spaces has been used,
enclose the path in quotation marks.
Example:
-config -dll “C \Program Fil es\ SEGGER\ JLi nkARM V350g\ JLi nkRDI . dl | "
Refer to GHS manual “MULTI: Configuring Connections for ARM Targets”, chapter
"ARM Remote Debug Interface (rdiserv) Connections” for a complete list of possible
arguments.
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M ame: | J-Link,

Type: I Cuztom

[~ Log Connection b file: I

N, €

FULTI Target Setup Script: I

Connect for: & Download [Download and debug application)
" attach [Debug application already on target)
" Board Setup [Debug board intialization sequence)

Semer I rdizery

Arguments; | -zonfig -dll "C:A\Progrann Files\SE GGE RS LinkaRM_350g% LinkR DI

|
Eu:unneu:tl (] 8 I Eancell Flevertl Apply |

5. Confirm the choices by clicking the Apply button after the Connect button.

M ame: I I-Link,

Tupe: I Custam

[~ Log Connection b file: I

3

FILILTI Target Setup Script: I

Connect far. & Download [Download and debug application]
" Attach [Debug application already on target)
" Board Setup [Debug board initialization sequence]

Server: | rdizery

Arguments:; I -config -dll C:AProgram FileshSEGGERMLinkARM_V 35005 LinkR 0. dlI"

| mode=download rdisery -config -dll 'C:\Program Filesh\SEGGERYILinkARM_W3500 I LinkR DI dI*

Eu:unneu:tl (] 4 I Eancell Hevertl Apply |

6. The J-Link RDI Configuration dialog will open. For more information about the generic
setup of J-Link RDI, please refer to Configuration on page 313.

7. Click the OK button to connect to the target. Build the project and start the debugger.
Note that at least one action (for example step or run) has to be performed in order
to initiate the download of the application.
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File Debug Wiew Browse Target Tools Config Windows Help
YHFpu el NERNEERQARALNIL @A
15 T |
47 wvoid wailt | woid )
45 1 {//7 Begin
49 2 unsigned int waiting time ;
- OxzZ0027c  walt: hs00 FUSH {LE}
. Ox20027e walt40xzZ: hos4 SUE 3P, 2P, 1%
50 3 change_speed () :
. Ox2Z00250 waitc+dx4d: L£7LELLdA4 EL Oxffffffas (change speed (Ox20022c))
51 4 mp for{waiting time = 0; waiting time < Led3peed; waiting time++) :
- Ox2002584 wait4+0xS: 2000 Moy RO <waiting time>, O J
. OxzZ00256 waltc+dxa: ed00 E Ox0 (wait+Oxe [(OxZ200Z5a))
EEE@DXZDD%IS wait+0xc: 3001 ADD RO <waiting time>, 1
*  OxZ0028a wait4+0Oxe: 4922 LDE R1, [PC,136] {&Led3pesd (0Ox200314))
s OxZ00Z28c  wait40x10: 650k LDE B3, [R1,0]
. OxZ0028e wait4+0x1Z: 4208 CHP RO <waiting time>, B3
- Ox200290 waitc+0x14: difa ECC Oxffff£EF4 (wait+0Oxe (OxE00255))
52 5 PA4T End
. Ox200292 wait4+0xla6: hoo4g ALDD 3P, 2P, 1%
. Oxz200294 waitc+0x1S: heods FOF {R3}
- OxzZ00296 wait+Oxla: 4718 BX R3
53 =
4 | o
[Mived | Fie: [mainc = Proc: [wat e =
Finished executing setup script. ;I
Downloading program text and data. Please Wait...
Download complete.
running 'C:hyWorkhiBasic.ghs!'
MULTI> | |
-
.| | >
Crnd | Trg"| 10 ] =i || |STDPPEDINSIDE
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14.4 Configuration

This section describes the generic setup of J-Link RDI (same for all debuggers) using the
J-Link RDI configuration dialog.

14.4.1 Configuration file JLinkRDL.ini

All settings are stored in the file JLi nkRDI . i ni . This file is located in the same directory
as JLi nkRDI . dI I .

14.4.2 Using different configurations

It can be desirable to use different configurations for different targets. If this is the case, a
new folder needs to be created and the JLi nkARM dI | as well as the JLi nkRDI . dl | needs
to be copied into it.

Project A needs to be configured to use JLi nkRDI . dl | A in the first folder, project B needs
to be configured to use the DLL in the second folder. Both projects will use separate con-
figuration files, stored in the same directory as the DLLs they are using.

If the debugger allows using a project-relative path (such as IAR EWARM: Use for example
$PRQJ_DI R$\ RDI'\ ), it can make sense to create the directory for the DLLs and configuration
file in a subdirectory of the project.

14.4.3 Using multiple J-Links simultaneously

Same procedure as using different configurations. Each debugger session will use their own
instance of the JLi nkRDI . dI | .

14.4.4 Configuration dialog

The configuration dialog consists of several tabs making the configuration of J-Link RDI
very easy.
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14.4.4.1 General tab
JLink RDI Configuration @

General | It | JTAG | Flash | Breakpoints | CPU | Log |

J-Link-RDl iz an BDI compliant software far.d-Link
ARM. [t requires a license [RD], which can be
obtained from SEGGER [www. zegoer. com].

Thiz zoftware iz alzo capable of programming the
flazh rmemary of several ARK micraz, which can be
uzed to download pour program to flazh [Fequires
the add. license "FlashDL"] and to zet an unlimited
number of software breakpoints in flash [Fequires
the add. license "FlashBF*").

Connection to J-Link,

IDevice 1] 'I

 ICPAP |

About

Licenze |

Beszet Caonfig |

] I Cancel | Apply |

[Laeatiom el contia file

L

Connection to J-Link

This setting allows the user to configure how the DLL should connect to the J-Link. Some J-
Link models also come with an Ethernet interface which allows to use an emulator remotely
via TCP/IP connection.

License (J-Link RDI License management)

1. The License button opens the J-Link RDI License management dialog. J-Link RDI
requires a valid license.

J-Link RDI License management
Feature | Serial number | E xpiration |
Add licensze | | Display zerial number |

2. Click the Add license button and enter your license. Confirm your input by clicking
the OK button.
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Fleaze enter your license[s)!
License
g I Cancel |
3. The J-Link RDI license is now added.
J-Link RDI License management
Feature | Serial number | E xpiration |
RD1 1 RENEr BXpires
Add licensze | Welstelicense Display serial number |

14.4.4.2 Init tab

J-Link BDI Configuration

General  Init |JTAG | Flash | Breakpointsl CPU | Log

B
|

o]

Cancel Apply

Macro file

A macro file can be specified to load custom settings to configure J-Link RDI with advanced
commands for special chips or operations. For example, a macro file can be used to initialize
a target to use the PLL before the target application is downloaded, in order to speed up

the download.

Commands in the macro file

Command

Description

Set JTAGSpeed(x) ;

Sets the JTAG speed, x = speed in kHz (0=Auto)

J-Link / J-Trace (UM08001)
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Command Description
Del ay(x); Waits a given time, x = delay in milliseconds
Reset (x); Resets the target, x = delay in milliseconds
Go(); Starts the ARM core
Halt (); Halts the ARM core
Read8( Addr); ) Reads a 8/16/32 bit value,
Read16(Addr); Addr = address to read (as hex value)
Read32( Addr) ;

Verify8(Addr, Data);
Verifyl6(Addr, Data);
Verify32(Addr, Data);

Verifies a 8/16/32 bit value,
Addr = address to verify (as hex value)
Data = data to verify (as hex value)

Wite8(Addr, Data);
Witel6(Addr, Data);
Wite32(Addr, Data);

Writes a 8/16/32 bit value,
Addr = address to write (as hex value)
Data = data to write (as hex value)

WiteVerify8(Addr, Data);
WiteVerifyl6(Addr, Data);
WiteVerify32(Addr, Data);

Writes and verifies a 8/16/32 bit value,
Addr = address to write (as hex value)
Data = data to write (as hex value)

W iteRegister(Reg, Data);

Writes a register

WiteJTAG | R(Cnd);

Writes the JTAG instruction register

WiteJTAG DR(nBits, Data);

Writes the JTAG data register

Example of macro file

/*********************************************************************

*

* Macro file for J-LINK RDI

*

R R Sk S Sk S O O S S O R S R O O I S O

* File: LPC2294. set up

* Purpose: Setup for Philips LPC2294 chip

R R Sk S S S O O R O R O O O I O

Y
Set JTAGSpeed( 1000) ;
Reset (0);

Wit e32( 0XEO1FC040, 0x00000001) ;
W i t e32( 0xFFE00000, 0x20003CE3):
Wit e32( 0xE0020C014, OxOEB001E4):

Set JTAGSpeed(2000) ;

J-Link / J-Trace (UM08001)
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J-Link RDI Configuration HE
Generall It JTAG | Flash | Breakpointsl CPU | Log |
—JTAG speed
= Auto selection
= Adaptive clocking
|30 | kHz
1 JTAG scan chain with rultiple device:
Bosition ID 'l |Filen ID
(s elosest fo Tl St afi Bl ens of devices claser bo Tl
|EfLer e ek chimsred.
eritid E conlig |
Ok I Cancel | Apply |

JTAG speed

This allows the selection of the JTAG speed. There are basically three types of speed settings
(which are explained below):

e Fixed JTAG speed
e Automatic JTAG speed
e Adaptive clocking

JTAG scan chain with multiple devices

The JTAG scan chain allows to specify the instruction register organization of the target
system. This may be needed if there are more devices located on the target system than
the ARM chip you want to access or if more than one target system is connected to one
J-Link at once.
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14.4.4.4 Flash tab

J-Link RDI Configuration

Generall I ik I.JT.-“-‘-.G Flash Breakpnintsl CPL ILDg I

—|v Enable flash programming

Allows pragramming the flagh. Thiz iz required to download a program into flash
merman of to get zofbware breakpoints in flazh [lazh breakpaintz).

Device | Atmel AT9154M 7564 x| Clockspeed | 48000000 Hz

Rt I'I G KE @ address Ox200000

Flazh |E4 KB (= addrezs 0100000
¥ Flash iz mirored @ address D=

—I¥ Cache flash contents

Allows caching of flazh contents. This avoids reading data twice and speedz up
the tranzfer between debugger and target.

—I¥ Allow flash download

Allows pragram download ta lash, Your debugger does nat need to have a flazh
loader. This feature requires an additional licenze [FlazhDL].

[¥ Shaow info window during devenload

Ok, Cancel Apply

Enable flash programming

This checkbox enables flash programming. Flash programming is needed to use either flash
download or flash breakpoints.

If flash programming is enabled you must select the correct flash memory and flash base
address. Furthermore it is necessary for some chips to enter the correct CPU clock frequen-

cy.
Cache flash contents

If enabled, the flash content is cached by the J-Link RDI software to avoid reading data
twice and to speed up the transfer between debugger and target.

Allow flash download

This allows the J-Link RDI software to download program into flash. A small piece of code
will be downloaded and executed in the target RAM which then programs the flash memory.
This provides flash loading abilities even for debuggers without a build-in flash loader.

An info window can be shown during download displaying the current operation. Depending
on your JTAG speed you may see the info window only very short.
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J-Link flash programming

Finizhed flazh programming.

14.4.4.5 Breakpoints tab

J-Link BRDI Configuration

General | Init | JTAG | Flash  Breakpoints | CPU | Log |

W Use software breakpoints

Software breakpointz (a3 opposed to hardware breakpointz] are breakpointz which
modify program memaony. Thiz allows setting an unlimited number of breakpoints i the
program iz lacated in Bakd.

[v LUze Hazh breakpaintz
Allowsz zetting an unlimited number of breakpoints if the program iz lacated in

Rk or flazh, which iz extremely valuable when debugging a program located
it flazh.

Thiz feature iz available only if flazh programming iz enabled!

[v Show info window during program

ok Cancel & pply

Use software breakpoints

This allows to set an unlimited number of breakpoints if the program is located in RAM by
setting and resetting breakpoints according to program code.

Use flash breakpoints

This allows to set an unlimited number of breakpoints if the program is located either in
RAM or in flash by setting and resetting breakpoints according to program code.

An info window can be displayed while flash breakpoints are used showing the current
operation. Depending on your JTAG speed the info window may hardly to be seen.

Prograrmming sectar 0 [128 Bytes & addr 000000000
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14.4.4.6 CPUtab

J-Link RDI Configuration

General] I ik ].JT.-“-‘-.G ] Flazh ] Breakpoints CPU ILDQ ]

[v Allove instuction set simulatior

Allows the emulator b gsimulate individual inztructions when single stepping instructions.
Thiz doez nat narmally have any disadvantages and makes debuaging rmuch faster,
ezpecially when uzing flazh breakpoints.

Rezet strategy

J-Link zupportz different rezet strategies. This is necessam because there iz no zingle
way of rezetting and halting an 4Rk core before it starts to execute instructions.

Hardware, halt after rezet [normall ﬂ Delay after rezet O msz

The hardware RESET pin iz uzed to reset the CPU. After reset releaze, J-Link
continuously tries to halt the CPLL Thizs typically haltz the CPU shartly after reset
releaze; the CPL can in most spstems execute same instructions before it iz halted.
The number of instructions executed depends primarily on the JTAG zpeed: the
higher the JTAG speed. the faster the CPU can be halted. Some CPUz can actually
be halted befare executing any instruction, because the start of the CPU iz delaved
after reset release,

If a pauze has been zpecified. J-Link waits for the specified time before trying ta halt
the CPLU. Thiz can be useful if a bootloader which resides in flazh or BOM needs to
be started after reset,

Ok, Cancel Apply

Instruction set simulation

This enables instruction set simulation which speeds up single stepping instructions espe-
cially when using flash breakpoints.

Reset strategy

This defines the way J-Link RDI should handle resets called by software.

J-Link supports different reset strategies. This is necessary because there is no single way
of resetting and halting an ARM core before it starts to execute instructions.

For more information about the different reset strategies which are supported by J-Link and
why different reset strategies are necessary, please refer to Reset strategies .

14.4.4.7 Logtab

A log file can be generated for the J-Link DLL and for the J-Link RDI DLL. This log files may
be useful for debugging and evaluating. They may help you to solve a problem yourself,
but is also needed by customer support help you.

Default path of the J-Link log file: c: \ JLi nkARM | og
Default path of the J-Link RDI log file: c¢:\ JLi nkRDI . | og

Example of

logfile content:
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060: 028 (0000) Logging started @ 2005-10-28 07: 36
060: 028 (0000) DLL Conpiled: COct 4 2005 09: 14: 54
060: 031 (0026) ARM Set MaxSpeed - Testing speed 3FOFOFOF 3FOFOFOF 3FOFOFOF
3FOFOFOF 3FOFOFOF 3FOFOFOF 3FOFOFOF 3FOFOFOF 3FOFOFOF 3FOFOFOF 3FOFOFOF

3FOFOFOFAut 0 JTAG speed: 4000 kHz

060: 059 (0000) ARM Set Endi an( ARM ENDI AN_LI TTLE)
060: 060 (0000) ARM Set Endi an( ARM ENDI AN_LI TTLE)

060: 060 (0000) ARM Reset Pul | SRESET( ON)

060: 060 (0116) ARM Reset(): Speedl sFixed ==
060: 176 (0000) ARM Wi tel ceReg(0x02, 00000000)

060: 177 (0016) ARM Wit eMen( FFFFFC20, 0004)
bytes @ OXFFFFFC20 >1D7>
060: 194 (0014) ARM Wit eMen( FFFFFC2C, 0004)
byt es @ OXFFFFFC2C >195>
060: 208 (0015) ARM Wit eMen( FFFFFC30, 0004)
bytes @ OXFFFFFC30 >195>

-> JTAGSpeed = 30kHz >48> >2EF>
Data: 01 06 00 00 - Witing 0x4
Data: 05 1C 19 00 - Witing Ox4

Data: 07 00 00 00 - Witing 0Ox4

060: 223 (0002) ARM ReadMem (00000000, 0004) JTAG speed: 4000 kHz -- Data: OC 00 00

EA

060: 225 (0001) ARM Wit eMen( 00000000, 0004)
bytes @ 0x00000000 >195>

060: 226 (0001) ARM ReadMem (00000000, 0004)

060: 227 (0001) ARM Wit eMen( FFFFFFOO, 0004)
byt es @ OxFFFFFFOO >195>

060: 228 (0001) ARM ReadMem ( FFFFF240, 0004)

060: 229 (0001) ARM ReadMem ( FFFFF244, 0004)

060: 230 (0001) ARM ReadMem ( FFFFFF6C, 0004)

060: 232 (0000) ARM Wi teMenm( FFFFF124, 0004)
bytes @ OxFFFFF124 >195>

060: 232 (0001) ARM ReadMem ( FFFFF130, 0004)

060: 233 (0001) ARM ReadMem ( FFFFF130, 0004)

060: 234 (0001) ARM ReadMem ( FFFFF130, 0004)

060: 236 (0000) ARM ReadMem ( FFFFF130, 0004)

060: 237 (0000) ARM ReadMem ( FFFFF130, 0004)

060: 238 (0001) ARM ReadMem ( FFFFF130, 0004)

060: 239 (0001) ARM ReadMem ( FFFFF130, 0004)

060: 240 (0001) ARM ReadMem ( FFFFF130, 0004)

060: 241 (0001) ARM Wit eMen( FFFFFD44, 0004)
bytes @ OxFFFFFD44 >195>

060: 277 (0000) ARM Wi teMen( 00000000, 0178)

060: 277 (0000) ARM Wi teMen( 000003C4, 0020)
Witing 0x178 bytes @ 0x00000000

060: 277 (0000) ARM Wi teMen( 000001CC, 00F4)
Witing 0x20 bytes @ 0x000003C4

060: 277 (0000) ARM Wi teMen(000002C0, 0002)

060: 278 (0000) ARM Wi teMen(000002C4, 0068)
Witing OxF6 bytes @ 0x000001CC

060: 278 (0000) ARM Wit eMen(0000032C, 0002)

060: 278 (0000) ARM Wit eMen( 00000330, 0074)
Witing Ox6A bytes @ 0x000002C4

060: 278 (0000) ARM Wi teMen( 000003B0, 0014)
Witing 0x74 bytes @ 0x00000330

060: 278 (0000) ARM Wit eMen( 000003A4, 000C)
Witing 0x14 bytes @ 0x000003B0

060: 278 (0000) ARM Wi teMen( 00000178, 0054)
Witing OxC bytes @ 0x000003A4

Data: OD 00 00 EA - Witing Ox4

Data: OC 00 00 EA
Data: 01 00 00 00 - Witing Ox4

Data: 40 05 09 27
Data: 00 00 00 00
Data: 10 01 00 00
Data: FF FF FF FF - Witing 0x4

Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 00 00 00
Data: 00 80 00 00 - Witing O0x4

Data: OF 00 00 EA FE FF FF EA ...
Data: 01 00 00 00 02 00 00 00 ... -

Data: 30 B5 15 48 01 68 82 68 ... -

Data: 00 47
Data: FO B5 00 27 24 4C 34 4D ... -

Data: 00 47
Data: 30 B5 00 24 AO 00 08 49 ... -

Data: 00 00 00 00 OA 00 00 0O ... -
Data: 14 00 00 00 E4 03 00 00 ... -

Data: 12 4A 13 48 70 B4 81 BO ... -

060: 278 (0000) ARM Set Endi an( ARM ENDI AN_LI TTLE)
060: 278 (0000) ARM Set Endi an( ARM ENDI AN_LI TTLE)

060: 278 (0000) ARM Reset Pul | sRESET( OFF)

060: 278 (0009) ARM Reset(): - Witing 0x54 bytes @ 0x00000178 >3E68>
060: 287 (0001) ARM Halt(): **** Warning: Chip has already been halted.
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14.5 Semihosting

Semihosting can be used with J-Link RDI. For more information how to enable semihosting
in J-Link RDI, please refer to Enabling Semihosting in J-Link RDI + AXD .

14.5.1 Unexpected / unhandled SWis

When an unhandled SWI is detected by J-Link RDI, the message box below is shown.
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15.1 Introduction

Serial Wire Debug (SWD) is a debug interface specified by ARM, as a low pin count (2:
SWCLK, SWDIO) alternative to the traditional 4-wire JTAG (IEEE 1149.1) debug interface.
It was released before 2-wire cJTAG (IEEE 1149.7) was released. This chapter explains
SWD specifics that do not apply for other debug interfaces.
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15.2 SWD multi-drop

By default, SWD was designed as a point-to-point protocol where only one device is con-
nected to J-Link at the same time. With the SWD V2 specification, ARM introduced support
for SWD multi-drop which allows (similar to JTAG) having multiple devices sharing the same
debug signals (SWCLK and SWDIO) and so allow to address many devices on the same
PCB with just one debug connector.

Note

Not all devices that support SWD also support multi-drop. This requires SWDv2 com-
patibility. For more information about if a specific device supports multi-drop, please
refer to the technical reference manual of the specific device

15.2.1 How it works

The different devices on the multi-drop bus are identified by a combination of their <De-
viceID> and a so-called <InstancelD>. While the <DeviceID> is fixed per device, the <In-
stanceID> is usually determined by a device via certain GPIOs being sampled at boot time
(please refer to the technical reference manual of the specific device for more information
about how to determine its <InstanceID>).

By default, all devices on the SWD multi-drop bus are active (to be backward compatible
in case only a single device is mounted on the PCB) and would all respond to commands
being received.

On debug session start, J-Link will send a special sequence that contains the <DevicelD>
and <InstancelD> which makes sure that only the affected device is selected and all other
ones enter a listening state where they do not respond on the bus anymore but still listen
for a wake-up sequence containing their ID pair. From there on, only the selected device
is responsive and can be debugged.

15.2.2 Setting up SWD multi-drop in the J-Link software

In order to select a specific device on the multi-drop bus, J-Link needs to know the <De-
viceID> and <InstancelD> of the device to communicate with. This ID pair can be passed
to J-Link via J-Link Script files . The J-Link script needs to implement the ConfigTargetSet-
tings function and provide the following contents:

int ConfigTargetSettings(void) {
JLI NK_ExecConmand( " Set SWDTar get | d=0x01234567"); // 28-bit target ID
JLI NK_ExecCommand( " Set SWDI nst ancel d=0x8") ; /1 4-bit instance ID
return O;

}

15.2.3 J-Link support

SWD multi-drop needs to be supported by the J-Link hardware in use. For an overview
about which models and hardware versions support SWD multi-drop, please refer to the
SEGGER wiki: J-Link hardware features overview

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH


https://wiki.segger.com/Software_and_Hardware_Features_Overview

Chapter 16
RTT

SEGGER’s Real Time Transfer (RTT) is a technology for interactive user I/0 in embedded ap-
plications. It combines the advantages of SWO and semihosting at very high performance.
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16.1 Introduction

With RTT it is possible to output information from the target microcontroller as well as
sending input to the application at a very high speed without affecting the target’s real
time behavior.

SEGGER RTT can be used with any J-Link model and any supported target processor which
allows background memory access, which are Cortex-M and RX targets.

RTT supports multiple channels in both directions, up to the host and down to the target,
which can be used for different purposes and provide the most possible freedom to the user.

The default implementation uses one channel per direction, which are meant for printable
terminal input and output. With the J-Link RTT Viewer this channel can be used for multiple
“virtual” terminals, allowing to print to multiple windows (e.g. one for standard output, one
for error output, one for debugging output) with just one target buffer. An additional up (to
host) channel can for example be used to send profiling or event tracing data.

S )
PC, Linux, Mac

"Hello World” Debugger
From CPU to terminal in 0.84us with RTT

J-Link SW

S J-Link I
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16.2 How RTT works

16.2.1 Target implementation

Real Time Transfer uses a SEGGER RTT Control Block structure in the target’s memory
to manage data reads and writes. The control block contains an ID to make it findable
in memory by a connected J-Link and a ring buffer structure for each available channel,
describing the channel buffer and its state. The maximum number of available channels
can be configured at compile time and each buffer can be configured and added by the
application at run time. Up and down buffers can be handled separately. Each channel can
be configured to be blocking or non-blocking. In blocking mode the application will wait
when the buffer is full, until all memory could be written, resulting in a blocked application
state but preventing data from getting lost. In non-blocking mode only data which fits into
the buffer, or none at all, will be written and the rest will be discarded. This allows running
in real-time, even when no debugger is connected. The developer does not have to create
a special debug version and the code can stay in place in a release application.

16.2.2 Locating the Control Block

When RTT is active on the host computer, either by using RTT directly via an application
like RTT Viewer or by connecting via Telnet to an application which is using J-Link, like a
debugger, J-Link automatically searches for the SEGGER RTT Control Block in the target’s
known RAM regions. The RAM regions or the specific address of the Control Block can
also be set via the host applications to speed up detection or if the block cannot be found
automatically.

16.2.2.1 Manual specification of the Control Block location

While auto-detection of the RTT control block location works fine for most targets, it is
always possible to manually specify either the exact location of the control block or to
specify a certain address range J-Link shall search for a control block for in. This is done
via the following J-Link Command Strings:

e SetRTTAddr
e SetRTTSearchRanges

For more information about how to use J-Link Command Strings in various environments,
please refer to Using J-Link Command Strings

16.2.3 Internal structures

There may be any number of “Up Buffer Descriptors” (Target -> Host), as well as any
number of "Down Buffer Descriptors” (Host -> Target). Each buffer size can be configured
individually.

The gray areas in the buffers are the areas that contain valid data.

For Up buffers, the Write Pointer is written by the target, the Read Pointer is written by
the debug probe (J-Link, Host).

When Read and Write Pointers point to the same element, the buffer is empty. This assures
there is never a race condition. The image shows the simplified structure in the target.
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SEGGER RTT
Control Block Buffers

D
. . 1
Write Pointer *L‘_\-“—\_‘*
| ReadPointer
Up Buffer
Desaiptors
il
Write Pointer i
Read Pointer
Down Buffer
Desaiptors
il

16.2.4 Requirements

SEGGER RTT does not need any additional pin or hardware, despite a J-Link connected via
the standard debug port to the target. It does not require any configuration of the target
or in the debugging environment and can even be used with varying target speeds.

RTT can be used in parallel to a running debug session, without intrusion, as well as without
any IDE or debugger at all.

16.2.5 Performance

The performance of SEGGER RTT is significantly higher than any other technology used to
output data to a host PC. An average line of text can be output in one microsecond or less.
Basically only the time to do a single memcopy().

Time to output 82 characters
RTT J1
SWo 120

Semihosting [] 10700 [us]

0 20 40 &0 30 100 120 140 10000 12000

16.2.6 Memory footprint

The RTT implementation code uses ~500 Bytes of ROM and 24 Bytes ID + 24 Bytes per
channel for the control block in RAM. Each channel requires some memory for the buffer.
The recommended sizes are 1 kByte for up channels and 16 to 32 Bytes for down channels
depending on the load of in- / output.
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16.3 RTT Communication

Communication with the RTT implementation on the target can be done with different ap-
plications. The functionality can even be integrated into custom applications using the J-
Link SDK.

Using RTT in the target application is made easy. The implementation code is freely available
for download and can be integrated into any existing application. To communicate via RTT
any J-Link can be used.

The simple way to communicate via the Terminal (Channel 0) is to create a connection
to localhost:19021 with a Telnet client or similar, when a connection to J-Link (e.g. via a
debug session) is active.

The J-Link Software Package comes with some more advanced applications, which demon-
strates RTT functionality for different purposes.

16.3.1 RTT Viewer

The J-Link RTT Viewer is described in J-Li nk RTT Vi ewer .

16.3.2 RTT Client

J-Link RTT Client acts as a Telnet client, but automatically tries to reconnect to a J-Link
connection when a debug session is closed.

The J-Link RTT Client is part of the J-Link Software and Documentation Pack for Windows,
Linux and macOS and can be used for simple RTT use cases.

Command line options:

Command Explanation
-? Shows commandline options
-LocalEcho 1 = Enables - / 0 = Disables local echo
-rtttelnetport <Port> Sets the RTT telnet port to <Port>

16.3.3 RTT Logger

With J-Link RTT Logger, data from Up-Channel 1 can be read and logged to a file. This
channel can for example be used to send performance analysis data to the host.

J-Link RTT Logger opens a dedicated connection to J-Link and can be used stand-alone,
without running a debugger.

The application is part of the J-Link Software and Documentation Pack for Windows, Linux
and macOS.

The source of J-Link RTT Logger can be used as a starting point to integrate RTT in other
PC applications, like debuggers, and is part of the J-Link SDK.

Command line options:

Command Explanation
-? Shows commandline options
-Device <DeviceName> Sets target device to <DeviceName>
-if <Interface> Sets target interface to <Interface>
-Speed <SpeedInKHZ> Sets speed to <SpeedInKHZ>
_SelectEmuBySN <SN> S%rll\lnfcvt;tSSJéLink with serial numbet
-RTTAddress <RTTAddress> Sets RTT address to <RTTAddress>

Sets RTT search ranges to <Ranges>.
Please note that quotations are required.

-RTTChannel <RTTChannel> Sets RTT channel to <RTTChannel>

-RTTSearchRanges “<Ranges>"
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16.3.4 RTT in other host applications

RTT can also be integrated in any other PC application like a debugger or a data visualizer
in either of two ways.

e The application can establish a socket connection to the RTT Telnet Server which is
opened on localhost: 19021 when a J-Link connection is active.

e The application creates its own connection to J-Link and uses the J-Link RTT API which
is part of the J-Link SDK to directly configure and use RTT.
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16.4 Implementation

The SEGGER RTT implementation code is written in ANSI C and can be integrated into any
embedded application by simply adding the available sources.

RTT can be used via a simple and easy to use API. It is even possible to override the standard
printf() functions to be used with RTT. Using RTT reduces the time taken for output to a
minimum and allows printing debug information to the host computer while the application
is performing time critical real time tasks.

The implementation code also includes a simple version of printf() which can be used to
write formatted strings via RTT. It is smaller than most standard library printf() implemen-
tations and does not require heap and only a configurable amount of stack.

The SEGGER RTT implementation is fully configurable at compile time with pre-processor
defines. The number of channels, the size of the default channels can be set. Reading and
writing can be made task-safe with definable Lock() and Unlock() routines.

16.4.1 API functions

The following API functions are available in the RTT Implementation. To use them SEG-
GER_RTT.h has to be included in the calling sources.

API functions
SEGGER _RTT_Conf i gDownBuf f er ()
SEGGER_RTT_Conf i gUpBuf fer ()
SEGGER_RTT_Get Key/()
SEGGER_RTT_HasKey/()
SEGGER_RTT_Init ()
SEGGER_RTT_printf()
SEGGER_RTT_Read()
SEGGER RTT_Set Term nal ()
SEGGER RTT_Term nal Qut ()
SEGGER_RTT_Wai t Key()
SEGGER RTT_Wite()
SEGGER RTT WiteString()
SEGGER RTT_Cet Avai | Wit eSpace()

16.4.1.1 SEGGER_RTT_ConfigDownBuffer()

Configure or add a down buffer by specifying its name, size and flags.

Syntax

i nt SEGGER _RTT_Confi gDownBuffer (unsigned Bufferlndex, const char* sNaneg,
char* pBuffer, int BufferSize, int Flags);

Parameter Meaning

Index of the buffer to configure.
Must be lower than SEGGER_RTT_MAX_NUM_DOWN_CHANNELS.

Pointer to a O-terminated string to be displayed as the name of the

Buf f er | ndex

sNane

channel.
pBuf f er Pointer to a buffer used by the channel.
Buf fer Si ze Size of the buffer in Bytes.
Fl ags Flags of the channel (blocking or non-blocking).
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Return value

Value Meaning
=20 O.K.
<0 Error
Example

Il
/1 Configure down buffer 1
Il
SEGGER _RTT_Confi gDownBuf fer (1, "Dataln", &abDataln[0], sizeof(abDataln),
SEGGER_RTT_MODE_NO BLOCK_SKI P) ;
Additional information

Once a buffer is configured only the flags of the buffer should be changed.
16.4.1.2 SEGGER_RTT_ConfigUpBuffer()
Configure or add an up buffer by specifying its name, size and flags.

Syntax

i nt SEGGER _RTT_Confi gUpBuffer (unsigned Bufferlndex, const char* sName, char*
pBuffer, int BufferSize, int Flags);

Parameter Meaning

Index of the buffer to configure.
Must be lower than SEGGER_RTT_MAX_NUM_UP_CHANNELS.

Pointer to a O-terminated string to be displayed as the name of the

Buf f er | ndex

sNane

channel.

pBuf f er Pointer to a buffer used by the channel.
Buf ferSi ze Size of the buffer in Bytes.
Fl ags Flags of the channel (blocking or non-blocking).
Return value

Value Meaning
>0 O.K.
<0 Error
Example

Il
/1 Configure up buffer 1 to work in blocking node
Il
SEGGER_RTT_Confi gUpBuffer (1, "DataCut", &abDataCut[O0], sizeof (abDataQut),
SEGGER_RTT_MODE_BLOCK_| F_FI FO FULL);
Additional information

Once a buffer is configured only the flags of the buffer should be changed.

16.4.1.3 SEGGER_RTT GetKey()
Reads one character from SEGGER RTT buffer 0. Host has previously stored data there.
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Syntax
int SEGGER RTT GetKey (void);

Return value

Value Meaning

>0 Character which has been read (0 - 255).
<0 No character available (empty buffer).
Example

int c;

c = SEGGER RTT_Get Key():
if (c =="'q) {

exit();
}

16.4.1.4 SEGGER_RTT_ HasKey()
Checks if at least one character for reading is available in SEGGER RTT buffer.

Syntax
i nt SEGGER RTT HasKey (void);

Return value

Value Meaning

1 At least one character is available in the buffer.
0 No characters are available to be read.
Example

i f (SEGGER RTT_HasKey()) {
int ¢ = SEGGER RTT_Get Key();
}

16.4.1.5 SEGGER_RTT_Init()
Initializes the RTT Control Block.

Syntax
voi d SEGCER RTT_Init (void);

Additional information
Should be used in RAM targets, at start of the application.

16.4.1.6 SEGGER_RTT_printf()

Send a formatted string to the host.

Syntax

int SEGGER RTT printf (unsigned Bufferlndex, const char * sFormat, .)
Parameter Meaning

Buf f er I ndex Index of the up channel to sent the string to.

sFor nat Pointer to format string, followed by arguments for conversion.
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Return value
Value Meaning
=20 Number of bytes which have been sent.
<0 Error.
Example

SEGGER RTT_printf (0, "SEGGER RTT Sanple. Uptinme: % 10dnms.", /*OS_Tinme*/ 890912);
/1 Formatted output on channel 0: SEGGER RTT Sanple. Uptinme: 890912ms.

Additional information

(1) Conversion specifications have following syntax:
o 9%/Jflags][FieldWidth][.Precision]ConversionSpecifier

(2) Supported flags:

o 4!

e 0:

Left justify within the field width
Always print sign extension for signed conversions
Pad with 0 instead of spaces. Ignored when using ’-’-flag or precision

(3) Supported conversion specifiers:

o C:
e d
° u
o X:
° S
e p:

to

16.4.1.7

Print the argument as one char

: Print the argument as a signed integer
: Print the argument as an unsigned integer

Print the argument as an hexadecimal integer

: Print the string pointed to by the argument
: Print the argument as an 8-digit hexadecimal integer. (Argument shall be a pointer

void.)

SEGGER_RTT Read()

Read characters from any RTT down channel which have been previously stored by the host.

Syntax

unsi gned SEGGER RTT_Read (unsigned Bufferlndex, char* pBuffer, unsigned
Buf ferSi ze);

Parameter Meaning
Buf f er I ndex Index of the down channel to read from.
pBuf f er Pointer to a character buffer to store the read characters.
Buf fer Si ze Number of bytes available in the buffer.

Return value

Value Meaning

>0 Number of bytes that have been read.
Example

char acln[4];

unsi gned NunmBytes = sizeof (acln);
NumByt es = SEGGER_RTT_Read(0, &acln[0], NunBytes);
if (NunBytes) {

Anal yzel nput (acl n);

}
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16.4.1.8 SEGGER_RTT_SetTerminal()

Set the “virtual” terminal to send following data on channel 0.

Syntax

voi d SEGGER RTT_Set Terni nal (char Termninal | d);
Parameter Meaning

Termnal I d Id of the virtual terminal (0-9).

Example

Il

/1 Send a string to termnal 1 which is used as error out.
Il

SEGGER RTT_Set Ternminal (1); // Select term nal 1

SEGGER RTT_WiteString(0, "ERROR Buffer overflow');
SEGGER RTT_Set Terminal (0); // Reset to standard termnal

Additional information

All following data which is sent via channel 0 will be printed on the set terminal until the
next change.

16.4.1.9 SEGGER_RTT_TerminalOut()

I”

Send one string to a specific “virtual” terminal.

Syntax
int SEGGER RTT Terni nal Qut (char Terninal Il D, const char* s);

Parameter Meaning

Terminal I d Id of the virtual terminal (0-9).

S Pointer to O-terminated string to be sent.

Return value

Value Meaning
>0 Number of bytes sent to the terminal.
<0 Error

Example

Il

/1 Sent a string to termnal 1 w thout changing the standard term nal.
Il

SEGGER RTT_Term nal Qut (1, "ERROR Buffer overflow ");

Additional information
SEGGER_RTT_TerminalOut does not affect following data which is sent via channel 0.

16.4.1.10 SEGGER _RTT_Write()

Send data to the host on an RTT channel.
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Syntax

unsi gned SEGGER RTT_Wite (unsigned Bufferlndex, const char* pBuffer, un-
si gned NunBytes);

Parameter Meaning
Buf f er | ndex Index of the up channel to send data to.
pBuf f er Pointer to data to be sent.

NunByt es Number of bytes to send.

Return value

Value Meaning

Number of bytes which have been

>
20 sent

Additional information
With SEGGER_RTT_Write() all kinds of data, not only printable one can be sent.

16.4.1.11 SEGGER_RTT_WaitKey()

Waits until at least one character is available in SEGGER RTT buffer 0. Once a character
is available, it is read and returned.

Syntax
i nt SEGGER RTT_WitKey (void);

Return value

Value Meaning
>0 Character which has been read (0 - 255).
Example
int ¢ = 0;
do {
¢ = SEGGER RTT_ Wi t Key();
} while (c !'="'¢');

16.4.1.12 SEGGER_RTT_WriteString()

Write a O-terminated string to an up channel via RTT.

Syntax

unsi gned SEGGER RTT _WiteSting (unsigned Bufferlndex, const char* s);
Parameter Meaning

Buf f er | ndex Index of the up channel to send string to.

s Pointer to 0-terminated string to be sent.

Return value

Value Meaning

=20 Number of bytes which have been sent.
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SEGGER RTT_WiteString(0, "Hello World fromyour target.\n");

16.4.1.13 SEGGER_RTT_GetAvailWriteSpace()

Returns the number of bytes available in the ring buffer.

Syntax

unsi gned SEGGER RTT_Get Avai | WiteSpace (unsigned Bufferlndex);

Parameter

Meaning

Buf f er | ndex

Index of the up channel that should be checked for space.

Return value

Value Meaning
> Number of bytes that are free in the se-
>0
lected up buffer.
Example

unsi gned NunByt esFr ee;

NunByt esFree = SEGGER RTT_Get Avai | Wi t eSpace(0);

16.4.2 Configuration defines

16.4.2.1 RTT configuration

SEGGER_RTT_MAX_NUM_DOWN_BUFFERS

Maximum number of down (to target) channels.

SEGGER_RTT_MAX_NUM_UP_BUFFERS

Maximum number of up (to host) channels.

BUFFER_SIZE_ DOWN

Size of the buffer for default down channel 0.

BUFFER_SIZE_UP

Size of the buffer for default up channel 0.

SEGGER_RTT_PRINT_BUFFER_SIZE
Size of the buffer for SEGGER_RTT_printf to bulk-send chars.

SEGGER_RTT_LOCK()

Locking routine to prevent interrupts and task switches from within an RTT operation.

SEGGER_RTT_UNLOCK()

Unlocking routine to allow interrupts and task switches after an RTT operation.
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SEGGER_RTT_IN_RAM

Indicate the whole application is in RAM to prevent falsely identifying the RTT Control Block
in the init segment by defining as 1.

16.4.2.2 Channel buffer configuration

SEGGER_RTT_MODE_BLOCK_IF_FIFO_FULL

Implementation

A call to a writing function will block, if the up buffer is full.

SEGGER_RTT_MODE_NO _BLOCK_SKIP

If the up buffer has not enough space to hold all of the incoming data, nothing is written
to the buffer.

SEGGER_RTT_MODE_NO_BLOCK_TRIM

If the up buffer has not enough space to hold all of the incoming data, the available space
is filled up with the incoming data while discarding any excess data.

Note

SEGGER_RTT_TerminalOut ensures that implicit terminal switching commands are al-
ways sent out, even while using the non-blocking modes.

16.4.2.3 Color control sequences

RTT_CTRL_RESET

Reset the text color and background color.

RTT_CTRL_TEXT_*

Set the text color to one of the following colors.

BLACK

RED

GREEN

YELLOW

BLUE

MAGENTA

CYAN

WHITE (light grey)
BRIGHT_BLACK (dark grey)
BRIGHT_RED
BRIGHT_GREEN
BRIGHT_YELLOW
BRIGHT_BLUE
BRIGHT_MAGENTA
BRIGHT_CYAN
BRIGHT_WHITE

RTT _CTRL_BG_*

Set the background color to one of the following colors.

BLACK
RED
GREEN
YELLOW
BLUE
MAGENTA

J-Link / J-Trace (UM08001)
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CYAN

WHITE (light grey)
BRIGHT_BLACK (dark grey)
BRIGHT_RED
BRIGHT_GREEN
BRIGHT_YELLOW
BRIGHT_BLUE
BRIGHT_MAGENTA
BRIGHT_CYAN
BRIGHT_WHITE
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16.5 ARM Cortex - Background memory access

On ARM Cortex targets, background memory access necessary for RTT is performed via a
so-called AHB-AP which is similar to a DMA but exclusively accessible by the debug probe.
While on Cortex-M targets there is always an AHB-AP present, on Cortex-A and Cortex-R
targets this is an optional component. CortexA/R targets may implement multiple APs (some
even not an AHB-AP at all), so in order to use RTT on Cortex-A/R targets, the index of the
AP which is the AHB-AP that shall be used for RTT background memory access, needs to
be manually specified.

This is done via the following J-Link Command string: CORESIGHT_SetIndexAHBAPToUse .
For more information about how to use J-Link Command Strings in various environments,
please refer to Using J-Link Command Strings .
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16.6 Example code

J-Link / J-Trace (UM08001)

/*********************************************************************

* SEGGER M crocontrol | er GrbH *
* Solutions for real time mcrocontroller applications *
EE R R S I R I I R S R R R I R R I S
* *
* (c) 1995 - 2018 SEGGER M crocontrol | er GrbH *
* *
* WWW. segger . com Support: support @egger.com *
* *
EE R R S I R I I R I I R R S R I R S I R I I

File : RTT.c

Purpose : Sinple inplementation for output via RTT.

It can be used with any |DE

---------------------------- END- OF- HEADER ---------------mmmmmmmmo o

#i ncl ude "SEGGER RTT. h"

static void _Delay(int period) {
int i = 100000*peri od;
do { ; } while (i--);

}

int main(void) {
int Cht = 0;

SEGGER RTT_WiteString(0, "Hello Wrld from SEGGER \ n");
do {
SEGGER RTT_printf (0, "%Counter: %%\ n",
RTT_CTRL_TEXT_BRI GHT_WHI TE,
RTT_CTRL_TEXT_BRI GHT_GREEN,
Cnt);
if (Cnt > 100) {

Example code

SEGGER RTT_Term nal Qut (1, RTT_CTRL_TEXT_BRI GHT_RED' Counter overflow ");

Cnt = 0O;
}
_Del ay(100);
Cnt ++;
} while (1);
return O;

}

/*************************** End Of flle ****************************/
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CHAPTER 16 FAQ

FAQ

: How does J-Link find the RTT buffer?
: There are two ways: If the debugger (IDE) knows the address of the SEGGER RTT

Control Block, it can pass it to J-Link. This is for example done by J-Link Debugger. If
another application that is not SEGGER RTT aware is used, then J-Link searches for the
ID in the known target RAM during execution of the application in the background. This
process normally takes just fractions of a second and does not delay program execution.

: I am debugging a RAM-only application. J-Link finds an RTT buffer, but I get no output.

What can I do?

: In case the init section of an application is stored in RAM, J-Link might falsely identify

the block in the init section instead of the actual one in the data section. To prevent
this, set the define SEGGER_RTT_IN_RAM to 1. Now J-Link will find the correct RTT
buffer, but only after calling the first SEGGER_RTT function in the application. A call to
SEGGER_RTT_Init() at the beginning of the application is recommended.

: Can this also be used on targets that do not have the SWO pin?

Yes, the debug interface is used. This can be JTAG or SWD (2pins only!) on most Cortex-
M devices, or even the FINE interface on some Renesas devices, just like the Infineon
SPD interface (single pin!).

: Can this also be used on Cortex-M0 and M0+7?

Yes.

: Some terminal output (printf) Solutions “crash” program execution when executed

outside of the debug environment, because they use a Software breakpoint that triggers
a hardfault without debugger or halt because SWO is not initialized. That makes it
impossible to run a Debug-build in stand-alone mode. What about SEGGER-RTT?

: SEGGER-RTT uses non-blocking mode per default, which means it does not halt program

execution if no debugger is present and J-Link is not even connected. The application
program will continue to work.

: I do not see any output, although the use of RTT in my application is correct. What

can I do?

A: In some cases J-Link cannot locate the RTT buffer in the known RAM region. In this case

the possible region or the exact address can be set manually via a J-Link exec command:
Set ranges to be searched for RTT buffer: SetRTTSearchRanges <RangeStart [Hex]>
<RangeSize >[, <RangelStart [Hex]> <RangelSize>, ...] (e.g. "SetRTTSearchRanges
0x10000000 0x1000, 0x2000000 0x1000")

Set address of the RTT buffer: SetRTTAddr <RTTBufferAddress [Hex]> (e.g.
“SetRTTAddr 0x20000000")

Set address of the RTT buffer via J-Link Control Panel -> RTTerminal

Note

J-Link exec commands can be executed in most applications, for example in J-Link
Commander via “exec <Command>", in J-Link GDB Server via “monitor exec <Com-
mand>" or in IAR EW via *__jlinkExecCommand(”<Command>");” from a macro file.
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Trace

This chapter provides information about tracing in general as well as information about how
to use SEGGER J-Trace.
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17.1 Introduction

With increasing complexity of embedded systems, demands to debug probes and utilities
(IDE, ...) increase too. With tracing, it is possible to get an even better idea about what is
happening / has happened on the target system, in case of tracking down a specific error.
A special trace component in the target CPU (e.g. ETM on ARM targets) registers instruc-
tion fetches done by the CPU as well as some additional actions like execution/skipping
of conditional instructions, target addresses of branch/jump instructions etc. and provides
these events to the trace probe. Instruction trace allows reproducing what instructions have
been executed by the CPU in which order, which conditional instructions have been exe-
cuted/skipped etc., allowing to reconstruct a full execution flow of the CPU.

Note

To use any of the trace features mentioned in this chapter, the CPU needs to implement
this specific trace hardware unit. For more information about which targets support
tracing, please refer to Target devices with trace support .

17.1.1 What is backtrace?

Makes use of the information got from instruction trace and reconstructs the instruction
flow from a specific point (e.g. when a breakpoint is hit) backwards as far as possible with
the amount of sampled trace data.

Example scenario: A breakpoint is set on a specific error case in the source that the ap-
plication occasionally hits. When the breakpoint is hit, the debugger can recreate the in-
struction flow, based on the trace data provided by J-Trace, of the last xx instructions that
have been executed before the breakpoint was hit. This for example allows tracking down
very complex problems like interrupts related ones, that are hard to find with traditional
debugging methods (stepping, printf debugging, ...) as they change the real-time behavior
of the application and therefore might make the problem to disappear.

17.1.2 What is streaming trace?

There are two common approaches how a trace probe collects trace data:

1. Traditional trace:

Collects trace data while the CPU is running and stores them in a buffer on the trace robe.
If the buffer is full, writes continues at the start of the buffer, overwriting the oldest trace
data in it. The debugger on the PC side can request trace data from the probe only when
the target CPU is halted. This allows doing backtrace as described in What is backtrace?
on page 345.

2. Streaming trace:

Trace data is collected while the CPU is running but streamed to the PC in real-time, while
the target CPU continues to execute code. This increases the trace buffer (and therefore
the amount of trace data that can be stored) to an theoretically unlimited size (on modern
systems multiple terabytes). Streaming trace allows to implement more complex trace
features like code coverage and code profiling as these require a complete instruction flow,
not only the last xx executed instructions, to provide real valuable data.

17.1.3 What is code coverage?

Code coverage metrics are a way to describe the “quality” of code, as “code that is not
tested does not work”. A code coverage analyzer measures the execution of code and shows
how much of a source line, block, function or file has been executed. With this information it
is possible to detect code which has not been covered by tests or may even be unreachable.
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This enables a fast and efficient way to improve the code or to create a suitable test suite
for uncovered blocks.
Note

This feature also requires a J-Trace that supports streaming trace.

17.1.4 What is code profiling?

Code profiling is a form of measuring the execution time and the execution count of func-
tions, blocks or instructions. It can be used as a metric for the complexity of a system and
can highlight where computing time is spent. This provides a great insight into the running
system and is essential when identifying code that is executed frequently, potentially plac-
ing a high load onto a system. The code profiling information can help to easier optimize a
system, as it accurately shows which blocks take the most time and are worth optimizing.

Note

This feature also requires a J-Trace that supports streaming trace.
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17.2 Tracing viatrace pins

This is the most common tracing method, as it also allows to use streaming trace. The
target outputs trace data + a trace clock on specific pins. These pins are sampled by J-
Trace and trace data is collected. As trace data is output with a relatively high frequency
(easily = 100 MHz on modern embedded systems) a high end hardware is necessary on
the trace probe (J-Trace) to be able to sample and digest the trace data sent by the target
CPU. Our J-Trace models support up to 4-bit trace which can be manually set by the user by
overwriting the global variable JLINK_TRACE_Portwidth which is set to 4 by default. Please
refer to Global DLL variables .

17.2.1 Cortex-M specifics

The trace clock output by the CPU is usually 1/2 of the speed of the CPU clock, but trace
data is output double data rate, meaning on each edge of the trace clock. There are usually
4 trace data pins on which data is output, resulting in 1 byte trace data being output per
trace clock (2 * 4 bits).

17.2.2 Trace signal timing

There are certain signal timings that must be met, such as rise/fall timings for clock and
data, as well as setup and hold timings for the trace data. These timings are specified by
the vendor that designs the trace hardware unit (e.g. ARM that provides the ETM as a trace
component for their cores). For more information about what timings need to be met for a
specific J-Trace model, please refer to J-Link / J-Trace models .

17.2.3 Adjusting trace signal timing on J-Trace

Some target CPUs do not meet the trace timing requirements when it comes to the trace
data setup times (some output the trace data at the same time they output a trace clock
edge, resulting on effectively no setup time). Another case where timing requirements may
not be met is for example when having one trace data line on a hardware that is longer than
the other ones (necessary due to routing requirements on the PCB). For such cases, higher
end J-Trace models, like J-Trace PRO, allow to adjust the timing of the trace signals, inside
the J-Trace firmware. For example, in case the target CPU does not provide a (sufficient)
trace data setup time, the data sample timing can be adjusted inside J-Trace. This causes
the data edges to be recognized by J-Trace delayed, virtually creating a setup time for the
trace data.

The trace signals can be adjusted via the TraceSampleAdjust command string. For more
information about the syntax of this command string, please refer to J-Link Command
Strings . For more information about how to use J-Link Command Strings in different envi-
ronments, please refer to Using J-Link Command Strings . The following graphic illustrates
how a adjustment of the trace data signal affects the sampling of the trace data inside the
J-Trace firmware.

e TCLK = trace clock output by target
e TDx = Trace data 0-3 output by target
e TDx + Aty = Trace data seen by J-Trace firmware

As can be seen in the following drawings, by moving the sampling point of the TDx signal,
a setup time for the trace data is generated (Aty). This can be used to enable tracing on

targets that do not provide a setup time for the trace data.
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TCLK L] |
TDx z \ /! \

Drawing a) shows the correct behavior of a target and b) shows a target that does not
apply setup times. Therefore in b) the undelayed signal TDx would be sampled as a logical
0 at the rising edge of TCLK which would give the J-Trace wrong tracing information. In the
case where the sample point of TDx is moved to the left (negative) by Aty at each rising
TCLK edge a logical 1 is sampled which in this case means that the J-Trace now receives

the correct trace information.

TCLK | [ |

at <5 at <
TDXx + Aty e /.

b)

17.2.4 J-Trace models with support for streaming trace

For an overview which J-Trace models support streaming trace, please refer to
SEGGER Wiki: J-Link / J-Trace / Flasher Software and Hardware features overview .
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17.3 Tracing with on-chip trace buffer

Some target CPUs provide trace functionality also provide an on-chip trace buffer that is
used to store the trace data output by the trace hardware unit on the device. This allows
to also do trace on such targets with a regular J-Link, as the on-chip trace buffer can be
read out via the regular debug interface J-Link uses to communicate with the target CPU.
Downside of this implementation is that it needs RAM on the target CPU that can be used
as a trace buffer. This trace buffer is very limited (usually between 1 and 4 KB) and reduces
the RAM that can be used by the target application, while tracing is done.

Note

Streaming trace is not possible with this trace implementation

17.3.1 CPUs that provide tracing via pins and on-chip buffer

Some CPUs provide a choice to either use the on-chip trace buffer for tracing (e.g. when
the trace pins are needed as GPIOs etc. or are not available on all packages of the device).

e For J-Link: The on-chip trace buffer is automatically used, as this is the only method
J-Link supports.

e For J-Trace: By default, tracing via trace pins is used. If, for some reason, the on-chip
trace buffer shall be used instead, the J-Link software needs to be made aware of this.
The trace source can be selected via the SelectTraceSource command string. For more
information about the syntax of this command string, please refer to J-Link Command
Strings . For more information about how to use J-Link Command Strings in different
environments, please refer to Using J-Link Command Strings .
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17.4 Target devices with trace support

For an overview for which target devices trace is supported (either via pins or via on-chip
trace buffer), please refer to List of supported target devices .
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17.5 Streaming trace

With introducing streaming trace, some additional concepts needed to be introduced in or-
der to make real time analysis of the trace data possible. In the following, some considera-
tions and specifics, that need to be kept in mind when using streaming trace, are explained.

17.5.1 Download and execution address differ

Analysis of trace data requires that J-Trace needs know which instruction is present at what
address on the target device. As reading from the target memory every time is not feasible
during live analysis (would lead to a too big performance drop), a copy of the application
contents is cached in the J-Link software at the time the application download is performed.
This implies that streaming trace is only possible with prior download of the application in
the same debug session. This also implies that the execution address needs to be the same
as the download address. In case both addresses differ from each other, the J-Link software
needs to be told that the unknown addresses hold the same data as the cached ones. This is
done via the ReadIntoTraceCache command string. For more information about the syntax
of this command string, please refer to J-Link Command Strings . For more information
about how to use J-Link Command Strings in different environments, please refer to Using
J-Link Command Strings .

17.5.2 Do streaming trace without prior download

Same specifics as for “load and execution address differ” applies.
Please refer to Download and execution address differ .
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Target interfaces and adapters

This chapter gives an overview about J-Link / J-Trace specific hardware details, such as the
pinouts and available adapters.
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18.1 20-pin J-Link connector

18.1.1 Pinout for JTAG

VTref
nTRST
TDI

TMS

TCK

RTCK

TDO
RESET
DBGRQ
5V-Supply

]

e
®4
® 6
® 38
® 10
® 12
® 14
® 16
® 18
® 20

J-Link and J-Trace have a JTAG connector compat-

NC ible to ARM’s Multi-ICE. The JTAG connector is a
GND 20 way Insulation Displacement Connector (IDC)
GND keyed box header (2.54mm male) that mates with
g:g IDC sockets mounted on a ribbon cable.

GND

* *On some models like the J-Link ULTRA, these pins are re-
* served for firmware extension purposes. They can be left open
* or connected to GND in normal debug environment. Please do
* not assume them to be connected to GND inside J-Link.

The following table lists the J-Link / J-Trace JTAG pinout.

PIN

SIGNAL

TYPE

Description

VTref

Input

This is the target reference voltage. It is used to check if the
target has power, to create the logic-level reference for the in-
put comparators and to control the output logic levels to the
target. It is normally fed from VDD of the target board and
must not have a series resistor.

Not
connected

NC

This pin is not connected in J-Link.

NTRST

Output

JTAG Reset. Output from J-Link to the Reset signal of the tar-
get JTAG port. Typically connected to nTRST of the target CPU.
This pin is normally pulled HIGH on the target to avoid unin-
tentional resets when there is no connection.

TDI

Output

JTAG data input of target CPU. It is recommended that this pin
is pulled to a defined state on the target board. Typically con-
nected to TDI of the target CPU.

TMS

Output

JTAG mode set input of target CPU. This pin should be pulled
up on the target. Typically connected to TMS of the target
CPU.

TCK

Output

JTAG clock signal to target CPU. It is recommended that this
pin is pulled to a defined state of the target board. Typically
connected to TCK of the target CPU.

11

RTCK

Input

Return test clock signal from the target. Some targets must
synchronize the JTAG inputs to internal clocks. To assist in
meeting this requirement, you can use a returned, and re-
timed, TCK to dynamically control the TCK rate. J-Link sup-
ports adaptive clocking, which waits for TCK changes to be
echoed correctly before making further changes. Connect to
RTCK if available, otherwise to GND.

13

TDO

Input

JTAG data output from target CPU. Typically connected to TDO
of the target CPU.

15

NRESET

I/0

Target CPU reset signal. Typically connected to the RESET pin
of the target CPU, which is typically called "nRST", "nRESET"
or "RESET". This signal is an active low signal.

17

DBGRQ

NC

This pin is not connected in J-Link. It is reserved for compat-
ibility with other equipment to be used as a debug request
signal to the target system. Typically connected to DBGRQ if
available, otherwise left open.

J-Link / J-Trace (UM08001)
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PIN| SIGNAL TYPE Description

This pin can be used to supply power to the target hardware.
Older J-Links may not be able to supply power on this pin. For
more information about how to enable/disable the power sup-
ply, please refer to Target power supply .

19 | 5V-Supply | Output

Pins 4, 6, 8, 10, 12 are GND pins connected to GND in J-Link. They should also be connected
to GND in the target system.

18.1.1.1 Target board design

We strongly advise following the recommendations given by the chip manufacturer. These
recommendations are normally in line with the recommendations given in the table Pinout
for JTAG on page 353. In case of doubt you should follow the recommendations given by
the semiconductor manufacturer. You may take any female header following the specifica-
tions of DIN 41651. For example:

Harting part-no. 09185206803
Molex part-no. 90635-1202
Tyco Electronics part-no. 2-215882-0

Typical target connection for JTAG

JTAG connector Target board
19%x* 190 Voltage ~
5V supply =t ——————— > Regulator » VCC
VTref |€t L
A
nTRST 35— —— 3 nTRST vee
DI = 5 TDI
™S |Z Z T™S
J-Link TcKk 2 2 TCK CPU
RTCK @t 1 RTCK
TDO |3 13 TDO
15 15
RESET nRST GND
GND 20 20

* NTRST and RTCK may not be available on some CPUs.
** Optional to supply the target board from J-Link.

18.1.1.2 Pull-up/pull-down resistors

Unless otherwise specified by developer’'s manual, pull-ups/pull-downs are recommended
to 100 kOhms.

18.1.1.3 Target power supply

Pin 19 of the connector can be used to supply power to the target hardware. Supply voltage
is 5V, max. current is 300mA. The output current is monitored and protected against over-
load and short-circuit. Power can be controlled via the J-Link commander. The following
commands are available to control power:

Command Explanation

power on Switch target power on

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH



355 CHAPTER 18 20-pin J-Link connector
Command Explanation
power of f Switch target power off
power on perm Set target power supply default to “on”
power of f perm Set target power supply default to “off”

18.1.2 Pinout for SWD

VTref

Not used
Not used
SWDIO
SWCLK
Not used
Swo
RESET
Not used
5V-Supply

]

e
®4
® 6
® 38
® 10
® 12
® 14
® 16
® 18
® 20

The J-Link and J-Trace JTAG connector is also com-

NC patible to ARM’s Serial Wire Debug (SWD).

GND

GND

GND

GND

GND *On some models like the J-Link ULTRA, these pins are re-
: served for firmware extension purposes. They can be left open
. or connected to GND in normal debug environment. Please do
. not assume them to be connected to GND inside J-Link.

The following table lists the J-Link / J-Trace SWD pinout.

PIN

SIGNAL

TYPE

Description

VTref

Input

This is the target reference voltage. It is used to check if the
target has power, to create the logic-level reference for the in-
put comparators and to control the output logic levels to the
target. It is normally fed from Vdd of the target board and
must not have a series resistor.

Not
connected

NC

This pin is not connected in J-Link.

Not used

NC

This pin is not used by J-Link. If the device may also be ac-
cessed via JTAG, this pin may be connected to nTRST, other-
wise leave open.

Not used

NC

This pin is not used by J-Link. If the device may also be ac-
cessed via JTAG, this pin may be connected to TDI, otherwise
leave open.

SWDIO

I/0

Single bi-directional data pin. A pull-up resistor is required.
ARM recommends 100 kOhms.

SWCLK

Output

Clock signal to target CPU. It is recommended that this pin is
pulled to a defined state on the target board. Typically con-
nected to TCK of the target CPU.

11

Not used

NC

This pin is not used by J-Link. If the device may also be ac-
cessed via JTAG, this pin may be connected to RTCK, other-
wise leave open.

13

SWO

Input

Serial Wire Output trace port. (Optional, not required for SWD
communication.)

15

NRESET

I/0

Target CPU reset signal. Typically connected to the RESET pin
of the target CPU, which is typically called “*nRST”, "nRESET"”
or "RESET". This signal is an active low signal.

17

Not Used

NC

This pin is not connected in J-Link.

19

5V-Supply

Output

This pin can be used to supply power to the target hardware.
Older J-Links may not be able to supply power on this pin. For
more information about how to enable/disable the power sup-
ply, please refer to Target power supply .
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Pins 4, 6, 8, 10, 12 are GND pins connected to GND in J-Link. They should also be connected
to GND in the target system.

18.1.2.1 Target board design

We strongly advise following the recommendations given by the chip manufacturer. These
recommendations are normally in line with the recommendations given in the table Pinout
for SWD on page 355. In case of doubt you should follow the recommendations given by
the semiconductor manufacturer.

Typical target connection for SWD

JTAG connector Target board
SV supply A%t 0% e
VTref |4t 1
« A
SWDIO |~ 75l T sworo vee
J-Link SWCLK 2 2 SWCLK
- swo (€¢-————————- 13 SwWo cPU
RESET |12 = nRST
GND
GND |2 20

* Optional to supply the target board from J-Link.

18.1.2.2 Pull-up/pull-down resistors

A pull-up resistor is required on SWDIO on the target board. ARM recommends 100 kOhms.
In case of doubt you should follow the recommendations given by the semiconductor man-
ufacturer.

18.1.2.3 Target power supply

Pin 19 of the connector can be used to supply power to the target hardware. Supply voltage
is 5V, max. current is 300mA. The output current is monitored and protected against over-
load and short-circuit. Power can be controlled via the J-Link commander. The following
commands are available to control power:

Command Explanation
power on Switch target power on
power of f Switch target power off
power on perm Set target power supply default to “on”
power of f perm Set target power supply default to “off”

J-Link / J-Trace (UM08001)
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18.1.3 Pinout for SWD + Virtual COM Port (VCOM)

VTref

Not used
J-Link Tx
SWDIO
SWCLK
Not used
SWO
RESET
J-Link Rx
5V-Supply

N W=

9
11
13
15
17
19

]

o2
® 4
® 6
® 38
® 10
® 12
® 14
® 16
® 18
® 20

The J-Link and J-Trace JTAG connector is also com-

NC patible to ARM’s Serial Wire Debug (SWD).

GND

GND

GND

GND

fND *On some models like the J-Link ULTRA, these pins are re-
N served for firmware extension purposes. They can be left open
" or connected to GND in normal debug environment. Please do
" not assume them to be connected to GND inside J-Link.

The following table lists the J-Link / J-Trace SWD pinout.

PIN

SIGNAL

TYPE

Description

VTref

Input

This is the target reference voltage. It is used to check if the
target has power, to create the logic-level reference for the in-
put comparators and to control the output logic levels to the
target. It is normally fed from Vdd of the target board and
must not have a series resistor.

Not
connected

NC

This pin is not connected in J-Link.

Not used

NC

This pin is not used by J-Link. If the device may also be ac-
cessed via JTAG, this pin may be connected to nTRST, other-
wise leave open.

J-Link Tx

Output

This pin is used as VCOM Tx (out on J-Link side) in case VCOM
functionality of J-Link is enabled. For further information about
VCOM, please refer to Virtual COM Port (VCOM) .

SWDIO

I/0

Single bi-directional data pin. A pull-up resistor is required.
ARM recommends 100 kOhms.

SWCLK

Output

Clock signal to target CPU. It is recommended that this pin is
pulled to a defined state on the target board. Typically con-
nected to TCK of the target CPU.

11

Not used

NC

This pin is not used by J-Link. If the device may also be ac-
cessed via JTAG, this pin may be connected to RTCK, other-
wise leave open.

13

SWO

Input

Serial Wire Output trace port. (Optional, not required for SWD
communication.)

15

NRESET

I/0

Target CPU reset signal. Typically connected to the RESET pin
of the target CPU, which is typically called "nRST”, "nRESET”
or “"RESET". This signal is an active low signal.

17

J-Link Rx

Input

This pin is used as VCOM Rx (in on J-Link side) in case VCOM
functionality of J-Link is enabled. For further information,
please refer to Virtual COM Port (VCOM) .

19

5V-Supply

Output

This pin can be used to supply power to the target hardware.
Older J-Links may not be able to supply power on this pin. For
more information about how to enable/disable the power sup-
ply, please refer to Virtual COM Port (VCOM) .

J-Link / J-Trace (UM08001)
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18.1.4 Pinout for SPI

VTref

NC

DI

nCS

CLK

NC

DO
nRESET
NC
5V-Supply

N W=

O
® @6 6 06 06 06 06 0 0 o

13
15
17
19

o2
® 4
® 6
® 38
® 10
® 12
® 14
® 16
® 18
® 20

NC
GND

GND

GND

GND

GND *On some models like the J-Link ULTRA, these pins are re-
* served for firmware extension purposes. They can be left open
* or connected to GND in normal debug environment. Please do
* not assume them to be connected to GND inside J-Link.

*

The following table lists the pinout for the SPI interface on J-Link.

PIN| SIGNAL TYPE Description
This is the target reference voltage. It is used to check if the
target has power, to create the logic-level reference for the in-
1| VTref Input | put comparators and to control the output logic levels to the
target. It is normally fed from Vdd of the target board and
must not have a series resistor.
Not .
2 connected NC Leave open on target side
3 Not NC Leave open on target side
connected P 9
Data-input of target SPI. Output of J-Link, used to transmit
> | b Output data to the target SPI.
7 | nCS Output | Chip-select of target SPI (active LOW).
9 | CLK Output | SPI clock signal.
11 Not NC Leave open on target side
connected
Data-out of target SPI. Input of J-Link, used to receive data
13\ DO Input from the target SPI.
Target CPU reset signal. Typically connected to the RESET pin
15 | nRESET I/0 of the target CPU, which is typically called “"nRST”, "nRESET"”
or "RESET". This signal is an active low signal.
17 Not NC Leave open on target side
connected
This pin can be used to supply power to the target hardware.
) Older J-Links may not be able to supply power on this pin. For
19 | 5V-Supply | Output more information about how to enable/disable the power sup-
ply, please refer to Target power supply .

J-Link / J-Trace (UM08001)
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18.2 19-pin JTAG/SWD and Trace connector

VTref 1
GND 3
GND 5
--- 7
NC 9
5V-Supp|y|:11
5V-Supply (13
GND 15
GND 17
GND 19

o0 2
o0 4
L)
e 3
o0 10
o0 12
®e 14
e 16
®e 18
e 20

SWDIO/TMS
SWCLK/TCK
SWO/TDO

TDI

nRESET
TRACECLK
TRACEDATA[O]
TRACEDATA[1]
TRACEDATA[2]
TRACEDATA[3]

J-Trace provides a JTAG/SWD+Trace connector. This
connector is a 19-pin connector (0.05" / 1.27mm).
It connects to the target via an 1-1 cable.

The following table lists the J-Link / J-Trace SWD pinout.

J-Link / J-Trace (UM08001)

PIN| SIGNAL TYPE Description
This is the target reference voltage. It is used to check if the
target has power, to create the logic-level reference for the in-
1| VTref Input put comparators and to control the output logic levels to the
target. It is normally fed from Vdd of the target board and
must not have a series resistor.
SWDIO / 1/0 / SWDIO: (Single) bi-directional data pin. JTAG mode set input
2 ™S output of target CPU. This pin should be pulled up on the target. Typi-
P cally connected to TMS of the target CPU.
SWCLK: Clock signal to target CPU. It is recommended that
4 SWCLK / output this pin is pulled to a defined state of the target board. Typi-
TCK P cally connected to TCK of target CPU. JTAG clock signal to tar-
get CPU.
JTAG data output from target CPU. Typically connected to TDO
6 SWO / Input of the target CPU. When using SWD, this pin is used as Serial
TDO P Wire Output trace port. (Optional, not required for SWD com-
munication)
| i This pin (normally pin 7) is not existent on the 19-pin JTAG/
SWD and Trace connector.
JTAG data input of target CPU. It is recommended that this pin
is pulled to a defined state on the target board. Typically con-
8 | TDI Output | nected to TDI of the target CPU. For CPUs which do not pro-
vide TDI (SWD-only devices), this pin is not used. J-Link will
ignore the signal on this pin when using SWD.
9| NC NC Not connected inside J-Link. Leave open on target hardware.
Target CPU reset signal. Typically connected to the RESET pin
10 | NRESET I/0 of the target CPU, which is typically called “"nRST", "nRESET"
or “RESET". This signal is an active low signal.
This pin can be used to supply power to the target hardware.
11 | 5V-Supply | Output | For more information about how to enable/disable the power
supply, please refer to Target power supply .
12 | TRACECLK | Input | Input trace clock. Trace clock = 1/2 CPU clock.
This pin can be used to supply power to the target hardware.
13 | 5V-Supply | Output | For more information about how to enable/disable the power
supply, please refer toTarget power supply .
TRACE- .
14 DATA[O] Input | Input Trace data pin 0.
16 | TRACE- Input | Input Trace data pin 1.
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PIN| SIGNAL TYPE Description
DATA[1]
TRACE- .

18 DATA[2] Input | Input Trace data pin 2.
TRACE- .

20 DATA[3] Input Input Trace data pin 3.

18.2.1 Connecting the target board

J-Trace connects to the target board via a 19-pin trace cable. Alternatively J-Trace can be
connected with a 20-pin JTAG cable.

Note

Never connect trace cable and JTAG cable at the same time because this may lead to
unstable debug and trace connections.

Debug + Trace  Debug only wrong

J-Trace J-Trace

>;

Weeeems
//SEGGER

Trace cable
JTAG cable
JTAG cable

Target board Target board Target board

18.2.2 Target power supply

Pins 11 and 13 of the connector can be used to supply power to the target hardware.
Supply voltage is 5V, max. current is 300mA. The output current is monitored and protected
against overload and short-circuit. Power can be controlled via the J-Link commander. The
following commands are available to control power:

Command Explanation
power on Switch target power on
power of f Switch target power off

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH
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Command Explanation
power on perm Set target power supply default to “on”
power of f perm Set target power supply default to “off”
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18.3 9-pin JTAG/SWD connector

Some target boards only provide a 9-pin JTAG/SWD
VTref | 1 ee2 |SWDIO/TMS  connector for Cortex-M. or these devices SEGGER pro-

GND [ 3 @04 |SWCLK/TCK  vides a 20-pin -> 9-pin Cortex-M adapter.
5ee6 |SWO/TDO

-—- 7 ®8 |TDI
NC 9 e e 10| nRESET

PIN|  SIGNAL TYPE Description

This is the target reference voltage. It is used to check if the
target has power, to create the logic-level reference for the in-
1| VTref Input | put comparators and to control the output logic levels to the
target. It is normally fed from Vdd of the target board and
must not have a series resistor.

SWDIO: (Single) bi-directional data pin. JTAG mode set input

Sswbilo/ |I/0/

2 ™S output of target CPU. This pin should be pulled up on the target. Typi-
P cally connected to TMS of the target CPU.
SWCLK: Clock signal to target CPU. It is recommended that
4 SWCLK / Output this pin is pulled to a defined state of the target board. Typi-
TCK P cally connected to TCK of target CPU. JTAG clock signal to tar-
get CPU.
JTAG data output from target CPU. Typically connected to TDO
6 SWO / Input of the target CPU. When using SWD, this pin is used as Serial
TDO P Wire Output trace port. (Optional, not required for SWD com-

munication)

This pin (normally pin 7) is not existent on the 19-pin JTAG/
SWD and Trace connector.

JTAG data input of target CPU.- It is recommended that this
pin is pulled to a defined state on the target board. Typical-
8 | TDI Output | ly connected to TDI of the target CPU. For CPUs which do not
provide TDI (SWD-only devices), this pin is not used. J-Link
will ignore the signal on this pin when using SWD.

By default, TRST is not connected, but the Cortex-M Adapter
9 | NC (TRST) | NC comes with a solder bridge (NR1) which allows TRST to be
connected to pin 9 of the Cortex-M adapter.
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18.4 Reference voltage (VTref)

VTref is the target reference voltage. It is used by the J-Link to check if the target has
power, to create the logic-level reference for the input comparators and to control the
output logic levels to the target. It is normally fed from Vdd of the target board and must
not have a series resistor.

Current hardware versions of J-Link support configuring a fixed voltage for VTref which is
then generated by J-Link on its own and fed to the input comparators of J-Link.

This allows saving the VTref pin in the board design.

For more information on how to configure and enable the fixed VTref feature on J-Link,
please refer to J-Link Commander and its "VTREF” command:

SEGGER Wiki: J-Link commander

In cases where the VTref signal should not be wired to save one more pin / place on the
target hardware interface connector (e.g. in production environments), SEGGER offers a
special adapter called J-Link Supply Adapter which can be used for such purposes. Further
information regarding this, can be found on the SEGGER website ( J-Link supply adapter )

To guarantee proper debug functionality, please make sure to connect at least one of the
GND pins to GND (Pin 4, 6, 8, 10, 12, 14*, 16*, 18*, 20%*).

Note

*0On some models like the J-Link ULTRA, these pins are reserved for firmware exten-
sion purposes. They can be left open or connected to GND in normal debug environ-
ment. Please do not assume them to be connected to GND inside J-Link.
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18.5 Adapters

There are various adapters available for J-Link as for example the JTAG isolator, the J-Link
RX adapter or the J-Link Cortex-M adapter.

For more information about the different adapters, please refer to
J-Link adapters
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Chapter 19

Background information

This chapter provides background information about JTAG and ARM. The ARM7 and ARM9
architecture is based on Reduced Instruction Set Computer (RISC) principles. The instruc-
tion set and the related decode mechanism are greatly simplified compared with micropro-
grammed Complex Instruction Set Computer (CISC).
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19.1 JTAG

JTAG is the acronym for Joint Test Action Group. In the scope of this document, “the JTAG
standard” means compliance with IEEE Standard 1149.1-2001.

19.1.1 Test access port (TAP)

JTAG defines a TAP (Test access port). The TAP is a general-purpose port that can provide
access to many test support functions built into a component. It is composed as a mini-
mum of the three input connections (TDI, TCK, TMS) and one output connection (TDO).
An optional fourth input connection (nTRST) provides for asynchronous initialization of the

test logic.
PIN Type Explanation
TCK Input The test clock input (TCK) provides the clock for the test logic.
DI Input Serial test instructions and data are received by the test logic at
P test data input (TDI).
™S Input The signal received at test mode select (TMS) is decoded by the TAP

controller to control test operations.

Test data output (TDO) is the serial output for test instructions and

TDO | Output data from the test logic.

Input The optional test reset (nTRST) input provides for asynchronous ini-

nTRST (optional) | tialization of the TAP controller.

19.1.2 Dataregisters

JTAG requires at least two data registers to be present: the bypass and the boundary-scan
register. Other registers are allowed but are not obligatory.

Bypass data register

A single-bit register that passes information from TDI to TDO.

Boundary-scan data register

A test data register which allows the testing of board interconnections, access to input and
output of components when testing their system logic and so on.

19.1.3 Instruction register

The instruction register holds the current instruction and its content is used by the TAP
controller to decide which test to perform or which data register to access. It consist of at
least two shift-register cells.

19.1.4 The TAP controller

The TAP controller is a synchronous finite state machine that responds to changes at the
TMS and TCK signals of the TAP and controls the sequence of operations of the circuitry.
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( g Reset <
tms=1

y tms=0
Idle =1 > DR-Scan tms=1 > IR-Scan tms=1
tms=0 4 tms=0 tms=0
v v
tms:/—<1 Capture-DR > tn;=i@ure-lR
tms=0 tms=0
h 4 h 4
Shift-DR Shift-IR
. -
tms=1 tms=0 tms=1 tms=0
A 4 A 4
Exit1-DR Exit1-IR
tms=1 tms=1
tms=0 tms=0
v v
Pause-DR E ) Pause-IR E )
tms=1 tms=0 tms=1 tms=0
h 4 h 4
tms=0 =
e Exit2-DR > w@z-m >
tms=1 tms=1
v v
Updat@«—/ Update-IR
tms=1 tms=0
. Y
\ 4

19.1.4.1 State descriptions

Reset

The test logic is disabled so that normal operation of the chip logic can continue unhindered.
No matter in which state the TAP controller currently is, it can change into Reset state if
TMS is high for at least 5 clock cycles. As long as TMS is high, the TAP controller remains

in Reset state.

Idle

Idle is a TAP controller state between scan (DR or IR) operations. Once entered, this state
remains active as long as TMS is low.

DR-Scan

Temporary controller state. If TMS remains low, a scan sequence for the selected data
registers is initiated.

IR-Scan

Temporary controller state. If TMS remains low, a scan sequence for the instruction register
is initiated.
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Capture-DR
Data may be loaded in parallel to the selected test data registers.
Shift-DR

The test data register connected between TDI and TDO shifts data one stage towards the
serial output with each clock.

Exit1-DR

Temporary controller state.

Pause-DR
The shifting of the test data register between TDI and TDO is temporarily halted.

Exit2-DR

Temporary controller state. Allows to either go back into Shift-DR state or go on to Up-
date-DR.

Update-DR

Data contained in the currently selected data register is loaded into a latched parallel output
(for registers that have such a latch). The parallel latch prevents changes at the parallel
output of these registers from occurring during the shifting process.

Capture-IR

Instructions may be loaded in parallel into the instruction register.

Shift-IR

The instruction register shifts the values in the instruction register towards TDO with each
clock.

Exit1-IR

Temporary controller state.

Pause-IR

Wait state that temporarily halts the instruction shifting.

Exit2-IR

Temporary controller state. Allows to either go back into Shift-IR state or go on to Up-
date-IR.

Update-IR

The values contained in the instruction register are loaded into a latched parallel output
from the shift-register path. Once latched, this new instruction becomes the current one.
The parallel latch prevents changes at the parallel output of the instruction register from
occurring during the shifting process.
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19.2 Embedded Trace Macrocell (ETM)

Embedded Trace Macrocell (ETM) provides comprehensive debug and trace facilities for ARM
processors. ETM allows to capture information on the processor’s state without affecting
the processor’s performance. The trace information is exported immediately after it has
been captured, through a special trace port.

Microcontrollers that include an ETM allow detailed program execution to be recorded and
saved in real time. This information can be used to analyze program flow and execution
time, perform profiling and locate software bugs that are otherwise very hard to locate. A
typical situation in which code trace is extremely valuable, is to find out how and why a
“program crash” occurred in case of a runaway program count.

A debugger provides the user interface to J-Trace and the stored trace data. The debugger
enables all the ETM facilities and displays the trace information that has been captured. J-
Trace is seamlessly integrated into the IAR Embedded WorkbenchA® IDE. The advanced
trace debugging features can be used with the IAR C-SPY debugger.

19.2.1 Trigger condition

The ETM can be configured in software to store trace information only after a specific se-
quence of conditions. When the trigger condition occurs the trace capture stops after a
programmable period.

19.2.2 Code tracing and data tracing

Code trace

Code tracing means that the processor outputs trace data which contain information about
the instructions that have been executed at last.

Data trace

Data tracing means that the processor outputs trace data about memory accesses (read /
write access to which address and which data has been read / stored). In general, J-Trace
supports data tracing, but it depends on the debugger if this option is available or not. Note
that when using data trace, the amount of trace data to be captured rises enormously.

19.2.3 J-Trace integration example - IAR Embedded Work-
bench for ARM

In the following a sample integration of J-Trace and the trace functionality on the debugger
side is shown. The sample is based on IAR's Embedded Workbench for ARM integration
of J-Trace.
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19.2.3.1 Code coverage - Disassembly tracing

% 1AR Embedded Workbench IDE
Eie Edt View Project Debug Disassembly Jlnk Tools Window Help

IDea@& =l |

¥ %%

1%

E"‘E&&walv~~‘x‘

gled_ll.c | stm32FL0x_nvic.c

equal to 9MHz CHCLK-B. defaul

RCC_APB2Periph_GPIOC. DISABLED;
RCC_APB2Periph_GPIOC,. ENABLE>;

23 ifdef DEBUG
94 " debug<>;
25 fendif
96
@ 197  ENTRICRIZSECTIONCYI;
98 ¢/ Init clock systen
29  Clk_Init{);
08
81 7 NUIC init
03 Hifndof EMB_FLASH
B3 = Set the Uector Table base location at Bx26 */
B4 NUIC_SetUectorTable<NUIC_UectTab_RAM, Bx0>;
I5 ftelse . UECT_TAB_FLASH x~
7% Set the Uector Table base location at BxA8BDABED x/
I'? NUIC SetUectorTable(NUIC VectTah FLASH. Bx@);
08 ftendif
B9 NUVIC_PriorityGroupConfig(NUVIC_PriorityGroup 4>;
#7 8ysTick end of count event each @.1s with input clock
& SysTick_SetReload(?908600) ;
77 Enable SysTick interrupt
SysTick_ITConf ig<ENABLE);
SysTick CounterCnd<SysTick Counter_Enable);
s/ Buttons port init
7/ GPIO enable clock and release Res
RCC_APB2PeriphResetCnd( RCCJPBZPH-lph GPIOA
: RCC_APB2Periph_GPIOG, DISABLE);
RCC_APB2PeriphClockCnd{ RCC_APB2Periph_GPIOA
H i RCC_APB2Periph_GPIOG, ENABLED;
5 GPIO_InitStructure.GPIO_Pin Bi_MASK
36 GPIOTnitStructure.GFIO Hode - GPLO. Mode_IN_FLOATING;
27 GPIO_InitStructure.GPIO Speed = GPIO_Speed SBMHz;
GPIO_Init<Bi_PORT. BGPI0_InitStructure);
GPIO_InitStructure .GPIO_Pin B2_MASK;
GPIO_InitStructure .GPIO_Mode GPIO_Mode ] INJLOHTING,
GPIO_InitStructure .GPI0 Speed = GPIO_Speed SBMHz
GPIO_Init{B2_PORI. &GPIO_InitStructure);
EXT_CRT_SECTIONC
#7 AN_IR port and ADC init
77 Enable ADCL and GPIOC clock
RCC_APB2PeriphResetCnd(RCC_APB2Periph ADC1i |
5 RCC_APB2PeriphClockCnd(RCC_APB2Periph_ADCL !
ol [4

o

g OXBaYHE |

oo [ ey S]|E

oOrawtable 3@

0800BFD0

2001
0200BFD2  FOOLFELA

0800BFDE 2001

0800BFAD  BOLA ADD SP, SP, #0XES
0800BFA2  BO7O POP R3,R5,RE,PCT
PDranTable_o:
0800BFA4 DOCO BLE Ox800BF28
0200BFAG 0200 LERE RO, RO, #0x0
proid mainfvoidy
L

Bs10 PUSH (R4, LR]

BOEE SuB 5P, 5P, #0x20
0E00BFAC FODlFBAS BL debug
ENTR_CRT_SECTION
Ik,

SendErEs Frrrrre ik
HMIC_SetvectorTahle(NVIC vectTab, FLASH R
0800BFES o
0200BFEA FOSFE000  MOVE RD #UXEUDUD
0200BFEE FOOLFC NVIC SEtVECtDr‘TalﬂE
IC, Prwnrwt\/GrDuuCunﬁu(N\lIC Pr‘lur‘1t oL
0800BFC2  F44F7040 RO,
DRnmBrcE Fooircas Ao R ———
0800BFCA 4876 [y RO, [PC, #0x108
SysTick ITConfig ENAELE

l(k ITConfig

RO,
g sys

SysTick CounterCmd(SysTick Counter_Enable):
O

s mx

DRB0BFDE FODIFAEE AL Sy8Ti ck_countercmd
RCC_APB7Periphfesercmd( RCC_APB2PENiph _GPIDA

| RCC_APEZPEriph GPIOG, DISABLE):
0200BFOC 2100 MovE R1, #0x0
0800BFODE  F44F7082 MOV RO, #0x104
0800BFEZ  F7FFFASD RCCjPBZPEr‘\DhRESEtCmd
RCC PEZPEFﬂDhCWD(kad( RCC_APB2Periph GPIOA

| Rcc, PBzParwh GPIDG ENABLE];
0800BFEE 2101 WENS
OB00BFES F44F7082 MOV RU. #
0200BFEC F7FFFAZO BL RCCjFBZFErW phclockamd
PI0_InitStructure.GPIO_Fin El_MASK;
OB00BFFO F44F7080 MOV RO, #0x100
0800BFF4  FaADOOOOD  STRH RO,
sl ST _Mode = GPIO_Mode IN_FLOATING;

Index [ Frame: [ ddress [ cpeode [ Trace [ comment
003064 003382 x0800D85E E0O4 B PONVIC_SetVectorTable 2
PPNVIC_SetvectorTable _z:
DO20EE oo03282 Dx020008AA 4807 LOR RO, [PC, #0x1C]
003066 003384 08000 8AC 4285 MP RE, RO
003067 [sEES:1 0x08000BAE 0304 BCC FPNVIC_SetvectorTable_a
PPNVIC SetVectorTable_d4:
003065 003386 0800D3EA 4804 LOR RO, [PC, #0x10]
003083 03387 0x0800088C 028 anos RO, RO, RS
ooz070 oo3388 0x080008EE 4320 ORRS RO, RO, R4
002071 002288 0x080008C0 4804 LOR Rl, [PC, #0x10]
003072 003330 Dx0800D8C2 6805 LOR R1, [R1]
a02073 002391 0x080008C4 6088 STR RO, [R1, #0x8]
002074 003232 0x020008CE EDZ1 FOF {r0O,Rd4,RE,FC]
03075 03383 ox0800BFC2 FasF wov RO, #0x300
003076 003334 0x0800BFCE Foo1 BL NWIC_PriorityGroupContig
MVIC_PriorityGroupcontig
003077 003335 0x0800084C B510 PUSH {R4,LR}
002078 o0223¢ 0x0200D84E 0004 Mows R4, RO
03073 03387 ox08000850 F5Ba cne R4, #0x700
003080 003338 0x08000854 Not executed
002081 002238 0x0200D856 FEB4 CMF R4, #0x&00
003082 003400 0800085 A Not executed
003083 03401 0x0800085C F5Ba cne R4, #0x500
003084 003402 0x08000860 Not executed
002085 002402 0x0300D8E2 FEB4 CMF R4, #0x400
003086 003404 08000866 Not executed
003087 ooz40s 0x08000868 F5Ba cne R4, #0x300
003088 003408 0x0800086C Not executed
?PNVIC_Friori tyGroupConfig_i
003085 003407 x0800086E E0O4 B PPNVIC_PriorityGrouplonfig_2
FPNVIC_Priori tyGroupContig_
002030 002408 OxD200D874 FEDF LOR.. W RO, [PC, #0xEE]
003081 003409 x0800D&7E £300 LOR RO, [RO]
002092 o0za410 Ox08000850 4901 LDR R1, [PC, #0x4]
003033 003411 0x08000D882 4321 ORRS R1, R1, R4
002034 003412 0x02000884 €0C1 ETR R1l, [RO, #0xC]
o02095 0034132 0x08000856 BD10 POP {Ra,PC}
002036 002414 DxD200BFCA 4ETE LOR RO, [PC, #0x1DZ]

4]

ETM Trace

ETM Function Trace

[ b |
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19.2.3.2 Code coverage - Source code tracing

£ 1AR Embedded Workbench IDE

Eilz  Edit

Wiew Project Debug Disassembly Jlnk Tocls Window Help

IDea@& =l |

¥ %%

1%

E"‘E&&walv~~‘x‘

gled_ll.c | stm32FL0x_nvic.c

23 ifdef DEBUG
94 " debug<>;
25 fendif
96
@ 197  ENTRICRIZSECTIONCYI;
98 ¢/ Init clock systen
29  Clk_Init{);
08
81 7 NUIC init
03 Hifndof EMB_FLASH
B3 = Set the Uector Table base location at Bx26 */
B4 NUIC_SetUectorTable<NUIC_UectTab_RAM, Bx0>;
I5 ftelse . UECT_TAB_FLASH x~
7% Set the Uector Table base location at BxA8BDABED x/
7 NUIC SetUectorTable(NUIC VectTah FLASH. Bx@);
268 frendif
209 MNUIC PriorityGroupConfig{NUIC PriorityGroup 43; |
#7 8ysTick end of count event each @.1s with input clock
& SysTick_SetReload(?908600) ;
77 Enable SysTick interrupt
SysTick_ITConf ig<ENABLE);
SysTick CounterCnd<SysTick Counter_Enable);
s/ Buttons port init
7/ GPIO enable clock and release Res
RCC_APB2PeriphResetCnd( RCCJPBZPH-lph GPIOA
: RCC_APB2Periph_GPIOG, DISABLE);
RCC_APB2PeriphClockCnd{ RCC_APB2Periph_GPIOA
H i RCC_APB2Periph_GPIOG, ENABLED;
5 GPIO_InitStructure.GPIO_Pin Bi_MASK
36 GPIOTnitStructure.GFIO Hode - GPLO. Mode_IN_FLOATING;
27 GPIO_InitStructure.GPIO Speed = GPIO_Speed SBMHz;
GPIO_Init<Bi_PORT. BGPI0_InitStructure);
GPIO_InitStructure .GPIO_Pin B2_MASK;
GPIO_InitStructure .GPIO_Mode GPIO_Mode ] INJLOHTING,
GPIO_InitStructure .GPI0 Speed = GPIO_Speed SBMHz
GPIO_Init{B2_PORI. &GPIO_InitStructure);
EXT_CRT_SECTIONC
#7 AN_IR port and ADC init
77 Enable ADCL and GPIOC clock
RCC_APB2PeriphResetCnd (RCC_APB2Periph ADCi | RCC_APB2Periph_(
5 RCC_APB2PeriphClockCnd<RCC_APB2Periph_ADC1 ! RCC_APB2Periph_{
ol [4

GPIOC. DISABLE);
GPIOC, ENABLED;

x

X2y HE =

equal to 9MHz CHCLK-B. defaul

o

oo [ ey S]|E

SoOrawtable_o:

0800BFA4 DOCO BLE 0x800BF28
0800BFAG 0800 Lsrs RO, RO, #0x0
0id mainfvoid) |
IC
ain
@in
text_l4:
0800BFAS  BE1O PUSH {R4, LR}
0800BFAA  BOBE suB sp, SP, #ox20
0800BFAC FODLFBAS BL debug
ENTR_CRT_SECTION
Ik
DSDEEFE4 FFFFFFEZ CTk_
NWTC SEtVEEtDr‘TahWE(NVIC WectTah FLASH 0073
0800BFEE 2100 R, #0X0
DEBOBFEA FOSFEODD M RO, #0x8000000
0S00BFEE FOOLFCES BL wvic_setvectorTable
NWIC PR ar1throuncomf1u[NVIc PriorityGroup 4
0200BFCZ  F44F7040
0800BFCE  FOOLFCHLl EL NVIC Frioritydrouplonfig
PC, #0x105
SySTiCl ITconTalENAsLE)
0800BFD 200 MO ra,
0800BFO2 FUDlFBlA BL SySTICK ITconfig
SysTick untercmdrs 5T1 k. unter Enablel:
0800BFOE 2001 mar Ry #OX
0800BFD&  FOOLFAEB EL SysTick_Countercmd
RCC_APBIPeriphfesetcmd( RCC_APB2PEriph GPIDA
[ RCC_APEZPeriph_GPIOG, DISABLE):
0800BFOC 2100 WO R1, #0X0
GE0DGFOE  Fadrrgsz  Mow RO, #0X104
0800BFEZ  F7FFFAS0 CC_APEZPEr1 phREseTCmd
RCC PEZPEV‘HJHCWDCKCMU( RCC_APE2FEriph GPIOA
| RCC_AFBZFeriph GPIOG, ENABLET;
0800BFE& 2101 MOVS R1, #0x1
0B00BFES F44F7082 WOW RO, #0X104
0800BFEC F7FFFA20 BL ReC_apozper phclockamd
GPIO_Initstructure.GPIO_Pin = B1_MA:
OB00BFFO F44F7080 MOV RO, #UXlUU
0200BFF4 FEADOOO0  STRH
GFIO _InitStructure.GPIO Mode = GPIO Mode TN _FLOATING:
0800BFF& 20 MOV X
0800BFFA  FE300003 STRE RD, [5P, #0x3]
S st Speed = petd s omiz;

o

ETM Trace ETM Function Trace

Index | Frame | Address [ opeode [ Trace [ comment |
0023658 002686 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z403 onz7a1 0X0800BEBE 2800 Clk_Inic() + 68

002407 ooz7zs 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
002442 ooz7e0 0x0800BEEE 2800 CIk_INit() + €6

002446 002764 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0zas1 o0z799 0X0800BEBE 2800 Clk_Inic() + 68

002485 002803 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
o0zEZ0 oozE28 0x0800BEEE 2800 CIk_INit() + €6

002524 o0z&4z 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z559 002877 0X0800BEBE 2800 Clk_Inic() + 68

002563 oozss8l 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
[ul3:3:1-3 00z31e 0x0800BEEE 2800 CIk_INit() + €6

002602 oo0zs20 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
002637 002958 0X0800BEBE 2800 Clk_Inic() + 68

002641 002353 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
o0zETE 002334 0x0800BEEE 2800 CIk_INit() + €6

002680 002398 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z71s 0030332 0X0800BEBE 2800 Clk_Inic() + 68

002713 003037 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
00ZFE4 Qo207 0x0800BEEE 2800 CIk_INit() + €6

002788 003076 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z793 003111 0X0800BEBE 2800 Clk_Inic() + 68

002737 003115 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
o0zER2 002150 0x0800BEEE 2800 CIk_INit() + €6

002836 003154 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
002871 002189 0X0800BEBE 2800 Clk_Inic() + 68

002875 003133 0x0800B3CE B510 RCC_USBCLKConTigluzz]
o0zEE32 oo2201 Ox<0800BECE Fd4F CIk_Init() + 76

002885 003203 0x0800B3EC BE10 RCC_ADCCLKConfiglu32)
002908 o03224 0X0800BEDD 2000 Clk_Inice) + 84

002308 o032z 0x0800B37C B510 RCC_PCLEZCanTig(u3z)

o0z5z2 0032241 0x0800BEDE Fd4F Clk_Init() + 20

002525 003243 0x0800B334 BE10 RCC_PCLKIConTig(u3z)

002942 002260 0X0800BEDE 2000 Clk_Inic() + 98

002344 oo3zez 0x<0800B2E4 B510 RCC_HCLKConfiglu3zl)

00Z3ES oo2277 0x0E00BEE4 2002 C1k_Init() + 104

002961 003279 0x0800070C BE10 FLASH_SetlLatency(u32)

o0z985 003303 OX0S00BEEA 2000 Clk_Init() + 110

002387 003305 0x08000746 B510 FLASH_Hal foycleaccessamdu3z)
002003 Qo227 Ox0E00BEFD 2010 Clk_Init() + 116

003011 003329 0x0800077C BE10 FLASH_PrefetchBuffercmd(uiz)
002031 002348 0X0800BEF 6 2002 Clk_Inic() + 122

003033 003351 0x0800B2AC B510 RCC_SvSCLKConfigluzz)

002052 oo32271 Ox0800BEFC EDOL Clk_Init() + 128

003054 003372 0x0800BFES 2100 main() + 1

o02057 003378 0X0800088C BE3E NVIC_SetvectorTable(u3z, u3z)
003075 003337 BF Fa4F maing) + e

002077 0033235 0x0800084C EELO NYIC_PrioritydroupConfiglusz)
0030596 003414 0x0800BFCA 4876 m:awn[) + 34

[ b |
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372 CHAPTER 19 Embedded Trace Macrocell (ETM)

#Z 1AR Embedded Workbench IDE
Eie Edt Wiew Project Debug Disassembly

Hirk  Tools Window  Help

B =0
D@ & s = | E% % %= E e #5758
— P L e
ClelzaLB22|X
SCBE->HFSR = DxFFFFTTET; :I Golo =[ [Memory ElE
SCB->DFSR = B:xFFFFFFFF; R =
0snoDE42 4770 B LR
DMaz_channe]1_IRQHandle m
* Function Mame : MUIC_PriorityGroupConfig DMAZ cnanneu,muﬂanme
* Deseription Configures tha priority grouping: pre—emption priority L TExT
- and subpriorit Sandbeas 4770 23 LR
* Input : NUICJrlnrltyGrnup specifies the priority grouping hits 3
= length. This parameter can be one of the fnllnwlng values: DMAZ_Channel2 _TRQHandler:
= NUIC PriorityGroup_@: B hits for pre-enpt priority puaz_channelz_tRquandlel
- ybits For subpriority Cettosss 4770 ex w
e — NUIC PriorityGroup 1: 1 hits for pre—emption priority I
= 3 bits for subpriority DiAz_channe]3_IRQHand]
= — NUIC PriorityGroup 2: 2 bits for pre—emption priority iz Cnanme1: —renender
x 2 bits for subpriority X
* — NUIC_Priorityc 3 hits for pre—enption priority nsnnna4a 4770 BX LR
x 1 bits for subpriority
e — NUVIC PriorityGroup 4: 4 bits for pre—emption priority OMAZ_Channe] 4_5_TRQHandler:
= @ bits for subpriority DMaz_channel 4 5_TRQHandler:
[ Quepue ; None “aoangan 4770
< Return Mone ot RUE r At S tyGrouBtentiarusz MR Prior tyGroup)
o void NUIC_PriorityGroupConf igu32 NUIC PriorityGroup> 1c_Priori tysroupconts
NvIC_P & Cont
/% Check the paraneters =, ML P i tyGraupcants
assartjaran(ISJUICJRIORITY _GROUPCNUIC_PriorityGroup)); 0800D84C  B510 F’LISH (R4 LR)
U00DE4E 0004
#% Set the PRIGROUPLL 1 bits according to NUIC PriorityGroup value BEEERT_PAramIs NVIC PRIURIT‘T‘ GRUUP NVIC Friorit H
SCB->AIRCR = ATRCR_VECTKEY_MASK ! NVIC_PriorityGroup; 08000850 FEB4EFEQ Rd, #0x700
4> 0300DEE4  DOOE Esq FPVIC_Friori tyaroupConfig_0
5 08000856  FSB46FCO  CHP R4, #0X600
66 0800D85A  DDOE BEQ 22RuIC _Prioritysroupcontigo
B7 % Function Hame NUTC.In 0800D85C  F5B46FAD  CHP R4, o
03 = Describiion : InitIalices the NUIC peripheral according to the specified Coonneey Fooiereo ome ;Z“";‘ ”";”‘“W”“”C”"f‘g—
(T g paranmeters in the NUIC_InitStruct. 08000866 DODO: EEQ S rtortyGroupcantt g_o
8% Input H NUIC InitStruct: pnmtu- to a NUIC InitTypeDef structure 05000265 FEE4TF40  CHMF R,
1 that contains the configuration information for the 0200086C D100 ENE 22RIC Friori tyGroupConfig 1
2% spa:lfl:d NUIC peripheral. 2 NVIC_Pri ori LyGroupcontig_t
3 > Output None 0800086E  EDO4 B 27NVIC_PriorityGroupcontig_2
4= Return None PrvIC pror tysroupcontio
5 08000870 21, R1, #0x6
6void NUIC_InitCNVIC_InitTypeDef> NUIC_InitStruct) 08000872 FEDFUUK LDR W RO, [PC, #0x5C]
o O TN
iority = B = = riori byGroup;
§ 3 TP Ll ORbRY Fnonask 7RVIC FriorityaroupEontia 2
PP - D i 0800D&7A  FBOFOOSE  LOR.W RO, [PC, #0x58]
2 0800D87E 6800 Lor RO, [RO
15l Ii /= Check the parameters =/ | — RO, [Ro] L
Fol [«

“XaA¥H =

Index | Frame | Address [ opeode [ Trace [ comment |
0023658 002686 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z403 onz7a1 0X0800BEBE 2800 Clk_Inic() + 68
002407 ooz7zs 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
002442 ooz7e0 0x0800BEEE 2800 CIk_INit() + €6
002446 002764 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0zas1 o0z799 0X0800BEBE 2800 Clk_Inic() + 68
002485 002803 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
o0zEZ0 oozE28 0x0800BEEE 2800 CIk_INit() + €6
002524 o0z&4z 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z559 002877 0X0800BEBE 2800 Clk_Inic() + 68
002563 oozss8l 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
[ul3:3:1-3 00z31e 0x0800BEEE 2800 CIk_INit() + €6
002602 oo0zs20 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
002637 002958 0X0800BEBE 2800 Clk_Inic() + 68
002641 002353 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
o0zETE 002334 0x0800BEEE 2800 CIk_INit() + €6
002680 002398 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z71s 0030332 0X0800BEBE 2800 Clk_Inic() + 68
002713 003037 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
00ZFE4 Qo207 0x0800BEEE 2800 CIk_INit() + €6
002788 003076 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
o0z793 003111 0X0800BEBE 2800 Clk_Inic() + 68
002737 003115 0x0800B5 A4 B510 RCC_GECF1agstatus (Us)
o0zER2 002150 0x0800BEEE 2800 CIk_INit() + €6
002836 003154 0x0800B5 A4 BE10 RCC_GetFlagStatus (Ua)
002871 002189 0X0800BEBE 2800 Clk_Inic() + 68

002875 003133 0x0800B3CE B510 RCC,USBCLKCDI’H‘IG(U}Z]
o0zEE32 oo2201 Ox<0800BECE Fd4F Clk_Init() +

002885 003203 0x0800B3EC BE10 RCCJDCCLKCDHfIg[u}Z)
002908 o03224 0X0800BEDD 2000 clk_Inite) +

002308 o032z 0x0800B37C B510 RCC,FCLKZCOV“‘"G[USZJ
o0z5z2 0032241 0x0800BEDE Fd4F Clk_Init() + 20

002525 003243 0x0800B334 BE10 RCC_PCLKIConTig(u3z)
002942 002260 0X0800BEDE 2000 Clk_Inic() + 98
002344 oo3zez 0x<0800B2E4 B510 RCC_HCLKConfiglu3zl)
00Z3ES oo2277 0x0E00BEE4 2002 C1k_Init() + 104
002961 003279 0x0800070C BE10 FLASH_SetlLatency(u32)
o0z985 003303 OX0S00BEEA 2000 Clk_Init() + 110
002387 003305 0x08000746 B510 FLASH_Hal foycleaccessamdu3z)
002003 Qo227 Ox0E00BEFD 2010 Clk_Init() + 116
003011 003329 0x0800077C BE10 FLASH_PrefetchBuffercmd(uiz)
002031 002348 0X0800BEF 6 2002 Clk_Inic() + 122
003033 003351 0x0800B2AC B510 RCC_SYSCLKConfiglu3z)
002052 oo32271 Ox0800BEFC EDOL Clk_Init() + 128
003054 003372 0x0800BFES 2100 main() + 1é

o02057 003378 0X0800088C BE3E NVIC_SetvectorTable(u3z, u3z)
003075 003333 0xX0800BFC2 Fa4F main() + 2z

002077 003238 0x0800084C EELD NYIC FrioritydroupConfig(usz)
0030896 003414 Ox0800BFCA 4876 main() + 3

i3

ETM Trace ETM Function Trace =

Ready [T =,
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19.3 Embedded Trace Buffer (ETB)

The ETB is a small, circular on-chip memory area where trace information is stored during
capture. It contains the data which is normally exported immediately after it has been
captured from the ETM. The buffer can be read out through the JTAG port of the device
once capture has been completed. No additional special trace port is required, so that the
ETB can be read via J-Link. The trace functionality via J-Link is limited by the size of the
ETB. While capturing runs, the trace information in the buffer will be overwritten every time
the buffer size has been reached.

3 J-Link ARM [_ (O]
SEGGER J-Link Commander U3.72c '?' for help?
Compiled Jul 4 2887 28:17:14
DLL wversion U3.72c, compiled Jul 4 2887 28:17:89
Firmware: J-Link compiled Jun 14 2887 14:36:33 ARM Rev .5
Hardware: US.30
S/H = 1
Feature<s> : RDI,. FlashBF. FlashDL,. JFlash,. GDB
UTarget = 3.11%0
JTAG =peed: 38 kH=
: CP15.8.8: Bx410869264: ARM. Architecure STEJ
: CP15.8.1: BxiD122192: ICache: 32KB (4=256=32>, DCache: 32KkB (4=256%32)>
Found 2 JTAG devices. Total IRLen = 8:
Id of device HB: Bx1BYBAFAF
Id of device #1: Bx179BBFAF
Found ARM with core Id Bx17?BBFHF (ARM?>
ETHM U1.3: 8 pairs addr.comp, 8 data comp, 16 MM decs,. 4 counters, sSeqguencer

ETB U1.@: 2848x24 hit RAM

present.

ID register CETBLBxB8 1>
(ETB[BxH81 1>
(ETB[BxB2 1>
(ETB[BxBA3 1>
(ETB[BxB41>
(ETB[AxA5 1>

RAM uvrite pointer (ETBLBxBG 1>

Trigger counter CETBLBxB7 1>

Control (ETB[BxB88 1>

J-Link>

1B?8AFAF
a]5]0]5 5] al)
#BBBAE1 8
n]a]al5]al5 ot
BBCBB1B?
a]5]a]51a]5]a]5)
a]5]a]51a]5]a]5)
a]5]a]51a]5]a]5)
515101515 ]5]0]5)

The result of the limited buffer size is that not more data can be traced than the buffer
can hold. Because of this limitation, an ETB is not a fully- alternative to the direct access
to an ETM via J-Trace.
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19.4 Flash programming

J-Link / J-Trace comes with a DLL, which allows - amongst other functionalities - reading
and writing RAM, CPU registers, starting and stopping the CPU, and setting breakpoints. The
standard DLL does not have API functions for flash programming. However, the functionality
offered can be used to program the flash. In that case, a flashloader is required.

19.4.1 How does flash programming via J-Link / J-Trace
work?

This requires extra code. This extra code typically downloads a program into the RAM of
the target system, which is able to erase and program the flash. This program is called
RAM code and “knows” how to program the flash; it contains an implementation of the
flash programming algorithm for the particular flash. Different flash chips have different
programming algorithms; the programming algorithm also depends on other things such
as endianness of the target system and organization of the flash memory (for example 1 *
8 bits, 1 * 16 bits, 2 * 16 bits or 32 bits). The RAM code requires data to be programmed
into the flash memory. There are 2 ways of supplying this data: Data download to RAM
or data download via DCC.

19.4.2 Data download to RAM

The data (or part of it) is downloaded to another part of the RAM of the target system. The
Instruction pointer (R15) of the CPU is then set to the start address of the RAM code, the
CPU is started, executing the RAM code. The RAM code, which contains the programming
algorithm for the flash chip, copies the data into the flash chip. The CPU is stopped after this.
This process may have to be repeated until the entire data is programmed into the flash.

19.4.3 Data download via DCC

In this case, the RAM code is started as described above before downloading any data.
The RAM code then communicates with the host computer (via DCC, JTAG and J-Link / J-
Trace), transferring data to the target. The RAM code then programs the data into flash and
waits for new data from the host. The WriteMemory functions of J-Link / J-Trace are used
to transfer the RAM code only, but not to transfer the data. The CPU is started and stopped
only once. Using DCC for communication is typically faster than using WriteMemory for RAM
download because the overhead is lower.

19.4.4 Available options for flash programming

There are different solutions available to program internal or external flashes connected to
ARM cores using J-Link / J-Trace. The different solutions have different fields of application,
but of course also some overlap.

19.4.4.1 J-Flash - Complete flash programming solution

J-Flash is a stand-alone Windows application, which can read / write data files and program
the flash in almost any ARM system. J-Flash requires an extra license from SEGGER.

19.4.4.2 RDI flash loader: Allows flash download from any RDI-compli-
ant tool chain

RDI (Remote debug interface) is a standard for “debug transfer agents” such as J-Link.
It allows using J-Link from any RDI compliant debugger. RDI by itself does not include
download to flash. To debug in flash, you need to somehow program your application pro-
gram (debuggee) into the flash. You can use J-Flash for this purpose, use the flash loader
supplied by the debugger company (if they supply a matching flash loader) or use the flash
loader integrated in the J-Link RDI software. The RDI software as well as the RDI flash
loader require licenses from SEGGER.
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19.4.4.3 Flash loader of compiler / debugger vendor such as IAR

A lot of debuggers (some of them integrated into an IDE) come with their own flash loaders.
The flash loaders can of course be used if they match your flash configuration, which is
something that needs to be checked with the vendor of the debugger.

19.4.4.4 Write your own flash loader

Implement your own flash loader using the functionality of the JLinkARM.dIl as described
above. This can be a time consuming process and requires in-depth knowledge of the flash
programming algorithm used as well as of the target system.
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19.5 J-Link /J-Trace firmware

The heart of J-Link / J-Trace is a microcontroller. The firmware is the software executed by
the microcontroller inside of the J-Link / J-Trace. The J-Link / J-Trace firmware sometimes
needs to be updated. This firmware update is performed automatically as necessary by the
JLinkARM.dlI.

19.5.1 Firmware update

Every time you connect to J-Link / J-Trace, JLinkARM.dIl checks if its embedded firmware
is newer than the one used the J-Link / J-Trace. The DLL will then update the firmware
automatically. This process takes less than 3 seconds and does not require a reboot.

It is recommended that you always use the latest version of JLinkARM.dII.

Bl J)-Link vB.14h - O

"2 for help

In the screenshot:

e The red box identifies the new firmware.
e The green box identifies the old firmware which has been replaced.

19.5.2 Invalidating the firmware

Downdating J-Link / J-Trace is not performed automatically through an old JLinkARM.dII.
J-Link / J-Trace will continue using its current, newer firmware when using older versions
of the JLinkARM.dII.

Note

Downdating J-Link / J-Trace is not recommended, you do it at your own risk!
Note also the firmware embedded in older versions of JLinkARM.dIl might not execute
properly with hewer hardware versions.

To downdate J-Link / J-Trace, you need to invalidate the current J-Link / J-Trace firmware,
using the command exec InvalidateFW (first red box) .

In the screenshot, the yellow box contains information about the formerly used J-Link / J-
Trace firmware version, which is invalidated. Use an application (for example JLink.exe )
which uses the desired version of JLinkARM.dIl. This automatically replaces the invalidated
firmware with its embedded firmware.

This is also show in the screenshot, were the invalidated firmware (2nd red box) is replaced
with the one provided by the currently used J-Link DLL (green box).
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C:\Program Files (x86)\SEGGER\Link_V&14\JLink.exe - O X

J-Link
version \

shBP, FlashD
addr. i

4 compiled Feb 21 2817 14:18:

sfully

compiled Feb 2

FlashD JFlash, GDB

In the screenshot:

e “Updating firmware” identifies the new firmware.
e “Replacing firmware” identifies the old firmware which has been replaced.
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Chapter 20

Designing the target board for
trace

This chapter describes the hardware requirements which have to be met by the target
board.
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20.1 Overview of high-speed board design

Failure to observe high-speed design rules when designing a target system containing an
ARM Embedded Trace Macrocell (ETM) trace port can result in incorrect data being captured
by J-Trace. You must give serious consideration to high-speed signals when designing the
target system.

The signals coming from an ARM ETM trace port can have very fast rise and fall times, even
at relatively low frequencies.

Note

These principles apply to all of the trace port signals (TRACEPKT[0:15], PIPES-
TAT[0:2], TRACESYNC), but special care must be taken with TRACECLK.

20.1.1 Avoiding stubs

Stubs are short pieces of track that tee off from the main track carrying the signal to, for
example, a test point or a connection to an intermediate device. Stubs cause impedance
discontinuities that affect signal quality and must be avoided.

Special care must therefore be taken when ETM signals are multiplexed with other pin
functions and where the PCB is designed to support both functions with differing tracking
requirements.

20.1.2 Minimizing Signal Skew (Balancing PCB Track
Lengths)

You must attempt to match the lengths of the PCB tracks carrying all of TRACECLK, PIPES-
TAT, TRACESYNC, and TRACEPKT from the ASIC to the mictor connector to be within ap-
proximately 0.5 inches (12.5mm) of each other. Any greater differences directly impact
the setup and hold time requirements.

20.1.3 Minimizing Crosstalk

Normal high-speed design rules must be observed. For example, do not run dynamic signals
parallel to each other for any significant distance, keep them spaced well apart, and use a
ground plane and so forth. Particular attention must be paid to the TRACECLK signal. If in
any doubt, place grounds or static signals between the TRACECLK and any other dynamic
signals.

20.1.4 Using impedance matching and termination

Termination is almost certainly necessary, but there are some circumstances where it is
not required. The decision is related to track length between the ASIC and the JTAG+Trace
connector, see Terminating the trace signal on page 380 for further reference.
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CHAPTER 20 Terminating the trace signal

20.2 Terminating the trace signal

To terminate the trace signal, you can choose between three termination options:

e Matched impedance.
e Series (source) termination.
e DC parallel termination.

Matched impedance

Where available, the best termination scheme is to have the ASIC manufacturer match
the output impedance of the driver to the impedance of the PCB track on your board. This
produces the best possible signal.

Series (source) termination

This method requires a resistor fitted in series with signal. The resistor value plus the output
impedance of the driver must be equal to the PCB track impedance.

DC parallel termination

This requires either a single resistor to ground, or a pull-up/pull-down combination of re-
sistors (Thevenin termination), fitted at the end of each signal and as close as possible to
the JTAG+Trace connector. If a single resistor is used, its value must be set equal to the
PCB track impedance. If the pull-up/pull-down combination is used, their resistance values
must be selected so that their parallel combination equals the PCB track impedance.
Caution:

At lower frequencies, parallel termination requires considerably more drive capability from
the ASIC than series termination and so, in practice, DC parallel termination is rarely used.

20.2.1 Rules for series terminators

Series (source) termination is the most commonly used method. The basic rules are:

1. The series resistor must be placed as close as possible to the ASIC pin (less than 0.5
inches).

2. The value of the resistor must equal the impedance of the track minus the output
impedance of the output driver. So for example, a 50 PCB track driven by an output
with a 17 impedance, requires a resistor value of 33.

3. A source terminated signal is only valid at the end of the signal path. At any point
between the source and the end of the track, the signal appears distorted because of
reflections. Any device connected between the source and the end of the signal path
therefore sees the distorted signal and might not operate correctly. Care must be taken
not to connect devices in this way, unless the distortion does not affect device operation.
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20.3 Signal requirements

The table below lists the specifications that apply to the signals as seen at the JTAG+Trace

connector.
Signal Value
Frmax 200MHz
Ts setup time (min.) 2.0ns
Th hold time (min.) 1.0ns
TRACECLK high pulse width (min.) 1.5ns
TRACECLK high pulse width (min.) 1.5ns
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Semihosting

J-Link supports semihosting for ARM targets. This chapter explains what semihosting is,
what it can be used for and how to enable semihosting in different environments.
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21.1 Introduction

Semihosting is a mechanism for ARM based target devices to provide a way to communi-
cate/interact with a host system (the PC where the debugger is running on) to allow dif-
ferent operations to be performed /automatized. Typical use-cases for semihosting are:

e Calls to printf() in the target to be forwarded to the host system and then output in a
console/terminal on the host

e Calls to scanf() to retrieve user input entered in a console/terminal on the host and
then being received and evaluated by the target

e Performing file I/O operations on the host system (reading / writing files)

e Writing a flashloader that reads the bin file to be flashed from the host system and
performs the flashing operation chunk-wise

Most standard I/0 libraries for embedded applications come with semihosting implemen-
tations for printf() and scanf().

21.1.1 Advantages

e Provides standardized commands for file I/O operations on the host, allowing relatively
complex operations with minimal logic in the target application

e Does not need chip-specific hardware capabilities

e Semihosting handling is natively supported by many debuggers/IDEs, for example GDB.

21.1.2 Disadvantages

e Target CPU is halted on each semihosting command, debugger evaluates the
semihosting command and restarts the CPU. This affects real-time behavior of the
system.
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21.2 Debugger support

If semihosting is supported or not depends on the actual debugger being used. Most mod-
ern IDEs / Debuggers support semihosting. The following debuggers / IDEs are known to
support semihosting:

J-Link Debugger

J-Link GDBServer + GDB

SEGGER Embedded Studio

J-Link RDI (and therefor most RDI compliant debuggers)
IAR Embedded Workbench for ARM

ARM AXD

Note

Keil MDK-ARM does NOT support semihosting!
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21.3 Implementation

In general, there are two ways of implement semihosting which are explained in the fol-
lowing:

e SVC instruction (called SWI on legacy CPUs)
e Breakpoint instruction
e J-Link GDBServer optimized version

21.3.1 SVC instruction

Inside printf() calls etc. that shall perform semihosting, an SVC instruction is present which
causes the CPU to issue a software interrupt and jump to the SVC exception handler. The
debugger usually sets a breakpoint on the first instruction of the SVC exception handler or
sets a vector catch that has the same effect but does not waste one hardware breakpoint. If
vector catch is available depends on the CPU. Once the CPU has been halted, the debugger
can identify the cause of the SVC exception by analyzing the SVC instruction that caused
the exception. In the instruction there is a SVC reason/number encoded. The number may
differ if the CPU was in ARM or Thumb mode when the SVC instruction was executed. The
following SVC reasons are reserved for semihosting:

¢ ARM mode: 0x123456
e Thumb mode: 0xAB

Once the debugger has performed the semihosting operation and evaluated the command,
it will restart the target CPU right behind the SVC instruction that caused the semihosting
call. So it is debuggers responsibility to perform the exception return.

Disadvantages

If the SVC instruction is also used by the user application or a operating system on the
target, the CPU will be halted on every semihosting exception and be restarted by the
debugger. This affects real-time behavior of the target application.

21.3.2 Breakpoint instruction

A breakpoint instruction is compiled into the code that makes use of semihosting (usually
somewhere inside the printf() function in a library). The CPU halts as soon as the breakpoint
instruction is hit and allows the debugger to perform semihosting operations. Once the CPU
has been halted, the debugger is able to determine the halt reason by analyzing the break-
point instruction that caused the halt. In the breakpoint instruction, a “halt reason” can be
encoded. The halt reason may differ if the breakpoint instruction is an ARM instruction or
Thumb instruction. The following halt reasons are reserved for semihosting:

¢ ARM mode: 0x123456
e Thumb mode: 0xAB

Disadvantages

Having a breakpoint instruction compiled in a library call will make it necessary to have
different compile options for debug and release configurations as the target application will
not run stand-alone, without debugger intervention.

21.3.3 J-Link GDBServer optimized version

When using J-Link GDBServer with a GDB-based environment, there is a third implemen-
tation for semihosting available which is a hybrid of the other implementations, combining
the advantages of both. With this implementation, an SVC instruction with the usual SVC
reason is used to issue a semihosting call but the debugger does not set a breakpoint or
vector catch on the start of the SVC exception handler. Instead, the SVC exception handler
provides some code that detects if the reason was a semihosting call, if yes it immediately
performs a return from exception on which the debugger has set a hardware breakpoint.
This allows the application to continue normally in case no debugger is connected and han-
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dling the semihosting call. It also inhibits the CPU from being halted on each non-semi-
hosting call, preserving the real-time behavior of the target application.

Advantages

Application also runs stand-alone (no debugger connected). Real-time behavior of the ap-
plication is preserved.

Disadvantages

One hardware breakpoint is not available for debugging / stepping as it is permanently
used while semihosting is enabled. Only works with J-Link GDBServer as other debuggers
do not support this specialized version.

21.3.3.1 SVC exception handler sample code

In the following, some sample code for the SVC handler, prepared to be used with J-Link
GDBServer optimized semihosting, is given:

SVC _Handl er:
; For semi hosting RO and Rl contain the sem hosting informati on and nay not
; be changed before sem hosting is handl ed.
;. If R and R3 contain values for the SVC handl er or need to be restored for
; the calling function, save themon the stack.
#i f SAVE REGS | N _SVC
PUSH { R2, R3}
#endi f
BIC R2, LR, #OxFFFFFFFE
CWP R2, #0x01 ; Check whether we cone from Thunb or ARM nobde
BNE CheckSem ARM
CheckSemni Thunb:
#i f Bl G_ENDI AN
LDRB R2, [LR, #-2]
#el se
LDRB R2, [LR, #-1]
#endi f
LDR R3, _DataTabl e2
CW R2, R3 ; ARM semihosting call?
BNE DoSVC
B Seni Br eak
CheckSem ARM
LDR R2, [LR, #-4]
BIC R2, R2, #OxFFO00000
LDR R3, _DataTabl el
CW R2, R3 ; Thunb sem hosting call?
BNE DoSVC
#i f SAVE REGS | N _SVC
POP {R2,R3} ; Restore regs needed for sem hosting
#endi f
Semi Break: ; Debugger will set a breakpoint here and perform exception return
NOP
MOVS RO, #+0 ; Make sure we have a valid return value in case
BX LR ; debugger is not connected
DoSVC:

; Custoner specific SVC handl er code

MOVS RO, #+0 ; Replace this code with your SVC Handl er
BX LR

_Dat aTabl el:

.word 0x00123456
_Dat aTabl e2:

. byte 0xAB

. byte 0x00
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. byte 0x00
. byte 0x00
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21.4 Communication protocol

Semihosting defines a standardized set of semihosting commands that need to be supported
by a debugger, claiming that it supports semihosting. In the following, the communication
protocol for semihosting as well as the specified commands are explained.

21.4.1 Register RO

Right before the operation that halts the CPU for semihosting, is performed, the target
application needs to prepare CPU register RO and (depending on the command) also some
other CPU registers. On halt, RO will hold the semihosting command, so the debugger can
determine further parameters and operation to be performed, from it.

Command RO value
SYS_OPEN 0x01
SYS_CLOSE 0x02
SYS_WRITEC 0x03
SYS_WRITEO 0x04
SYS_WRITE 0x05
SYS_READ 0x06
SYS_READC 0x07
SYS_ISTTY 0x09
SYS_SEEK 0x0A
SYS_FLEN 0x0C
SYS_REMOVE OxO0E
SYS_RENAME OxOF
SYS_GET_CMDLINE |0x15
SYS_EXIT 0x18

21.4.2 Command SYS OPEN (0x01)

Opens a file on the host system. Register R1 holds a pointer to an address on the target,
that specifies a 3-word (32-bit each) buffer where additional information for the command
can be found.

Word O

Pointer to a null-terminated string that specifies the file to open. Special: The string ™:tt”
specifies the console input/output (usually stdin / stdout). Which one is selected depends
on if the stream is opened for reading or writing.

Word 1

A number that specifies how the file is to be opened (reading/writing/appending etc.). In
the following, the corresponding ISO C fopen() modes for the numbers are listed. ISO C
fopen() modes

ISOC
Word1 fopen()
mode

rb
r+
r+b

WIN| = O
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ISOC
Word1 fopen()
mode

wb

w+
w+b

Ol N U]

ab
10 | a+
11| a+b

Word 2

Integer that specifies the length of the string (excluding the terminating null character)
pointed to by word 0.

Return value

Operation result is written to register RO by the debugger.

Value Meaning
+ 0 0.K., handle of the file (needed for
SYS_CLOSE etc.)
=-1 Error

21.4.3 Command SYS_CLOSE (0x02)

Closes a file on the host system. Register R1 holds a pointer to an address on the target,
that specifies a 1-word (32-bit each) buffer where additional information for the command
can be found.

Word 0
Handle of the file retrieved on SYS_OPEN

Return value

Operation result is written to register RO by the debugger.

Value Meaning
0 O.K.
-1 Error

21.4.4 Command SYS WRITEC (0x03)

Writes a single character to the debug channel on the host system (stdout in most cases).
Register R1 holds a pointer to an address on the target, that specifies a 1-word (32-bit
each) buffer where additional information for the command can be found.

Word O

Pointer to the character to the written.

Return value

None
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21.45 Command SYS_WRITEO (0x04)

Writes a null-terminated string (excluding the null character) to the debug channel on the
host system. Register R1 holds a pointer to the string that shall be written.

Return value

None

21.4.6 Command SYS WRITE (0x05)

Writes a given number of bytes to a file that has been previously opened via SYS_OPEN .
Exceptions: Handle 0-2 which specify stdin, stdout, stderr (in this order) do not require to
be opened with SYS_OPEN before used. This command behaves compatible to the ANSI C
function fwrite() meaning that writing is started at the last position of the write pointer on
the host. Register R1 holds a pointer to an address on the target, that specifies a 3-word
(32-bit each) buffer where additional information for the command can be found.

Word O

Handle of the file to be written.

Word 1

Pointer to the data on the target, to be written.

Word 2

Number of bytes to write

Return value

Operation result is written to register RO by the debugger.

Value Meaning
=0 O.K.

Number of bytes to write left (in case not
all bytes could be written)

+0

21.4.7 Command SYS READ (0x06)

Reads a given number of bytes from a file that has been previously opened via SYS_OPEN .
Exceptions: Handle 0-2 which specify stdin, stdout, stderr (in this order) do not require to
be opened with SYS_OPEN before used. This command behaves compatible to the ANSI C
function fread() meaning that reading is started at the last position of the read pointer on
the host. Register R1 holds a pointer to an address on the target, that specifies a 3-word
(32-bit each) buffer where additional information for the command can be found.

Word O
Handle of the file to be read.

Word 1

Pointer to a buffer on the target where data from file is written to.

Word 2

Number of bytes to read

Return value

Operation result is written to register RO by the debugger.
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Value Meaning
= O.K.

Number of bytes to read left (in case not
all bytes could be read). If identical to the
*#0 number of bytes to be read, read pointer
was pointing to end-of-file and no bytes
have been read.

21.4.8 Command SYS _READC (0x07)

Reads a single character from the debug channel on the host (usually stdin). Register R1
is set to 0.

Return value

Character that has been read is written to register RO.

21.49 Command SYS ISTTY (0x09)

Checks if a given handle is an “interactive device” (stdin, stdout, ...). Register R1 holds
a pointer to an address on the target, that specifies a 1-word (32-bit each) buffer where
additional information for the command can be found.

Word O
Handle of the file to be checked.

Return value

Operation result is written to register RO by the debugger.

Value Meaning
=1 0O.K., given handle is an interactive device.
=0 0.K., given handle is not an interactive device.
Else Error

21.4.10 Command SYS_SEEK (0x0A)

Moves the filepointer of a file previously opened via SYS_OPEN to a specific position in
the file. Behaves compliant to the ANSI C function fseek(). Register R1 holds a pointer
to an address on the target, that specifies a 2-word (32-bit each) buffer where additional
information for the command can be found.

Word 0
Handle of the file.

Word 1

Position of the filepointer inside the file, to set to.

Return value

Operation result is written to register RO by the debugger.

Value Meaning
=0 0.K.
*#0 Error

J-Link / J-Trace (UM08001)

© 2004-2021 SEGGER Microcontroller GmbH



392 CHAPTER 21 Communication protocol

21.4.11 Command SYS_FLEN (0x0C)

Retrieves the size of a file, previously opened by SYS_OPEN , in bytes. Register R1 holds
a pointer to an address on the target, that specifies a 1-word (32-bit each) buffer where
additional information for the command can be found.

Word 0
Handle of the file.

Return value

Operation result is written to register RO by the debugger.

Value Meaning
=20 File size in byte
= -1 Error

21.4.12 Command SYS_REMOVE (0x0E)

Deletes a file on the host system. Register R1 holds a pointer to an address on the target,
that specifies a 2-word (32-bit each) buffer where additional information for the command
can be found.

Word O

Pointer to a null-terminated string that specifies the path + file to be deleted.

Word 1
Length of the string pointed to by word 0 .

Return value

Operation result is written to register RO by the debugger.

Value Meaning
=0 0.K.
*#0 Error

21.4.13 Command SYS_RENAME (0x0F)

Renames a file on the host system. Register R1 holds a pointer to an address on the target,
that specifies a 4-word (32-bit each) buffer where additional information for the command
can be found.

Word O

Pointer to a null-terminated string that specifies the old name of the file.

Word 1

Length of the string (without terminating null-character) pointed to by word O .

Word 2

Pointer to a null-terminated string that specifies the new name of the file.

Word 3

Length of the string (without terminating null-character) pointed to by word 2 .
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Return value

Operation result is written to register RO by the debugger.

Value Meaning
=0 0.K.
+0 Error

21.4.14 Command SYS_GET_CMDLINE (0x15)

Gets the command line (argc, argv) from the process on the host system as a single string.
argv elements will be separated by spaces. Register R1 holds a pointer to an address on
the target, that specifies a 2-word (32-bit each) buffer where additional information for the
command can be found.

Word O

Pointer to a buffer on the target system to store the command line to.
Word 1
Size of the buffer in bytes.

Return value

After the operation, word 1 will hold the length of the command line string. Operation result
is written to register RO by the debugger.

Value Meaning
=0 O.K.
0 Error

21.4.15 Command SYS_EXIT (0x18)

Used to tell the debugger if an application exited/completed with success or error. Usually,
this also ends the debug session automatically. Register R1 is one of the following values:

Exit code Meaning

0x20026 | Application exited normally.
0x20023 | Application exited with error.

Return value

None.
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21.5 Enabling semihosting in J-Link GDBServer

By default, semihosting is disabled in J-Link GDBServer. Depending on the mechanism to
be used, different setups are necessary

21.5.1 SVC variant

The following commands need to be added to the gdbinit file that is executed at the start
of a debug session:

nmoni t or semi hosting enabl e

nmoni t or semni hosti ng breakOnError

nmoni tor semi hosting ICclient 3

nmoni t or sem hosting setargs “<argv>" (in case SYS _GET_CMDLI NE command i s used)

For more detailed information about the monitor commands supported by J-Link GDBServ-
er, please refer to Supported remote (monitor) commands on page 85.

21.5.2 Breakpoint variant

The following commands need to be added to the gdbinit file that is executed at the start
of a debug session:

nmoni t or semni hosting enabl e

21.5.3 J-Link GDBServer optimized variant

The following commands need to be added to the gdbinit file that is executed at the start
of a debug session:

nmoni t or seni hosti ng enabl e <Addr Seni Br eak>

Please also make sure that an appropriate SVC exception handler is linked in the application.
For sample code, please refer to SVC exception handler sample code on page 386.
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21.6 Enabling Semihosting in J-Link RDI + AXD

This semihosting mechanism can be disabled or changed by the following debugger internal
variables:

$semihosting_enabled

Set this variable to 0 to disable semihosting. If you are debugging an application running
from ROM, this allows you to use an additional watchpoint unit.

Set this variable to 1 to enable semihosting. This is the default.

Set this variable to 2 to enable Debug Communications Channel (DCC) semihosting.

The S bit in $vector_catch has no effect unless semihosting is disabled.

$semihosting_vector

This variable controls the location of the breakpoint set by J-Link RDI to detect a semihosted
SWI. It is set to the SWI entry in the exception vector table () by default.

21.6.1 Using SWIs in your application

If your application requires semihosting as well as having its own SWI handler, set $semi-
hosting_vector to an address in your SWI handler. This address must point to an instruction
that is only executed if your SWI handler has identified a call to a semihosting SWI. All
registers must already have been restored to whatever values they had on entry to your
SWI handler.
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Environmental Conditions &
Safety
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22.1 J-Link

Operating temperature +5°C ... +60°C

Storage temperature -20°C ... +65 °C

Relative humidity (non-condensing) Max. 90% rH

For indoor use only. Use on current-limited USB ports only.

J-Link WiFi only: This device is test equipment and consequently is exempt from part
15 of the FCC rules under section 15.103.

22.1.1 Affected models

If not otherwise mentioned, the following models are affected by these safety notes:

J-Link BASE

J-Link PLUS

J-Link ULTRA+

J-Link WiFi

J-Link PRO

J-Link BASE Compact
J-Link PLUS Compact
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22.2 Flasher

e Operating temperature +5°C ... +60°C (+5°C ... +45°C for Flasher Portable PLUS when
charging internal battery)

e Storage temperature -20°C ... +65 °C

e Relative humidity (non-condensing) Max. 90% rH

e For indoor use only. Use on current-limited USB ports only.

22.2.1 Affected models

If not otherwise mentioned, the following models are affected by these safety notes:

Flasher ARM

Flasher PRO

Flasher Portable
Flasher Portable PLUS
Flasher Secure
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22.3 J-Trace

Operating temperature +5°C ... +60°C

Storage temperature -20°C ... +65 °C

Relative humidity (non-condensing) Max. 90% rH

For indoor use only. Use on current-limited USB ports only.

22.3.1 Affected models

If not otherwise mentioned, the following models are affected by these safety notes:

e J-Trace PRO Cortex-M
e J-Trace PRO Cortex

J-Link / J-Trace (UM08001) © 2004-2021 SEGGER Microcontroller GmbH



Chapter 23
Support and FAQs

This chapter contains troubleshooting tips as well as solutions for common problems which
might occur when using J-Link / J-Trace. There are several steps you can take before con-
tacting support. Performing these steps can solve many problems and often eliminates the

need for assistance. This chapter also contains a collection of frequently asked questions
(FAQs) with answers.
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23.1 Measuring download speed

Test environment

JLink.exe has been used for measurement performance. The hardware consisted of:

PC with 2.6 GHz Pentium 4, running Win2K
USB 2.0 port

USB 2.0 hub

J-Link

Target with ARM7 running at 50MHz
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23.2 Troubleshooting

23.2.1 General procedure

If you experience problems with J-Link / J-Trace, you should follow the steps below to solve
these problems:

Close all running applications on your host system.

Disconnect the J-Link / J-Trace device from USB.

Disable power supply on the target.

Re-connect J-Link / J-Trace with the host system (attach USB cable).

Enable power supply on the target.

Try your target application again. If the problem remains continue the following
procedure.

Close all running applications on your host system again.

Disconnect the J-Link / J-Trace device from USB.

Disable power supply on the target.

Re-connect J-Link / J-Trace with the host system (attach the USB cable).

Enable power supply on the target.

Start JLink.exe .

If JLink.exe displays the J-Link / J-Trace serial number and the target processor’s core
ID, the J-Link / J-Trace is working properly and cannot be the cause of your problem.
If the problem persists and you own an original product (not an OEM version), see
section Contacting support .
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23.3 Contacting support

Before contacting support, make sure you tried to solve your problem by following the steps
outlined in section General procedure on page 402. You may also try your J-Link / J-Trace
with another PC and if possible with another target system to see if it works there. If the
device functions correctly, the USB setup on the original machine or your target hardware
is the source of the problem, not J-Link / J-Trace. If you need to contact support, send the
following information to

support @Gegger.com:

A detailed description of the problem.

J-Link/J-Trace serial number.

Output of JLink.exe if available.

Your findings of the signal analysis.

Information about your target hardware (processor, board, etc.).

J-Link / J-Trace is sold directly by SEGGER or as OEM-product by other vendors. SEGGER
can support only official SEGGER products.

23.3.1 Contact Information
SEGGER Microcontroller GmbH

Ecolab-Allee 5
D-40789 Monheim am Rhein

Germany

Tel. +49-2173-99312-0
Fax. +49-2173-99312-28
E-mail: support @egger.com

Internet: www. segger.com
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